
1 APPLE-1001

c12) United States Patent 
Yeager 

(54) SELF-AUTHORIZING DEVICES 

(76) Inventor: C. Douglas Yeager, Knoxville, TN (US) 

( * ) Notice: Subject to any disclaimer, the term ofthis 
patent is extended or adjusted under 35 
U.S.C. 154(b) by 1058 days. 

(21) Appl. No.: 12/019,318 

(22) Filed: Jan.24,2008 

Related U.S. Application Data 

(60) Provisional application No. 60/897,110, filed on Jan. 
25, 2007, provisional application No. 60/932,704, 
filed on Jun. 1, 2007. 

(51) Int. Cl. 
G06F 7104 (2006.01) 

(52) U.S. Cl. .............. 726/20; 726/9; 235/380; 235/375; 
235/439; 235/492; 713/165; 710/313 

( 58) Field of Classification Search ................ 726/9, 20; 
235/380, 375,439,492; 710/313; 713/165 

See application file for complete search history. 

(56) References Cited 

U.S. PATENT DOCUMENTS 

6,439,464 Bl 8/2002 F ruhauf et al. 
6,763,399 B2 * 7/2004 Margalit et al. ................. 710/13 
6,883,715 Bl 4/2005 F ruhauf et al. 
6,991,173 B2 1/2006 Fruhauf 
7,011,247 B2 * 3/2006 Drabczuk et al. ............. 235/451 

J1 
4 
3 
2 

IJSB CON 
CY7(63803 

I 1111111111111111 11111 111111111111111 1111111111 1111111111 1111111111 11111111 
US008151345Bl 

(10) Patent No.: 
(45) Date of Patent: 

7,150,397 B2 12/2006 
7,213,766 B2 * 5/2007 
7,249,266 B2 7/2007 

2006/0143326 Al* 6/2006 
2006/0255158 Al 11/2006 
2007 /0208949 Al * 9/2007 
2007 /0262138 Al * 11/2007 
2008/0128513 Al* 6/2008 
2009/0039156 Al * 2/2009 
2009/0187687 Al* 7/2009 

US 8,151,345 Bl 
Apr. 3, 2012 

Morrow et al. 
Ryan et al. .................... 235/492 
Margalit et al. 
Hauck ............................. 710/18 
Margalit et al. 
Lu et al . ........................ 713/186 
Somers et al. ................ 235/380 
Hammad et al . .............. 235/492 
Brandli et al. ................ 235/382 
Hulbert et al. .................. 710/73 

FOREIGN PATENT DOCUMENTS 

EP 1843277 10/2007 

* cited by examiner 

Primary Examiner - Vivek Srivastava 
Assistant Examiner - Hee Song 
(74) Attorney, Agent, or Firm -Luedeka Neely Group, P.C. 

(57) ABSTRACT 

Self-authorizing cards and cellular network adapters for 
authorization of financially payments and other secure trans­
actions. In some embodiments a smart card is provided with 
a connector for a USB port on a computer terminal such as a 
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CARD INSERTION INTO USB SLOT 

CARD POWER UP 

USB INTERfACf/READER INTERROGATES 
SECURE ELEMENT 

RECORDS FROM CARD EXTRACTED AND USED TO 
BUILD TRACK I AND TRACK 2 DATA STRING 

TRACK DATA STRING IS ENCRYPTED 

FIG.5 

Sheet 4 of 19 US 8,151,345 Bl 

USB DESCRIPTORS ON CARD IDENTIFY 
CARD AS HID KEYBOARD DEVICE TO PC 

CARD ID NUMBER AND ENCRYPIID TRACK 
DATA ARE SENT TO THE HID KEYBOARD 

BUFFER AND CURSOR PRINTS TO THE PC 
SCREEN IN ACTIVE FIELD 

PRINTED CARD ID NUMBER AND fNCRYPJID DATA 
ARE THEN BE SENT TO CENTRAL SERVER OVER THE 

INTERNET FOR DECRYPTION 

MERCHANT CAN THEN USE TRACK DATA TO 
PROCESS PAYMENT TRANSAffiON 

CENTRAL SERVER DECRYPTS TRACK DATA AND 
RETURNS IT TO MERCHANT SERVER 
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SECURE ELEMENT 
BANKING APPUCATION INTERROGATOR 

SELECT PAYMENT 
CARO APPLICATION --~-·-----·-

---·___.....,,,._.,....._..-......... ~ ............... -·---·-·--
--------JECURE ELEMENT RESPONSE 

-----------

GET PROCESSING INFORMATION 
.----·-----•-'~~·~-........... -· 

READ !.ARD HOLDER RECORD ____ .......-.--__ .............................. ----------·--~·,,.,.,_.....,.---

-------SECURE ELEMENT RESPONSE -------------

COMP~RYfOG~PHJ_C CHE~~---·------· 
------·-

FIG. 5.1 
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SECURE ELEMENT 
BANKING AND INTERROGATOR 

APPUCATJONS INTERROGATOR 

SELECT PAYMENT 
CARD APPLICATION .-···--· 
--=__ sEcu.fflENT.RESPONSE 

-~~D.CA~D ~~.ER ~EroRD ==-~-=--

·----.---...JECURE ELEMENT RESPONSE 
............... _________ ~~------------

--- SECURE ELEMENT RESPONSE 
....................... __ ----..........~---~-----~ 
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! START DATA STRING: I 
l'%TRACK1_DATA?;TRACK2_DATA?' 

I 

PAD DATA STRING WITH ZEROS TO ENSURE DATA 
STRING LENGTH IS AN INCREMENT OF 8 BYTES 

I 

DES ENCRYPT WITH LEFT HALF OF 16 am KEY 
USE CBC (CYPHER BLOCK CHAINING} MODE 

WITH START VECTOR OF All ZEROS 

I 

INVERT 8 BYfE BLOCKS IN CRYPTOGRAPHIC DATA 
STRING: 
FOR EXAMPLE THE FIRST BLOCK OF B BYTES WILL 
BECOME THE LAST BLOCK, THE SECOND BLOCK Of 
8 BYTES WILL BECOME THE SECOND TO LAST, AND 
SO ON. 

I 

DB ENCRYPT WITH RIGHT HALF OF l 6 BYTE KEY 
USE CBC (CYPHER BLOCK CHAINING) MODE 

WITH START VECTOR OFAU ZEROS 

INVERT 8 BYfE BLOCKS IN CRYPTOGRAPHIC DATA 
STRING; 
FOR EXAMPLE, IHE FIRST BLOCK OF 8 BYTES W[LL 
BKOME THE LAST BLOCK, THE SECOND BLOCK Of 
8 BYTES WIU BECOME THE SECOND TO LAST, AND 
SO ON. 

I 

DES ENCRYPT WITH LEFT HALF Of 16 BYTE KEY 
USE CBC (CYPHER BLOCK CHAINING) MODE 

WITH START VECTOR Of AU ZEROS 

IFINAl CRYPTOGRAPHIC DATA STRING! IG. 5.3 F 
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I CARD INSERTION INTO USB SLOT I 
i I CARD POWER UP I 

I USB INTERFACE/READER INTERROGATES 
I SECURE ELEMENT 

RECORDS FROM CARD EXTRACTED AND USED TO 
BUILD TRACK l AND TRACK 2 DATA STRING 

16 DIGIT PAN DATA IS ENCRYPTED 

FIG. 12 

200--._ 
\ 

Sheet 12 of 19 US 8,151,345 Bl 

USB DESCRIPTORS ON CARO IDENTIFY 
CARD AS HID KEYBOARD DEVICE TO PC 

PAN DATA IS SENTTO THE HID KEYBOARD 
BUFFER AND CURSOR PRINTS TO THE PC 

SCREEN IN ACTIVE FEILD 

MERCHANT CAN THEN USE ENCRYPTED PAN 
DATA TO PROCESS PAYM.ENTTRANSAffiON 

DECRYPTION DEVICE DECRYPTS PAN AND FURTHER 
SUBMJTS PAN TO THE BANK FOR APPROVAl 

j 5413 l 2po 0678 48'!]_ 
) } 2~ 

202.,/ 204·--' 

FIG.13 
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I INIT. VECTOR 

TRANSAffiON COUNTER: 
137 

CARD ACCOUNT NUMBER: 
000678480 

DES KEY: 
1122334455667788 

INil VECTOR: 
9988776655443322 

KEY 

US 8,151,345 Bl 

! 
----~_o_B __ -----· I OUTPUT I 

TRANSACTION COUNTER 
flG.13.1 

64 BIT OUTPUT: 
1101001110101010 000011111110001111000111 0101010111001100 00111100 

\ 

\ 
1st 14 BITS OF OUTPUT--------. 

ACCOUNT NUMBER: 
000 6784 80 

TT~'-... 
/ ~-----

LEADING DIGITS TO BE DES KEY ID 
ZEROS ENCRYPTED 

ACCOUNT NO. {6784) BIT REPRESENTATION: 
11010100 000000 

FIG. 13.2 

f----- OUTPUT 
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14 BIT OUTPUT: 
0000011 l 101 01 0 

DECIMAL C-ONVERSION: 
0490 

US 8,151,345 Bl 

BUILD ENCRYPTED ACCOUNT NUMBER: 

137 0490 80 
TT\ II \ 

I \ 

TRANSACTION ENCRYPTED DES KEY ID 
COUNTER DIGITS 

FIG.13.3 

,-·s4-r:rr2~ 3 1~49 oagu 
l 1 '--256 

252-_.I 254 __ ) 

FIG~ 13.4 
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SECURE ELEMENT 
BANKING AND INTERROGATOR , -··· ·········•··············· 
APPLICATIONS 1, INTERROGATOR INITIATOR 

SELECT PAYMENT -------------· 
CARD APPUCATION . _____ _j_ __ .. __ SfMD UNPRED[(TARLE HUMBER 

,--~---~ SECURE ElEMENTRESPONSE I STARTTffE lNURROGATION 
.......______,_ ............. ......_......._ ~ 

READ CARO HOLDER RECORD -=-.-=-i~-:__-
-···~--•-"'- ' 

-==-=--=~=-·-;(~RE ELEMENT RESPONSE ! -- ' -·---------t-------
SELECT lNTERREGATOR APPllCATI~---•.. ---~----

______ ....,.......... .. ~--·· ---·-~-· ~ 

~URE ELEMENT RESPONSE l 
SEND CARO HOLDER RECORD F~----~---
PAYMENT CARD APruCATION ------l----

........... ~-__....-.-----.~_.....,..- ~ 

--------. SECURE ElEMENT RESPONSE I 
_._.___ ~ -- ' ~-------

SEL.ECT PAYMENT f.ARD APPLICATION •• ___ L____ •• 

===· -~u;~~~;;~ONSE I 
----~ 

GET PROCESSING INFORMATION ____ [----

-====-~CURE ElEME;;;ONSE ~ ....._____.._..__ ~ 

----......,_- ' 

COMPUTE CRYTOGRAPHIC CHECKSU~=-_ _j __ _ 

==·~;;; ELE~E~T RESPONSE j 
------............... r -------.. ___ ~ 

i -------
.- ... .,.,., ----"""""'"" .......................................... .,-., ............ , .............................................. ., .... } ... ., .................... ... 

SELECT INTERROGATOR APPUCATlOtL.~-----+-··-_ ___....--~-.......----~---~-- t 

0~----.JtCURE ELEMENT RESPONSE l 
fillDm1'i06M!( OlfilSl!M fiOM ----------+-
WO AffilfAITON _________________ ! ___ _ 
------.JlCURE ELEMENT RESPONSE f -- ~ 

G£f MJHOCH M JtA(f rnD/OR --------r-
1001. TH5 RliA MAYOR MAY HOT : RESPONSE PACKET CONT AINI NG 
BHNamIDATIB!SPOINT . __ --------~----·- EITHER PLAIN TRACK DATA OR 
.:::::._-----· --SECIJRE REMOO RESPONSE ! ENCRYPTED TRACK DATA 
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SELF-AUTHORIZING DEVICES 

CROSS REFERENCES TO RELATED 
APPLICATIONS 

This patent application claims priority from and is related 
to U.S. Provisional Patent Application Ser. No. 60/897,110 
filed Jan. 25, 2007, entitled: Method and Apparatus for Self­
swiping Smartcard Payments and this patent application 
claims priority from and is related to U.S. Provisional Patent 
Application Ser. No. 60/932,704 filed Jun. 1, 2007, entitled: 
Method and Apparatus for a Self-swiping Smartcard. Provi­
sional Patent Application Ser. Nos. 60/897, 110 and 60/932, 
704 are incorporated by reference in their entirety herein. 

FIELD 

This invention relates to the field of devices configured to 
authorize transactions using secure element microchips. 
More particularly, this invention relates to tokens or cellular 
network devices that contain secure element microchips and 
are configured to authorize financial transactions over the 
internet. 

BACKGROUND 

In some payment technologies such as smartcards, a micro­
chip referred to as a "Secure Element" (SE) is embedded into 
the payment card, the payment fob, or another other device 
that may be used for making payments. In order to extract 
information from the SE, an interrogator, also referred to 
herein as a "reader", is required to interact electrically with 

2 
Universal Serial Bus (USB) connector configured to connect 
to a computer terminal. There is also a secure element that is 
affixed to the mounting structure and the secure element has 
a data file. This embodiment also includes a communications 
controller that is affixed to the mounting structure and that is 
configured as a Human Interface Device (HID) class USB­
device and that is configured to extract information from the 
secure element data file and that is configured to convert at 
least a portion of the data file into transaction information and 

10 to transmit the transaction information to the computer ter­
minal through the USB connector. 

In another embodiment, a self-authorizing smart token has 
a mounting structure that has an integral communication con­
nector that is configured to connect to a computer terminal. 

15 There is a secure element that is affixed to the mounting 
structure, and the secure element comprising a data file com­
prising financial authorization data. There is a communica­
tions controller that is affixed to the mounting structure and 
configured to extract at least a portion of the financial autho-

20 rization data from the secure element data file and configured 
to encrypt the at least a portion of the financial data and to 
transmit the encrypted financial authorization data as trans­
action information to the computer terminal using the com­
munication connector. 

25 A further embodiment provides a self-authorizing cellular 
network adapter for a cellular network device configured with 
a cellular network application interface. The self-authorizing 
cellular network adapter includes a secure element that has a 
data file. There is a secure element reader that is configured to 

30 interrogate the secure element by executing file system func­
tions according to ISO 7816-4 and to generate file informa­
tion from the secure element data file. Further, there is a 
communications controller that is configured to receive the 
file information from the secure element reader and to convert 

the SE. The reader typically follows standards set forth by the 
International Organization for Standardization (ISO) or pro­
prietary standards established by financial institutions or 
other application providers. In addition to making payments 
such devices may be used for other purposes such as control­
ling access to networks and databases and verifying identity. 
Such devices typically employ sophisticated technologies for 
enhancing the security of these transactions and preventing 40 

fraud. However, the use of the internet is becoming more 
popular for such purposes. What are needed therefore are 
devices and methods that adapt the enhanced security and 
fraud prevention techniques used in smartcard systems for 

35 at least a portion of the file information into transaction autho­
rization information and to transmit the transaction authori­
zation information to the cellular network device through the 
cellular network application interface. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Various advantages are apparent by reference to the 
detailed description in conjunction with the figures, wherein 
elements are not to scale so as to more clearly show the 

45 details, wherein like reference numbers indicate like elements 
throughout the several views, and wherein: 

use in internet-based transactions. 

SUMMARY FIG. 1 is a drawing of one embodiment of a self-swiping 
card with a USB interface. 

The present disclosure provides, in one embodiment, a 
self-authorizing smart token that includes a mounting struc­
ture having an integral communication connector configured 
to connect to a computer terminal. This embodiment also 
includes a secure element that is affixed to the mounting 
structure and the secure element has a data file. There is also 

FIG. 2 is a drawing ofa closeup view of the USB interface 
50 connector on one embodiment of a self-swiping card. 

a secure element reader that is affixed to the mounting struc- 55 

ture and configured to interrogate the secure element by 
executing file system functions according to ISO 7816-4 and 

FIG. 3 is a drawing of the internals of one embodiment of 
a self-swiping card. 

FIG. 4 illustrates a circuit board schematic according to 
one embodiment. 

FIG. 5 illustrates a system where a self-swiping card is 
used to deliver track 1 and track 2 data to a merchant remotely 
via the internet. 

FIGS. 5.1 and 5.2 illustrate interaction and data exchange 
between an interrogator chip and an SE. 

FIG. 5.3 illustrates a method of encrypting data. 
FIG. 6 illustrates one embodiment of an online web form 

with an auto-populating field for a self-swiping card. 

to generate file information from the secure element data file. 
The self-authorizing smart token also has a communications 
controller that is affixed to the mounting structure and that is 60 

configured to receive the file information from the secure 
element reader and that is configured to convert at least a 
portion of the file information into transaction information 
and to transmit the transaction information to the computer 
terminal through the communications connector. 

FIG. 7 illustrates the decrypted track data that was encoded 
within the information that came from the auto-populating 

65 field from FIG. 6. 
Another embodiment provides a self-authorizing smart 

token that has a mounting structure that includes an integral 
FIG. 8 illustrates an embodiment of a self-swiping card 

with a USB interface. 
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FIG. 9 illustrates a further embodiment of a self-swiping 
card with a USB interface. 

FIG. 10 illustrates an embodiment of the smart card mod­
ule embedded in the card. 

FIGS. llA and llB illustrates embodiments of a self­
swiping card in a mini-SD and an SD form factor. 

4 
embodiments the browser may connect to a different public 
network or to a proprietary network. In some embodiments 
the cellular network device may connect to a dialup voice 
network and the cellular network device may be configured 
for authorization of a financial transaction over the voice 
network, such as by transmission ofDTMF tones or by other 
encoding. 

As previously indicated, in order to extract information 

FIG. 12 illustrates a system where track 1 and track 2 data 
with an encrypted PAN (Personal Account Number) data are 
delivered via the world-wide web. 

FIG. 13 illustrates a method of encrypting PAN digits that 
maintains the original bank routing code. 

FIGS. 13 .1-13 .4 illustrate elements of an encryption algo­
rithm. 

FIG. 14 illustrates a system where a reader on card is 
queried as an alternative to keyboard input. 

10 
from an SE, an interrogator or "reader" is used to interact 
electrically with the SE. Because readers are not typically part 
of most PCs, it is very beneficial to place the reader function­
ality on the card device and translate information from the SE 
into a data stream format such as a USB (Universal Serial 

FIGS. 15 and 15.1 illustrate an embodiment of an online 
web form with an auto-populating field. 

FIGS. 16 and 16.1 illustrate a mobile phone embodiment. 
FIG. 16.2 illustrates and encryption technique. 

15 Bus) that PCs are generally capable of processing. Other 
convenient translated formats include software application 
output, text messaging (e.g., short message service (SMS)), 
and email messaging. It is particularly advantageous to con­
figure the card devices for HID (Human Interface Device) 

DETAILED DESCRIPTION 
20 keyboard emulation for inputting a form field or fields on an 

application running on the PC. It is also very beneficial to 
place the reader functionality in the cellular network adapter 
and translate information into a data stream that may be sent In the following detailed description of the preferred 

embodiments, reference is made to the accompanying draw­
ings, which form a part hereof, and within which are shown 25 

by way of illustration the practice of specific embodiments of 
self-authorizing smart tokens and embodiments of self-au­
thorizing cellular network adapters. It is to be understood that 
other embodiments may be utilized, and that structural 
changes may be made and processes may vary in other 30 

embodiments. 
For the purpose of simplifying language and providing a 

convenient example, the device that houses a secure element 
(SE) microchip is typically referred to herein as a "card" or 
"card device." It is important to note that the "card" or "card 35 

device" may not physically resemble the shape or size of a 
typical payment card and may come in various alternate form 
factors such as fobs, cartridges, or dongles, or form factors 
that resemble removable digital memory media such as 
secure digital (SD) chips. The term "token" is used to encom- 40 

pass all of these form factors and the term "smart token" 
refers to a token that includes an SE. Each token has a mount-
ing structure such as substrate (for card devices) or a pack­
aging case (for fobs, cartridges, and dongles or SD chips). 

over the cellular network by the cellular network device. 
As used herein the term "host device" is used to refer to 

either (a) the computer terminal that receives the information 
from a card device or (b) the cellular network device that 
receives the information from the cellular network adapter. 

A significant advantage of extracting and delivering the 
data within a card device or cellular network adapter is the 
ability to know beyond reasonable doubt that the data string 
being delivered over the internet indeed came from a particu­
lar SE. This knowledge creates a more secure transaction with 
lower risk to the merchant, card issuing bank, and card asso-
ciations. 

Heretofore the most secure methods for assuring the valid­
ity of an electronic transaction has involved extracting infor­
mation from a banking card by of swiping the magnetic stripe 
through a magnetic stripe reader, or extracting the informa­
tion from a smartcard with a separate contact or contactless 
reader connected to a point of sale terminal (POS). These 
methods are known as "card-present transactions." Because 
of their enhanced level of confidence in validity these meth­
ods allow a merchant to receive a discounted transaction fee 

In many embodiments described herein a card is config­
ured to interact with a computer terminal. As used herein a 
computer terminal refers to a personal computer or a special­
purpose terminal provided at a point of sale or public kiosk. 
For the purpose of simplifying language and providing a 
convenient example the term "PC" (referring to a personal 
computer) will be used as an example of a computer terminal. 
Typically the PC has access to an internet. As used herein the 
term internet includes the world-wide web as well as any 
other public or proprietary network that may be used for 
authorizing transactions. 

45 for that particular transaction. An example of a less secure 
transaction is reading or entering account numbers, expira­
tion dates, and card verification codes from a card in a phone 
call or with on-line internet ordering. These transactions are 
known as "card not present transactions" and incur a full 

In addition to applications involving computer terminals, 
embodiments are provided for mobile phones and personal 
digital assistants (PDAs) that communicate over a cellular 
network. Such mo bile phones and PD As are referred to herein 

50 transaction fee. 
Preferred embodiments provided herein provide for incor­

porating a reader on a card device or within a cellular network 
adapter to extract and deliver banking track data that were 
generally not previously possible because of the inability to 

55 extract information from the SE or from a magnetic stripe at 
a computer terminal without a reader orto extract information 
from an SE in a cellular network adapter without a reader. 
Such embodiments add value in a mobile commerce or 

as cellular network devices. The term "cellular network 60 

e-commerce environment by enabling more secure transac­
tions over a voice network or an internet. 

adapter" is used herein to describe a system that includes in a 
secure element (SE) microchip for use in a cellular network 
device. Of particular interest are cellular network devices that 
are configured for authorization of financial transactions over 
a network. Typically the cellular network device includes a 65 

web browser that is configured for authorization of a financial 
transaction over the world-wide-web. However in some 

To prevent fraud, electronic transaction systems typically 
attempt to verify one or more of the following characteristics 
of a requestor: 

1) Something the requestor knows ( a password, answer to 
a question, etc.) 

2) Something the requestor has ( a physical token, such may 
be confirmed by embodiments herein) 
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3) Something the requestor is (such as a physical trait 
established by a fingerprint or other biometric identifier) 

"2-factor authentication" is defined as an authentication 
where the requestor (the entity to be authenticated) success­
fully provides two of the above three different types of veri­
fications. If two of these verifications have been provided the 
authentication is considered "strong." One important advan­
tage of many embodiments described herein is the ability to 
confirm that a card is present and authentic. This by itself 
provides a basis for 2-factor authentication over a public or 10 

private network using currently ubiquitous access hardware 
such as a computer terminal or a cellular network device. 

Described herein are configurations of a "Reader On Card" 
(ROC) or "self-swiping" card, or "self-authorizing" card. The 
terms "ROC," "self-swiping" and "self-authorizing" are syn- 15 

onymous and refer a configuration wherein the card device or 
cellular network adapter contains both an SE and SE reader 
functionality. Configurations for a dynamic or encrypted 
PAN (Personal Account Number) are also described. This 
refers to configurations where the "Reader On Card" further 20 

encrypts the track data in order to securely transport the data 
packet over a public network. Neither of these concepts is 
limited to one particular form factor or embodiment. Some 
examples of devices that may employ these elements include 
a USB device or a token or a mobile phone that is enabled with 25 

contactless (13.56 MHz radio frequency) or NFC (Near Field 
Communication) RFID technology. 

6 
specifications. These protocols are referred to as query/re­
sponse protocols. An interrogator sends a query and a SE 
sends a response. 

In many embodiments the physical interface between a 
reader and an SE conforms to standards defined in the ISO 
7816 and ISO 14443 specifications. The ISO 7816 specifica­
tion defines a "Contact" interface to a SE in which the SE is 
powered by DC voltage and ground electrical connections 
from an interrogator. The data transfer during the interroga­
tion is managed by an interrogator providing a clock signal 
connection and data line connection to an SE. The ISO 14433 
specification defines a "Contactless" interface to an SE in 
which the SE is powered by an inductive field produced by an 
interrogator during the interrogation. The data transfer during 
the interrogation is managed over a 13.56 MHz carrier signal 
provided by an interrogator. The physical interface that the 
interrogator uses to connect to the SE may also be provided in 
different forms such as UART, or an NXP proprietary S2C 
interface. It is also possible that the interrogator shares the 
same silicon chip as the SE and the interface between them is 
provided by internal memory or physical traces in the silicon. 

The "Universal Serial Bus" USB interface is a standard 
interface to laptop computers and personal computers or 
other form of computer terminal as a means of expanding the 
capabilities of the computer terminal or transferring informa­
tion between the computer terminal and another device. More 
information about the USB interface may be obtained at 
www.usb.org. 

The "Human Interface Device" HID interface is a class of 
An SE typically contains a microprocessor, random access 

memory (RAM) that stores a data file, read-only memory 
(ROM), flash memory (EEPROM), encryption engine( s ), and 
one or more methods of interfacing the SE. Executable appli­
cations such as the MasterCard, Pay Pass, VISA, Contactless, 
and AMEX Express Pay may be compiled and placed on an 

30 USB interface which is a universal standard for a USB host to 

SE. Personalization information that is unique to the specific 
card holder is generally also placed on an SE. The applica- 35 

tions for an SE are typically specified by application provid-

connect to USB client device. Within the HID class, there are 
several defined types of devices, including a "keyboard" type. 
By the USB device interfacing the USB host with the "key-
board" type of HID class interface, the standards require that 
the USB host recognize the device as a standard device ( e.g., 
a keyboard) and accept input as such without requiring that 
the computer have any special drivers or operating system 
updates installed. By configuring a card device as an HID 
keyboard the card device emulates a keyboard attached to the 

ers such as MasterCard, VISA, or AMEX among others. The 
applications may be created using any number of software 
development tools and then compiled to run on any number of 
SE architectures. 40 computer terminal. The computer terminal will recognize and 

accept the card device as a keyboard input device. This is a 
very useful feature in many applications for enabling a more 
user friendly "self-swiping" functionality in the card device. 

The applications running on the SE are typically provi­
sioned with card holder specific information prior to being 
delivered to the card holder. The provisioning entities such as 
First Data Corp. must follow strict guidelines set forth by card 
associations such as VISA, MasterCard, AMEX, and others 45 

that keep the provisioning process secure and ensure that 
customer data is protected inside the SE and that only the card 
issuing banks or their agents are able to verify the information 
that is extracted from the SE. It is important that this process 
is not disrupted and abided by while including the advantages 50 

of the present invention. 
In order to extract information from the application(s) on 

an SE, an interrogator, also referred to as a "reader", is 
required to interact electrically with an SE. The interrogator 
software may be provided in many different forms such as a 55 

software module or a pre-progranimed microchip. The hard­
ware that the interrogator runs on may also come in different 
forms such as an ARM processor, or a small MS processor. 
The hardware that encompasses a SE and or an interrogator 
may be referred to as a chip or die. A die is the raw silicon that 60 

is packaged during the chip manufacturing process. 
The applications on an SE are accessed by a reader with 

specific query/response calls defined by the application pro­
vider as mentioned above. These applications are generally 
designed to protect the data on a SE via encryption engines in 65 

the SE. The protocols used by a reader to pass data to and from 
a SE are typically defined in the ISO 7816 or ISO 14443 

Included in most embodiments is a "communications con­
troller." The communications controller provides the inter­
face for data exchange between the reader and a communica­
tions connector (in the case of a card device) or the interface 
for data exchange between the interrogator and a cellular 
network application interface (in the case of a cellular net-
work adapter). The communications connector may be pro­
vided in different forms such as USB, USB connection with 
HID class keyboard type or USB connection with mass stor­
age class, among many others. The interface may be estab­
lished using other hardware interface standards as well such 
as SDIO, mini-SD. In many card device embodiments the 
communications connector is an integral part of the card 
device, meaning that the communications connector is 
formed on an edge portion of the card. The cellular network 
application interface may, for example, be provided as a base­
band input/output port for a web browser running on the 
cellular network device. The physical connection may be 
provided by a communication bus or by micro-circuitry in 
common processor and memory areas in the baseband portion 
of the cellular network device. 

In either card device embodiments or in cellular network 
adapter embodiments, the communications controller may be 
physically incorporated into the reader or may be physically 
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incorporated into the secure element or the communications 
controller may be a physically separate electronic element. In 
some embodiments the capabilities defined herein for the 
communications controller may physically be performed in 
the chip that is primarily the SE and/or the interrogator, or the 
capabilities of the interrogator may physically be performed 
in the chip that is primarily the SE and/or the communications 
controller, or the capabilities of the SE may be physically 
performed in the chip that is primarily the communications 
controller and/or the interrogator, or the capabilities of the 
interrogator and the SE and the communications controller 
may all be performed in a single chip. In any case, the capa­
bilities of the communications controller, the SE and the 
interrogator are still considered to be performed by the "com­
munications controller," the "SE" and the "interrogator" 
respectfully. Furthermore, in some embodiments the PDA or 
phone processor may be connected directly to the SE. In such 
embodiments the phone processor interrogates the SE to 
achieve valid transaction data from the SE. The PDA or phone 
processor may deliver this data to a form field or directly over 
the cellular network. In such embodiments the communica­
tions controller and the interrogator of the SE are now a 
portion of the PDA or phone processor itself instead of either 

8 
Typically a card device transaction authorization process 

begins when a user is instructed by a web browser-based 
application program on a computer terminal to insert a self­
authorizing smartcard into a USB port on a computer termi­
nal. When the smartcard is inserted, if the self-authorizing 
smart card is a USB HID keyboard class card device, the 
smartcard typically self-initializes with the operating system 
of the PC and begins to automatically input the relative card 
data into the appropriate field in the browser form. Many 

10 embodiments automate the input of card information such as 
PAN, expiration date, and security code. The USB HID key­
board class card device may use access keys or "hot keys" to 
navigate the form that has the current focus for input in the 
computing device. The card device may also automatically 

15 remove any information that may have been inadvertently 
typed prior to card device insertion. The card device may also 
automatically "submit" the online form using access keys or 
"hot keys". 

An example where the HID keyboard device of the card 
20 automatically inputs a sequence of key presses of the device 

using "hot keys" is as follows. 
a. [alt]+',' (This makes the cursor take focus on form ele­

ment that has a designated access key of',' -the comma 
key) 

of communications controller or the interrogator being a 25 

separate hardware chip. 
b. [ ctr!]+ 'a' (This makes the cursor select all the text that is 

existing in the current field of focus) 
In some embodiments of a self-swiping "Reader On Card" 

(ROC) device the interrogator and SE are integrated together 
c. [Backspace] (This makes the cursor erase all the cur­

rently selected text) 
d. [alt]+'.' (This makes the cursor take focus on the form 

element that has a designed access key of'.' -the period 
key . . . this could be set to a "submit" button for 
example) 

A benefit of many embodiments is delivery of the informa­
tion on the SE to the form that has the current focus for input 

on the same medium, device or circuit. It is important to note 
that in contactless implementations the interrogator portion 30 

of the ROC device may not be able to function from power 
harvested from the contactless inductive antenna, and there­
fore may require power from an external source, such as the 
communication connector to the computer terminal (in the 
case of a card device) or the cellular network device battery 35 in the host device. A self-authorizing smart token or a self­

authorizing cellular network adapter the may deliver this 
information in a manner of emulating keystrokes from a key­
board device to the host device. For security reasons the 
application program that has the current focus on the host 

(in the case of a cellular network adapter). 
The data that are automatically delivered to the host device 

may represent bank account information in the form of 
"Track 1" and/or "Track 2" data. Track 1 and Track 2 data are 
commonly-used representations of bank account information 
that is specific to a card holder. These data generally have a 
very specific industry standard format in order to be properly 
processed through transaction processing systems. The Track 
1 data format was developed by International Air Transpor­
tation Association (IATA). The Track 2 data format was 
developed by the American Banker Association (ABA). In 
some embodiments the Track 1 data that are generated as file 
information from the SE data file and converted into transac­
tion information by the communication controller and trans­
mitted to the host device may comprise only a portion of the 
Track 1 data content specified in a standard published by the 
IATA. In some embodiments the transaction information may 
be the entire Track 1 data content specified in an IATA stan­
dard. In some embodiments the Track 2 data that are gener­
ated as file information from the SE data file and converted 
into transaction information by the communication controller 
and transmitted to the host device may comprise only a por­
tion of the Track 2 data content specified in a standard pub­
lished by the ABA. In some embodiments the transaction 
information may be the entire Track 2 data content specified 

40 device (and is collecting this input) may take precaution 
inside its prograniming logic to require that the keystrokes 
being input into a particular form field are keystrokes and not 
simply a "paste" keystroke from an electronic "clipboard." 
Alternately, the application program may require that the 

45 keystrokes being input into the form field are fast keystrokes 
resembling the pattern that only an automated keystroke emu­
lation input device could provide, and not a slower pattern of 
input that would resemble a manual input of keystrokes. 
Knowing these requirements, the communications controller 

50 element of the card device or the cellular network adapter 
may be programmed to provide the transaction information to 
the host device in a prescribed cadence for an application 
running on the host device. 

For security reasons the form that has the current focus on 
55 the host device and is collecting this input may take precau­

tion inside the programming logic that various pattern of"hot 
key" presses ([alt]+'some key') may be used to identify the 
input device as a secure input device. It is important to note 
the "hot key" keystrokes cannot be duplicated with the tradi-

60 tional "copy", "cut", or "paste" to the clipboard that some 
operating environments provide. However, such hot key key­
strokes may be provided by various embodiments of commu­
nication controllers in self-authorizing devices defined 
herein. 

in an ABA standard. However, it is important to note that in 
some embodiments the transaction data delivered to the host 
device may not be standard Track 1 or Track 2 data. It is 
possible that this data may be in another standard or propri­
etary format. In any case, the transaction data may or may not 65 

be an encrypted cipher text in whole or part upon delivery to 
Many embodiments deliver Track 1 and/or Track 2 data to 

a merchant from the SE of a payment card using the USB 
interface of a remote customer's PC in a simple, customer the host device. 
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friendly manner. The consumer typically only has to insert the 
card device into a USB port on his/her computing device and 
the keystroke data will automatically input into the form that 
has the current focus on the computing device via keyboard 
emulation from the card device. 

Many embodiments deliver Track 1 and/or Track 2 data 
that contain a dynamic card verification number from the SE 
of a payment card device, using the USB interface on a PC of 
a remote customer. 

Many embodiments deliver Track 1 and/or Track 2 data 
that contain an incrementing transaction counter from the SE 
of a payment card device, using the USB interface on a PC of 
a remote customer. 

Many embodiments use a "unique number" that is stored in 

10 
0000), expiration date, and card holder name in similar loca­
tion to a typical rectangular banking card. The back of the 
card includes a magnetic stripe 18 that is disposed in a loca­
tion similar to that of a typical rectangular banking card. 

Referring to FIG. 2, the close view of the USB connection 
protrusion of the self-swiping card medium as shown. Note 
the change in this thickness of the card from region 30, where 
the card is approximately 1/22 inch thick to zone 32 where the 
maximum thickness of the protrusion is approximately 0.09 

10 in. where the USB contracts 34 are located. The protrusion of 
the male USB connection is approximately 15/22 in. wide in 
order to fit into the standard USB female connection on a PC 
as defined at www.usb.org. Approximately 3/26 in. in back of 

the SE and delivered from the card device as further access 15 

the leading edge of the protrusion there is a notch 36 that 
changes the thickness of the protrusion. This thickness 
change is for accommodating the "snap fit" of the USB control security that must be provided to in order to protected 

content such as recorded music, recorded video, live media, 
photos, documents and other similar media. An example of 
this is that the data file of sensitive or licensed content may be 
encrypted with a key or a diversified key based on the key 
within the SE. This would allow only the card holderof the SE 
to successfully "unlock" and view or listen to the protected 
content. 

Many embodiments use a transaction counter that is stored 
and updated in the SE to uniquely identify a card holder as 
well as uniquely identify each given transaction or "swipe" 
from the card device. Remote transaction approval software 
may check that the Track 1 and Track 2 data from an SE is 
what is expected for the current transaction, and may update 
the transaction counter for the next transaction. 

In many embodiments the card device is configured to 
resemble the physical form factor of typical payment cards as 
closely as possible with the exception of adding a region of 
the card that is meant to be inserted into the USB port of a 
computing device. This facilitates carrying the card device in 
an ordinary wallet or purse. 

In many embodiments the smart token is configured to 
resemble the physical form factor of a "fob" that may be 
placed on a consumer key ring. 

female connector on the PC as defined at www.usb.org. The 
clearance between the leading edge of the protrusion and the 
bulk of the card medium is approximately 5/s in. The style of 

20 this particular type ofUSB connection is not a standard mail 
USB connection. It has been altered to be much thinner than 
the typical male connection. As a result, it is susceptible to 
"upside down" insertion into the female USB connection. 

Referring to FIG. 3, the profile of a self-swiping card 50 
25 with inside components exposed is shown. An antenna 52 is a 

printed or wire wound antenna that creates an inductive coil 
that provides power and transmits data to and from a secure 
element 54. The number of turns in the antenna 52 is depen­
dant on the properties of the SE as well as the size of surface 

30 area the perimeter of the antenna covers. The antenna 52 is 
embedded inside the card medium and may or may not be 
congruent with the card medium perimeter. In some embodi­
ments it may be desirable to shrink the area of the antenna 52 
for manufacturing reasons such as card embossing. The 

35 secure element 54 shown in FIG. 3 is a microchip die that is 
wire bound to the module face plate through manufacturing 
methods. The secure element microchip die is typically then 
coated with epoxy for protection. In the embodiment of FIG. 
3 the secure element 54 is a dual interface device that is 

In many embodiments the card device is configured to limit 40 

the height of the USB connector so that the device is thin 
enough to still be carried in an ordinary wallet or purse. 

accessible through the contactless antenna interface or 
through the contact 7816 style interface. When not plugged 
into the USB connection on a PC, the antenna serves as the 
sole power supply, data transmitter, and data receiver for the 
SE 54. When plugged into the USB connection on a PC, the 

In many embodiments the self-authorizing smart token or 
the self-authorizing cellular network adapter is designed to 
minimize part count and assembly costs so that it can be 45 

manufactured at a very low price for high volume, low cost 
antenna 52 is not intended to be used as a power supply or to 
transmit or receive data. Instead a combined interrogator/ 

uses. 
Referring now to FIG. 1, the face and back of the self­

swiping card medium 10 are shown. The dimensions of this 
embodiment are roughly 21/sx31/s inches, with a preferred 50 

maximum thickness of0.09 in. The nominal thickness of the 

communications controller reads information from the SE 54 
and transmits information to the PC through a USB connector 
on the protrusion of self-swiping card 50. 

The protocols that define the communication to the SE are 
defined in ISO 14443 (contactless) and ISO 7816 (contact). 

card is a maximum of 1/32 in. Looking at the left side of the 
figure, there is a diagonal protrusion 12 that contains the 
connector 14 for a USB connection of a mating PC. The four 
contacts visible in the figure are the power, ground, D+, and 
D- signals that are defined in the USB specification at 
www.usb.org. The diagonal of the USB connector protrusion 
12 is approximately 45 degrees and allows the protrusion 
approximately 5/s in. clearance for insertion into a USB con­
nector on a PC. The boundary of the card has been adjusted 
from its typical rectangular shape to account for this connec­
tion area. The diagonal protrusion has a clearance gap 16 
between itself and the lower boundary of the card as seen in 
the figure. This gap 16 is for the purpose of allowing clearance 
of the "thicker" USB connection protrusion into some forms 
of "insertion" type magnetic stripe card readers. The face of 
the card also shows the PAN (portrayed as 0000 0000 0000 

The commands to communicate to the applications that are 
running on the SE are typically designed to interrogate the 
secure element and execute file system functions according to 

55 ISO 7816-4 in order to generate file information from SE data 
file. However, in some embodiments the commands to com­
municate to the applications that are running on the SE are 
provide by the application providers. In any case, the com­
mands are generally the same regardless of the interface 

60 method (contact or contactless). 
The SE is generally a secure microchip that has built in 

encryption engines, RAM, micro-processor, EEPROM, and 
communication interfaces. The interrogator and the commu­
nication controller (USB interface) chip shown in FIG. 3 is a 

65 chip that contains a microprocessor, RAM, EEPROM, and 
built in USB interface engine. The chip is programmed to 
describe itself to the host PC as a HID class "keyboard" 
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device upon connection to the PC. The chip then communi­
cates to the SE via ISO 7816 (contact) interface protocols to 
acquire and build Track 1 and Track 2 data. After track data 
are acquired from a successful "read" of the SE, the data is 
then delivered to the PC's USB bus through the communica- 5 

tions connector protrusion shown in the FIG. 3. It is important 
to note that it is possible for both the SE and the interrogator/ 
USB interface chip die to be mounted and wire bound 
together on the same module medium. It is also important to 

10 note that these two chips could also be contained in one piece 
of silicon sharing the same RAM and/or EEPROM memory 
space. 

12 
FIG. 5.3 shows one embodiment of a method of encrypting 

this data. After the interrogator has acquired or built the data 
to be sent to the computing device as keystrokes, the USB 
interface enumeration begins. During the enumeration pro­
cess, the card device, which is the client device, exchanges 
information with the USB host device. The information 
exchange is defined in the USB specifications and can be 
obtained at www.usb.org. As part of the exchange, the card 
device will send "descriptors" that tell the host device about 
the drivers that are required to run the client card device. The 
descriptors that the card device sends to the host include a 
HID (Human Interface Device) descriptor. The card device 
sends another descriptor that further defines the type of HID 
device to be a "keyboard" type of device. The USB host will FIG. 4 illustrates a circuit board schematic 60 according to 

one embodiment. This shows a more detailed layout of the 
components described in FIG. 3 as well as the supporting 
components of typical embodiments. In this particular 
embodiment, the interrogator/USE bridge chip/die is a chip 
made by cypress semiconductor with a part number of 
CY7C3. The SE used in this particular embodiment is a 
chip/die with a standard ISO 7816 contact type interface in 
combination with a standard ISO 14443 contactless interface. 

15 now recognize the card device as a keyboard and expect that 
the card device will deliver "key codes" that represent key­
strokes as input data. After enumeration has occurred and the 
host USB device recognizes the card device as a keyboard, the 
card device begins to deliver data to the current form that has 

20 the focus on the computing device. The data that are delivered 
may consist of: 

FIG. 5 illustrates a flow diagram that describes one method 
embodiment. After the card device is plugged into the USB 
connector on the customer computing device, the card device 25 

powers up and begins to interrogate the SE on the card device. 
The interaction and data exchange between the interrogator 
chip and the on the SE could look something like the diagram 
in FIG. 5.1. In preferred embodiments the interrogation pro­
cess conforms to application level protocols (APis) estab- 30 

lished by ISO 7816-4. ISO 7816-4 defines two such applica­
tion-level protocols: 

(a) File systemAPI providing a set of functions to manipu­
late files ( e.g. read, write, select etc.) 

(b) Security service API allowing the smart card and the 35 

reader to mutually authenticate themselves and also to 
encrypt data to be exchanged between the card and the 
reader. 

In preferred embodiments the interrogation process conforms 
to protocol message structures also defined in 7816-4 to sup- 40 

port the APis. This message structure consists of application 
protocol data units (APDUs) which are exchanged between 
the reader application and the smart card application by the 
link level protocol. There are two types of messages used to 
support the ISO 7816-4 application protocols: the command 45 

Application Protocol Data Units APDU (sent from the reader 
to the card) and the responseAPDU (sent from the card to the 
reader). 

After the interrogator has received the all the data from the 
interrogation of the banking application on the SE, the inter- 50 

rogator can then build the data string that is to be sent to the 
computing device as keystrokes. It is important to know that 
the SE can run multiple applications from different applica­
tion providers. It is possible, and is one embodiment of this 
invention, for the interrogator to deliver the information that 55 

was acquired during interrogation of the banking application 
on the SE to a second application that resides on the same SE 

a. Identification of the entity to which the data must be 
passed to for further processing. 

b. Identification number of the particular card device that is 
delivering the data. 

c. Identification number of the cryptographic key to be 
used for decrypting the data that is delivered from the 
card device. 

The application, such as an internet browser, that is running 
on the computing device that has collected this information is 
then responsible for passing the information to the entity 
identified by the data above for processing. One embodiment 
of this invention involves passing this information in an 
online setting by one internet server passing this information 
string to another internet server. In this embodiment, the 
entity that controls the internet server that receives this infor-
mation can then process the information along with the iden­
tity of the owner of the requesting internet server as they see 
fit. The entity that received the data can then return resultant 
data back to the requesting party. Also, in this embodiment, 
the information that is passed back to the requesting party is 
Track 1 and/or Track 2 data that is used to process typical card 
payment transactions by merchants. 

Referring to FIG. 6 the internet browser form that receives 
the information from the card device as shown. This form 
represents one example of how a card device may be used. In 
this example an application running on a PC includes one 
specific field 100 on a form that is designated as the field that 
the card device will automatically populate when the card 
device is plugged into the PC that is displaying this form. In 
this example, the application has been progranimed so that 
the form field 100 can be addressed using an access key or 
"hotkey" of',' (the comma key). That is, when the card device 
issues this "hot key" keystroke (by use of keyboard emula­
tion), the cursor will automatically move its focus to the field 
100. The HTML (hypertext markup language) code that is 
used to create the self populating field may have this syntax: 

<input type="text" name="data" size=""access key=","/> 
The card device then populates the form field 100 with data. 

so that the second application can process, build, and possibly 
encrypt the data that will be delivered to the computing device 
as keystrokes. 

An example of this embodiment that contains the interro­
gation of two applications on the SE may look something like 

60 Then the auto-populating field 100 may be further checked by 
the application program for the authenticity of the keystrokes 
by the internet browser using "Java-Script" code that may be 
embedded into the HTML code. Also, the internet browser the diagram in FIG. 5.2. The dotted lines in the figure repre­

sent the times during the entire interrogation of the SE that the 
interrogator selects different applications to use. The interro- 65 

gator or the interrogator application on the SE may or may not 
encrypt the final Track 1 and/or Track 2 data. 

may check that each key was actually typed into the field by 
keystrokes rather than the use of "copy", "cut", and "paste" 
commands that may be provided some operating environ-
ments. The internet browser may also check that each key-
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stroke was typed very fast resembling an automated input 
rather than a slower manner that would resemble manual 
input. The internet browser may check other aspects of the 
input data for its validity as it sees fit. 

Referring to FIG. 7, an internet browser screen displays 5 

decrypted data 110 that may be provided to a merchant trans­
action authorization system. The track information shown 
here is acquired using a Reader On Card (ROC) system. After 
the card reader extracts information from the SE and builds 
the track data containing the DVCC from the SE on the card, 10 

the track data are then delivered to the appropriate field in the 
transaction requester's browser as encrypted data via a USB 
HID keyboard interface. The information that is auto-popu­
lated on the requester's screen is not the Track data that is 
depicted in FIG. 7 because the ROC system encrypts the track 15 

data on the card device before the field on the requestor's 
browser is populated and the encrypted data are transmitted. 
The data on FIG. 7 is a decryption of the data that appears on 
the requester's screen. If the process is repeated by the 
requester the DVCC data and the transaction counter will 20 

change, in accordance with specifications for secure transac­
tion encryption. In a typical application a merchant that is 
processing the information would not expose the clear text 
track information portrayed on the browser screen of FIG. 7. 
This figure is merely showing it as an example of the 25 

decrypted data. It should also be noted that in many embodi­
ments the SE on the requester's card device may be used to 
make contactless transactions at in-store POS terminals by 
holding the card device up to a contactless reader. 

Referring to FIG. 8, the face of one embodiment of a 30 

self-swiping card 120 is depicted. The placement of the pro­
trusion that exposes the USB connection, relative to the card 
boundary 122, is important. The USB connector 124 may be 
manufactured in a similar fashion to a typical ISO 7816 smart 
card module. The typical ISO 7816 module is then seated into 35 

the card medium during an assembly process. The exact 
placement of the module relative to the card boundary is 
defined in the ISO 7816 specification and many of the assem-
bly machines used to place this module inside the card 
medium is set to place the module in a specific location as 40 

shown in the figure. 

14 
"miniSD" 180 that is a common form factors for expansion 
memory or IO functionality. The miniSD 180 has a width 184 
that is approximately 20 mm and a height 184 that is approxi-
mately 21.5 mm. FIG. 11B depicts a standard secured device 
("SD") 190. The standard SD has a width 192 that is approxi­
mately 24 mm and a height 194 that is approximately 32 mm. 
These form factors 180 and 182 are fairly ubiquitous in 
mo bile phones and personal digital assistants (PD As) and 
therefore are convenient for use in various embodiments of a 
cellular network adapter. The SE and other electronics to 
interrogate the SE may be contained within these form fac­
tors. Additional features may be added such as additional 
expansion memory for the mobile device or PDA to access. 
Further detailed specifications for the SD 190 and the miniSD 
180 form factor may be obtained at www.sdcard.org. 

FIG. 12 illustrates a flow diagram that describes one 
method and use embodiment. After the card device is plugged 
into the USB connector on the customer computing device, 
the card device powers up and begins to interrogate the SE on 
the card device. The interaction and data exchange between 
the interrogator chip and the on the SE could look something 
like the diagram in FIG. 5.1. After the interrogator has 
received the all the data from the interrogation of the banking 
application on the SE, the interrogator can then build the data 
string that is to be sent to the computing device as keystrokes. 
It is important to know that the SE can run multiple applica-
tions from different application providers. In some embodi­
ments the interrogator delivers the information that was 
acquired during interrogation of the banking application on 
the SE to a second application that resides on the same SE so 
that the second application can process, build, and possibly 
encrypt the data that will be delivered to the computing device 
as keystrokes. 

An example of an embodiment that contains the interroga­
tion of two applications on the SE typically looks something 
like the diagram in FIG. 5.2. The dotted lines in the figure 
represent the times during the entire interrogation of the SE 
that the interrogator selects different applications to use. The 
interrogator or the interrogator application on the SE may or 
may not encrypt the final Track 1 and/or Track 2 data. Spe­
cifically, in the embodiment reflected in FIG. 12 the PAN or 
Personal Account Number is encrypted within the final Track 
1 and/or Track 2 data, or possibly by itself only. The encryp­
tion is handled in such a way as to not disturb the bank routing 

Referring to FIG. 9, one embodiment ofan alternate form­
factor self-swiping card 140 is shown. This embodiment 
includes a USB connector 142 but has a form factor that lends 
itself to placing the card device on a key ring through a hole 
144. The purpose of this figure is to illustrate some of the wide 
variations that can encompass various potential embodi­
ments. 

Referring to FIG. 10, components of a smartcard module 
150 are depicted. On the left is the connector plate (module 
top) and on the right is the module bottom of the smartcard 
module 150. Looking at the right side of the figure, the bottom 

45 code within the PAN. This is typically the first 6 digits of the 
PAN. The final digit of the PAN is also adjusted as to equal the 
proper check digit for the new PAN. Once the new PAN is 
created from encrypting the original PAN, it is substituted in 
the place of the original PAN. Using this method, the mer-

of the module exposes how the die from both the SE 160 and 

50 chant is able to receive the PAN and verify that it is a valid 
credit card number by checking the digits and calculating the 
proper check digit. After the PAN is submitted to the mer­
chant for processing via HID keyboard buffer which prints the 
PAN and possibly other data into a "web form," the informa-the interrogator 156 may be mounted. Also shown in the right 

portion of this figure, are the mounting pads 158 that may be 
connected to the inductive coil antenna for the contactless 
interface of the SE. The inductive coil antenna is typically 
assembled into the card medium prior to placement of the 
smart card module. The mounting pads are designed to make 
contact with the exposed ends of the inductive coil antenna. 60 

Looking at the left side of the figure, the connector plate is 
carved or scored in such a way that the connection pads 154 
align themselves with the standard female USB connections 
of DC voltage, ground, D+, and D- that are defined in the 
USB specification at www.usb.org. 

Two embodiments of a self-swiping card medium are 
shown in FIGS. llA and 11B. FIG. llA depicts a standard 

55 tion is submitted by the user for processing. The merchant 
would be able to authorize the transaction as it would any 
other credit card transaction over the internet. When the 
encrypted PAN is submitted to the processor for authoriza-

65 

tion, the processor is able to send the encrypted PAN to a 
decryption device that will properly decrypt the PAN and 
build the original PAN to check for authorization. The advan-
tage of using a method like this is that valid Personal Account 
Numbers are never transmitted from the user's computer over 
the internet. 

To add further protection to the encrypted PAN, there is a 
transaction counter that can be factored into the encryption 
algorithm. This allows for a unique card number for each 
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transaction that is processed. The encryption algorithm, 
encryption key, and transaction counter may be contained 
within the SE of the card. The encryption of the PAN may take 
place with every transaction and to take place within the SE. 
This type of encryption of the PAN may used with several 5 

embodiments of the present invention including mobile 
phones containing a SE. In the case of the mobile phone, the 
interrogation of the secure element is very similar to the 
interrogation depicted in FIG. 5.2. The mobile phone may not 
deliver the final data to a "web form", however, by auto 10 

populating a field, but instead it may receive the encrypted 
PAN and other data within its own memory structure and then 
pass the data to the merchant for processing either via internet 
or its own phone connection. In any case, this method of PAN 
encryption helps to protect the original PAN data that is 15 

needed to authorize a transaction. Because the PAN data is 
encrypted on the card itself, it may be considered safe to 
transmit over a network in clear text to the decryption device. 

16 
tors. Further on this subject, it is possible to create greater 
randomization of DES key by including a diversification pro­
cess of the DES key in the interrogator application. A diver-
sification process takes a master key and applies an algorithm 
to the key based on known data to produce a further random­
ized key to be used in the actual transaction. The two-digit key 
ID may actually be used to diversify a master DES key instead 
of identify a separate key. 

The middle 4 digits to be encrypted may be represented in 
14 bits. The 14 bits to be encrypted of the original account 
number are also shown at the bottom of FIG. 13 .2. According 
to PIPS 81, using DES in OFB mode, the number of bits to 
encrypt can range from one to sixty-four during each iteration 
of the algorithm. 

In this particular embodiment one iteration is shown, 
resulting in fourteen bits of encrypted cipher text. In order 
achieve the final cipher text; the first fourteen bits of the DES 
encrypted output text are XORed with the fourteen account 
bits that are to be encrypted. The resultant output is the four-

20 teen bit cipher text to be placed back into the PAN, creating an 
encrypted PAN. FIG. 13.3 shows the conversion of the four­
teen bit output from FIG. 13.2 into a four digit decimal. The 
four digit number is then placed into the issuer account num-

FIG. 13 presents a representation of a Personal Account 
Number or PAN 200 that is found on the face of a credit card 
and within the Track 1 and Track 2 data that is stored on the 
magnetic stripe or SE of a credit card. The first set of digits 
202, usually ranging from the first 3 to the first 6 digits, is 
referred to as the Bank Code. This code is designated as a 
routing number for the many card association networks that 25 

describes which bank or "issuer" the PAN belongs to. The 
second set of digits 204 shown in FIG. 13 indicates the per­
sonal account number of the card holder at the issuer. The last 
digit 206 of the PAN is usually considered a "check byte" that 
is used to calculate if the complete PAN is indeed a valid PAN 
number. The algorithm normally used for the "check byte" is 
called the Luhn algorithm. The algorithm uses the digits in the 
PAN itself to make the proper calculation of the check byte. 
For this reason, if any digit in the PAN is changed, it is likely 
that the check byte will also need to be adjusted in order to 
make the new PAN considered valid. When encrypting the 
PAN, it is important not to change the bank code. The bank 
code may remain the original bank code in order for the 
encrypted PAN data to be routed to the appropriate bank and 
then to the decryption device that will replace the encrypted 
PAN digits with the original PAN digits. 

ber along with the transaction counter as shown in FIG. 13.3. 
FIG. 13 .4 shows the total encrypted PAN 250 with the bank 

code 252, the account number 254 and the updated check 
digit 256 that reflects the new PAN digits. Now, it is possible 
for this number to be processed in the exact same manner as 
a legitimate card PAN. The decryption device must be used to 

30 replace the encrypted PAN with the original PAN, but it is 
important to note that all the information for how to do so, 
including the transaction counter and DES key ID are 
included in the encrypted PAN. 

The number of digits used for the DES key ID, transaction 
35 counter, and encrypted digits may vary depending on imple­

mentation of this method and the particular embodiment. It is 
also possible to share a single digit to represent parts of two 
different data elements. One example of this would be to 
divide a digit by 2 and discard the remainder to represent 0-4 

40 for one data element (transaction counter, DES key ID, or 
encrypted digits), and then to divide the same digit by 2 and 
only use the remainder to represent 0-1 for separate data 
element (transaction counter, DES key ID, or encrypted dig-

In FIG. 13 .1, and FIG. 13 .2, one embodiment ofan encryp­
tion algorithm is shown. This embodiment used DES in OFB 
mode as described in PIPS 81 as defined by NIST. A known 
initialization vector is XOR with a transaction counter that is 45 

maintained by the reader-on-card. Every transaction that is 
committed to, the counter increases. This will effectively 
change the initialization vector for encrypting the PAN digits. 

its). 
Referring to FIG. 15, the internet browser form that 

receives the information from the card device as shown. This 
form is shown after the field 300 has been self-populated. The 
content in the form that is shown is an example of an 
encrypted PAN which is digits in this case and has a bank In a separate embodiment, it is also possible to incorporate a 

timestamp into the randomization processes of the initializa­
tion vector. This may not be possible in embodiments that do 
not have access to an accurate clock. After the initialization 
vector is XO Red with the transaction counter, or other infor­
mation, DES encryption is performed on the 64 bit, value 
using the DES key that is has been previously loaded into the 
interrogator application that is stored on the SE. This pro­
duces a 64 bit output value. 

FIG. 13.2 shows the 64 bit output value from FIG. 13.1. 
The original account number from the PAN is also shown. 
The digits that will be changed within this account number are 
typically the middle 5 digits '6784'. The leading three digits 
'0' are generally reserved as placeholders for passing the 
transaction counter to the decryption device. The final two 
digits '80' are generally used to mark a DES key ID for the 
decryption device. The DES key ID may or may not be 
included is some embodiments. The purpose is to allow many 
different DES keys to be used by many different interroga-

50 routing code of '541312'. The transaction counter is popu­
lated backwards over the next 3 digits '101'. The third digit, 
in this example, is used to share with the encrypted digits data 
element as described in the previous paragraph. So, the trans­
action counter is actually showing '001' when reversed. 

55 Including the shared digit, the next 5 digits represent the 
encrypted digits of the account number'14194'. The follow­
ing two digits, '80', represent the DES key ID. And the final 
digit of 1' represents the check byte. 

Looking at FIG. 15.1, the same "web form" as shown in 
60 FIG. 15 is shown with a field 302 auto populated with a 

second transaction from the same card device. When compar­
ing the encrypted PAN's from FIG. 15 and FIG. 15.1, the 
differences are seen here: 

]
st Transaction-FIG. 15: 5413 1210 1419 4801 (en-

65 crypted PAN) 
2nd Transaction-FIG. 15.1: 5413 1220 1176 280 (en­

crypted PAN) 
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When these transactions are received by the decryption 
device the original PAN may be decrypted and created. In this 
particular example shown in these figures, the original or 
valid PAN is: 

Original PAN: 5413 1200 0763 2801 (valid PAN) 
FIG. 14 illustrates a flow diagram that describes one 

method embodiment. This particular embodiment is gener­
ally not appropriate for use with the HID keyboard emulation 
class of a USB device. This embodiment shows a 2-way form 
of communication from the base band device or host PC to the 
card device. The HID keyboard emulation class of a USB 
device is typically a 1-way device upon which the HID key­
board USB device communicates to the host PC via an "in" 
endpoint only. This allows data to move from the keyboard 
emulation device to the PC only. In such a case the interro­
gation most likely starts at the time the USB device is plugged 
into the computer and cannot be initialized by the PC. 

The 2-way device as shown in FIG. 14, offers some added 
features to the system. In a case like this, the interrogation of 
the SE may be controlled by the base band device or by the 
host PC. Data such as an unpredictable number (UN), a times­
tamp, or some other type of deterministic data may be used 
during the interrogation of the SE, or may be sent to the card 
device to initiate an interrogation. An unpredictable number 
refers a number that may be used in algorithms of certain 
financial transaction authorization systems, such as VISA® 

18 
applications. The HID class interface can also be built into 
simple executable programs that are allowed to communicate 
directly to a USB card. 

In a similar embodiment it is possible to create a dual­
purpose USB device that has both a HID class driver that 
allows an "out" endpoint to communicate to the USB card 
device from the host PC, and also uses the HID keyboard class 
interface with an "in" endpoint to send data back to the host 
PC via keyboard emulation. Another implementation of this 

10 system could be entirely contained inside a mobile phone. A 
2-way data channel is used to initiate an interrogation with a 
secure element as well as receive the resultant data string after 
the interrogation is completed. It is important to note that 
there is a dashed line that encompasses a rectangle on FIG. 14 

15 that contains both the "initiator" and the "interrogator" enti­
ties. These two entities may be handled and running within 
the same base band processor in the mobile phone. In this case 
they may exchange information within libraries or memory 
space only. The mobile phone may receive the resultant data 

20 via a keyboard buff er that can then auto-populate a form field, 
for example, in a mobile web browser. In any case, the 2-way 
data channel can be used to give more control as well as 
possibly more security to the system. By passing the unpre­
dictable number, that is used in the dynamic Card Validation 

25 Code (CVC) generation within the SE, timestamp, or some 
other type of deterministic information, the baseband portion 
of the mobile phone or the host PC may validate and times­
tamp any transaction that it requests by linking a timestamp to or MASTERCARD®, in the encryption phase of a dynamic 

card verification code (DCVC). A DCVC is a 3 digit 
encrypted number that changes for each transaction (the 30 

dynamic aspect of the track data). The algorithm to create a 
DCVC typically uses a UN, a transaction counter, and DES 

a particular unpredictable number. 
Also, the 2-way data channel represented in FIG. 14 allows 

for the entire transaction to be triggered by the base band 
device or host PC. The act of sending data to the card device 
can signal a start to the interrogation process. key to derive a DCVC for each transaction. In some embodi­

ments the financial transaction authorization system instructs 
a reader to create an unpredictable number. In some embodi­
ments the communications controller may be configured to 
create a random UN and send it to the secure element during 
a transaction. The UN may be constructed as a hash of a 
timestamp, for example, and such a UN would ensure the 
authorization system that the SE made and returned its 
encrypted DCVC and that it was constructed at a certain 
(recent) time. This also adds another layer of security by 
establishing a basis for a precise expiration time for a particu-
lar transaction. 

After the interrogation is complete, the resultant data string 
may be sent back to the base band device or host PC. There are 
many ways this system can be implemented. One example of 
an implementation would be using a generic HID class that 
allows both an "in" endpoint and an "out" endpoint to the 
USB card device. Both the "in" and "out" endpoints of a USB 
device are described by documentation that may be obtained 
at the www.usb.org website. The HID class driver is packaged 
and available on most host PC's. In order to use this HID class 
driver on a host PC, a client application must be resident and 
running on the host PC that identifies the proper HID device 
when it is connected to the host PC. The client application that 
is using the HID class driver may then issue command packets 
to the USB card device using the HID class interface and 
receive response packets from the USB card device using the 
HID class interface. Although using the HID class interface is 
not quite as ubiquitous to the system as using the HID key­
board class interface, it is still more ubiquitous then commu­
nicating to the USB device using a custom driver implanta­
tion. The HID class interface is possible to implement in PC 
side applications without creating a hardware driver 5 that 
runs on the host PC. The HID class interface can be created 
and used as a plug-in to internet web browsers and other PC 

Referring to FIG. 16, a diagram of a mobile phone with 
35 contactless or NFC functionality is displayed. One purpose of 

a mobile phone or like device with NFC technology is to 
enable the mobile phone itself to act as a payment card in 
order to make payments at a contactless terminal that may be 
located at a retailer location. In this embodiment the SE is 

40 embedded in a Secure IC within the phone. The SE on the 
phone may contain multiple bank accounts and may be con­
trolled by the user interface of the phone. The diagram depicts 
the phone itself (baseband portion), the cellular network 
adapter 320 that includes a reader, the SE, and a processor in 

45 one of potentially multiple form factors (here either within the 
SIM or a Secure IC), the NFC bridge chip that is used to 
convert an electronic data signal to an RF data signal for an 
external reader, and the external reader that may also be used 
to interact with the SE in order to retrieve banking informa-

50 tion. The reader in the cellular network adapter 320 may 
communicate to the using a number of different methods. For 
example, the reader in the cellular network adapter may com­
municate directly to the SE using ISO 7816-3 and 7816-4 
protocols. An external reader may also communicate to the 

55 SE through an NFC bridge controller. The NFC controller 
controls the data paths to the RF interface as well as the data 
path to the SE. It is important to note that the interrogation of 
the SE can be initiated and carried out by either the reader in 
the cellular network adapter 320 or an external reader as 

60 shown in the diagram in FIG. 16. 
FIG. 16.1 shows the same hardware device depicted in 

FIG. 16 being used for a different application. The application 
in FIG. 16.1 relates to using the same banking information 
stored on the SE for making a mobile payment transaction 

65 over the wireless network. A transaction like this is usually 
performed using a mobile phone connecting to a remote mer­
chant over a wireless network ( such as a cellular network) that 



30

US 8,151,345 Bl 
19 20 

previously described herein. The insertion into these areas 
may include automatic SMS or email message building and 
sending by software running on the mobile phone. The auto­
matically built SMS or email message typically includes the 
extracted data from the interrogator. 

In summary, embodiments disclosed herein describe vari­
ous systems and methods for providing self-authorizing 
tokens and self-authorizing cellular network adapters. The 
foregoing descriptions of embodiments have been presented 

may also be using the public internet and a mobile web 
browser on the phone itself. In order to deliver the transaction 
data from the SE to the web browser by the interrogator, 
keyboard emulation or software plug-in may be used to popu­
late the web browser with the appropriate data. In the case 
where the transaction is not performed using a mobile web 
browser, the transaction information may pass to the mer­
chant using other methods such as email, SMS, or other 
proprietary or standardized communication methods. The 
cellular network adapter 430 (the interrogator and the com­
munications controller and the secure element), in this case, 
may be contained as an element 420 inside the mobile phone 
and exist as a software module running on the baseband of the 
phone. The interrogator essentially serves the same purpose 

10 for purposes of illustration and exposition. They are not 
intended to be exhaustive or to limit the embodiments to the 

as the contactless reader shown in FIG. 16. Its job is to 15 

interrogate the SE inside the phone and build a communica­
tion data package 400 that typically includes an encrypted 
pan and optionally Track 1 and/or Track 2 data. In order to do 
this, a "Reader On Card" mechanism may be used in order to 
further encrypt the PAN or full Track 1 and Track 2 data for 20 

transportation over a public network using the antenna 410 of 
a mobile phone. 

After the interrogator has completed an interrogation pro­
cess that is typically similar to the interrogation routine in 
FIG. 14 or FIG. 5.2, the data packet to be issued for authori- 25 

zation is sent to the "online merchant" over a wireless net­
work. This data packet may contain full Track 1 and/or Track 
2 information that has been encrypted or may contain only an 
encrypted PAN with an expiration date. The encrypted PAN is 
encrypted using the same method as described in FIG. 13, 30 

FIG. 13.1, FIG. 13.2, FIG. 13.3, and FIG. 13.4. After the 
encrypted data is passed to the "online merchant" the mer­
chant may further submit the data just as it would a traditional 
card transaction to the processing network for authorization. 
The processing network then routes the data to the appropri- 35 

ate bank for authorization as shown in FIG.16.1. Prior to the 
authorization of the data packet a "Decryption Device" inter­
prets the data packet, decrypts the PAN or full track data, and 
replaces it with the original and legitimate PAN or track data. 
The decryption device may also perform other statistical 40 

checks on the PAN or track data such as verifying the trans­
action counter or timestamp is not repeated. 

FIG. 16.2 shows a similar encryption technique for 
encrypting the card PAN. In this case, it is possible to add a 
timestamp factor into the encryption of the PAN. Because a 45 

mobile phone is an electronic device that can keep accurate 
time, the interrogator would be able to use a timestamp to 
further randomize the initialization vector that is used to 
encrypt the PAN data. When this transaction data reaches the 
decryption device on the other side of the network, the 50 

decryption device can then use a timestamp in a similar man-
ner to decrypt the PAN data. It may not be possible to use a 
timestamp in all embodiments if the interrogator does not 
have access to an accurate clock. 

precise forms disclosed. Obvious modifications or variations 
are possible in light of the above teachings. The embodiments 
are chosen and described in an effort to provide the best 
illustrations of principles and practical applications, and to 
thereby enable one of ordinary skill in the art to utilize the 
various embodiments as described and with various modifi­
cations as are suited to the particular use contemplated. All 
such modifications and variations are within the scope of the 
appended claims when interpreted in accordance with the 
breadth to which they are fairly, legally, and equitably 
entitled. 

What is claimed is: 
1. A token comprising: 
a mounting structure having a communication connector 

configured to connect to a computer terminal; 
a secure element affixed to the mounting structure, the 

secure element comprising a data file, 
a secure element reader affixed to the mounting structure 

and configured to interrogate the secure element by 
executing file system functions comprising a command 
to select a payment card application according to ISO 
7816-4 and to generate file information from the secure 
element data file; and 

a communications controller affixed to the mounting struc­
ture and configured to receive the file information from 
the secure element reader and to convert at least a portion 
of the file information into transaction information and 
to transmit the transaction information to the computer 
terminal through the communications connector, 
wherein the communication connector is a Universal 
Serial Bus (USB) connector and the communications 
controller is configured as a Human Interface Device 
(HID) class USB-device and the communications con­
troller is configured to provide the transaction informa­
tion in a format that auto-populates a form field defined 
by an application running on the computer terminal. 

2. The token of claim 1 wherein the communications con­
troller is configured to provide the transaction information in 
a prescribed cadence for an application running on the com­
puter terminal. 

3. The token of claim 1 wherein the secure element data file 
comprises financial authorization data and the communica­
tions controller is configured to extract at least a portion of the 

As previously indicated, various embodiments may 
include embedding the SE within a mobile phone or PDA. 
Such embodiments may use portions of the baseband proces-

55 financial authorization data and is configured to encrypt the at 
least a portion of the financial data and to transmit the 
encrypted financial authorization data for transmission as 
transaction information to the computer terminal through the 
communications connector. 

sor of the mobile phone or PDA as a communications con­
troller and an interrogator. The combination of the SE, the 
communications controller and the interrogator then provide 60 

the principal components of a typical cellular network 
adapter. Software within the mobile phone may run the inter­
rogation routines while interacting with the SE. The software 
may then perform communication controller functions by 
inserting the data extracted from the SE into appropriate areas 65 

such as SMS or email message, or form field. The insertion 
into these areas may include the keyboard emulation tactics 

4. The token of claim 1 wherein: 
the secure element data file comprises financial authoriza­

tion data and the controller is configured to extract at 
least a portion of the financial authorization data and is 
configured to encrypt the at least a portion of the finan­
cial data and to transmit the encrypted financial autho­
rization data for transmission as transaction information 
to the computer terminal using the USB connector. 
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5. The token of claim 4 wherein: 
the communications controller is configured to provide the 

transaction information in a prescribed cadence for the 
application running on the computer terminal. 

6. The token of claim 1 wherein the transaction information 
comprises an encrypted unpredictable number constructed as 
a hash of a timestamp. 

7. The token of claim 1 wherein the transaction information 

~r~:::1:i:n~o::~~tion constructed from a timestamp and a 10 

8. The token of claim 1 wherein the secure element reader 

22 
12. The token of claim 11 wherein the communications 

controller is configured to provide the transaction informa­
tion in a prescribed cadence for an application running on the 
computer terminal. 

13. The token of claim 11 wherein the secure element data 
file comprises financial authorization data and the communi­
cations controller is configured to extract at least a portion of 
the financial authorization data and is configured to encrypt 
the at least a portion of the financial data and to transmit the 
encrypted financial authorization data for transmission as 
transaction information to the computer terminal through the 
USB connector. 

14. The token of claim 11 wherein the transaction infor-is configured to await a startup instruction comprising an 
unpredictable number originating from the computer termi­
nal prior to interrogating the secure element. 

9. A token comprising: 

mation comprises an encrypted unpredictable number con-
15 structed as a hash of a timestamp. 

a mounting structure having a communication connector 
configured to connect to a computer terminal; 

15. The token of claim 11 wherein the transaction infor-
mation comprises an encryption constructed from a times­
tamp and a transaction counter. 

16. The token of claim 11 wherein the secure element a secure element affixed to the mounting structure, the 
secure element comprising a data file, 

a secure element reader affixed to the mounting structure 
and configured to interrogate the secure element by 
executing file system functions comprising a command 

20 reader is configured to await a startup instruction comprising 
an unpredictable number originating from the computer ter­
minal prior to interrogating the secure element. 

to select a payment card application according to ISO 
7816-4 and to generate file information from the secure 25 

element data file; and 
a communications controller affixed to the mounting struc­

ture and configured to receive the file information from 
the secure element reader and to convert at least a portion 
of the file information into transaction information and 30 

to transmit the transaction information to the computer 
terminal through the communications connector; 
wherein 

the secure element data file comprises financial authoriza-
35 

tion data and the communications controller is config­
ured to extract at least a portion of the financial autho­
rization data and is configured to encrypt the at least a 
portion of the financial data and to transmit the 
encrypted financial authorization data for transmission 40 

as transaction information to the computer terminal 
through the communications connector, and wherein 

the communications controller is configured to provide the 
transaction information in a format that auto-populates a 
form field defined by an application running on the com- 45 

puter terminal. 

17. A token comprising: 
a mounting structure having a Universal Serial Bus (USB) 

connector configured to connect to a computer terminal; 
a secure element affixed to the mounting structure, the 

secure element comprising a data file; and 
a communications controller affixed to the mounting struc­

ture and configured as a Human Interface Device (HID) 
class USB-device and configured to extract information 
from the secure element data file and to convert at least 
a portion of the data file into transaction information and 
to transmit the transaction information to the computer 
terminal through the USB connector as keyboard emu­
lation; wherein 

the secure element data file comprises financial authoriza­
tion data and the communications controller is config­
ured to extract at least a portion of the financial autho­
rization data and is configured to encrypt the at least a 
portion of the financial data and to transmit the 
encrypted financial authorization data for transmission 
as transaction information to the computer terminal 
through the USB connector; and wherein 

the communications controller is configured to provide the 
transaction information in a format that auto-populates a 
form field defined by an application running on the com­
puter terminal. 

18. The token of claim 17 wherein the communications 
10. The token of claim 9 wherein the communications 

controller is configured to provide the transaction informa­
tion in a prescribed cadence for an application running on the 
computer terminal. 

11. A token comprising: 

controller is configured to provide the transaction informa-
50 tion in a prescribed cadence for an application running on the 

computer terminal. 

a mounting structure having a Universal Serial Bus (USB) 
connector configured to connect to a computer terminal; 

a secure element affixed to the mounting structure, the 
55 

secure element comprising a data file, 
a communications controller affixed to the mounting struc­

ture and configured as a Human Interface Device (HID) 
class USB-device and configured to extract information 
from the secure element data file and to convert at least 60 
a portion of the data file into transaction information and 
to transmit the transaction information to the computer 
terminal through the USB connector as keyboard emu­
lation and wherein the communications controller is 
configured to provide the transaction information in a 65 

format that auto-populates a form field defined by an 
application running on the computer terminal. 

19. A token comprising: 
a mounting structure having a communication connector 

configured to connect to a computer terminal; 
a secure element affixed to the mounting structure, the 

secure element comprising a data file comprising finan­
cial authorization data, 

a communications controller affixed to the mounting struc­
ture and configured to extract at least a portion of the 
financial authorization data from the secure element data 
file and configured to encrypt the at least a portion of the 
financial data and to transmit the encrypted financial 
authorization data as transaction information compris­
ing an encrypted unpredictable number constructed as a 
hash of a timestamp to the computer terminal using the 
communication connector, wherein the communica-
tions controller is configured to provide the transaction 
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information in a format that auto-populates a form field 
defined by an application running on the computer ter­
minal. 

20. The token of claim 19 wherein the communications 
controller is configured to provide the transaction informa­
tion in a prescribed cadence for an application running on the 
computer terminal. 

21. The token of claim 19 wherein the transaction infor­
mation comprises an encryption constructed from the hash of 

10 the timestamp and a transaction counter. 
22. The token of claim 19 wherein the secure element 

reader is configured to await a startup instruction comprising 
an unpredictable number originating from the computer ter­
minal prior to interrogating the secure element. 

23. A cellular network adapter for a cellular network device 
configured with a cellular network application interface com­
prising; 

a secure element comprising a data file; 

15 

a secure element reader in the cellular network adapter 20 
configured to interrogate the secure element by execut-
ing file system functions according to ISO 7816-4 and to 
generate file information from the secure element data 
file; 

24 
a near field communications controller bridge chip to con­

vert the file information to an RF data signal for an 
external reader; and 

a communications controller configured to receive the file 
information from the secure element reader and to con­
vert at least a portion of the file information into trans­
action authorization information and to transmit the 
transaction authorization information from the cellular 
network device over a wireless network through the 
cellular network application interface, wherein the wire­
less network comprises a cellular network and the secure 
element reader in the cellular network adapter is config­
ured to await a startup instruction comprising an unpre­
dictable number originating over the cellular wireless 
network prior to interrogating the secure element. 

24. The cellular network adapter of claim 23 wherein the 
transaction authorization information comprises an 
encrypted unpredictable number constructed as a hash of a 
timestamp. 

25. The cellular network adapter of claim 23 wherein the 
transaction authorization information comprises an encryp­
tion constructed from a timestamp and a transaction counter. 

* * * * * 




