
US010575862B2 

( 12 ) United States Patent 
Bays et al . 

( 10 ) Patent No .: US 10,575,862 B2 
( 45 ) Date of Patent : Mar. 3 , 2020 

( 54 ) JOINT SPACER SYSTEMS AND METHODS 

( 71 ) Applicant : Treace Medical Concepts , Inc. , Ponte 
Vedra Beach , FL ( US ) 

( 58 ) Field of Classification Search 
CPC ............ A61B 17/1757 ; A61B 17/1775 ; A61B 

17/1764 
See application file for complete search history . 

( 56 ) References Cited 

U.S. PATENT DOCUMENTS 
( 72 ) Inventors : F. Barry Bays , Collierville , TN ( US ) ; 

Paul Dayton , Fort Dodge , IA ( US ) ; Joe 
William Ferguson , Ponte Vedra Beach , 
FL ( US ) ; Carlos Eduardo Gil , 
Jacksonville , FL ( US ) ; Robert D. 
Santrock , Morgantown , WV ( US ) ; 
Sean F. Scanlan , Ponte Vedra Beach , 
FL ( US ) ; W. Bret Smith , Lexington , 
SC ( US ) ; John T. Treace , Ponte Vedra 
Beach , FL ( US ) 

4,069,824 A 
4,159,716 A 

1/1978 Weinstock 
7/1979 Borchers 

( Continued ) 
FOREIGN PATENT DOCUMENTS 

AU 
CA 

2009227957 B2 7/2014 
2491824 A1 9/2005 

( Continued ) ( 73 ) Assignee : Treace Medical Concepts , Inc. , Ponte 
Vedra , FL ( US ) 

OTHER PUBLICATIONS 
( * ) Notice : Subject to any disclaimer , the term of this 

patent is extended or adjusted under 35 
U.S.C. 154 ( b ) by 291 days . 

International Patent Application No. PCT / US2016 / 052087 , Inter 
national Search Report and Written Opinion dated Dec. 20 , 2016 , 7 
pages . 

( Continued ) ( 21 ) Appl . No .: 15 / 267,531 
( 22 ) Filed : Sep. 16 , 2016 Primary Examiner Andrew Yang 

( 74 ) Attorney , Agent , or Firm - Fredrikson & Byron , 
P.A. ( 65 ) Prior Publication Data 

US 2017/0079669 A1 Mar. 23 , 2017 

( 60 ) 
Related U.S. Application Data 

Provisional application No. 62 / 366,219 , filed on Jul . 
25 , 2016 , provisional application No. 62 / 220,530 , 
filed on Sep. 18 , 2015 . 

( 57 ) ABSTRACT 
In some examples , a method for preparing one or more 
bones involves inserting a spacer into a space defined 
between a first bone and a second bone , such as a joint space 
between a first metatarsal and medial cuneiform . A bone 
preparation guide can be aligned with opposed ends of the 
first bone and the second bone using the spacer as an 
alignment reference . For example , the bone preparation 
guide may include an opening such that the guide can be 
installed across the joint space with the spacer received in 
the opening . A clinician may use the bone preparation guide 
to guide a tissue removing instrument to cut or otherwise 
prepare the ends of the first bone portion and second bone 
portion . 
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JOINT SPACER SYSTEMS AND METHODS removing instrument using the bone preparation guide to 
guide the tissue removing instrument . 

CROSS - REFERENCE In another example , a bone preparation guide is described 
that includes a body and a spacer . The body has a first guide 

This application claims the benefit of U.S. Provisional 5 surface to define a first preparing plane and a second guide 
Patent Application No. 62 / 366,219 , filed Jul . 25 , 2016 , and surface to define a second preparing plane . The first and 
U.S. Provisional Patent Application No. 62 / 220,530 , filed second guide surfaces are spaced from each other by a 
Sep. 18 , 2015. The entire contents of both these applications distance . The example specifies that a first end extends from 
are incorporated herein by reference . the body in a first direction and a second end extends from 

the body in a second direction , the second direction being 
TECHNICAL FIELD different than the first direction , with each of the first end and 

the second end including a fixation aperture configured to 
This disclosure relates generally to devices and methods receive a fixation device . The example also specifies that the 

for preparing and realigning bones . spacer extends from the body in a third direction , the third 
direction being different than the first and second directions . 

BACKGROUND The spacer is configured to be placed into a joint space 
between opposing bones . 

Bones , such as the bones of a foot , may be anatomically In another example , a spacer configured to be inserted into misaligned . In certain circumstances , surgical intervention is 20 a joint space between first and second opposing bones is required to correctly align the bones to reduce patient described . The spacer includes a first portion configured to discomfort and improve patient quality of life . extend into the joint space and a second portion , opposite the 
first portion , configured to extend above the joint space . The SUMMARY spacer also includes an intermediate portion disposed 

25 between the first portion and the second portion . The In general , this disclosure is directed to devices and example specifies that the spacer is configured to serve as a techniques for preparing and realigning one or more bones reference to position a tissue removing instrument with from an anatomically misaligned position to an anatomically respect to the first and / or second bone . aligned position . In some examples , the devices and tech The details of one or more examples are set forth in the niques are utilized to correct a bunion deformity where a first 30 accompanying drawings and the description below . Other metatarsal is anatomically misaligned relative to a medial features , objects , and advantages will be apparent from the cuneiform and / or second metatarsal . To correct such a description and drawings , and from the claims . misalignment , a system may be utilized that includes a bone 
preparing guide and a spacer . The bone preparing guide can BRIEF DESCRIPTION OF THE DRAWINGS provide one or more cutting surfaces and / or cutting slots 35 
along or through which a cutting instrument can be trans 
lated to prepare opposed ends of the first metatarsal and / or FIG . 1 is a perspective view of a bone preparing guide and 
medial cuneiform for relative realignment . The spacer can spacer in accordance with an embodiment of the invention . 
serve as an alignment and / or reference tool for the bone FIG . 2A is a perspective view of a spacer in accordance 
preparing guide . with an embodiment of the invention . 

In some examples , a clinician inserts the spacer into the FIG . 2B is a perspective view of the spacer of FIG . 2A on 
joint space between the first metatarsal and medial cunei a foot in accordance with an embodiment of the invention . 
form . The spacer can have a variety of different configura FIGS . 3A and 3B are perspective and side views , respec 
tions , such as a centered insertion portion , an offset insertion tively , of the bone preparing guide and spacer on a foot in 
portion , a constant thickness , a tapered thickness , or the like . 45 accordance with an embodiment of the invention . 
After suitably positioning the spacer , the clinician may insert FIG . 4A is a perspective view of a spacer in accordance 
the bone preparing guide across the joint space , e.g. , by with another embodiment of the invention . 
installing the bone preparing guide over a portion of the FIG . 4B is a perspective view of the spacer of FIG . 4A on 
spacer projecting out of the joint space . The clinician can a foot in accordance with an embodiment of the invention . 
then use the bone preparing guide to cut the end of the first 50 FIGS . 4C - 4F illustrate an example configuration of a 
metatarsal and / or the end of the medial cuneiform to facili spacer where the thickness of the spacer varies across the 
tate realignment of the bones relative to each other . In some width of the spacer . 
examples , the clinician utilizes a tissue removing instrument FIGS . 4G - 4J illustrate another example configuration of a 
location check to check the position and / or orientation of spacer where the thickness of the spacer varies across the 
one or more cutting surfaces or slots relative to the bone ( s ) 55 width of the spacer . 
to be cut before making such cuts . In either case , the FIG . 4K illustrates an example configuration of a spacer 
clinician may adjust the position of the first metatarsal either that includes at least two pins separated from each other with 
before or after making the cuts to achieve realignment of the 
metatarsal . FIG . 4L illustrates an example configuration of the spacer 

In one example , a method for preparing one or more 60 in FIG . 4K where the ends of the pins are tapered to a point 
bones is described . The method includes inserting a spacer to facilitate insertion . 
into a space defined between a first bone and a second bone . FIG . 4M illustrates an example configuration of the 
The method further involves aligning a bone preparation spacer in FIG . 4K where the pins have an alternative 
guide with a portion of the first bone or the second bone cross - sectional shape . 
while the spacer is inserted into the space , using the spacer 65 FIG . 5 is a top plan view of an embodiment of a bone 
as a reference . In addition , the method includes contacting preparing guide and the spacer of FIG . 4A on a foot in 
the portion of the first bone or the second bone with a tissue accordance with an embodiment of the invention . 

40 
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FIGS . 6A and 6B are perspective views of a bone pre position a bone preparation guide , or cut guide , with respect 
paring guide and a tissue removing instrument location to the TMT joint and , more particularly , guide surfaces or 
check member in accordance with an embodiment of the slots of the cut guide with respect to bone ends to be cut . In 
invention . some examples , one or more guide surfaces or slots of the 
FIGS . 6C and 6D are perspective views of the bone 5 cut guide are angled . For example , the cut guide may be 

preparing guide and tissue removing instrument location configured to position a guide slot through which a cutting 
check member on a foot in accordance with an embodiment instrument is translated parallel to the end face of a first 
of the invention . metatarsal while another guide slot is skewed with respect to 
FIGS . 7 and 8 are perspective views of a tissue removing the end face of a medial cuneiform . The guide slot posi 

instrument used in conjunction with the bone preparing 10 tioned over the end of the medial cuneiform may angle 
guide in accordance with an embodiment of the invention . proximally from the medial to the lateral sides of the medial 

FIG . 9 is a side perspective view of a foot depicting bone cuneiform , resulting in a wedge - shaped section of bone 
plates across a joint between first and second bones in being removed from the medial cuneiform . The disclosed 
accordance with an embodiment of the invention . instruments can help appropriately prepare the ends of the 

The details of one or more examples are set forth in the 15 first metatarsal and medial cuneiform for repositioning in 
accompanying drawings and the description below . Other multiple planes ( e.g. , a frontal plane , a transverse plane , 
features , objects , and advantages will be apparent from the and / or a sagittal plane ) , allowing the first metatarsal to be 
description and drawings , and from the claims . corrected from an anatomically misaligned position to an 

anatomically aligned position . 
DETAILED DESCRIPTION FIG . 1 shows a perspective view of an exemplary bone 

preparing guide and spacer 10. The bone preparing guide 
The following detailed description is exemplary in nature and spacer 10 can include a bone preparing guide 12 and a 

and is not intended to limit the scope , applicability , or spacer 14. In some applications , the bone preparing guide 
configuration of the invention in any way . Rather , the and spacer 10 can be provided to facilitate the positioning 
following description provides some practical illustrations 25 and / or preparation of a bone or bones . In the illustrated 
for implementing exemplary embodiments of the present example , the bone preparing guide 12 includes a body 16 
invention . Examples of constructions , materials , and dimen defining a first guide surface 18 to define a first preparing 
sions are provided for selected elements , and all other plane and a second guide surface 20 to define a second 
elements employ that which is known to those of ordinary preparing plane . A tissue removing instrument ( e.g. , a saw , 
skill in the field of the invention . Those skilled in the art will 30 rotary bur , osteotome , etc. , not shown ) can be aligned with 
recognize that many of the noted examples have a variety of the guide surfaces to remove tissue ( e.g. , remove cartilage or 
suitable alternatives . bone and / or make cuts to bone ) . The first and second guide 

In general , this disclosure is directed to surgical instru surfaces 18 , 20 can be spaced from each other by a distance 
ments and techniques that can be used in a bone correction ( e.g. , between about 2 millimeters and about 10 millimeters , 
procedure . Embodiments of the disclosure include a spacer , 35 such as between about 4 and about 7 millimeters ) . In the 
bone preparing guide , and / or tissue removing instrument embodiment shown , the first and second guide surfaces are 
location check member along with methods of positioning parallel , such that cuts to adjacent bones using the guide 
such spacers and guides in a medical procedure . Such surfaces will be generally parallel . 
instruments can be used alone or in combination to improve In some embodiments , as shown in FIG . 1 , a first facing 
the efficacy of a bone correction procedure as compared to 40 surface 22 is positioned adjacent the first guide surface 18 
when the procedure is used without the instruments . and / or a second facing surface 24 is positioned adjacent the 

In an exemplary application , embodiments of the spacer , second guide surface 20. In such embodiments , the distance 
bone preparing guide , and / or tissue removing instrument between the first guide surface and the first facing surface 
location check member can be used before and / or during a defines a first guide slot 26 , and the distance between the 
surgical procedure , such as a bone alignment , osteotomy , 45 second guide surface and the second facing surface defines 
fusion procedure , and / or other procedures where one or a second guide slot 28. Each slot 26 , 28 can be sized to 
more bones are to be prepared ( e.g. , cartilage or bone receive a tissue removing instrument to prepare the bone 
removal and / or cut ) . Such a procedure can be performed , for ends therethrough . The first and second slots 26 , 28 may be 
example , on bones ( e.g. , adjacent bones separated by a joint parallel or skewed ( e.g. , non - parallel ) to each other . In the 
or different portions of a single bone ) in the foot or hand , 50 illustrated embodiment , the facing surfaces each contain a 
where bones are relatively smaller compared to bones in gap along their respective lengths , such that each of the 
other parts of the human anatomy . In one example , a surfaces is not a single , continuous surface . In other embodi 
procedure utilizing one or more embodiments of the disclo ments , the facing surfaces can each be a single , continuous 
sure can be performed to correct an alignment between a surface lacking any such gap . 
metatarsal ( e.g. , a first metatarsal ) and a second metatarsal 55 In some embodiments , an opening 30 can be defined by 
and / or a cuneiform ( e.g. , a medial , or first , cuneiform ) , such the body 16 between the first and second facing surfaces 22 , 
as in a bunion correction surgery . An example of such a 24. The opening 30 can thus be an area between the slots 26 , 
procedure is a Lapidus procedure ( also known as a first 28 useful , for instance , for allowing a practitioner to have a 
tarsal - metatarsal fusion ) . In another example , the procedure visual path to an osteotomy site ( e.g. , cartilage , bones , 
can be performed by modifying an alignment of a metatarsal 60 and / or joint space ) during bone preparation and / or to receive 
( e.g. , a first metatarsal ) . An example of such a procedure is instruments , as discussed further below . In the embodiment 
a basilar metatarsal osteotomy procedure . shown , the opening 30 extends across the body 16 a distance 
For example , the described surgical instruments can be from a surface 32 opposite of the first facing surface 22 to 

used in combination during a tarsometatarsal ( “ TMT " ) a surface 34 opposite of the second facing surface 24 . 
fusion procedure to achieve a multi - planar realignment ( e.g. , 65 The embodiment shown also includes a first end 40 
bi - planar , tri - planar ) of a first metatarsal with respect to a extending from the body 16 in a first direction and a second 
medial cuneiform . The spacer can be used to properly end 42 extending from the body 16 in a second direction . 
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The second direction can be different than the first direction attachable , such as by magnets , a snap - fit , male - female 
( e.g. , an opposite direction ) . The first and second ends 40 , 42 interfacing parts , or other temporary connections . 
can each extend out perpendicularly from the body 16 as FIGS . 2A and 2B show an embodiment of a spacer 14. In 
shown or , in other embodiments , the first and second ends some embodiments , the spacer 14 is configured to be used 
40 , 42 can extend out from the body at differing angles . As 5 to guide bone preparation instruments during a surgical 
shown , each of the first end 40 and the second end 42 can procedure . In other embodiments , the spacer 14 is config 
include at least one fixation aperture 44 configured to ured to be inserted into a bone preparation guide . FIG . 2A 
receive a fixation device ( e.g. , a pin , not shown ) to secure the illustrates a perspective view of the spacer 14 , while FIG . 2B 
guide 12 to one or more bones . Such apertures 44 , as shown , illustrates the spacer 14 on a foot . The spacer 14 , whether a 
may extend through each respective end at a vertical or 10 stand - alone component , a separate component selectively 
skewed angle relative to a top surface of the guide 12 . engageable with a guide , or integrated with a guide , can be 

The bone preparing guide 12 can also include a first configured to be inserted into a space between two bones 50 
adjustable stabilization member 46 engaged with the first and 52 ( e.g. , adjacent bones separated by a joint or different 
end 40. In some embodiments , the bone preparing guide 12 portions of a single bone ) . 
also includes a second adjustable stabilization member 48 15 In one application , the space between two bones into 
engaged with the second end 42. Each of the members 46 , which the spacer 14 is configured to be inserted can be a 
48 can be threaded and engage a threaded aperture defined TMT joint space , such as the first metatarsal - cuneiform joint 
by the ends 40 , 42. The elevation of each end 40 , 42 can be as shown in FIG . 2B where bone 50 is a first metatarsal and 
adjusted with respect to one or more bones by adjusting the bone 52 is a medial cuneiform . The spacer 14 can be inserted 
member 46 , 48 at the end for which an elevation adjustment 20 into a space between two bones in a variety of differing 
is desired . In some embodiments , as shown , the members directions , depending on the application . In one example , 
46 , 48 may be cannulated such that they can receive respec the spacer 14 is inserted from the generally dorsal side of a 
tive fixation devices . While bone preparing guide 12 is foot . In another example , the spacer 14 is inserted from a 
illustrated with two adjustable stabilization members , in generally dorsal - medial side of a foot or a medial surface of 
other examples , the guide can include fewer adjustable 25 a foot . 
stabilization members ( e.g. , none , one ) or more adjustable As seen in the embodiment of FIG . 2A , the spacer 14 can 
stabilization members ( e.g. , three , four , or more ) and the include a first portion 60 that is configured to extend , at least 
disclosure is not limited in this respect . partially , into a space between two bones ( e.g. , a joint space 
As noted , the bone preparing guide as shown in FIG . 1 between bones 50 and 52 as shown in FIG . 2B ) . In the 

includes the spacer 14. The spacer can extend from the body 30 embodiment shown in FIG . 2A , the first portion 60 is a 
in a third direction , the third direction being different than generally planar member having opposite planar surfaces . In 
the first and second directions ( e.g. , perpendicular to the first other embodiments , the generally planar member has one or 
and second directions ) , and it can be configured to be placed more slots and / or apertures . In yet other embodiments , the 
into a joint space between opposing bones . In some embodi first portion has at least two extending members configured 
ments , the spacer is integral with the guide and the guide and 35 to extend into the joint space . The extending members can 
spacer are a single component , for example , a unibody include any cross - sectional shape , such as cylindrical , tri 
construction . In other embodiments , the spacer is physically angular , or frustoconical shape . 
separate from and insertable into the guide . In these embodi As shown in FIG . 2A , the first portion 60 can include a 
ments , the spacer and bone cutting guide may be provided keel 62 , where the keel 62 is configured to facilitate insertion 
as part of a sterile kit ( e.g. , packed in single common 40 of an end of the first portion 60 into the space between two 
container ) , alone or in combination with other components bones . As shown , the tip of the keel 62 is linear ( e.g. , 
to facilitate the procedure being performed . extending in a plane parallel to the width of the keel ) . In 

In the embodiment shown , the spacer 14 can be selec other embodiments , the tip of the keel 62 may be rounded 
tively engaged with the bone preparing guide 12 , such that and / or tapered to provide for easier insertion of the keel 62 
the spacer and guide can be attached and detached . For 45 into the space between two bones . In some embodiments , 
instance , the spacer 14 can be received by the body 16 of the the keel 62 can have a width that is less than or equal to a 
guide 12 , such as by inserting the spacer into opening 30 . width of the space between two bones ( e.g. , a width of a 
When the spacer 14 is received in the opening 30 , the spacer joint ) . In addition , the keel 62 can have a thickness ( e.g. , 
14 may extend from the body in between the first guide extending in a direction perpendicular to the width of the 
surface 18 and the second guide surface 20 , or in between 50 keel and along the length of the space between two bones ) 
the first and second slots 26 , 28 , when provided . In some that is equal to or less than the length of the space between 
instances where the spacer 14 is received within the opening two bones . In certain applications it may be desirable to 
30 , no connection between the guide 12 and spacer 14 need configure the thickness of the keel 62 to be thicker relative 
be present , as the opening 30 itself may be sufficient for to the length of the space between two bones such that the 
engaging the guide and spacer . The spacer 14 can engage the 55 keel 62 fits snuggly into the space between two bones . For 
guide 12 such that the guide 12 and / or spacer 14 can move example , the thickness of the keel 62 may be sized to alter , 
relative to one another while engaged ( e.g. , in a vertical such as expand , the space between two bones when inserted . 
direction ) . For example , in some embodiments , the guide 12 The keel 62 can have a uniform thickness along its length as 
can move relative to the spacer 14 while the guide 12 and seen in FIG . 2A or can have a thickness that varies , such as 
spacer 14 are engaged , such that the guide can be inserted 60 a thickness that tapers in a direction proceeding toward the 
over the spacer or removed from the spacer while the spacer tip of the keel 62 ( e.g. , a wedge - shaped keel ) . 
is engaged within a joint space . For example , a distal portion A length of the keel 62 , and first portion 60 , can be 
of the spacer can be inserted into a joint space ( e.g. , configured to allow the keel 62 to extend vertically to a 
tarsal - metatarsal joint space ) and the guide 12 positioned bottom base of the space between two bones ( e.g. , where the 
over the top of the spacer with a proximal portion of the 65 spacer 14 is used in an application on the foot as seen in FIG . 
spacer projecting out from the top of the guide . In yet further 2B , the keel 62 can extend from a generally dorsal side of 
embodiments , the guide 12 and spacer 14 can be removably the foot to a generally plantar side ) . In other examples , the 
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length of the keel 62 can be configured such that the keel 62 an extended width relative to the width of the first portion 60 
extends only partially into the space between two bones , ( and thus keel 62 ) . The extended thickness of the first region 
such as through a point in the space between two bones and / or the extended width of the second region 72 can allow 
where there is present opposing interfacing surfaces ( e.g. , the spacer 14 to be more stably received by the body of the 
planar interfacing surfaces of two bones ) and stops extend- 5 guide in examples where the spacer 14 and guide are 
ing into the space between two bones where a bump or separate components . 
eccentric interfacing surface is present . The keel 62 as In embodiments where the spacer 14 is configured to be shown in the illustrated example is generally linear along its used as a stand - alone device without a bone guide , the length . However , in other examples the keel 62 may include intermediate portion 68 can be used to provide a first guide 
one or more contours along its length , where the one or more 10 surface and an opposite second guide surface . In such contours are configured to conform to an anatomic geometry embodiments , the first portion 60 ( and thus the keel 62 ) of of one or more bone ends interfacing at the space into which 
the keel 62 is inserted . the spacer can be inserted into a joint space , and a surface 

The keel 62 , and the first portion 60 , can be made of of the intermediate portion 68 can be used to provide a guide 
various materials appropriate for one or more desired appli- 15 surface . For example , the surface of the first region 70 on a 
cations of the spacer . In one example , the keel can made of first side of the spacer 14 can be configured as a first guide 
a rigid material , such as metal or plastic , which does not surface , and the surface of the first region 70 on an opposite 
deform or otherwise change geometry when inserted into the side of the spacer 14 can be configured as a second guide 
space between two bones . By preventing the keel from surface . In some embodiments , at least the first region 70 of 
deforming when inserted into the space between two bones , 20 the intermediate portion 68 has a thickness greater than the 
the spacer can be maintained in general alignment with the thickness of the first portion 60. The difference in thickness 
interfacing bone surfaces at the space . In other examples , the of the first region 70 and the first portion 60 on each side of 
keel can be made of a flexible material in order to generally the spacer 14 can define a length and thickness of tissue to 
maintain alignment of the spacer with the interfacing bones be removed by a tissue removing instrument guided by the 
surfaces at the space while providing the keel with some 25 surface of the intermediate portion . 
give in its geometry to conform to one or more non - parallel In use , the first portion 60 may be inserted into a joint 
portions of interfacing bones at the space . In other embodi space and a tissue removal instrument placed against the 
ments , the keel includes a combination of a rigid material intermediate portion 68 to guide a preparation of a first bone 
and a flexible material . For example , a perimeter of the keel on a first side of the spacer 14. A tissue removal instrument 
may include the flexible material to facilitate insertion into 30 can be placed against the intermediate portion 68 to guide a 
the joint space and a central portion can include a rigid second preparation to a second bone on a second , opposite 
material to prevent deformation . side of the spacer 14. In a specific example , the tissue 

The spacer 14 can further include a second portion 64 at removing instrument can be guided by the spacer 14 for 
or near an end of the spacer 14 opposite the keel 62. The about one - half of a thickness of the tissue to be removed . 
second portion 64 can be designed to be gripped , such as by 35 Then the spacer can be removed from the joint space and the 
a hand of a surgeon during a procedure . The second portion tissue removing instrument could be reinserted to finish the 
64 can have , in some instances , one or more recesses 66 ( two tissue removal . 
recesses 66 are shown in FIG . 2A , with each recess 66 FIGS . 3A and 3B show perspective and side views , 
disposed opposite the other ) to enhance a grip on the second respectively , of the bone preparation guide and spacer 10 on 
portion 64. In some embodiments , the second portion 64 can 40 a foot . Depending on the embodiment , the bone preparing 
also include a roughened texture to also enhance a grip on guide and spacer 10 can be positioned onto the foot in 
the second portion 64. The one or more recesses 66 and / or different ways . In embodiments where the spacer 14 is a 
roughened texture can be particularly beneficial where the separate component from the guide and configured to be 
second portion 64 is to be gripped by a wet and / or gloved engaged with the guide , the spacer 14 can first be inserted 
hand of a surgeon . 45 into the space between two bones ( as shown in FIG . 2B ) . In 

In some embodiments , the spacer 14 can have an inter such embodiments , after the spacer 14 is appropriately 
mediate portion 68 disposed between the first and second inserted into the space between two bones , the guide 12 can 
portions 60 , 64. The first , second , and intermediate portions then be placed onto the foot so as to engage the already 
can be provided as an integral member or can be provided inserted spacer 14 ( e.g. , by sliding the guide 12 vertically 
as separately joined components . In either case , each portion 50 downward toward the foot on the spacer 14 , such as via the 
can comprise a material different from the other portions , opening defined by the body of the guide 12 ) . Alternatively , 
and the material can have different characteristics , such as the guide 12 can first be positioned in proximity to the space 
rigidity and flexibility , than the materials of the other por between two bones and the spacer 14 then inserted through 
tions . Alternatively , all the portions of spacer 14 may be the guide 12 and into the joint space underlying the guide . 
fabricated from the same material , such as a unitary body 55 The guide 12 can preliminarily position the spacer 14 ( e.g. 
formed of metal or plastic . via the opening defined by the body of the guide 12 ) into the 

In embodiments where the spacer is provided as a sepa space between two bones . After preliminarily being posi 
rate component from the bone preparation guide and con tioned , the clinician can manipulate the location of guide 12 
figured to be engaged with the bone preparation guide , the and / or spacer 14 to orient the components at a desired 
intermediate portion 68 can be engageable with the body of 60 location relative to the two bones ( e.g. , by orienting the 
the guide ( e.g. , at the opening defined by the body of the cutting slots of the guide 12 relative to the ends of bones 50 
guide ) . In the example shown , the intermediate portion 68 and 52 , respectively ) . In other embodiments ( e.g. , where the 
can have a first region 70 and a second region 72. The first spacer 14 and guide 12 are integral or separate components ) , 
region 70 can have an extended thickness relative to the the bone preparing guide and spacer 10 can be positioned on 
thickness of the first portion 60 ( and thus the keel 62 ) and 65 the foot with guide 12 being positioned in the joint between 
can transition from interfacing with the guide to the second the two bones as a single structure , e.g. , thereby simultane 
portion 64 along its length . The second region 72 can have ously positioning the guide 12 and spacer 14 on the foot . 
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Independent of how spacer 14 is inserted into the joint bones 50 , 52 by cutting a wedge - shaped portion from the 
between bones 50 , 52 relative to installation of guide 12 over interfacing surfaces of one or both bones 50 , 52 , where the 
the bones , the spacer 14 can serve to provide initial stability wedge - shaped portion does not have a uniform thickness 
to the guide 12 ( e.g. , prior to the guide 12 receiving fixation ( e.g. , in the medial to lateral direction of cut ) . For instance , 
devices ) . For example , the spacer 14 can engage with the 5 in one application , a plantar - based wedge may be cut from 
guide 12 and , once seated in the space between the bones , a medial cuneiform ( e.g. , bone 52 ) , e.g. , to correct a mis 
act to support the guide 12. Moreover , where the guide 12 aligned first metatarsal ( e.g. , bone 50 ) . To cut a wedge 
and spacer 14 are separate components insertable into each shaped portion from the interfacing end surface of one or 
other , the depth that the spacer 14 is inserted within the both bones 50 , 52 , the first guide surface 18 and the second 
space between bones can be adjusted without needing to 10 guide surface 20 , or slots 26 and 28 , when provided , can be 
remove the guide 12. Similarly , the distance between where oriented at a skewed angle relative to respective bones 52 
the guide 12 is positioned vertically in relation to the space and / or 50 using the spacer 14 as a reference for the skewed 
between bones can be adjusted while leaving the spacer 14 angle at which the one or more bones 50 , 52 are to be cut . 
in place . For example , first guide surface 18 and / or second guide 

In operation , spacer 14 can serve as an alignment and / or 15 surface 20 may skew proximally back along the length of the 
reference tool for the guide 12 with respect to the one or medial cuneiform as the guide surface extends from the 
more bone surfaces to be prepared ( e.g. , cut , morselized ) . medial side of the medial cuneiform to the lateral side of the 
Such surfaces to be prepared can include all or a portion of medial cuneiform . As a result , the bone portion cut using a 
an interfacing surface of bone 50 or 52 as shown . When the guide surface so configured can remove more bone from the 
spacer 14 is inserted into the space ( e.g. , a joint ) between the 20 lateral side of the medial cuneiform than the medial side of 
bones 50 , 52 , the spacer 14 can act to align the guide 12 at the medial cuneiform , resulting in a wedge - shaped portion 
an appropriate position ( e.g. , longitudinal along the bones of bone being removed from the medial cuneiform . 
50 , 52 ) and orientation ( e.g. , angle relative to the bones 50 , In addition to serving as a reference for positioning and 
52 in multiple planes selected from more than one of a orientation in bone preparation , the spacer 14 can also serve 
frontal plane , a transverse plane , and a sagittal plane ) for the 25 as a reference for indicating a thickness of tissue ( e.g. , such 
intended procedure relative to the surfaces of the bones 50 , as bone ) to be removed from a surface of a bone 50 and / or 
52 to be prepared . 52. For instance , a distance between a first longitudinal 

For example , when the spacer 14 is inserted into the space surface of spacer 14 and the first guide surface 18 may define 
between bones 50 , 52 , the spacer can help align and orient , a thickness of tissue to be cut from the surface of the bone 
in one or more planes , the first guide surface 18 and the 30 52. Similarly , a distance between a second longitudinal 
second guide surface 20 ( and / or slots 26 , 28 , when provided ) surface ( e.g. , opposite the first longitudinal surface ) of the 
of the guide 12 relative to respective surfaces of the bones spacer 14 and the second guide surface 20 may define a 
50 , 52 to be prepared . When inserted into the space between thickness of tissue to be cut from the surface of the bone 50 . 
bones 50 , 52 , the spacer 14 can engage the guide 12 ( e.g. , Thus , a clinician can utilize the spacer 14 as a reference prior 
physically restrict the free range of movement of guide 12 ) , 35 to preparing one or more bones in order to visualize whether 
longitudinally aligning the guide 12 with the surface of each the proposed bone preparation matches the desired bone 
of bones 50 and 52 to be prepared . For example , spacer 14 preparation , such as whether the thickness of the cut to be 
can longitudinally align the first guide surface 18 with the made is in accordance with a desired thickness of tissue to 
end surface of the bone 52 and the second guide surface 20 be removed , and make any adjustments prior to implemen 
with the end surface of the bone 50. Additionally , when 40 tation of the bone preparation action . 
inserted into the space between bones , the spacer 14 can In some embodiments , a guide can be designated with an 
extend out from the space and provide an indication as to the identification number representing a cut thickness facilitated 
location of the interfacing , end surfaces of each of bones 50 by that particular guide , which is defined by the distance 
and 52. In this way , orienting the guide 12 relative to the between an adjacent surface of the spacer 14 and the 
spacer 14 serves as an angular reference relative to the end 45 respective guide surface of the guide . In certain embodi 
surfaces of each of bones 50 and 52. Thus , the spacer ments , the distance between a first guide surface 18 and the 
facilitate accurate preparation of a desired surface of one or spacer 14 can be different from the distance between a 
more bones 50 , 52 . second guide surface 20 and the spacer 14 , such that 

In some applications , it can be desirable to prepare different thickness cuts can be made on different , interfacing 
interfacing surfaces of one or both bones 50 , 52 by cutting 50 bones . In some examples , the distance between one or more 
a slice from one or both surfaces , where the slice has a guide surfaces on the guide and the spacer 14 can be 
generally constant thickness . In such an application , the adjustable , allowing a user to vary the thickness of matter 
spacer 14 can be configured to orient a first guide surface 18 removed by a cut . 
parallel to the preparation surface of bone 52 and / or a second In applications where cut guide 12 includes a guide 
guide surface 20 parallel to the preparation surface of bone 55 surface ( e.g. , first guide surface 18 and / or second guide 
50. In the case of a metatarsal - cuneiform joint as shown in surface 20 ) that skews proximally from the medial to the 
FIG . 3A , where interfacing bone end surfaces are relatively lateral side of the foot to which the cut guide is applied , the 
planar , orienting the first guide surface 18 and the second angle of skew may be fixed or may be variable . For example , 
guide surface 20 , or slots 26 , 28 , when provided , parallel to cut guide 12 may have an adjustable guide surface ( e.g. , first 
the bone end surfaces to be cut using the spacer 14 as a 60 guide surface 18 and / or second guide surface 20 ) where the 
reference can facilitate removal of a slice of relatively angle of skew can be adjusted . In practice , a clinician can set 
constant thickness . Depending on the procedure being per the angle of the guide surface ( s ) relative to the bone , e.g. , to 
formed , the end of bone 50 facing bone 52 and / or the end of remove more on the lateral side than the medial side , more 
bone 52 facing bone 50 may be morselized in addition to or on the medial side than the lateral side , or the same amount 
in lieu of being cut to prepare the end of the bone . 65 on both the lateral and medial sides , depending on the angle 

In other additional or alternative applications , it can be set . In some configurations , the adjustable angle can be 
desirable to prepare interfacing surfaces of one or both temporarily fixed , or locked , to prevent inadvertent move 

14 can 
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ment after setting the desired angle . Depending on the is realigned relative to bone 52 and / or an adjacent bone ( e.g. , 
design , the guide surface ( e.g. , first guide surface 18 and / or second metatarsal ) , a gap between bone 50 and bone 52 may 
second guide surface 20 ) may be adjustable to provide an open on the medial side of the joint space between the ends 
angle ( e.g. , between the guide surface and first and / or second of the bones . This gap may occur , e.g. , as an intermetatarsal 
facing surfaces 22 , 24 ) ranging from 0 degrees to 25 degrees , 5 angle between a first metatarsal and second metatarsal is 
such as 0 degrees to 10 degrees . For example , the guide closed by pivoting and / or rotating the first metatarsal toward surface may be adjustable from 25 degrees to a non - zero the second metatarsal . In some situations , as a gap on the degree angle less than 25 degrees . medial side of the joint space opens , a spacer positioned Although the spacer 14 is illustrated to be engageable inside of the joint space can shift ( e.g. , laterally or medially ) 
with the guide 12 , the spacer 14 can also be configured to 10 and / or rotate ( e.g. , such that the portion of the spacer above engage with other guides . For example , spacer 14 may be 
used as part of a kit that includes a plurality of guides with the joint space does not project dorsally but instead projects 
different sized cut widths . A clinician can select one of the in a lateral - dorsal or medial - dorsal direction ) . When the 
plurality of different sized guides and use the selected guide guide 12 is subsequently positioned over the shifted and / or 
in combination with the spacer to perform a procedure . For 15 rotated spacer 14 , the cutting surface ( s ) of the guide may be 
example , a clinician may select one guide 12 to engage with misaligned with respect to when the ends of bones 50 and 52 
spacer 14 and provide a designated first cut thickness . If the are desirably cut . 
clinician , using the spacer 14 as a reference , determines that By configuring the spacer 14 so that at least a portion of 
the cut thickness that would result using the first guide is not the spacer positioned between the ends of bones 50 and 52 
desirable for the particular operation , the spacer 14 can be 20 ( e.g. , within the tarsal - metatarsal joint space ) is on the lateral 
removed from the first guide and engaged with a second side of the joint space , the spacer may remain properly 
guide having a designated second cut thickness different positioned through realignment of bone 50. For example , as 
from the first cut thickness of the first guide . the intermetatarsal angle between a first metatarsal and 
While spacer 14 illustrated and described above with second metatarsal is closed by pivoting and / or rotating the 

respect to FIGS . 1-3 can provide an effective tool for 25 first metatarsal toward the second metatarsal , the lateral side 
performing various medical procedures , such as helping to of the ends of bones 50 and 52 may move toward each other 
position a bone preparation guide during a tarsal - metatarsal while the medial side of the ends of the bones may move 
fusion procedure , the configuration of spacer 14 may vary , away from each other . This can pinch the lateral portion of 
e.g. , depending on the characteristics of use and targeted spacer 14 between the ends of the bones ( e.g. , by having the 
clinical outcome . 30 lateral sides of the ends of the bones press against opposing 
As one example , the width of the spacer 14 can be sized sides of the spacer ) . As a result , the spacer 14 may be 

such that the spacer extends into a lateral region of adjacent retained in a stable position in the joint space between the 
bone ends , when the spacer is positioned between the bones . bones such that , when guide 12 is subsequently positioned 
For example , the width of the portion of spacer 14 config over spacer 14 , the guide is appropriately positioned to cut 
ured to be positioned between adjacent portions of bone 35 the ends of bones 50 and 52 ( e.g. , by translating a cutting 
( e.g. , first portion 60 ) can be wide enough ( in the medial to instrument along and / or through guide surfaces of the guide 
lateral direction ) that the spacer extends at least into the to resects the bone ends ) . 
lateral half of the end faces of the adjacent bones between Spacer 14 can have a variety of different configurations 
which the spacer is positioned . that allow at least a portion of the spacer to be positioned on 

For example , when spacer 14 is configured to be inserted 40 lateral sides of the end faces of the bones between which the 
into a tarsal - metatarsal joint space ( e.g. , between first meta spacer is inserted . As another example , the portion of spacer 
tarsal 50 and medial cuneiform 52 ) , first portion 60 of the 14 that is configured to project plantarly of bone preparation 
spacer may be project laterally a distance sufficient to guide 12 ( e.g. , the portion positioned in the joint space 
position the first portion of the spacer between the lateral between opposed ends of bones 50 and 52 while guide 12 is 
half of the end faces of first metatarsal 50 and medial 45 positioned on top of the bones ) may be asymmetrical with 
cuneiform 52. The first portion 60 may contact the ends of respect to portion of the spacer located inside of guide 12 
first metatarsal 50 and medial cuneiform 52 on the lateral and / or projecting out of the top of the guide ( e.g. , dorsally 
side of the bone ends ( e.g. , lateral - most half , lateral - most of the guide ) . For example , instead of configuring first 
third , lateral - most edges ) . In some configurations , the first portion 60 of spacer 14 to be positioned substantially 
portion 60 of spacer 14 extends laterally a distance sufficient 50 centered in the joint between the ends of bones 50 and 52 , 
to contact a medial side of an adjacent bone ( e.g. , second the first portion 60 of the spacer may be offset relative to an 
metatarsal ) , when positioned between first metatarsal 50 and axis extending through a geometric center of the ends of the 
medial cuneiform 52 . bones and the joint therebetween . When so configured , the 

In configurations where spacer 14 is symmetric , the first spacer 14 may be inserted into one side of the joint space 
portion 60 of the spacer may also project medially to contact 55 between the bones 50 and 52 while leaving another side of 
the ends of first metatarsal 50 and medial cuneiform 52 on the joint space devoid of any spacer substrate . 
the medial side of the bone ends ( e.g. , medial - most half , As one example in accordance with this configuration , 
medial - most third , medial - most edges ) . Alternatively , as spacer 14 may be configured so that first portion 60 is offset 
discussed in more detail below , first portion 60 may be relative to an axis extending through a geometric center of 
laterally offset in the medial - lateral dimension . In either 60 second portion 64. For example , when second portion is 
case , second portion 64 may be symmetric with respect to configured to have guide 12 insertable into and removable 
the first portion and have the same width as the first portion over the top of the second portion 64 , first portion 60 may 
or may be asymmetric with respect to the first portion and / or project downwardly from one side of the second portion . In 
have a different width than the first portion . use , such a configuration can cause first portion 60 to project 

Configuring spacer 14 to have a portion positionable 65 asymmetrically with respect to the cross - sectional plane 
within a lateral portion of a joint space can be useful to help ( e.g. , medial - lateral plane at a single elevation ) relative to 
prevent misalignment of guide 12. In practice , when bone 50 second portion 64 and / or guide 12 positioned over the guide . 
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For example , when spacer 14 is configured to be inserted The spacer 400 can also have , in some embodiments , an 
into a tarsal - metatarsal joint space ( e.g. , between a first intermediate portion 68 disposed between the first and 
metatarsal and medial cuneiform ) , first portion 60 of the second portions 62 , 64. In embodiments where the spacer 
spacer may be laterally offset relative to second portion 64 . 400 is provided as a separate component from the bone 
That is , first portion 60 may be positioned preferentially 5 preparation guide and configured to be engaged with the 
toward the lateral side of the joint as opposed to the medial bone preparation guide , the intermediate portion 68 can be 
side of the joint . The laterally - offset first portion 60 of spacer engageable with the body of the guide ( e.g. , at the opening 
14 may contact the ends of bones 50 and 52 on the lateral defined by the body of the guide ) . In the example shown , the 
side of the bone ends ( e.g. , lateral - most half , lateral - most intermediate portion 68 has a first region 70 and a second 
third , lateral - most edges ) but not on the medial side of the 10 region 72. The first region 70 can have an extended thickness 

relative to the thickness of the first portion 60 ( and thus the bone ends ( e.g. , medial - most half , medial - most third , 
medial - most edges ) . The second portion 64 of the spacer keel 62 ) and can transition from interfacing with the guide 

to the second portion 64 along its length . The second region may be substantially centered between the lateral and medial 72 can have an extended width relative to the width of the 
edges of bones 50 and 52. Accordingly , the portion of spacer 15 first portion 60 ( and thus keel 62 ) . In the example shown , the 
14 that is visible by the clinician and / or used to orient guide intermediate portion 68 , including the first and second 
12 ( e.g. , by positioning the guide over the spacer ) can be regions 70 , 72 , has a central longitudinal axis that coincides 
substantially centered in the medial - lateral direction over the ( e.g. , is coaxial ) with the central longitudinal axis 408 of the 
ends of the bones 50 and 52. However , the portion of spacer second portion 64 . 
14 that actually projects below the dorsal face of bones 50 20 As shown in FIGS . 4A and 4B , the embodiment of spacer 
and 52 in the plantar direction can be offset to the lateral side 400 illustrated has a generally offset configuration . In some 
in the medial - lateral direction . examples , an offset configuration of the spacer 400 includes 
FIGS . 4A and 4B illustrate an example configuration of a the first portion 60 being offset from the second portion 64 

spacer 400 that has a laterally offset structure positionable and / or the intermediate portion 68. In the illustrated embodi 
within a joint space . FIG . 4A illustrates a perspective view 25 ment , where the second portion 64 and the intermediate 
of the spacer 400 , while FIG . 4B illustrates a perspective portion 68 have the central longitudinal axis 408 in common , 
view of the spacer 400 on a foot . Like reference numerals the first portion 60 is offset from both the second portion 64 
used with respect to spacer 400 refer to like elements and the intermediate portion 68. In particular , the central 
discussed above with respect to the spacer 14. The spacer longitudinal axis 402 of the first portion 60 is spaced from 
400 , whether a stand - alone component , a separate compo- 30 the central longitudinal axis 408 of the second portion 64 
nent selectively engageable with a guide , or integrated with and intermediate portion 68. While the specific dimensions 
a guide , can be configured to be inserted into a space can vary depending on the desired application , in some 
between two bones 50 and 52 ( e.g. , adjacent bones separated configurations , the distance separating a geometric enter of 
by a joint or different portions of a single bone ) . In one the central longitudinal axis 402 of the first portion 60 from 
application , the space between two bones into which the 35 the geometric center of the central longitudinal axis 408 of 
spacer 400 is configured to be inserted can be a tarsometa the second portion ranges from 1 mm to 20 mm , such as 
tarsal ( “ TMT ” ) joint space , such as the first metatarsal from 3 mm to 17 mm . While the width of first portion 60 
cuneiform joint as shown in FIG . 4B . ( from first sidewall 404 to second sidewall 406 ) may also 
As shown in the example of FIG . 4A , the spacer 400 vary , in some instances , the width ranges from 2 m to 25 

includes the first portion 60 that is configured to extend , at 40 mm , such as 5 mm and 20 mm . Accordingly , in some 
least partially , into a space between two bones ( e.g. , a joint configurations , a distance from a geometric center of central 
space between bones 50 and 52 as shown in FIG . 4B ) . The longitudinal axis 408 to first sidewall 404 bounding the 
first portion 60 defines a central longitudinal axis 402. The lateral - most extend of spacer 14 may range from 5 mm to 15 . 
first portion 60 further includes a first sidewall 404 and a The spacer 400 can be inserted into the space between two 
second sidewall 406 defining a width of the first portion 60 45 bones 50 and 52 , such as shown in FIG . 4B . When inserted , 
therebetween . The first portion 60 can include a keel 62 , the offset configuration of the spacer 400 can result in the 
where the keel 62 is configured to facilitate insertion of an first portion 60 contacting the bones 50 and 52 ( e.g. , the end 
end of the first portion 60 into the space between two bones . faces of the bones ) and optionally an adjacent third bone 53 
In one example , a thickness of the keel 62 can taper moving ( e.g. , a medial side of the bone ) , while the second portion 64 
in a direction toward the tip of the first portion 60 ( e.g. , 50 and central longitudinal axis 408 thereof is generally posi 
toward the tip of the keel 62 ) . In some cases , the keel 62 can tioned at a center of the joint . In the illustrative example of 
extend vertically to a bottom base of the space between two FIG . 4B , the spacer 400 is inserted into the first TMT joint 
bones , and in other cases the keel 62 may only partially and the first portion 60 contacts the first metatarsal 50 , first 
extend into the space between two bones . Independent of cuneiform 52 , and second metatarsal 53. For instance , a first 
whether the thickness of first portion 60 ( including keel 62 ) 55 face surface of the first portion 60 can contact the first 
is constant across the length of the first portion or varies , in metatarsal 50 , a second face surface of the first portion 60 
some examples , the thickness ranges from 0.2 mm to 3 mm , opposite the first face surface can contact the first cuneiform 
such as from 0.38 mm to 1.8 mm . 52 , and the first sidewall 404 of the first portion 60 can 

The spacer 400 illustrated in FIGS . 4A and 4B further contact the medial side of the second metatarsal 53. Thus , 
includes a second portion 64 at or adjacent an end of the 60 while the central longitudinal axis 408 of the second portion 
spacer 400 opposite the keel 62. As seen in FIG . 4A , the 64 may be generally centered between a medial side and a 
second portion 64 has a central longitudinal axis 408. The lateral side of the TMT joint , the central longitudinal axis 
second portion 64 can be designed to be gripped , such as by 402 of the first portion 60 may be generally closer to the 
a hand of a surgeon during a procedure . The second portion lateral side than the medial side of the TMT joint ( e.g. , at a 
64 can have , in some instances , one or more recesses 66 65 lateral third of the TMT joint ) . Accordingly , in some 
and / or a roughened texture to enhance a grip on the second instances , the first portion 60 may be inserted and secured 
portion 64 . within only a lateral region of the TMT joint . 
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The offset configuration of the spacer 400 can be useful in typical use . As shown in the illustrated example , spacer 14 
providing a stable spacer within the joint space , for instance , defines a length L ( e.g. , parallel to the longest axis of the 
during a procedure where a bone alignment is to be altered . spacer ) , a width W perpendicular to the length , and a 
For example , in one type of bone alignment procedure the thickness T perpendicular to both the length and width . The 
bone 50 may need to be realigned ( e.g. , using positioner 5 width W of the first portion 60 is the distance from the first 
device 410 ) in a manner that reduces an angle between the sidewall 404 to the second sidewall 406 of the first portion . 
bone 50 and the bone 53. While the bone 50 is realigned , a In the illustrated configuration , the thickness T of the spacer 
gap at the medial side of the joint between the bone 50 and tapers across the width of the spacer from the first sidewall 
bone 52 may increase . This may cause a spacer positioned 404 to the second sidewall 406 . 
within the joint to become unstable ( e.g. , because the spacer 10 When configured with differential thickness across its 
is no longer tightly engaged between the bones 50 and 52 width , spacer 14 ( FIGS . 4C - 4F ) / spacer 400 ( FIGS . 46-4J ) is 
due to the increased gap at the medial side of the joint ) . thicker on one side than the other side . In different examples , 
Using the spacer 400 having the offset configuration the spacer can have a continuous angle of taper across its 

within the joint during bone realignment can help stably width W or discontinuous taper , such one or more steps that 
maintain the spacer 400 within the joint . For example , 15 define discrete thickness transition points . In 
because the spacer 400 can have the first portion 60 posi examples , the spacer has a thickness at least 0.1 mm less at 
tioned in the joint closer to the lateral side than the medial its thinner sidewall compared to its thicker sidewall , such as 
side ( e.g. , at the lateral region of the joint such that the first at least 0.2 mm less , at least 0.5 mm less , or at least 1 mm 
sidewall 404 contacts the medial side of the second meta less . For example , the spacer may have a thickness from 0.1 
tarsal 53 ) the spacer can be generally maintained at a 20 mm to 2 mm less at its thinner sidewall compared to its 
constant position within the joint during this realignment . thicker sidewall . In addition , although second portion 64 and 
This can result because the spacing between the bones 50 intermediate portion 68 of spacer 14/400 are illustrated as 
and 52 at the lateral side of the joint during realignment may not being tapered , one or both of second portion 64 and 
stay substantially constant or be reduced relative to the intermediate portion 68 can be tapered in other embodi 
spacing before the realignment . As a result , the first portion 25 ments . 
60 positioned at the lateral region can be stably held within In use , a spacer with tapered thickness may be positioned 
the joint even after this realignment is completed . Further in a TMT joint with the thicker side of the spacer located 
more , because the first portion 60 is stably maintained within medially and the thinner side of the spacer located laterally 
the joint , the second portion 64 , and central longitudinal axis across the joint . During realignment of the first metatarsal 
408 thereof , may also be generally maintained at its original 30 relative to the medial cuneiform , a larger gap may open on 
position , such as at the center of the joint . This spacer 400 the medial side between the end face of the first metatarsal 
configuration , which may provide increased stability , can in and the end face of the medial cuneiform than on the lateral 
turn be useful when the spacer 400 is utilized to facilitate side . Accordingly , positioning the thicker portion of the 
preparation ( e.g. , cutting ) of one or more bone surfaces , as spacer medially and the thinner portion of the spacer later 
will be described below with reference to FIG . 5 . 35 ally across the TMT joint can help fill a gap between the 

Independent of whether a spacer is configured with a first bones , e.g. , helping the spacer to fit snuggly within the TMT 
portion aligned with a second portion ( e.g. , as discussed with joint space and prevent inadvertent movement of the spacer . 
respect to spacer 14 ) or a first portion offset relative to a Spacer 14/400 can have any suitable cross - section shape . 
second portion ( e.g. , as discussed with respect to spacer For example , while spacer 14/400 is illustrated as defining 
400 ) , the spacer can have a variety of different cross- 40 a substantially rectangular shape , in other examples the 
sectional configurations . For example , while spacer 14 in spacer can define other shapes . Spacer 14/400 can define any 
FIGS . 1-3 and spacer 400 in FIGS . 4A and 4B are illustrated polygonal ( e.g. , square , hexagonal ) or arcuate ( e.g. , circular , 
as having a constant thickness across the width of the spacer , elliptical ) shape , or even combinations of polygonal and 
the thickness of the spacer can vary over the width . arcuate shapes . Indeed , first portion 60 of spacer 14/400 

FIGS . 4C - 4F illustrate an example configuration of spacer 45 need not be a continuous structure across its width W but can 
14 where the thickness of the spacer varies across the width be formed of discontinuous segments or portions of material 
of the spacer . FIG . 4C is a top view of the example spacer ; which , in combination , achieve spacer functions . 
FIG . 4D is a front view of the spacer ; and FIGS . 4E and 4F FIG . 4K illustrates an example configuration of spacer 
are opposite side views of the spacer . The Z - axis on the 400 where first portion 60 is formed by at least two pins 
figures represents the vertical orientation of the spacer ( e.g. , 50 403A and 403B separated from each other with a gap 
dorsal to plantar direction ) in typical use . As shown in the therebetween . The pins 403A and 403B extend parallel to 
illustrated example , spacer 14 defines a length L ( e.g. , the length of the spacer ( e.g. , from intermediate portion 68 
parallel to the longest axis of the spacer ) , a width W and / or second portion 64 ) . In other configurations , spacer 
perpendicular to the length , and a thickness T perpendicular 400 may include more pins ( e.g. , three , four , or more ) pins 
to both the length and width . The width W of the first portion 55 arrayed across at least a portion of the width of the spacer 
60 is the distance from the first sidewall 15 to the second with a gap between each adjacent pin . Each pin can have the 
sidewall 17 of the first portion . In the illustrated configura same cross - sectional dimension ( e.g. , diameter ) or at least 
tion , the thickness T of the spacer tapers across the width of one pin can have a cross - sectional dimension greater than at 
the spacer from the first sidewall 15 to the second sidewall least one other pin . For example , a medial - most pin ( e.g. , 
17 . 60 centered pin ) may have a larger cross - sectional diameter 
FIGS . 4G - 4J similarly illustrates an example configura than a lateral - most pin . Further , although pins 403A and 

tion of spacer 400 where the thickness of the spacer varies 403B are illustrated as arranged to provide a laterally offset 
across the width of the spacer . FIG . 4G is a top view of the first portion 60 , the pins may be arranged to provide a first 
example spacer ; FIG . 4H is a front view of the spacer ; and portion that is centered with the second portion 64 or 
FIGS . 4E and 4F are opposite side views of the spacer . 65 otherwise suitably arranged . 
Again , the Z - axis on the figures represents the vertical When configured with pins 403A and 403B , the ends or 
orientation of the spacer ( e.g. , dorsal to plantar direction ) in tips of the pins may be rounded and / or tapered ( e.g. , to a 
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point ) to provide for easier insertion of the pins into the is angled proximal from the medial to lateral direction of the 
space between two bones . FIG . 4L illustrates an example right foot . The top and bottom surfaces of guide 450 may be 
configuration of the spacer in FIG . 4K where the ends 405A devoid of projections or other structural features that prevent 
and 405B of pins 403A and 403B , respectively , are tapered the guide from being flipped and placed over a joint to be cut 
to a point to facilitate insertion . Further , pins 403A and 403B 5 in order to configure the guide with skewed cutting slot for 
of spacer 400 can define any polygonal ( e.g. , square , hex deployment on either foot . 
agonal ) or arcuate ( e.g. , circular , elliptical ) shape , or even In some examples , guide 450 with skewed slot 26 is combinations of polygonal and arcuate shapes . For example , provided as part of a kit that includes a plurality of different the pins can be cylindrical , trapezoidal , triangular , square , guides . The guides can vary by having different sizes and / or rectangular , oval , hexagonal , or have yet other cross - sec- 10 angles at which slot 26 is skewed relative to each other . tional shape . FIG . 4M illustrates an example configuration During a procedure , a clinician can select one of the plurality of the spacer in FIG . 4K where pins 403A and 403B have a 
rectangular cross - sectional shape ( e.g. , across the width of of different guides , e.g. , that best matches the size and / or 
the pins ) . angle of the cut desired to be made . To facilitate interchange 

FIG . 5 illustrates a top plan view of an embodiment of a 15 ability of the guides during the procedure , each of the 
bone preparing guide 450 and the spacer 400 on a foot . Like plurality of guides can have anchoring apertures ( e.g. , first 
numerals used herein in connection with the bone preparing and second adjustable stabilization members 46 , 48 ) that are 
guide 450 refer to like elements of the bone preparing guide at the same location relative to each other ( e.g. , same 
12. As one example , the bone preparing guide 450 can be separation distance and angle ) . When so configured , a cli 
placed after one or more bones have been realigned by 20 nician may remove one guide from anchoring pins set into 
engaging the bone preparing guide 450 with the spacer 400 first metatarsal 50 and medial cuneiform 52 ( e.g. , by pulling 
similar to that described previously . For instance , the bone the guide up off the pins ) and insert a different guide , for 
preparing guide 450 can be engaged at the intermediate example having a slot 26 skewed at a different angle than the 
portion of the spacer 400 by moving the opening 30 of the removed guide , over the same pins ( e.g. , by pushing the 
guide 450 over the second portion of the spacer 400. As 25 second guide down over the pins ) . 
explained previously , using the spacer 400 can substantially To help select an appropriate one of the plurality of 
maintain the intermediate and second portions , and thus available guides each having a cutting surface skewed at a 
central longitudinal axis thereof , at the desired position , such different angle , a clinician may take an X - ray of a TMT joint 
as at the center of the joint . Therefore , placing the guide 450 being operated upon before selecting the guide . The clini 
using the intermediate and / or second portions of the spacer 30 cian may take the X - ray from the dorsal to plantar direction 
400 can result in alignment of the guide 450 at the desired to select and size the cut angle to be made on the medial 
position with respect to the joint , and thus bones 50 and 52 . cuneiform . The clinician may then select a particular one of 
As a result , bone preparation can proceed efficiently using the plurality of available guides whose angle best matches 
the guide 450 . the size and / or angle of the cut to be made for subsequently 
While bone preparing guide 450 can have a variety of 35 deployment over the TMT joint , and particularly over the 

different configurations , as described above with respect to end of the medial cuneiform to be cut , during the procedure . 
bone preparing guide 12 , in the configuration illustrated in In the example of FIG . 5 , the slot 26 is illustrated adjacent 
FIG . 5 , bone preparing guide 450 includes a cutting slot 26 a cuneiform and thus can be configured at an angle pro 
that is skewed form ( e.g. , oriented at an angle ) relative to ceeding proximally from the medial side to the lateral side 
cutting slot 28 and / or the joint between bones 50 and 52. The 40 of the guide 450 , e.g. , corresponding generally to bone 
slot 26 can be angled to an extent suitable for providing preparation appropriate for a cuneiform ( e.g. , cutting a 
anatomically appropriate bone preparation ( e.g. , one or more wedge - shaped portion of the cuneiform ) . That is , a cut made 
bone cuts ) depending on the procedure , and thus anatomical using slot 26 can produce a progressively thicker bone cut 
region , for which the guide 450 is used . Example angles of progressing from the medial to lateral side of the cuneiform 
skew discussed above with respect to cut guide 12 can also 45 bone . In some examples , an end of the slot 26 at the lateral 
be used for bone preparing guide 450 . side of the guide 450 can be angled between two and ten 
Where the guide 450 is used to prepare one or more bones degrees relative to an end of the slot 26 at the medial side of 

during a procedure on the foot as shown in the exemplary the guide 450. In further examples , an end of the slot 26 at 
illustration of FIG . 5 , the slot 26 can be angled relative to a the lateral side of the guide 450 can be angled between two 
TMT joint space and / or end of first metatarsal for cutting a 50 and five degrees relative to an end of the slot 26 at the medial 
portion of a cuneiform ( e.g. , medial cuneiform 52 ) . The slot side of the guide 450. Using the guide 450 having the angled 
26 can be angled proximally ( e.g. , away from the distal end slot 26 in conjunction with the spacer 400 as shown can 
of the medial cuneiform ) as the slot extends from the medial provide for bone preparation of the bone 52 in an anatomi 
side to the lateral side of the medial cuneiform . As a result , cally appropriate manner even after the bone 50 have been 
a cut made along slot 26 can result in a wedge being cut off 55 realigned . 
the medial cuneiform that progressively increases in width FIGS . 6A - 6D show an embodiment of a tissue removal 
( e.g. , thickness ) moving the medial side to the lateral side of location check member 80. FIGS . 6A and 6B show perspec 
the medial cuneiform . tive views of the bone preparing guide 12 and tissue remov 

In some examples , guide 450 is configured to be flipped ing instrument location check member 80 in isolation , while 
in the frontal plane 180 degrees for interchangeable use on 60 FIGS . 6C and 6D show perspective views of the bone 
either the right or left foot of a patient . For example , if a preparing guide 12 and tissue removing instrument location 
TMT fusion procedure is being performed on the left foot of check member 80 on a foot . The tissue removing instrument 
the patient , guide 450 may be rotated in a first orientation so location check member 80 can serve to allow a surgeon to 
slot 26 is angled proximal from the medial to lateral direc visualize the position and / or orientation of a cut to be made 
tion of the left foot . By contrast , if the TMT fusion procedure 65 using the guide 12. In some embodiments , the spacer and 
is being performed on the right foot of the patient , guide 450 tissue removing instrument location check member 80 can 
may be rotated 180 degrees to a second orientation so slot 26 be engaged with the guide 12 at the same time . 
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The tissue removing instrument location check member the guide 12 while the first portion 82 is engaged in one of 
80 can include a first portion 82 and a second portion 84. In the slots 26 , 28 or opening 30. The opening 86 can , in some 
some embodiments , such as that shown , the member 80 may applications , facilitate rotation of the second portion 84 
further include an opening 86 defined between the first about a portion of a bone by receiving a portion of such bone 
portion 82 and the second portion 84. The member 80 can be 5 within the opening 86 and allowing the second portion 84 to 
engageable with the guide 12 , such as at a slot 26 or 28 or extend outwardly around such bone . As such , the opening 86 
opening 30 , via the first portion 82 of the member 80. As can facilitate rotation of the member 80 while the member 
shown , the first portion 82 is engaged with the guide 12 at 80 is engaged with the guide 12 by preventing interference 
the slot 28 and in some cases can extend down through the between the member 80 and a portion of a bone adjacent the 
slot 28. In other examples , the first portion 82 can engage the 10 second portion 84 . 
guide 12 at the slot 26 or at the opening 30. Depending on The member 80 can be engaged with the guide 12 when 
the configuration of the tissue removing instrument location the guide 12 is placed onto a foot ( as shown in FIGS . 6C and 
check member 80 , the first portion 82 may in some instances 6D ) . As described , the first and second portions 82 , 84 can 
engage the guide 12 at more than one of the slot 26 , slot 28 , be designed as complimentary portions . In one such 
and opening 30 . 15 example , when the member 80 is engaged with the guide 12 

The second portion 84 is connected to or integral with the on a foot , the first portion 82 can extend and contact a bone 
first portion 82 and extends and is spaced from the first end at a same depth and location at which a cutting instru 
portion 82. As illustrated , the second portion 84 can be ment would contact this bone end when using the guide 12 
configured to extend out from the guide 12 while the first ( e.g. , via a slot defined in the guide ) . While the first portion 
portion 82 is engaged with the guide 12. For example , the 20 82 is extended to a bone , the second portion 84 of the 
first portion 82 can be within the slot 28 of the guide 12 member 80 can act as an external extension from the guide 
while the second portion 84 is spaced from the first portion 12 that projects down the side of a bone ( e.g. , 50 or 52 ) at 
82 in a direction ( e.g. , radial ) outside of the slot 28. The the same trajectory and / or depth that a cutting instrument 
second portion 84 can have a width less than a width of the would be positioned when inserted through a slot of the 
first portion 82 , and additionally may include curvature 25 guide 12. This is because the first and second portions 82 , 84 
along its length . As shown , the second portion 84 includes can be complimentary . Thus , the second portion 84 can act 
curvature along its length in a direction toward the guide 12 to provide an indication as to trajectory and / or depth at 
when the first portion 82 is engaged with the guide 12. In which a cutting instrument would contact a bone end . As 
embodiments where the opening 86 is included in the such , the member 80 ( e.g. , the second portion 84 acting as 
member 80 , the opening 86 may be configured to receive a 30 an external extension ) may allow a surgeon to check the 
portion of a bone such that the second portion 84 can extend position and / or orientation of one or more preparation slots 
outwardly around such bone portion received in the opening of the guide 12 relative to one or more bone 50 , 52 ends 
86 . before performing the bone preparation action on the one or 

The first portion 82 and the second portion 84 can be more bones 50 , 52. Therefore , the member 80 can facilitate 
designed to be complimentary portions . In particular , in 35 visualization of a cut depth and / or trajectory that would 
some examples , the position of the second portion 84 can in result from the current position and orientation of the guide 
some predetermined manner correspond to the position of 12 and allow a surgeon to adjust the position and / or orien 
the first portion 82. For instance , where the member 80 is tation of the guide 12 as may be necessary for the desired 
properly engaged with the guide 12 , a tip of the second application . 
portion 84 can extend a same depth as a bottom edge of the 40 In some cases , in addition to or as an alternative to 
first portion 82 ( e.g. , the tip of the second portion 84 and a visualization using the member 80 ( e.g. visualization of a 
bottom edge of the first portion 82 extend along a same position of complimentary second portion 84 ) , imaging 
plane ) . In such instance , visually inspecting a depth of the techniques ( e.g. , X - ray ) can be used in conjunction with the 
second portion 84 ( e.g. , extended outside of the guide 12 ) member 80. For example , in one embodiment the member 
can provide an indication as to a depth of the first portion 82. 45 80 can be engaged with the guide 12 such that the first 
This can be beneficial in applications where the bottom edge portion 82 extends into tissue and contacts a bone end at a 
of the first portion 82 is inserted into tissue and not easily same depth and location at which a cutting instrument would 
seen by a surgeon , but where the second portion 84 extends contact this bone end when using the guide 12 in conjunction 
out from the tissue and can be seen by the surgeon . As such , with the cutting instrument . The foot can then be imaged 
in some examples the second portion 84 can allow a surgeon 50 using an appropriate imaging technique while the first 
to ascertain how deep the first portion 82 is within the tissue portion of the member 80 is within the tissue . Resulting 
by simply looking at the second portion 84 that is outside the images from the imaging technique can show the first 
tissue . In some cases , the depth of the second portion 84 can portion of the member 80 relative to the bone end desired to 
directly correspond to the depth of the first portion 82 , and be prepared in the specific application , and provide an 
in other cases the correspondence between the first and 55 indication as to a proposed cut depth and / or trajectory . In 
second portions can be a predetermined ratio . turn , this can allow a surgeon to adjust a position and / or 

The tissue removing instrument location check member orientation of the guide 12 as needed before performing the 
80 can engage with the guide 12 in a manner that allows the desired preparation action on this bone end . 
member 80 to rotate relative to the guide 12 while engaged The member 80 can be any component that projects from 
with the guide 12. This can be seen by comparing the 60 the guide ( e.g. , guide slot of a guide ) in a manner that allows 
position of the member 80 in FIG . 6A relative to the position visualization of bone preparation position , trajectory , and / or 
of the member 80 in FIG . 6B . For example , the member 80 thickness . In some cases , the spacer 14 and member 80 can 
can be configured such that rotational movement applied to both be used in a procedure to visualize proposed bone 
the member 80 may cause the second portion 84 to rotate preparation and facilitate any adjustments to such bone 
about the guide 12 from the position shown in FIG . 6A to the 65 preparation . As shown , the member 80 can be a separate 
position shown in FIG . 6B , which in some cases can result component . As noted , the member 80 can engage with the 
in the second portion 84 being positioned downward from guide 12 , and in some examples can additionally or alter 
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natively engage with the spacer 14. However , in other preparation guide to provide a reference for a position and / or 
embodiments the member 80 can be integral with the spacer orientation of a cut made through one or more defined by the 
14 and / or guide 12 . guide . In either embodiment , such visual confirmation can 

In some embodiments , the instrument location check include the use of an imaging device , such as an X - ray . If the 
member 80 is capable of showing where the tissue removing 5 position of the preparation guide is correct , additional fixa 
instrument will intersect both the first and second bones . tion devices ( e.g. , pins ) may be inserted through the aper 
Such an embodiment includes an instrument location check tures ( e.g. , angled apertures ) to further fix the position of the 
member with a first check member and a second check preparation guide with respect to the first metatarsal and the 
member ( either or both of which can include some or all of medial cuneiform , or other bones depending on the appli 
the features described above with respect to a single member 10 cation . In embodiments where the spacer and guide are 
80 ) connected together , such as with a bridge member . The provided as separate components , the spacer can be reat 
first check member can be received within the guide slot 26 tached prior to further bone preparation steps . 
and the second check member can be received with the guide After proper alignment of the bones and the preparation 
slot 28 at the same time . guide , the end of a first metatarsal facing the medial cunei 
FIGS . 7 and 8 show perspective views of a tissue remov- 15 form , for instance , can be prepared with a tissue removing 

ing instrument 90 used in conjunction with the bone pre instrument aligned with the first guide surface , such as by 
paring guide 12. In some examples , such as in FIG . 7 , the inserting the tissue removing instrument through a slot 
spacer 14 can be engaged with the guide 12 while the defined by the first guide surface and a first facing surface . 
instrument 90 is used to prepare one or more bones . In other And the end of the medial cuneiform facing the first meta 
examples , such as in FIG . 8 , the spacer 14 can be removed 20 tarsal can be prepared with the tissue removing instrument 
from the guide 12 prior to use of the instrument 90. Where aligned with a second guide surface , such as by inserting the 
the spacer 14 is removed , the guide 12 can be fixed in a tissue removing instrument through a slot defined by the 
position , such as by use of fixation devices through the guide second guide surface and a second facing surface . In 
12 , along the foot resulting from use of the spacer 14 as a embodiments that include cutting bone or cartilage , the 
reference . 25 cuneiform cut and the metatarsal cut can be parallel , con 

FIG . 9 shows a side perspective view of a foot 200 forming cuts . After the bones are prepared the guide and any 
depicting bone plates 310 , 320 across a joint between a first other bone preparation members can be removed and the 
metatarsal 210 and a medial cuneiform 220. After prepara tissue ( e.g. , bone or cartilage slices ) can be removed from 
tion of one or more bones , the ends of prepared bones can the joint site . 
be placed in apposition , optionally compressed together , and 30 As noted , embodiments of methods in accordance with 
fixed with a bone fixation device . FIG . 9 depicts a threaded the invention can also include steps performed after prepar 
olive pin 300 inserted through the first metatarsal 210 and ing the ends of the bones . For example , the ends of the bones 
into the medial cuneiform 220 to provide compression may be placed in apposition and optionally compressed 
between the first metatarsal and the medial cuneiform . The together and the position of the bones can be fixed with one 
position of the bones can then be fixed with one or more 35 or more bone fixation devices ( e.g. , compressing bone 
bone fixation devices . FIG . 9 shows a first bone plate 310 screw , bone plate , bone staple , external fixator , intramedul 
( e.g. , a straight or curved bone plate positioned on a dorsal lary implant or nail ) prior to a closing of the surgical access 
medial side ) and a second bone plate 320 ( e.g. , a helical bone to the joint . 
plate positioned from a medial side of the cuneiform to a For instance , in view of the details provided herein , one 
plantar side of the metatarsal ( other embodiments , not 40 method can include inserting a spacer into a joint ( e.g. , TMT 
shown , may include a second straight bone plate ) ) across the joint space ) and then engaging the guide with the inserted 
joint space . After the screws are inserted and / or the plates spacer ( in embodiments where the guide and the spacer are 
are applied with the insertion of bone screws , the olive pin provided as separate components ) . Alternatively , the spacer 
may be removed . can be inserted into the joint while the guide is placed onto 

Embodiments of the present invention also include meth- 45 the foot ( in embodiments where the guide and the spacer are 
ods , such as methods for fixing an orientation of a bone or provided as separate components ) . In another embodiment , 
bones . In general , one method of positioning a bone includes the guide and the spacer can be positioned together . Then , 
the steps of moving a bone from an anatomically misaligned the spacer can be used as a reference for positioning and / or 
position to an anatomically aligned position with respect to orienting the guide at an appropriate location relative to one 
another bone and , after moving the bone into the aligned 50 or more bones for an intended application . In some 
position , preparing an end of the moved bone and a facing examples , a tissue removing instrument location check 
end of another bone . member can additionally or alternatively be used to provide 

In some embodiments , a method includes the step of an indication as to a depth and / or trajectory of a cut to be 
preparing a joint for a corrective procedure . For example , made through a slot defined by the guide on the foot . In some 
after creating surgical access to the joint and before moving 55 cases the location of the guide relative to the one or more 
the bones into an aligned position , soft tissue can be released bones to be prepared may be adjusted according to refer 
to allow a bone , such as a metatarsal , to rotate freely . In ences obtained from the spacer and / or tissue removing 
some embodiments , obstructing bone may be excised ( e.g. , instrument location check member . After the guide is appro 
a flare of the metatarsal base , or osteophyte ) to further priately located , the guide can be fixed to the foot , such as 
promote free rotation . 60 through fixation devices ( e.g. , pins ) inserted through aper 

In some embodiments , the location of the intersection of tures defined in the guide . After fixing the guide to the foot , 
the tissue removing instrument and the bone to be prepared the spacer and / or tissue removing instrument location check 
is confirmed before bone preparation . In one embodiment , a member may be removed . In some examples , the spacer 
tissue removing instrument location check member can be and / or tissue removing instrument location check member 
engaged with the preparation guide to visually confirm 65 can remain engaged with the guide after the guide is fixed to 
where a tissue removal instrument will contact the bone . In the foot so long as no interference with the tissue removing 
another embodiment , a tissue spacer is engaged with the instrument will result . A tissue removing instrument can 
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then be inserted through the guide ( e.g. , through a slot 7. The method of claim 1 , further comprising : 
defined in the guide ) to prepare one or more bones at the engaging a tissue removal location check member with 
location of the fixed guide . Any cut portions of bone the bone preparation guide , wherein a first portion of 
resulting from use of the tissue removing instrument can be the member extends towards the first bone and / or the 
removed from the joint . The prepared bones can have their 5 second bone and a second portion of the member 
respective ends apposed together and fixation ( e.g. , one or projects out from the bone preparation guide to a side 
more bone plates ) can be applied for fusion of the prepared of the first or second bone . 
bone ends . 8. The method of claim 7 , further comprising rotating the Embodiments of the invention also include a disposable , tissue removal location check member about the first bone or 
sterile kit that includes an embodiment of a bone positioning 10 the second bone while engaged with the bone preparation guide , bone preparation guide , spacer , and / or tissue remov guide . ing instrument location check member described herein . 9. The method of claim 1 , wherein aligning the bone Other components that may be included within the sterile kit 
include bone fixation devices , such as bone plates and / or preparation guide using the spacer as a reference includes 
pins , and tissue removing instruments . positioning a guide surface of the bone preparation guide 

Thus , embodiments of the invention are disclosed . longitudinally on the first bone or the second bone at a 
Although the present invention has been described with position defined by a distance between the guide surface and 
reference to certain disclosed embodiments , the disclosed 
embodiments are presented for purposes of illustration , and 10. The method of claim 1 , wherein aligning the bone 
not limitation , and other embodiments of the invention are 20 preparation guide using the spacer as a reference includes 
possible . One skilled in the art will appreciate that various orientating a guide surface of the bone preparation guide 
changes , adaptations , and modifications may be made with with respect to the first bone or the second bone at an angle 
out departing from the spirit of the invention . defined by an angle between the first bone or the second 

bone and the spacer . 
The invention claimed is : 11. The method of claim 1 , wherein inserting the spacer 
1. A method for preparing one or more bones , the method comprises inserting the spacer such that the spacer contacts 

comprising the steps of : at least a lateral edge of an end face of the first bone and a 
inserting a spacer into a space defined between a first bone lateral edge of an end face of the second bone . 

and a second bone ; 12. The method of claim 1 , wherein inserting the spacer 
taking an X - ray of at least one of the first bone and the 30 comprises inserting the spacer such that the spacer contacts 
second bone ; at least a lateral third of an end face of the first bone and a 

determining a cut angle to be made based on the X - ray ; lateral third of an end face of the second bone . 
selecting a bone preparation guide to have a cut angle 13. The method of claim 1 , wherein inserting the spacer 

corresponding to the cut angle determined based on the includes positioning a first portion of the spacer within the 
X - ray from a plurality of different bone preparation 35 space such that a central longitudinal axis of the first portion 
guides each having a different cut angle ; is spaced laterally from a central longitudinal axis of a 

subsequent to selecting the bone preparation guide , align second portion of the spacer . 
ing the bone preparation guide with a portion of the first 14. The method of claim 13 , wherein the first bone is a 
bone or the second bone while the spacer is inserted first metatarsal having an end face , the second bone is a 
into the space , using the spacer as a reference ; and 40 medial cuneiform having an end face facing the end face of 

contacting the portion of the first bone or the second bone the first metatarsal , and inserting the spacer comprises 
with a tissue removing instrument using the bone inserting the first portion such that the spacer contacts a 
preparation guide to guide the tissue removing instru lateral half of the end face of the first metatarsal and a lateral 
ment . half of the end face of the medial cuneiform without 

2. The method of claim 1 , wherein inserting the spacer 45 contacting a medial half of the end faces of the first 
and aligning the bone preparation guide includes first insert metatarsal and the medial cuneiform . 
ing the spacer into the space as a separate component and 15. The method of claim 14 , further comprising , subse 
then engaging the bone preparation guide with the inserted quent to inserting the spacer and prior to aligning the bone 
spacer to align the bone preparation guide with the portion preparation guide , moving the first metatarsal to reduce an 
of the first bone or the second bone . 50 intermetatarsal angle between the first metatarsal and a 

3. The method of claim 2 , wherein engaging the bone second metatarsal . 
preparation guide with the inserted spacer includes receiving 16. The method of claim 1 , wherein the spacer tapers in 
the spacer within an opening defined in the body of the bone thickness across its width . 
preparation guide while the spacer is inserted into the space . 17. The method of claim 1 , wherein the spacer comprises 

4. The method of claim 1 , wherein inserting the spacer 55 at least two pins separated from each other , and inserting the 
and aligning the bone preparation guide includes inserting spacer comprises inserting the at least two pins into the 
the spacer into the space while the spacer is engaged with the space defined between the first bone and the second bone . 
bone preparation guide . 18. A method for preparing one or more bones , the method 

5. The method of claim 1 , wherein contacting the portion comprising the steps of : 
of the first bone or the second bone with a tissue removing 60 inserting a spacer into a space defined between first 
instrument using the bone preparation guide includes align metatarsal having an end face and a medial cuneiform 
ing the tissue removing instrument with a guide surface of having an end face facing the end face of the first 
the bone preparation guide . metatarsal ; 

6. The method of claim 5 , wherein aligning the bone aligning a bone preparation guide with a portion of the 
preparation guide with the portion of the first bone or the 65 first metatarsal or the medial cuneiform while the 
second bone includes aligning the guide surface with the spacer is inserted into the space , using the spacer as a 
portion of the first bone or the second bone . reference ; and 
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contacting the portion of the first metatarsal or the medial 24. The method of claim 18 , further comprising : 
cuneiform with a tissue removing instrument using the engaging a tissue removal location check member with 
bone preparation guide to guide the tissue removing the bone preparation guide , wherein a first portion of 
instrument , the member extends towards the first metatarsal and / or wherein inserting the spacer includes positioning a first the medial cuneiform and a second portion of the portion of the spacer within the space such that a central 
longitudinal axis of the first portion is spaced laterally member projects out from the bone preparation guide to 
from a central longitudinal axis of a second portion of a side of the first metatarsal or the medial cuneiform . 
the spacer , and 25. The method of claim 24 , further comprising rotating 

the spacer contacts a lateral half of the end face of the first the tissue removal location check member about the first 
metatarsal and a lateral half of the end face of the metatarsal or the medial cuneiform while engaged with the 
medial cuneiform without contacting a medial half of bone preparation guide . 
the end faces of the first metatarsal and the medial 26. The method of claim 18 , wherein aligning the bone 
cuneiform . preparation guide using the spacer as a reference includes 19. The method of claim 18 , wherein inserting the spacer positioning a guide surface of the bone preparation guide and aligning the bone preparation guide includes first insert- 15 

ing the spacer into the space as a separate component and longitudinally on the first metatarsal or the medial cuneiform 
then engaging the bone preparation guide with the inserted at a position defined by a distance between the guide surface 
spacer to align the bone preparation guide with the portion 
of the first metatarsal or the medial cuneiform . 27. The method of claim 18 , wherein aligning the bone 

20. The method of claim 19 , wherein engaging the bone 20 preparation guide using the spacer as a reference includes 
preparation guide with the inserted spacer includes receiving orientating a guide surface of the bone preparation guide 
the spacer within an opening defined in the body of the bone with respect to the first metatarsal or the medial cuneiform 
preparation guide while the spacer is inserted into the space . at an angle defined by an angle between the first metatarsal 

21. The method of claim 18 , wherein inserting the spacer or the medial cuneiform and the spacer . 
and aligning the bone preparation guide includes inserting 25 28. The method of claim 18 , further comprising , subse 
the spacer into the space while the spacer is engaged with the quent to inserting the spacer and prior to aligning the bone 
bone preparation guide . preparation guide , moving the first metatarsal to reduce an 

22. The method of claim 18 , wherein contacting the intermetatarsal angle between the first metatarsal and a 
second metatarsal . portion of the first metatarsal or the medial cuneiform with 29. The method of claim 18 , wherein the spacer tapers in a tissue removing instrument using the bone preparation 30 thickness across its width . guide includes aligning the tissue removing instrument with 30. The method of claim 18 , wherein the spacer comprises a guide surface of the bone preparation guide . 

23. The method of claim 22 , wherein aligning the bone at least two pins separated from each other , and inserting the 
preparation guide with the portion of the first metatarsal or spacer comprises inserting the at least two pins into the 
the medial cuneiform includes aligning the guide surface 35 space defined between the first metatarsal and the medial cuneiform . with the portion of the first metatarsal or the medial cunei 
form . 

and the spacer . 




