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IMPLEMENTING GEO-FENCING ON 
MOBILE DEVICES 

TECHNICAL FIELD 

This description relates to detecting the location of a 
vehicle, and more particularly to monitoring the position of 
a vehicle With respect to a predetermined virtual boundary. 

BACKGROUND 

Without some type of reliable monitoring system, com 
panies that use large ?eets of vehicles are subject to misuse 
or theft of their ?eet vehicles. For example, it is likely that 
some vehicles in a large ?eet Will be used by employees 
Without authoriZation or Will at least occasionally be the 
target of auto thieves. In addition, even employees Who are 
authoriZed to use a vehicle for some purposes may, in some 
instances, deviate from an authoriZed route or otherWise 
make an unauthoriZed use of the vehicle. One Way to reduce 
these problems is to install tracking devices in the vehicles 
of a ?eet. Such tracking devices can enable a ?eet manager 
to monitor the location of vehicles of the ?eet. 

To simplify the monitoring process, a “geo-fencing” rou 
tine may be used to alloW a ?eet manager to establish a 
virtual boundary around a predetermined location for pur 
poses of automatically notifying the ?eet manager When a 
vehicle crosses the boundary. 

SUMMARY 

Techniques are provided for monitoring a location of a 
vehicle or other mobile device. In one implementation, a 
route can be de?ned as a collection of overlapping rectan 
gular boundaries in a coordinate system. Each rectangle is 
then transformed by rotating the rectangle by a correspond 
ing angle such that the sides of the rotated rectangle are 
parallel to the axes of the coordinate system. Coordinates for 
each rotated rectangle, along With the corresponding angle, 
are stored in a device to be monitored. Subsequently, coor 
dinates associated With the current position of the monitored 
device are compared With one or more rectangles in the route 
by rotating the monitored device coordinates by one of the 
corresponding angles and comparing the rotated position 
coordinates With the appropriate rotated rectangle. If the 
current position is outside of the route, some prede?ned 
action, such as notifying a ?eet dispatch manager, can be 
initiated. 

The more complex calculations, namely the calculation of 
the angle and the rotation of the boundary by the angle, can 
be performed on a desktop computer or other device With 
signi?cant processing poWer. This alloWs an embedded 
device or other device to be monitored to conveniently and 
ef?ciently determine Whether it is located inside or outside 
of a prede?ned boundary Without requiring substantial pro 
cessing resources. For example, the monitored device can 
simply compare rotated coordinates associated With its cur 
rent location With coordinates de?ning tWo opposite comers 
of a rotated rectangular boundary to determine if the moni 
tored device is Within the prede?ned boundary. 

In one general aspect, a boundary that includes at least 
one straight edge Within a coordinate system is selected. An 
angle betWeen a selected straight edge of the boundary and 
an axis of the coordinate system is calculated, and the 
boundary is rotated by the calculated angle such that the 
selected straight edge of the rotated boundary is parallel to 
the axis of the coordinate system. When a set of coordinates 
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2 
associated With a particular location of the vehicle or other 
monitored device is identi?ed, the identi?ed set of coordi 
nates is rotated by the previously-calculated angle. Finally, 
the rotated set of coordinates is compared to the rotated 
boundary to determine a location of the monitored device 
With respect to the boundary. 

Implementations may include one or more of the folloW 
ing features. For example, the boundary can be a rectangle 
and the comparison of the rotated coordinates to the bound 
ary can involve determining if the particular location is 
Within the rectangle. If not, then the location might be 
compared to an adjacent rectangle in a collection of rect 
angles that de?ne a route. The adjacent rectangle can also be 
rotated so that its sides are parallel to the coordinate axis, 
and the location coordinates can be rotated by the same 
angle as the adjacent rectangle to simplify the comparison 
process. Each rectangle can be de?ned by coordinates of tWo 
opposite comers of the rectangle. The boundary can also be 
a straight line having endpoints that are rotated by a corre 
sponding angle. A pre-selected response can be initiated 
depending on the outcome of the comparison. 

In another general aspect, a system for facilitating loca 
tion monitoring may include a locator operable to identify a 
location of a monitored device, a memory, and a processor. 
The memory stores at least one angle of rotation and one or 
more sets of rotated coordinates. The rotated coordinates are 
associated With a predetermined boundary in a coordinate 
system, and correspond to original coordinates that de?ne 
the predetermined boundary. Each of the original coordi 
nates can be rotated by a corresponding angle of rotation to 
generate the corresponding rotated coordinates prior to 
storing the rotated coordinates in the memory. The rotated 
coordinates de?ne at least one segment of a rotated bound 
ary. The processor rotates coordinates representing the iden 
ti?ed location by at least one of the stored angles of rotation 
to calculate rotated location coordinates. In addition, the 
processor compares the rotated location coordinates With at 
least tWo of the rotated coordinates to determine a relative 
position betWeen the monitored device and the predeter 
mined boundary. 

In some implementations, the system may include one or 
more of the folloWing features. For example, the monitored 
device can include the locator, the memory, and the proces 
sor. 

The system might also include a mobile transmitter oper 
able to selectively send a message based on the position of 
the monitored device relative to the predetermined bound 
ary. The system may include a remote device operable to 
receive the message and initiate a predetermined response to 
the message. 
The memory can store data corresponding to segments of 

the rotated boundary, With each segment identi?ed by at 
least tWo sets of routed coordinates and having an associated 
angle of rotation. In such an implementation, the boundary 
may represent a geographic route and each segment com 
prises a rectangle de?ning a portion of the route. A second 
processor can be used to calculate the angle of rotation and 
to rotate the boundary prior to storing the angle and rotated 
coordinates in the memory. Each angle of rotation is de?ned 
by an angle betWeen an axis of the coordinate system and a 
straight edge of the predetermined boundary associated With 
the original coordinates to be rotated. Each segment of the 
rotated boundary can have at least one edge that is parallel 
to an axis of the coordinate system. The locator can be a GPS 
receiver. 

In yet another general aspect, monitoring a location of a 
vehicle may include storing at least tWo sets of rotated 
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coordinates associated With a predetermined rectangular 
boundary. The rotated coordinates correspond to at least tWo 
sets of original coordinates that de?ne the predetermined 
rectangular boundary in a coordinate system. Each set of 
original coordinates is rotated by an angle of rotation to 
generate the corresponding set of rotated coordinates prior to 
storing each set of rotated coordinates. The rotated coordi 
nates de?ne a rotated rectangular boundary having sides that 
are parallel to axis of the coordinate system. The angle of 
rotation, Which is de?ned by an angle betWeen one of the 
axes of the coordinate system and a side of the predeter 
mined rectangular boundary, is then stored. Subsequently, a 
location of a vehicle is identi?ed, and coordinates represent 
ing the identi?ed location of the vehicle are rotated by the 
angle of rotation to generate a rotated set of location 
coordinates. Finally, the rotated set of location coordinates is 
compared With the sets of rotated coordinates to determine 
a relative position betWeen the vehicle and the predeter 
mined rectangular boundary. 

The details of one or more implementations are set forth 
in the accompanying draWings and the description beloW. 
Other features Will be apparent from the description and 
draWings, and from the claims. 

DESCRIPTION OF DRAWINGS 

FIG. 1 is an illustrative example of a prede?ned route. 

FIGS. 2A—2C depict a process for ordering the coordi 
nates that de?ne each route rectangle. 

FIG. 3 is a diagram illustrating the determination of the 
angle 0t of a route rectangle. 

FIG. 4 is schematic diagram of a rotational transformation 
of a route rectangle. 

FIG. 5 is a diagram illustrating the rotational transforma 
tion of a set of positional coordinates. 

FIG. 6 is a diagram of a representative system for moni 
toring the position of a mobile unit. 

FIG. 7 is a How diagram of a process for monitoring a 
location of a vehicle. 

Like reference symbols in the various draWings indicate 
like elements. 

DETAILED DESCRIPTION 

A geo-fencing routine can be used to automatically ini 
tiate a predetermined response or action When a vehicle 
crosses a prede?ned virtual boundary. One implementation 
is in the context of having a ?eet dispatch manager monitor 
vehicles. HoWever, it should be understood that the routine 
can be used in other types of applications Where it is 
desirable to monitor Whether a vehicle, a mobile unit, or 
another monitored device has crossed one or more virtual 
boundaries. 

In the case of monitoring vehicles of a ?eet, a ?eet 
dispatch manager can restrict certain vehicles in a ?eet from 
deviating from a predetermined route by de?ning a geo 
fence or virtual boundary along the route. Each time the 
boundary is crossed, a prede?ned response, such as an alert 
sent to the dispatch manager’s phone, PDA, desktop PC, or 
the like, can be automatically triggered. The ?eet manager 
can then determine the cause of the deviation. If the ?eet 
manager determines that the boundary has been crossed for 
an unauthoriZed, dangerous, or otherWise invalid reason, the 
?eet manager can remotely disable the vehicle, or take other 
appropriate action. 

The described techniques have a number of valuable 
applications. For example, they have vast implications With 
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4 
regard to homeland security in that they can be used to help 
prevent vehicles carrying haZardous, dangerous, or valuable 
cargo from being stolen. Similarly, they can prevent vehicles 
themselves from being stolen or used for unauthoriZed or 
illegal purposes. The techniques can also enable a ?eet 
operator to automate many costly and time consuming, yet 
time sensitive operations, such as advance Warning prior to 
arrival at customer sites, depots, ports, load collection sites 
or any other desired location. Each unit in a ?eet may be 
programmed or instructed to automatically notify the ?eet 
controller or some other person or entity When leaving, or 
prior to reaching, speci?c locations. 
When implementing position detection algorithms on 

mobile devices, particularly on embedded devices that have 
limited processing poWer, reducing the number of calcula 
tions required to perform useful Work helps to avoid over 
burdening the local processor of the mobile device. Deter 
mining Whether a vehicle’s current position is Within a 
prede?ned driving route can involve a relatively CPU 
intensive calculation. 

The described techniques provide an efficient Way of 
de?ning a route and determining Whether coordinates asso 
ciated With a particular location lie Within the de?ned route. 
In particular, the techniques alloW the majority of the 
calculations necessary for implementing a geo-fencing rou 
tine to be performed on a desktop computer or other high 
poWered processing device and require very little processing 
or communications by the monitored mobile device. 

Initially, one or more boundaries are de?ned. For 

example, a ?eet dispatch manager may identify a permis 
sible route by de?ning a series of rectangles along the 
predetermined route. For example, FIG. 1 shoWs an illus 
trative example of a prede?ned route on a map 100. In 
particular, the map includes a series of overlapping rect 
angles 105 that de?ne a predetermined driving route from a 
starting point 10 to an ending point 115. Each rectangle 105 
is de?ned by the coordinates (e.g., GPS coordinates, 
latitude/longitude, and the like) of the rectangle’s corners. 

FIGS. 2A—2C illustrate a process for ordering the coor 
dinates that de?ne each route rectangle 105. It Will be 
understood that this process is primarily used for purposes of 
convenience and consistency in identifying rectangles 105 
and that this process is not critical. In accordance With the 
illustrated numbering scheme, Where the rectangle’s sides 
are not parallel With the X- and Y-axis, comer 1 is the comer 
With the maximum Y value. In cases Where the rectangle 105 
has sides parallel to the X- and Y-axis, comer 1 is the comer 
of the rectangle 105 that has the maximum X value and the 
maximum Y value. In either case, the other comers are 
de?ned in a clockWise manner With respect to comer 1. 

Once a route is de?ned as a series of rectangles 105, each 
rectangle 105 is rotated about the origin by a corresponding 
angle 0t such that the sides of the rotated rectangle are 
parallel to the X-axis and the Y-axis. This rotational trans 
formation can be performed on a desktop computer so that 
the mobile or embedded device has less Work to do When 
determining a position relative to the de?ned route. After the 
rotational transformation, the rotated coordinates that de?ne 
the rotated rectangle and the corresponding angle 0t are 
loaded in a memory of the mobile or embedded device 
located on or in the vehicle to be monitored. 

Subsequently, the vehicle’s position is determined using, 
for example, a Global Positioning System (GPS) satellite 
receiver. To determine Whether the vehicle is located Within 
a particular rectangle of the prede?ned route, the positional 
coordinates are then rotated by the angle 0t associated With 
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the particular rectangle, and the rotated positional coordi 
nates are compared With the stored rotated coordinates for 
the particular rectangle. Depending on the outcome of this 
comparison, the mobile or embedded device can (1) do 
nothing, (2) send a prede?ned response to a central moni 
toring location, or (3) check the current location versus 
another rectangle in the overall route. 

In performing the initial rotational transformation of the 
coordinates that de?ne the rectangles 105, each rectangle 
105 is ?rst examined to determine Whether it is situated With 
sides parallel to the X-axis and the Y-axis. If the sides are 
parallel to the axes, then no rotational transformation of the 
rectangle 105 is necessary. If, on the other hand, the rect 
angle’s sides are not parallel to the X-axis and the Y-axis, the 
rectangle 105 is rotated so that the sides are parallel to the 
axes. 

To perform the rotational transformation, the angle 0t is 
determined for each rectangle 105. FIG. 3 provides a dia 
gram illustrating the determination of the angle 0t, Which 
represents an angle of rotation necessary to make the rect 
angle 105 parallel to the X-axis and the Y-axis. For purposes 
of illustrating the determination of the angle 0t, an imaginary 
right triangle is formed With the side of the rectangle 
betWeen point 2 and point 3 as the hypotenuse. The length 
of the side of the triangle opposite the angle a is determined 
by: 

and the length of the side of the triangle adjacent the angle 
0t is determined by: 

Next, the length of the hypotenuse is calculated by: 

mm. 

The angle 0t can then be determined by: 

ot=arcsin(AY/h)><(—1), 

Wherein the multiplication by —1 is used to produce a 
clockWise rotation. It Will be recogniZed that the foregoing 
procedure for determining the angle 0t is illustrative only and 
that the angle of rotation also may be determined in other 
Ways. For example, rectangle sides other than the one 
betWeen comers 2 and 3 can be used. In addition, the 
rectangle 105 might also be rotated in a counterclockwise 
direction by an angle [3 that equals 90-0.. Moreover, instead 
of calculating the angle 0t using an arcsine function, an 
arccosine or arctangent function also may be used. 

FIG. 4 shoWs a rotational transformation of a rectangle 
105 into a rectangle 105‘ that is parallel to the X-axis and the 
Y-axis. The rotational transformation can be accomplished 
by calculating the rotated coordinates for each comer of the 
rectangle 105 using the folloWing equations: 

Although it is possible to transform all four comers using 
these equations, it is generally suf?cient to transform the tWo 
sets of coordinates representing opposite comers because 
these tWo sets of coordinates are sufficient to de?ne the 
rotated rectangle 105‘. Thus, the X and Y coordinates for 
each of points 1 and 3, for example, can be plugged into the 
above equations to generate the coordinates for comers 1 
and 3 of the rotated rectangle 105‘. 
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In one implementation, the route is saved in XML format 

as a series of rotated rectangles 105‘. The rectangles are 
de?ned by the set of coordinates for each comer, and their 
corresponding angles of transformation (0t). As mentioned 
above, only tWo opposite comers of the rotated rectangle 
105‘ are required to perform the geo-fencing comparison. 
Accordingly, an illustrative portion of a route de?nition, 
using only comers 1 and 3, is as folloWs: 

<GEOFenceRoute> 
<Coordinate Units=“DecimalDegrees”/> 
<RECTANGLE> 

<Longitude1>86.1700</Longitude1> 
<Latitude1>39.9925</Latitude1> 
<Longitude3>86.1555</Longitude3> 
<Latitude3>39.9805</Latitude3> 
<ALPHA Units=“RADIANS”>0.000000</ALPHA> 

</RECTANGLE> 
<RECTANGLE> 

<Longitude1>94.9208</Longitude1> 
<Latitude1>—2.7409</Latitude1> 
<Longitude3>94.9144</Longitude3> 
<Latitude3>—2.7448</Latitude3> 
<ALPHA Units=“RADIANS”>—0.463648</ALPHA> 

</RECTANGLE> 
<RECTANGLE> 

<Longitude1>91.0288</Longitude1> 
<Latitude1>—27.1332</Latitude1> 
<Longitude3>90.9882</Longitude3> 
<Latitude3>—27.1621</Latitude3> 
<ALPHA Units=“RADIANS”>—0.724866</ALPHA> 

</RECTANGLE> 
</GEOFenceRoute> 

In an alternative implementation, the coordinates may also 
be sent to the mobile or embedded device in a binary format 
to save space on the device. 
The mobile or embedded device reads the XML ?le and 

stores each rectangle along With its corresponding angle of 
rotation 0t. While a particular route is active in the device, 
the position of the vehicle to be monitored is periodically 
determined by a GPS receiver. Alternatively, the position of 
the vehicle can be determined using another type of locating 
system, such as a system of terrestrial toWers that transmit 
signals to and/or receive signals from a receiver/transmitter 
located in or on the vehicle. Such a system can use propa 
gation times betWeen the vehicle and the terrestrial toWers to 
triangulate the vehicle’s position. This type of triangulation 
system can be implemented, for example, using a cellular 
telecommunication infrastructure. 
When a current position of the vehicle is to be compared 

With a particular rectangle, the positional coordinates (e.g., 
GPS coordinates) are ?rst rotated, if necessary, by the 
corresponding angle at If the stored angle 0t is Zero, then no 
rotation of the positional coordinates is performed. On the 
other hand, if the angle 0t is not equal to Zero, the positional 
coordinates go through the same rotational transformation as 
the rectangle. The mobile or embedded device then checks 
to see if the positional coordinates are Within the rotated 
rectangle 105‘ by performing simple comparisons With the 
corners of the rotated rectangle 105‘. If the vehicle is not 
Within the current rectangle 105, then the next and previous 
rectangles 105 are checked. If the vehicle is not in any of 
these rectangles 105, then the vehicle has deviated from the 
prede?ned route. 

FIG. 5 illustrates the rotational transformation of a set of 
positional coordinates. This transformation uses the same 
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equations as the transformation of the route rectangles 105 
performed on the desktop before the coordinates of the 
rotated rectangle 105‘ are saved on the mobile or embedded 
device. In particular, the positional coordinates are rotated 
using: 

The rotated positional coordinates are then compared With 
the coordinates of the rotated rectangle 105‘. If X’éXl’, 
X 2X3’, Y’éYl‘, and Y’ZY3‘, then the vehicle is Within the 
current rectangle 105. 

The majority of the calculations performed to de?ne a 
route and determine Whether a set of coordinates lie inside 
the de?ned route are performed on a desktop machine or 
other computer With a signi?cant amount of processing 
poWer. The results of these calculations are saved Within a 
route de?nition and loaded on the mobile or embedded 
device. As a result, the mobile or embedded device needs to 
perform relatively feW calculations, Which permits the use of 
less poWerful and less expensive CPUs to perform the 
geo-fencing function. 

FIG. 6 illustrates a representative system for monitoring 
the position of a mobile unit 200. The mobile unit 200 
represents the vehicle or other device for Which a position is 
to be monitored. The mobile unit 200 includes a GPS 
receiver 205 that can determine the current position of the 
mobile unit 200 based on signals received from GPS satel 
lites 210. The mobile unit 200 also includes a processor 215. 

The processor 215 can be part of an embedded device 
(e. g., an onboard computer With limited functionality) or can 
be a general use processor that is part of the mobile unit 200. 
A memory 220 stores a route description that includes a 
series of rectangles 105‘ that, prior to being loaded into the 
memory 220, have been rotated to be parallel to the axes of 
the GPS coordinate system. In addition, the route description 
includes an angle of rotation corresponding to each rotated 
rectangle 105‘. 

The route description can be loaded into the memory 220 
through a Wired or Wireless interface. For example, the route 
description may be loaded into the memory 220 from a 
mobile transceiver 225 that receives the route description 
over a radio interface 230. 

The processor 215 operates to periodically receive from 
the GPS receiver 205 a set of GPS coordinates that identify 
the mobile unit’s current position. The processor 215 then 
transforms the received set of coordinates using one of the 
stored angles of rotation and compares the rotated coordi 
nates to the corresponding rotated rectangle 105‘ stored in 
the memory 220, as described above. 

If the processor 215 determines that the mobile unit 200 
has crossed a boundary de?ned by the route description, the 
processor 215 initiates a predetermined response. For 
example, the processor 215 may use the radio interface 230 
to send a message from the mobile transceiver 225 to a 
central monitoring unit 235. The message can be sent using 
any type of Wireless communication infrastructure (not 
shoWn), such as a cellular telecommunication system, that 
then forWards the mesage to the central monitoring unit 235. 
The central monitoring unit 235 may include a server or 
other type of processor that takes some predetermined action 
in response to the received message, such as logging the 
event in a database or notifying a ?eet dispatch manager 
through a desktop computer 240 or some other device (e.g., 
a pager) that includes a man-machine interface. The ?eet 
dispatch manager can then take an appropriate action, such 
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8 
as disabling the monitored vehicle or contacting the driver to 
inquire about the nature of the deviation from the prede?ned 
route. As an alternative to Wirelessly communicating the 
deviation, the processor 215 of the mobile unit 200 may 
simply log the deviation in a database stored in the memory 
220 for later transfer to the central monitoring unit 235. 

FIG. 7 illustrates a process 300 for monitoring a location 
of a vehicle. The process begins With de?ning a boundary in 
a coordinate system (step 305). As discussed above, the 
boundary may be a series of overlapping rectangles 105 that 
de?ne a route. In such a case, each rectangle 105 may 
represent a segment of the overall boundary. Each rectangle 
105 may be de?ned by tWo sets of coordinates that represent 
tWo opposite corners of the rectangle. Alternatively, the 
boundary may be de?ned by one or more straight lines, each 
of Which is de?ned by the coordinates of the line’s end 
points and each of Which represents a segment of the overall 
boundary. A boundary that includes one or more straight 
lines may be used, for example, to help identify When a 
vehicle passes a pre-selected distance from a destination or 
an originating location. 

Next, an angle a is calculated for a ?rst segment of the 
boundary (step 310). The angle a is the angle betWeen a 
straight edge of the segment and one of the axes of the 
coordinate system. Thus, the angle a may be the angle 
betWeen one side of a rectangle and the X-axis or the Y-axis, 
or the angle betWeen a straight-line segment of the boundary 
and the X-axis or the Y-axis. Each boundary segment is then 
rotated (step 315) by the angle a that corresponds to the 
segment, and the rotated coordinates and the angle 0t for the 
?rst segment are stored (step 320). For example, this infor 
mation may be stored in a memory located in the vehicle or 
other mobile device to be monitored. 
A determination then is made as to Whether one or more 

additional boundary segments exist (step 325). If so, the 
angle 0t is calculated for the next boundary segment (step 
310), the boundary segment is rotated (step 315), the rotated 
segment coordinates and the corresponding angle 0t are 
stored (step 320) and it is again determined if at least one 
additional boundary segment exists (step 325). In this 
manner, steps 310, 315, 320, and 325 may be repeated until 
all of the boundary segments in the route have been pro 
cessed. 

Once all of the boundary segments have been processed, 
a current location of the device to be monitored is deter 
mined using, for example, a GPS receiver or other locating 
system (step 330). Steps are then taken to compare the 
current location With the boundary. In making this 
comparison, it is desirable to avoid checking the current 
location against every possible segment of the boundary. 
Thus, the comparison may begin With the ?rst rectangle of 
a series of rectangles along a route. Once the device is found 
to have left the ?rst rectangle, any adjacent rectangles may 
also be checked. As the monitored device proceeds along the 
route, the comparison may be performed on a current 
rectangle and, if the monitored device is found to have left 
the current rectangle, any adjacent rectangles. 

Once a current segment is selected, the coordinates of the 
current location are rotated by the angle at associated With 
the current segment (step 335). The rotated coordinates of 
the current location are then compared With the rotated 
coordinates of the selected segment (step 340). Based on this 
comparison, it is determined if the current location is Within 
the boundary (i.e., based on Whether the current location is 
Within the selected segment) (step 345). If so, the current 
location is again determined after some delay period of 
variable or constant length (step 330). 
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If the current location is determined not to be Within the 
selected segment (step 345), then a determination is made as 
to Whether the current location should be checked against an 
adjacent segment (step 350). For example, depending on 
hoW regularly the current location is determined, it may be 
assumed that the monitored device cannot travel across more 
than a certain number of segments betWeen consecutive 
comparisons (step 340). Accordingly, once the monitored 
device is found to no longer be located in a particular 
segment, a certain limited number of successive adjacent 
segments may be checked. Of course, if the comparisons 
occur on a sufficiently regular basis, it might be suf?cient to 
check only the neXt and previous segments. In addition, it 
may be desirable in some instances to be able to detect if a 
monitored device backtracks on a route. In such a case, only 
the neXt adjacent segment, and not the previous segment, 
Would be checked. If it is determined that an adjacent 
segment should be checked (step 350), the segment to be 
checked becomes the selected segment for use in steps 335, 
340, and 345. If an adjacent segment should not be checked, 
or if the maXimum number of adjacent segments has already 
been checked, a predetermined response, such as notifying 
a ?eet dispatch manager, is initiated (step 355). 
A number of implementations have been described. 

Nevertheless, it Will be understood that various modi?ca 
tions may be made. For example, instead of monitoring 
Whether a monitored device leaves a prede?ned route, the 
techniques may be used to determine if and When a moni 
tored device enters a prede?ned area. Accordingly, other 
implementations are Within the scope of the folloWing 
claims. 
What is claimed is: 
1. A method for monitoring a location of a vehicle, the 

method comprising: 
selecting a boundary Within a coordinate system, the 

boundary including at least one straight edge; 
determining an angle betWeen a selected straight edge of 

the boundary and an aXis of the coordinate system; 
rotating the boundary by the angle such that the selected 

straight edge of the rotated boundary is parallel to the 
aXis of the coordinate system; 

identifying a set of coordinates associated With a particu 
lar location of a monitored device; 

rotating the identi?ed set of coordinates by the angle; and 
comparing the rotated set of coordinates to the rotated 

boundary to determine a location of the monitored 
device With respect to the selected boundary. 

2. The method of claim 1 Wherein the boundary comprises 
a rectangle and comparing the coordinates comprises deter 
mining Whether the location of the monitored device is 
Within the rectangle. 

3. The method of claim 2 Wherein the rectangle comprises 
one of a collection of overlapping rectangles that de?ne a 
route, the method further comprising selecting an adjacent 
rectangle of the collection of overlapping rectangles if the 
location of the monitored device is not Within the rectangle. 

4. The method of claim 3 further comprising: 
rotating the adjacent rectangle by an angle betWeen a 

selected side of the adjacent rectangle and an aXis of the 
coordinate system such that the selected side of the 
rotated adjacent rectangle is parallel to the aXis of the 
coordinate system; 

rotating the identi?ed set of coordinates by the angle 
betWeen the selected side of the adjacent rectangle and 
the aXis of the coordinate system to generate a second 
set of rotated coordinates; and 
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comparing the second set of rotated coordinates to the 

rotated adjacent rectangle to determine Whether the 
location of the monitored device is Within the adjacent 
rectangle. 

5. The method of claim 2 Wherein: 
the rectangle is de?ned by coordinates of tWo opposite 

comers of the rectangle, 
rotating the boundary comprises rotating the coordinates 

of the tWo opposite comers of the rectangle by the 
angle, and 

comparing the rotated set of coordinates to the rotated 
boundary comprises comparing the rotated set of coor 
dinates to the rotated coordinates of the tWo opposite 
comers of the rectangle. 

6. The method of claim 1 further comprising initiating a 
pre-selected response based on an outcome of the compari 
son betWeen the rotated set of coordinates and the rotated 
boundary. 

7. The method of claim 1 Wherein: 
the selected boundary comprises a straight line identi?ed 

by coordinates that de?ne endpoints of the straight line, 
and 

rotating the boundary by the angle comprises rotating the 
coordinates that de?ne the endpoints by the angle. 

8. A system for facilitating vehicle location monitoring, 
the system comprising: 

a locator operable to identify a location of a monitored 

device; 
a memory operable to store at least one angle of rotation 

and rotated coordinates associated With a predeter 
mined boundary, the rotated coordinates corresponding 
to original coordinates de?ning the predetermined 
boundary in a coordinate system, With each of the 
original coordinates being rotated by a corresponding 
angle of rotation to generate the corresponding rotated 
coordinates prior to storing each of the rotated coordi 
nates in the memory, Wherein the rotated coordinates 
de?ne at least one segment of a rotated boundary; and 

a processor operable to rotate coordinates representing the 
identi?ed location by at least one of the stored angles 
of rotation to calculate rotated location coordinates and 
to compare the rotated location coordinates With at least 
tWo of the rotated coordinates to determine a relative 
position betWeen the monitored device and the prede 
termined boundary. 

9. The system of claim 8 Wherein the monitored device 
includes the locator, the memory, and the processor. 

10. The system of claim 8 further comprising a mobile 
transmitter operable to selectively send a message based on 
the position of the monitored device relative to the prede 
termined boundary. 

11. The system of claim 10 further comprising a remote 
device operable to receive the message and initiate a pre 
selected response to the message. 

12. The system of claim 8 Wherein the memory stores data 
corresponding to segments of the rotated boundary, each 
segment identi?ed by at least tWo sets of rotated coordinates 
from the stored rotated coordinates and having an associated 
angle of rotation. 

13. The system of claim 12 Wherein the boundary repre 
sents a geographic route and each segment of the boundary 
comprises a rectangle de?ning a portion of the geographic 
route. 

14. The system of claim 8, further comprising a second 
processor operable to calculate the at least one angle of 
rotation and to rotate the original coordinates de?ning the 
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predetermined boundary by the corresponding angle of 
rotation to generate the rotated coordinates prior to storing 
the at least one angle of rotation and the rotated coordinates 
in the memory. 

15. The system of claim 8 Wherein: 

each segment has at least one edge that is parallel to an 
aXis of the coordinate system; and 

each angle of rotation is de?ned by an angle betWeen an 
aXis of the coordinate system and a straight edge of the 
predetermined boundary associated With the original 
coordinates to be rotated. 

16. The system of claim 8 Wherein the locator comprises 
a global positioning satellite receiver. 

17. A method for monitoring a location of a vehicle, the 
method comprising: 

storing at least tWo sets of rotated coordinates associated 
With a predetermined rectangular boundary, the at least 
tWo sets of rotated coordinates corresponding to at least 
tWo sets of original coordinates that de?ne the prede 
termined rectangular boundary in a coordinate system, 
Wherein each set of original coordinates is rotated by an 
angle of rotation to generate the corresponding set of 
rotated coordinates prior to storing each set of rotated 
coordinates, and the at least tWo sets of rotated coor 
dinates de?ne a rotated rectangular boundary having 
sides that are parallel to ads of the coordinate system; 

storing the angle of rotation, Wherein the angle of rotation 
is de?ned by an angle betWeen one of the aXis of the 
coordinate system and a side of the predetermined 
rectangular boundary; 

identifying a location of a vehicle; 

rotating a set of coordinates representing the identi?ed 
location of the vehicle by the angle of rotation to 
generate a rotated set of location coordinates; and 

comparing the rotated set of location coordinates With the 
at least tWo sets of rotated coordinates to determine a 
position of the vehicle relative to the predetermined 
rectangular boundary. 

18. The method of claim 17 Wherein each set of coordi 
nates identi?es a longitudinal and a latitudinal position. 
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19. The method of claim 17 further comprising determin 

ing Whether the location of the vehicle is Within the prede 
termined rectangular boundary based on the position of the 
vehicle relative to the predetermined rectangular boundary. 

20. The method of claim 19 further comprising: 
storing rotated coordinates associated With an additional 

rectangular boundary adjacent to the predetermined 
rectangular boundary, the rotated coordinates corre 
sponding to original coordinates that de?ne the adja 
cent rectangular boundary, Wherein each of the original 
coordinates is rotated by a corresponding angle of 
rotation to generate the corresponding rotated coordi 
nates prior to storing each of the rotated coordinates, 
and the rotated coordinates de?ne a rotated adjacent 
rectangular boundary having sides that are parallel to 
aXes of the coordinate system; 

storing an angle of rotation for the adjacent rectangular 
boundary, Wherein the angle of rotation for the adjacent 
rectangular boundary is de?ned by an angle betWeen 
one of the aXis of the coordinate system and a side of 
the adjacent rectangular boundary; and 

responsive to a determination that the location of the 
vehicle is not Within the predetermined rectangular 
boundary: 
rotating the set of coordinates representing the identi 

?ed location of the vehicle by the angle of rotation 
for the adjacent rectangular boundary to generate a 
second rotated set of location coordinates; and 

comparing the second rotated set of location coordi 
nates With the rotated coordinates associated With the 
adjacent rectangular boundary to determine Whether 
the location of the vehicle is Within the adjacent 
rectangular boundary. 

21. The method of claim 20 further comprising initiating 
a pre-selected response if the location of the vehicle is not 
Within the predetermined rectangular boundary and is not 
Within the adjacent rectangular boundary. 

22. The method of claim 17 Wherein the predetermined 
rectangular boundary is one of a collection of prede?ned 
rectangular boundaries that collectively de?ne a route. 

* * * * * 
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