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( 57 ) ABSTRACT 
A single chip multi - voltage or multi - brightness LED light 
ing device having at least two LED circuits . Each of the at 
least two LED circuits having at least two LEDs connected 
together in series . Each of the at least two LED circuits are 
electrically unconnected to each other in a parallel relation 
ship , have a forward operating drive voltage of at least six 
volts and are monolithically integrated on a single substrate . 
A method of manufacturing a single chip with two or more 
LED circuits configurable by means of connecting the 
circuits so as to provide optional operating voltage level 
and / or desired brightness level wherein the electrical con 
nection may be achieved and / or completed at the LED 
packaging level when the single chips are integrated into the 
LED package . Alternatively , the LED package may have 
external electrical contacts that match the integrated chips 
within . Optionally allowable , the drive voltage level and / or 
the brightness level select - ability may be passed on through 
to the exterior of the LED package and may be selected by 
the LED package user , the PCB assembly facility , or the end 
product manufacturer . 

( 63 ) 
Related U . S . Application Data 

Continuation of application No . 14 / 172 , 644 , filed on 
Feb . 4 , 2014 , now Pat . No . 9 , 750 , 098 , which is a 
continuation of application No . 13 / 322 , 796 , filed on 
Nov . 28 , 2011 , now Pat . No . 8 , 648 , 539 , filed as 
application No . PCT / US2010 / 001597 on May 28 , 
2010 , which is a continuation - in - part of application 
No . 12 / 287 , 267 , filed on Oct . 6 , 2008 , now Pat . No . 
8 , 179 , 055 . 
Provisional application No . 61 / 217 , 215 , filed on May 
28 , 2009 , provisional application No . 60 / 997 , 771 , 
filed on Oct . 6 , 2007 . 

( 60 ) 

Wunsuniniwanes SA Www Www wwwwwwwwwwww wwwwwwwwww w wwwwwwwwwwwwww 

1 2 2 2 wwwwww xwwwwwwwww . - www . visio n * * 
LED 

2 * * 
LED 

2 
LED 

; X 
LED LED Si ' w 

ww 

www . YAWYAYAY TAVALY w ere mer24 tvarno le LED 244 24 1 LED LED 32 LED LED LED LED LED 
2 * * 2 * * 2 * * 2 * * 1 . 
LED LED LED LED 

wwwwwwwwwwww wwwwwwwwwwwwwwwwww 
wwwwwww RRY 2 to one www wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwww Biasa miscerne mm right YA at time LED LED LED LED LED LED LED LED 32 

mwen wi wwwwwww w wwwwwww w audi KLAAKAKKUKOCHAGULIWAwwwwwwwwwwwwwwwww 

R1 / 40 R1 / 40 TAASTARAAMAMARAARAANAALAALAAAAAAAAAAAAAAwww amani wwwwwww wwww . W . . W - - 4 - 4 - - 4 - 4 m ina 

PGR2023-00016 - Home Depot
Ex. 1009 - Page 1



US 2017 / 0354005 A1 

WOOFER wwwwww 

wasan 

arissa 

wiwwwwwwwww amminiamerkisininin 
moniniw a 
W 

TFIFIIPFIAMMA 

esse 

?????? 

YUKAI 

. 2 

2 . 1 

LED 

LED 

160 

031 LL 091 * 

0 

67 

??????????????????? . 

097 * * 037 

bony 

* * LED 1 

W 

* * 

21 21 * * LED 

. 

äre icidarrers 

LED 
2 

mancini 

Dec . 7 , 2017 Sheet 1 of 8 

maha 

La presentes en las 

091 

1097 

LED 

LED 

90114 
03 
. 

LED 22 " LED 

68 

wwwwwwwwww 

??????? TT * * 

LAANArm 
a 

da 

2 * * 

114212 
144 

22 147 

mi 

mammorarsanger 

WTTTTY4444444orever 
www . 72103 

rrrrrrrFRA 
165 

W 

FIG . 2520 

FIG . 1 

Patent Application Publication 

PGR2023-00016 - Home Depot
Ex. 1009 - Page 2



US 2017 / 0354005 A1 

Sin 

707417TIFFA - FA440 

www . KEKASANAKIRSSI wananmunansanmisanomaan 07 . 031 037 02 

LED 

LED 

LED 

4444444441 - - 
" < < endimento 

rrrrrrrrr 

www 

2012 / 

02 

14 - - - 

4 - 

AV 

1 leto se to Press 

* * 

11 * * * 

LED 

LED 

LED 

LED 

* 

11 : 17 27 : 7eri . 

- seri - serier 

Dec . 7 , 2017 Sheet 2 of 8 

wi 

* * 1 

* 2 

* * 2 

min . 2 * * 2 

retuar 

* * * * M 

ut 

1 

on 

can 

09 . 031 . 

q9€ 

LED 

LED 

LED 

LED 

* 1 

* * 2 * * 2 

* * 2 

2 

LED 

LED 

LED 

LED 
244 2424244 

LED 

LED 

LED 

LED 

+ + + + + + + + + + rit 

24 + 24 24 

244 
WA : AVV . 

* . 434 , A 

- 7PPPP , 

Y 

???? 

meses 
36 

LEO 

LEO 

LED 

. 

LED 

144444 

r - rer : 

a 

24 - - 

sowie 
W 

interroirsriser 
vont 

* 

* * * * * * * * * * * * * * * 

* * 

wwwwwvvvvvvvvvvvv . . . VV . - - - - - - - - - - - - - r - rrrrrrrrrrrrrerW 

WW WWWW 

4414 

- - - - - - rrrrrrrrrr 

H 

urrrrrrrrrrrrrrrr . 

FIG . 3 

Patent Application Publication 

PGR2023-00016 - Home Depot
Ex. 1009 - Page 3



US 2017 / 0354005 A1 

120 VAC 

WWWM 

WYYYYYYYYYvWmvör 
4 444444444444444vwwwvwwwvista 

wwwwwwwwwwwwwwww 
w 

wwwwww 

runninn minninminmainonnan innan niin nominering 

01 18 

wwwwwwwwwwwwwwwwwwwwwwwwwwww 
w 

w wwwoooooooooooooo 

0604066444666666666664444444444444444444444444444444444444446660 
VAN 
w 

???????? 

y 

0 

031 

031 

win 

494 - rrrrir - - , 

Vrrrrrrrrrrrrrrrrr 

VAY AYAYAY XAYionnant 

wwwwwwwwww 

Dec . 7 , 2017 Sheet 3 of 8 

031 

LED 

031 

LED 

LED 

LED 

LED 

22 * * 2 

cor Ecorder 

trecere 

marinarrior 
- . - 4 . 

4V . . 
. 

N 

* 

WY ZE 

091 
092 

091 

LED 

037 

minnan 

LED 

LED 

HD 

YAA * * * * * * * * * * * * * * * * * * * * * * * * * 

* * * * 

* * * * * 

iiriiiiiii VIA 

aroma 

avin7RY : www 

031 
* * * 

037 
T * * * * 

097 
* * * * 

II . 

037 
* 

04444 

037 
* * * * 

Finn 

* 

m rrrrrrrrrrrr 

* * * 

rr * * 4 . 

* * * 

MINA 

XS 

YYYYYYWWWWWWWWWdridi 44444444444444444444444444444444444SAMA - - - 4 * 4 - 
Fri 

t 

z i 

m 

WWWWWYWWVYYYYY 

FIG . 4 

Patent Application Publication 

PGR2023-00016 - Home Depot
Ex. 1009 - Page 4



Patent Application Publication 

YYYYYYYY 

wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwrrrrrrr 
Y YYYYYYYYYYYYYYYYYYyyyyyy 

FIG . 5 

120 VAC 

2M 2 * * 2 * * 2 * 1 

LED 

y444444444444444 
zuvzry 

w 

here 

A 

r 

r 

* * * * 

* 

* 

+ + + + + ft 

+ Five 

. 

* * 

tro 

wwwwwwwwww 

use YPA Ypi 

www 

SE 

2 

2 * * 

2012 * * 2 * * 2 * * 1 

www 

LED LED LED LED 

LED 

LED 
ri 

Toivi : www 

wwww 

W 

yrrrrr 

LED 

LED 

LED 

LED 

RRRRRRRRRRRAAN 

???? 

VAC 

were 

were 

* * * 

Dec . 7 , 2017 Sheet 4 of 8 

PRET PE 1 . 

VARMAALAAAAAM 
Warrervizos ir 

wwwwwwwwwww 
wwww 
wwwwwwwww 

LED 

LED 

LED 

LED 

LED 

LED 

LED 

« 2004 

SA 

wwwm Wymi w 

WIKI 

* * LED 

* * LED * * LED 

LED 

LED * LED 

LED 

LED 

Wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwww 
w w 

* * * 

* 

* 

Fina 

wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwww 
wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwww 
* * * * * * 

* * * * * * * * * * * * 

* 

US 2017 / 0354005 A1 

PGR2023-00016 - Home Depot
Ex. 1009 - Page 5



US 2017 / 0354005 A1 Dec . 7 , 2017 Sheet 5 of 8 Patent Application Publication 

: 
? ?? ???? ? ???? ????? ?? ???? ???????????????? ?????? ?????????????????? 

?? 3 ? 

?? ???? . . . " " " - ??? * ? * 

????? ?? * 
? ?????? 

? ?????? ????? ???? . . . . . . . 

???????????? ?????????? ? ???? ???? 

?? ?? ???? ?????????? 
??????? : ?? rr ??????????? 

??????????? 
4 * * 

. 
? ?????? ? ??????????? 

?????? 
???? 
? ??? ?? ???? ???? ???? ?? ???? ???? 

??? ??? 

??? ?? ? ??? ??????? ??? ?????????? ??? ?? ???? ?? ?? ??? ????? 

? ?? 

?? ???? ????? ???????? iiii ? ? ?? ??? 55 ? 

????? ? ????? ? ??????? ?? ?? ?? ??? ??? ????? ?? ????? ?? ?????????? ? ??? ??? ? ?? ?? ???? ?????? ?? ?? 

? 

????? 
????????????? ??????????????? ? ??? 

??? 
? ? ??? ?? ?? ?? - ???? ????? 

???? - ??? ??? ?? ?? ?? 
? ??????????????????? ?? ????? 

???? ???? 
?? ???? * * * * * * ?? ?? ?? ?? ?? ?? ?? ? ? ???? ???? 111 ???? 

?? ???? 

? 

?????????? ????? ?? ???? ?????????? ????? ??? ?????????? ?? ??? ?? ???????? ??? FIG . 6 
? ??? ? 

???????????????? ? Friski ) ?????? 

??????? ???? 

?? ?? 

1939 ??????? ? 4 
?? ????? 

? ? ??? ??? * * * * * 

? 
????? ??? ???????? ??? ???????? 

PGR2023-00016 - Home Depot
Ex. 1009 - Page 6



US 2017 / 0354005 A1 

a 

inin 
m 

niwmi 
i 

wamininansnasionaawwwwamamman 

wwwwwwwwwwwwwwwwwwwiiiiiiiiiiiiiiiiii 
i 

PRASARANASARAARAAAAAARRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRETARA Amma mammar ATKARATTERIER RAPPORTE 
R ARIA 

mannamma 444444444444444444444444444444444 LED 
www 

mining 

LED 

LED 

LED 

LED 

LED 

LED 

LED 

LED 
* * 

* * 1 2 

namin ang isiniwanining 

n awin 

mena 

m uangan 

tuna 

???????????????? 

LED 

Dec . 7 , 2017 Sheet 6 of 8 

mimiminin 

031 
* * * * 

1 . 

z 

88 

O 

animam bathiniche 
The 

* 

* * 

* 

« ? 

??? 
» 

» 

» 

» ???????? 

mi nion 

nimeni numeron korean 

isieeremindinin atamaran menemani homeownershoriseeritunaheshin 

winterentrenadoresterin www 

minnesinin birinin 
: : wwwwwwwww 

wwwwwwwwwwwwwwwwwwwwwwwww 

037 

037 71 
ir 

LED 

LED 

1 

2 

www 

w 

wwwwww 

031 
* * * 

wwwwwwww wwwwwwww 
w 

I * * * 3 * * 

7 * * * 

* * 

* * 

* * * * 

* * 2 

YYYY 

89 

wwwwwwwwwwwwww 

wwwwwwwwwwwwwww 

09 
1 * * 

685 

097 
* * WW 

w 

+ + + + + + + + + + + + + + + 

+ + + + + + + + + + + + + + 

+ + + + + + + 

# 

????????????????????????????????????????????????????????????? 

TELESCE 

70 

Patent Application Publication 

FIG . 8 

PGR2023-00016 - Home Depot
Ex. 1009 - Page 7



US 2017 / 0354005 A1 

wwwwwwwwwwwwwwwwww 
w 

wwwwwww 

www 

HOLMS AVM wwwvvwvvwvvwvvwvwwww 
wwwmmm 

w * 0000000000000000000000000000000 

wwwww 

wwwwwwwww wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwww 
ww 

6 * 60 * * * * * * * 904666666666666 

www 
w 

w 

* 

* * * * * * * * * 

* * * * * * * 

* 

WS 

MAS 
* * * * * * * 

* * * * * * * 

W 

ÁYAHY4444444444 WWW . 
wwwyor 

Dec . 7 , 2017 Sheet 7 of 8 

037 

037 
* * * * 

037 * * 

037 * * * * 

01 037 037 037 1 * * * * * * * * * an 

| * 

????? ??? ????? ??? ??????? ???? ???? ????? ?????? ????? ???? ??? ???? ?? ??? ?? ???? ?? ??? 
??????????????????????????????????????????????????????????????????? 

AAAAA 
A 

AAA44444444444444444444444 T * * * 
occide 

rriter - - + + - i - 1 - - 1 VTËFFFFFF?F?FFFFFF?FFFFFFFFFFFFFFFFFËRITËËRFORFFFFFFF 

FFFROZ 

rritati iMR 
w 

wwwwwwwwwww 
* * * 031 039 

* * N 

037 

037 

037 

037 

037 

037 

037 
097 * * 

09 

03 

w 

wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwmmmmmmm 
W 

YAYA 

natie manne 

namang na 

0 Lot p 

ern 

MANAMAN 

SISES 

Patent Application Publication 

W 

* * * 

* * * 

* * * 

6 51 

PGR2023-00016 - Home Depot
Ex. 1009 - Page 8



US 2017 / 0354005 A1 

W997 TITTIPPEKARANIWwwwwwwwwwwwwwwwwwwwwww 

REFEREFFA 
WWW 

03 

01 

present 
aminen eine reportiniai batai 

da . st 11 te 
when you are tó ZL ' 91 

_ _ Leo Tour 

- « « 

. . ierinin 
redzsdddddddd24 . 

errrrrrrrrrrrr 

LooL 

* * * * * 

Dec . 7 , 2017 Sheet 8 of 8 

imaannannan 

Friti KAMA MWinninmiwwwwwwwww 

* 

* 

* * * 

* * * * * * KAAAAAAAAAAAAD 

W WWWWW 

96 
non 

097 
* 

037 
T * * * 

097 * * * * * 

037 

037 / 18 

Wireira * * 

YYYYYYYY 

031 

037 

031 

03 

02 
98 * * * 

ririi 

03 
* * 

rrrrrreeder 

B . 

HET 

98 

* * 

196 

76cm 

27 

WWW 

itthu 

18 

UN I 

rrrrrrrrrrrrrrrr 
w 

wwwwwwwwww 
Terra . 
c 

ar 

. wwwww 

96 

< 4144 - - AA - AAMAPPrrrrPPARPRAVYYYYYYYYYYYYYYYYYY . 

L 18 

. < 4444444 

Los 

Patent Application Publication 

LL917 

OL ‘ ON : 

PGR2023-00016 - Home Depot
Ex. 1009 - Page 9



US 2017 / 0354005 A1 Dec . 7 , 2017 

MULTI - VOLTAGE AND 
MULTI - BRIGHTNESS LED LIGHTING 

DEVICES AND METHODS OF USING SAME 

RELATED APPLICATIONS 
[ 0001 ] The application is a continuation of U . S . patent 
application Ser . No . 14 / 172 , 644 , filed Feb . 4 , 2014 , which is 
a continuation of U . S . patent application Ser . No . 13 / 322 , 
796 , filed Nov . 28 , 2011 , which is a national phase appli 
cation of International Application No . PCT / US2010 / 
001597 , filed May 28 , 2010 , which claims priority to U . S . 
Provisional Application No . 61 / 217 , 215 , filed May 28 , 2009 , 
and is a continuation - in - part of U . S . patent application Ser . 
No . 12 / 287 , 267 , filed Oct . 6 , 2008 , which claims the priority 
to U . S . Provisional Application No . 60 / 997 , 771 , filed Oct . 6 , 
2007 ; the contents of each of these applications are 
expressly incorporated herein by reference . 

TECHNICAL FIELD 
[ 0002 ] The present invention generally relates to light 
emitting diodes ( “ LEDs ” ) for AC operation . The present 
invention specifically relates to multiple voltage level and 
multiple brightness level LED devices , packages and lamps . 

FEDERALLY SPONSORED RESEARCH OR 
DEVELOPMENT 

[ 0003 ] None . 
BACKGROUND OF THE INVENTION 

Field of the Invention 
[ 0004 ] The present invention generally relates to light 
emitting diodes ( “ LEDs ” ) for multi - voltage level and / or 
multi - brightness level operation . The present invention spe 
cifically relates to multiple voltage level and multiple bright 
ness level light emitting diode circuits , single chips , pack 
ages and lamps " devices ” for direct AC voltage power 
source operation , bridge rectified AC voltage power source 
operation or constant DC voltage power source operation . 

lighting product . It would also be advantageous to have 
multi - current LED chips and / or packages for LED lamp 
applications in order to provide a means of increasing 
brightness in LED lamps by switching in additional circuits 
just as additional filaments are switched in for standard 
incandescent lamps . 
[ 0008 ] U . S . Pat . No . 7 , 525 , 248 discloses a chip - scale LED 
lamp including discrete LEDs capable of being built upon 
electrically insulative , electrically conductive , or electrically 
semi conductive substrates . Further , the construction of the 
LED lamp enables the lamp to be configured for high 
voltage AC or DC power operation . The LED based solid 
state light emitting device or lamp is built upon an electri 
cally insulating layer that has been formed onto a support 
surface of a substrate . Specifically , the insulating layer may 
be epitaxially grown onto the substrate , followed by an LED 
buildup of an n - type semiconductor layer , an optically active 
layer , and a p - type semiconductor layer , in succession . 
Isolated mesa structure of individual , discrete LEDs is 
formed by etching specific portions of the LED buildup 
down to the insulating layer , thereby forming trenches 
between adjacent LEDs . Thereafter , the individual LEDs are 
electrically coupled together through conductive elements or 
traces being deposited for connecting the n - type layer of one 
LED and the p - type layer of an adjacent LED , continuing 
across all of the LEDs to form the solid - state light emitting 
device . The device may therefore be formed as an integrated 
AC / DC light emitter with a positive and negative lead for 
supplied electrical power . For instance , the LED lamp may 
be configured for powering by high voltage DC power ( e . g . , 
12V , 24V , etc . ) or high voltage AC power ( e . g . , 110 / 120V , 
220 / 240V , etc . ) . 
[ 0009 ] U . S . Pat . No . 7 , 213 , 942 discloses a single - chip 
LED device through the use of integrated circuit technology , 
which can be used for standard high AC voltage ( 110 volts 
for North America , and 220 volts for Europe , Asia , etc . ) 
operation . The single - chip AC LED device integrates many 
smaller LEDs , which are connected in series . The integra 
tion is done during the LED fabrication process and the final 
product is a single - chip device that can be plugged directly 
into house or building power outlets or directly screwed into 
incandescent lamp sockets that are powered by standard AC 
voltages . The series connected smaller LEDs are patterned 
by photolithography , etching ( such as plasma dry etching ) , 
and metallization on a single chip . The electrical insulation 
between small LEDs within a single - chip is achieved by 
etching light emitting materials into the insulating substrate 
so that no light emitting material is present between small 
LEDs . The voltage crossing each one of the small LEDs is 
about the same as that in a conventional DC operating LED 
fabricated from the same type of material ( e . g . , about 3 . 5 
volts for blue LEDs ) . 
[ 0010 ] Accordingly , single chip LEDs have been limited 
and have not been integrated circuits beyond being fixed 
series or fixed parallel circuit configurations until the devel 
opment of AC LEDs . The AC LEDs have still however been 
single circuit , fixed single voltage designs . 
[ 0011 ] . LED packages have historically not been integrated 
circuits beyond being fixed series or fixed parallel circuit 
configurations . 
[ 0012 ] The art is deficient in that it does not provide a 
multi - voltage and / or multi - current circuit monolithically 
integrated on a single substrate which would be advanta 
geous . 

Description of the Related Art 
[ 0005 ] LEDs are semiconductor devices that produce light 
when a current is supplied to them . LEDs are intrinsically 
DC devices that only pass current in one polarity and 
historically have been driven by DC voltage sources using 
resistors , current regulators and voltage regulators to limit 
the voltage and current delivered to the LED . Some LEDs 
have resistors built into the LED package providing a higher 
voltage LED typically driven with 5V DC or 12V DC . 
[ 0006 ] With proper design considerations LEDs may be 
driven more efficiently with direct AC or rectified AC than 
with constant voltage or constant current DC drive schemes . 
[ 0007 ] Some standard AC voltage in the world include 12 
VAC , 24 VAC , 100 VAC , 110 VAC , 120 VAC , 220 VAC , 230 
VAC , 240 VAC and 277 VAC . Therefore , it would be 
advantageous to have a single chip LED or multi - chip single 
LED packages that could be easily configured to operate at 
multiple voltages by simply selecting a voltage and / or 
current level when packaging the multi - voltage and / or 
multi - current single chip LEDs or by selecting a specific 
voltage and / or current level when integrating the LED 
package onto a printed circuit board or within a finished 

PGR2023-00016 - Home Depot
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[ 0019 ] The present invention provides for these advan 
tages and solves the deficiencies in the art . 

[ 0013 ] It would further be advantageous to have a multi 
voltage and / or multi - brightness circuit that can provide 
options in voltage level , brightness level and / or AC or DC 
powering input power preference . 
[ 0014 ] It would further be advantageous to provide mul 
tiple voltage level and / or multiple brightness level light 
emitting LED circuits , chips , packages and lamps “ multi 
voltage and / or multi - brightness LED devices ” that can eas 
ily be electrically configured for at least two forward voltage 
drive levels with direct AC voltage coupling , bridge rectified 
AC voltage coupling or constant voltage DC power source 
coupling . This invention comprises circuits and devices that 
can be driven with more than one AC or DC forward voltage 
“ multi - voltage ” at 6V or greater based on a selectable 
desired operating voltage level that is achieved by electri 
cally connecting the LED circuits in a series or parallel 
circuit configuration and / or more than one level of bright 
ness “ multi - brightness " based on a switching means that 
connects and / or disconnects at least one additional LED 
circuit to and / or from a first LED circuit . The desired 
operating voltage level and / or the desired brightness level 
electrical connection may be achieved and / or completed at 
the LED packaging level when the multi - voltage and / or 
multi - brightness circuits and / or single chips are integrated 
into the LED package , or the LED package may have 
external electrical contacts that match the integrated multi 
voltage and / or multi - brightness circuits and / or single chips 
within , thus allowing the drive voltage level and / or the 
brightness level select - ability to be passed on through to the 
exterior of the LED package and allowing the voltage level 
or brightness level to be selected at the LED package user , 
or the PCB assembly facility , or the end product manufac 
turer . 
[ 0015 ] It would further be advantageous to provide at least 
two integrated circuits having a forward voltage of at least 
12 VAC or 12VDC or greater on a single chip or within a 
single LED package that provide a means of selecting a 
forward voltage when packaging a multi - voltage and / or 
multi - brightness circuit using discrete die ( one LED chip at 
a time ) and wire bonding them into a circuit at the packaging 
level or when packaging one or more multi - voltage and / or 
multi - brightness level single chips within a LED package . 
[ 0016 ] It would further be advantageous to provide multi 
voltage and / or multi - brightness level devices that can pro 
vide electrical connection options for either AC or DC 
voltage operation at preset forward voltage levels of 6V or 
greater . 

[ 0017 ] It would further be advantageous to provide multi 
brightness LED devices that can be switched to different 
levels of brightness by simply switching additional circuits 
on or off in addition to a first operating circuit within a single 
chip and or LED package . This would allow LED lamps to 
switch to higher brightness levels just like 2 - way or 3 - way 
incandescent lamps do today . 
[ 0018 ] The benefits of providing multi - voltage circuits of 
6V or greater on a single chip is that an LED packager can 
use this single chip as a platform to offer more than one LED 
packaged product with a single chip that addresses multiple 
voltage levels for various end customer design requirements . 
This also increase production on a single product for the chip 
maker and improves inventory control . This also improves 
buying power and inventory control for the LED packager 
when using one chip . 

SUMMARY OF THE INVENTION 
10020 ] According to one aspect of the invention at least 
two single voltage AC LED circuits are formed on a single 
chip or on a substrate providing a multi - voltage AC LED 
device for direct AC power operation . Each single voltage 
AC LED circuit has at least two LEDs connected to each 
other in opposing parallel relation . 
[ 0021 ] According to another aspect of the invention , each 
single voltage AC LED circuit is designed to be driven with 
a predetermined forward voltage of at least 6 VAC and 
preferably each single voltage AC LED circuit has a match 
ing forward voltage of 6 VAC , 12 VAC , 24 VAC , 120 VAC , 
or other AC voltage levels for each single voltage AC LED 
circuit . 
[ 0022 ] According to another aspect of the invention , each 
multi - voltage AC LED device would be able to be driven 
with at least two different AC forward voltages resulting in 
a first forward voltage drive level by electrically connecting 
the two single voltage AC LED circuits in parallel and a 
second forward voltage drive level by electrically connect 
ing the at least two single voltage level AC LED circuits in 
series . By way of example , the second forward voltage drive 
level of the serially connected AC LED circuits would be 
approximately twice the level of the first forward voltage 
drive level of the parallel connected AC LED circuits . The 
at least two parallel connected AC LED circuits would be 
twice the current of the at least two serially connected AC 
LED circuits . In either circuit configuration , the brightness 
would be approximately the same with either forward volt 
age drive selection of the multi - voltage LED device . 
[ 0023 ] According to another aspect of the invention , at 
least two single voltage series LED circuits , each of which 
have at least two serially connected LEDs , are formed on a 
single chip or on a substrate providing a multi - voltage AC or 
DC operable LED device . 
[ 0024 ] According to another aspect of the invention , each 
single voltage series LED circuit is designed to be driven 
with a predetermined forward voltage of at least 6V AC or 
DC and preferably each single voltage series LED circuit 
has a matching forward voltage of 6V , 12V , 24V , 120V , or 
other AC or DC voltage levels . By way of example , each 
multi - voltage AC or DC LED device would be able to be 
driven with at least two different AC or DC forward voltages 
resulting in a first forward voltage drive level by electrically 
connecting the two single voltage series LED circuits in 
parallel and a second forward voltage drive level by elec 
trically connecting the at least two single voltage level series 
LED circuits in series . The second forward voltage drive 
level of the serially connected series LED circuits would be 
approximately twice the level of the first forward voltage 
drive level of the parallel connected series LED circuits . The 
at least two parallel connected series LED circuits would be 
twice the current of the at least two serially connected series 
LED circuits . In either circuit configuration , the brightness 
would be approximately the same with either forward volt 
age drive selection of the multi - voltage series LED device . 
[ 0025 ] According to another aspect of the invention , at 
least two single voltage AC LED circuits are formed on a 
single chip or on a substrate providing a multi - voltage 
and / or multi - brightness AC LED device for direct AC power 
operation . 
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[ 0026 ] According to another aspect of the invention , each 
single voltage AC LED circuit has at least two LEDs 
connected to each other in opposing parallel relation . Each 
single voltage AC LED circuit is designed to be driven with 
a predetermined forward voltage of at least 6 VAC and 
preferably each single voltage AC LED circuit has a match 
ing forward voltage of 6 VAC , 12 VAC , 24 VAC , 120 VAC , 
or other AC voltage levels for each single voltage AC LED 
circuit . The at least two AC LED circuits within each 
multi - voltage and / or multi current AC LED device would be 
left able to be driven with at least two different AC forward 
voltages resulting in a first forward voltage drive level by 
electrically connecting the two single voltage AC LED 
circuits in parallel and a second forward voltage drive level 
by electrically connecting the at least two single voltage 
level AC LED circuits in series . The second forward voltage 
drive level of the serially connected AC LED circuits would 
be approximately twice the level of the first forward voltage 
drive level of the parallel connected AC LED circuits . The 
at least two parallel connected AC LED circuits would be 
twice the current of the at least two serially connected AC 
LED circuits . In either circuit configuration , the brightness 
would be approximately the same with either forward volt 
age drive selection of the multi - voltage LED device . 
[ 0027 ] According to another aspect of the invention at 
least two single voltage LED circuits are formed on a single 
chip or on a substrate , and at least one bridge circuit made 
of LEDs is formed on the same single chip or substrate 
providing a multi - voltage and / or multi - brightness LED 
device for direct DC power operation . Each single voltage 
LED circuit has at least two LEDs connected to each other 
in series . Each single voltage LED circuit is designed to be 
driven with a predetermined forward voltage and preferably 
matching forward voltages for each circuit such as 12VDC , 
24VDC , 120VDC , or other DC voltage levels for each single 
voltage LED circuit . Each multi - voltage and / or multi - bright 
ness LED device would be able to be driven with at least two 
different DC forward voltages resulting in a first forward 
voltage drive level when the two single voltage LED circuits 
are connected in parallel and a second forward voltage drive 
level that is twice the level of the first forward voltage drive 
level when the at least two LED circuits are connected in 
series . 
[ 0028 ] According to another aspect of the invention at 
least two single voltage LED circuits are formed on a single 
chip or on a substrate providing a multi - voltage and / or 
multi - brightness LED device for direct DC power operation . 
Each single voltage LED circuit has at least two LEDs 
connected to each other in series . Each single voltage LED 
circuit is designed to be driven with a predetermined for 
ward voltage and preferably matching forward voltages for 
each circuit such as 12 VAC , 24 VAC , 120 VAC , or other DC 
voltage levels for each single voltage LED circuit . Each 
multi - voltage and / or multi - brightness LED device would be 
able to be driven with at least two different DC forward 
voltages resulting in a first forward voltage drive level when 
the two single voltage LED circuits are connected in parallel 
and a second forward voltage drive level that is twice the 
level of the first forward voltage drive level when the at least 
two LED circuits are connected in series . 
[ 0029 ] According to another aspect of the invention at 
least two single voltage LED circuits are formed on a single 
chip or on a substrate , and at least one bridge circuit made 
of LEDs is formed on the same single chip or substrate 

providing a multi - voltage and / or multi - brightness LED 
device for direct DC power operation . Each single voltage 
LED circuit has at least two LEDs connected to each other 
in series . Each single voltage LED circuit is designed to be 
driven with a predetermined forward voltage and preferably 
matching forward voltages for each circuit such as 12VDC , 
24VDC , 120VDC , or other DC voltage levels for each single 
voltage LED circuit . Each multi - voltage and / or multi - bright 
ness LED device would be able to be driven with at least two 
different DC forward voltages resulting in a first forward 
voltage drive level when the two single voltage LED circuits 
are connected in parallel and a second forward voltage drive 
level that is twice the level of the first forward voltage drive 
level when the at least two LED circuits are connected in 
series . 
[ 0030 ] According to another aspect of the invention a 
multi - voltage and / or multi - current AC LED circuit is inte 
grated within a single chip LED . Each multi - voltage and / or 
multi - current single chip AC LED LED comprises at least 
two single voltage AC LED circuits . Each single voltage AC 
LED circuit has at least two LEDs in anti - parallel configu 
ration to accommodate direct AC voltage operation . Each 
single voltage AC LED circuit may have may have at least 
one voltage input electrical contact at each opposing end of 
the circuit or the at least two single voltage AC LED circuits 
may be electrically connected together in series on the single 
chip and have at least one voltage input electrical contact at 
each opposing end of the two series connected single voltage 
AC LED circuits and one voltage input electrical contact at 
the center junction of the at least two single voltage AC LED 
circuits connected in series . The at least two single voltage 
AC LED circuits are integrated within a single chip to form 
a multi - voltage and / or multi - current single chip AC LED . 
10031 ] According to another aspect of the invention , at 
least one multi - voltage and / or multi - brightness LED devices 
may be integrated within a LED lamp . The at least two 
individual LED circuits within the multi - voltage and / or 
multi - brightness LED device ( s ) may be wired in a series or 
parallel circuit configuration by the LED packager during 
the LED packaging process thus providing for at least two 
forward voltage drive options , for example 12 VAC and 24 
VAC or 120 VAC and 240 VAC that can be selected by the 
LED packager . 
[ 0032 ] According to another aspect of the invention a 
multi - voltage and / or multi - current AC LED package is 
provided , comprising at least one multi - voltage and / or 
multi - current single chip AC LED integrated within a LED 
package . The multi - voltage and / or multi - current AC LED 
package provides matching electrical connectivity pads on 
the exterior of the LED package to the electrical connectiv 
ity pads of the at least one multi - voltage and / or multi - current 
single chip AC LED integrated within the LED package thus 
allowing the LED package user to wire the multi - voltage 
and / or multi - current AC LED package into a series or 
parallel circuit configuration during the PCB assembly pro 
cess or final product integration process and further provid 
ing a AC LED package with at least two forward voltage 
drive options . 
100331 . According to another aspect of the invention mul 
tiple individual discrete LED chips are used to form at least 
one multi - voltage and / or multi - current AC LED circuit 
within a LED package thus providing a multi - voltage and / or 
multi current AC LED package . Each multi - voltage and / or 
multi - current AC LED circuit within the package comprises 
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[ 0047 ] FIG . 10 shows a schematic view of a preferred 
embodiment of the invention ; 
0048 ] FIG . 11 shows a schematic view of a preferred 
embodiment of the invention ; and , 
[ 0049 ] FIG . 12 shows a schematic view of a preferred 
embodiment of the invention ; 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

at least two single voltage AC LED circuits . Each single 
voltage AC LED circuit has at least two LEDs in anti 
parallel configuration to accommodate direct AC voltage 
operation The LED package provides electrical connectivity 
pads on the exterior of the LED package that match the 
electrical connectivity pads of the at least two single voltage 
AC LED circuits integrated within the multi - voltage and / or 
multi - current AC LED package thus allowing the LED 
package to be wired into a series or parallel circuit configu 
ration during the PCB assembly process and further provid 
ing a LED package with at least two forward voltage drive 
options . 
( 0034 ) According to another aspect of the invention a 
multi - voltage and / or multi - current single chip AC LED 
and / or multi - voltage and / or multi current AC LED package 
is integrated within an LED lamp . The LED lamp having a 
structure that comprises a heat sink , a lens cover and a 
standard lamp electrical base . The multi - voltage and / or 
multi - current single chip AC LED and / or package is con 
figured to provide a means of switching on at least one 
additional single voltage AC LED circuit within multi 
voltage and / or multi - current AC LED circuit to provide 
increased brightness from the LED lamp . 
[ 0035 ] . According to anther broad aspect of the invention 
at least one multi - current AC LED single chip is integrated 
within a LED package . 
[ 0036 ] According to another aspect of the invention , at 
least one single chip multi - current LED bridge circuit is 
integrated within a LED lamp having a standard lamp base . 
The single chip multi - current LED bridge circuit may be 
electrically connected together in parallel configuration but 
left open to accommodate switching on a switch to the more 
than one on the single chip and have at least one accessible 
electrical contact at each opposing end of the two series 
connected circuits and one accessible electrical contact at 
the center junction of the at least two individual serially 
connected LED circuits . The at least two individual circuits 
are integrated within a single chip . 
[ 0037 ] According to another aspect of the invention When 
the at least two circuits are left unconnected on the single 
chip and provide electrical pads for connectivity during the 
packaging process , the LED packager may wire them into 
series or parallel connection based on the desired voltage 
level specification of the end LED package product offering . 

[ 0050 ] FIG . 1 discloses a schematic diagram of a multi 
voltage and / or multi - brightness LED lighting device 10 . The 
multi - voltage and / or multi - brightness LED lighting device 
10 comprises at least two AC LED circuits 12 configured in 
a imbalanced bridge circuit , each of which have at least two 
LEDs 14 . The at least two AC LED circuits have electrical 
contacts 16a , 166 , 16c , and 16d at opposing ends to provide 
various connectivity options for an AC voltage source input . 
For example , if 16a and 16c are electrically connected 
together and 165 and 16d are electrically connected together 
and one side of the AC voltage input is applied to 16a and 
16c and the other side of the AC voltage input is applied to 
16b and 16d , the circuit becomes a parallel circuit with a first 
operating forward voltage . If only 16a and 16c are electri 
cally connected and the AC voltage inputs are applied to 
electrical contacts 16b and 16d , a second operating forward 
voltage is required to drive the single chip 18 . The single 
chip 18 may also be configured to operate at more than one 
brightness level “ multi - brightness " by electrically connect 
ing for example 16a and 16b and applying one side of the 
line of an AC voltage source to 16a ad 16b and individually 
applying the other side of the line from the AC voltage 
source a second voltage to 26b and 26c . 
[ 0051 ] FIG . 2 discloses a schematic diagram of a multi 
voltage and / or multi - brightness LED lighting device 20 
similar to the multi - voltage and / or multi - brightness LED 
lighting device 10 described above in FIG . 1 . The at least 
two AC LED circuits 12 are integrated onto a substrate 22 . 
The at least two AC LED circuits 12 configured in a 
imbalanced bridge circuit , each of which have at least two 
LEDs 14 . The at least two AC LED circuits have electrical 
contacts 16a , 166 , 16c , and 16d on the exterior of the 
substrate 22 and can be used to electrically configure and / or 
control the operating voltage and / or brightness level of the 
multi - voltage and / or multi - brightness LED lighting device . 
10052 ] FIG . 3 discloses a schematic diagram of a multi 
voltage and / or multi - brightness LED lighting device 30 
similar to the multi - voltage and / or multi - brightness LED 
lighting device 10 and 20 described in FIGS . 1 and 2 . The 
multi - voltage and / or multi - brightness LED lighting device 
30 comprises at least two AC LED circuits 32 having at least 
two LEDs 34 connected in series and anti - parallel configu 
ration . The at least two AC LED circuits 32 have electrical 
contacts 36a , 365 , 36c , and 36d at opposing ends to provide 
various connectivity options for an AC voltage source input . 
For example , if 36a and 36c are electrically connected 
together and 36b and 36d are electrically connected together 
and one side of the AC voltage input is applied to 36a and 
36c and the other side of the AC voltage input is applied to 
36b and 36d , the circuit becomes a parallel circuit with a first 
operating forward voltage . If only 36a and 36c are electri 
cally connected and the AC voltage inputs are applied to 
electrical contacts 36b and 36d , a second operating forward 
voltage is required to drive the multi - voltage and / or multi 
brightness lighting device 30 . The multi - voltage and / or 

BRIEF DESCRIPTION OF THE DRAWINGS 
[ 0038 ] FIG . 1 shows a schematic view of a preferred 
embodiment of the invention ; 
[ 0039 ] FIG . 2 shows a schematic view of a preferred 
embodiment of the invention ; 
10040 ] FIG . 3 shows a schematic view of a preferred 
embodiment of the invention ; 
[ 0041 ] FIG . 4 shows a schematic view of a preferred 
embodiment of the invention ; 
[ 0042 ] FIG . 5 shows a schematic view of a preferred 
embodiment of the invention ; 
[ 0043 ] FIG . 6 shows a schematic view of a preferred 
embodiment of the invention ; 
[ 0044 ] FIG . 7 shows a schematic view of a preferred 
embodiment of the invention ; 
[ 0045 ] FIG . 8 shows a schematic view of a preferred 
embodiment of the invention ; 
[ 0046 ] FIG . 9 shows a schematic view of a preferred 
embodiment of the invention ; 
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multi - brightness lighting device 30 may be a monolithically 
integrated single chip 38 , a monolithically integrated single 
chip integrated within a LED package 38 or a number of 
individual discrete die integrated onto a substrate 38 to form 
a multi - voltage and / or multi - brightness lighting device 30 . 
[ 0053 ] FIG . 4 discloses a schematic diagram of the same 
multi - voltage and / or multi - brightness LED device 30 as 
described in FIG . 3 having the at least two AC LED circuits 
32 connected in parallel configuration to an AC voltage 
source and operating at a first forward voltage . A resistor 40 
may be used to limit current to the multi - voltage and / or 
multi - brightness LED lighting device 30 . 
[ 0054 ] FIG . 5 discloses a schematic diagram of the same 
multi - voltage and / or multi - brightness LED device 30 as 
described in FIG . 3 having the at least two AC LED circuits 
32 connected in series configuration to an AC voltage source 
and operating at a second forward voltage that is approxi 
mately two times greater than the first forward voltage of the 
parallel circuit as described in FIG . 4 . A resistor may be used 
to limit current to the multi - voltage and / or multi - brightness 
LED lighting device . 
10055 ] FIG . 6 discloses a schematic diagram of a multi 
voltage and / or multi - brightness LED lighting device 50 . The 
multi - voltage and / or multi - brightness LED lighting device 
50 comprises at least two AC LED circuits 52 , each of which 
have at least two LEDs 54 in series and anti - parallel relation . 
The at least two AC LED circuits 52 have at least three 
electrical contacts 56a , 56b and 56c . The at least two AC 
LED circuits 52 are electrically connected together in par 
allel at one end 56a and left unconnected at the opposing 
ends of the electrical contacts 565 and 56c . One side of an 
AC voltage source line is electrically connected to 56a and 
the other side of an AC voltage source line is individually 
electrically connected to 565 and 56c with either a fixed 
connection or a switched connection thereby providing a 
first brightness when AC voltage is applied to 56a and 56b 
and a second brightness when an AC voltage is applied to 
56a , 56b and 56c . It is contemplated that the multi - voltage 
and / or multi - brightness LED lighting device 50 is a single 
chip , an LED package , an LED assembly or an LED lamp . 
The multi - brightness switching capability . 
[ 0056 ] FIG . 7 discloses a schematic diagram similar to the 
multi - voltage and / or multi - brightness LED device 50 shown 
in FIG . 6 integrated within a lamp 58 and connected to a 
switch 60 to control the brightness level of the multi - voltage 
and / or multi - brightness LED lighting device 50 . 
[ 0057 ] FIG . 8 discloses a schematic diagram a multi 
brightness LED lighting device 62 having at least two bridge 
rectified 68 series LED circuits 69 . Each of the at least two 
bridge rectified 68 series LED circuits 69 that are connected 
to and rectified with an LED bridge circuit 68 comprising 
four LEDs 70 configured in a bridge circuit 68 . The at least 
two bridge rectified 68 series LED circuits 69 have at least 
two LEDs 71 connected in series and electrical contacts 72a , 
726 and 72c . When one side of an AC voltage is applied to 
72a and the other side of an AC voltage line is applied to 726 
and 72c individually , the brightness level of the multi 
brightness LED lighting device 62 can be increased and / or 
decreased I a fixed manner or a switching process . 
[ 0058 ] FIG . 9 discloses a schematic diagram the multi 
brightness LED lighting device 62 as shown above in FIG . 
8 with a switch 74 electrically connected between the 
multi - brightness LED lighting device 62 and the AC voltage 
source 78 . 

[ 0059 ] FIG . 9 discloses a schematic diagram of at least 
two single voltage LED circuits integrated with a single chip 
or within a substrate and forming a multi - voltage and / or 
multi - brightness LED device . 
[ 0060 ] FIG . 10 discloses a schematic diagram of a single 
chip LED bridge circuit 80 having four LEDs 81 configured 
into a bridge circuit and monolithically integrated on a 
substrate 82 . The full wave LED bridge circuit has electrical 
contacts 86 to provide for AC voltage input connectivity and 
DC voltage output connectivity . 
[ 0061 ] FIG . 11 discloses a schematic diagram of another 
embodiment of a single chip multi - voltage and / or multi 
brightness LED lighting device 90 . The multi - voltage and / or 
multi - brightness LED lighting device 90 has at least two 
series LED circuits 92 each of which have at least two LEDs 
94 connected in series . The at least two series LED circuits 
92 have electrical contacts 96 at opposing ends to provide a 
means of electrical connectivity . The at least two series LED 
circuits are monolithically integrated into a single chip 98 . 
The electrical contacts 96 are used to wire the at least two 
series LEDs circuit 92 into a series circuit , a parallel circuit 
or an AC LED circuit all within a single chip . 
[ 0062 ] FIG . 12 discloses a schematic diagram of the same 
multi - voltage and / or multi - brightness LED lighting device 
90 as shown above in FIG . 11 . The multi - voltage and / or 
multi - brightness LED lighting device 90 has at least two 
series LED circuits 92 each of which have at least two LEDs 
94 connected in series . The at least two series LED circuits 
can be monolithically integrated within a single chip or 
discrete individual die can be integrated within a substrate to 
form an LED package 100 . The LED package 100 has 
electrical contacts 102 that are used to wire the at least two 
series LEDs circuit into a series circuit , a parallel circuit or 
in anti - parallel to form an AC LED circuit all within a single 
LED package . 
What is claimed is : 
1 . An LED lighting device comprising : 
at least two LED circuits , each LED circuit having 

opposing ends and at least two LEDs ; 
at least four voltage input electrical contacts , the at least 

four voltage input electrical contacts being configured 
so that each opposing end of each of the at least two 
circuits has one voltage input electrical contact con 
nected thereto , 

wherein , each of the at least two LED circuits are elec 
trically unconnected from each other . 

2 . The LED lighting device of claim 1 wherein each of the 
at least two LED circuits include at least two LEDs con 
nected in series . 

3 . The LED lighting device of claim 1 wherein each of the 
at least two LED circuits are arranged in a bridge circuit 
having at least one LED connected across the outputs . 

4 . The LED lighting device of claim 1 wherein the at least 
two LEDs in each of the at least two LED circuits are 
connected in an anti - parallel manner . 

5 . The LED lighting device of claim 4 wherein the at least 
four voltage input electrical contacts are configured such 
that 

a first voltage input electrical contact is connected to 
an anode of one LED in a first of the at least two LED 

circuits ; and 
a cathode of one LED in the first of the at least two LED 

circuits ; 
a second voltage input electrical contact is connected to 
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an anode of one LED in the first of the at least two LED 
circuits ; and 

a cathode of one LED in the first of the at least two LED 
circuits ; 

a third voltage input electrical contact is connected to 
an anode of one LED in a second of the at least two 
LED circuits ; and 

a cathode of one LED in the second of the at least two 
LED circuits ; 

a fourth voltage input electrical contact is connected to 
an anode of one LED in the second of the at least two 
LED circuits ; and 

a cathode of one LED in the second of the at least two 
LED circuits ; 

wherein the first voltage input electrical contact is con 
nected to a different anode and a different cathode than 
the second voltage input electrical contact , and the third 
voltage input electrical contact is connected to a dif 
ferent anode and a different cathode than the fourth 
voltage input electrical contact . 

6 . The LED lighting device of claim 5 wherein the at least 
two circuits may be connected in 

a series relationship 
by connecting the first voltage input electrical contact 

to a first output of a power supply , 
connecting the third voltage input electrical contact to 

a second output of a power supply , 
and connecting the second voltage input electrical 

contact and the fourth voltage input electrical contact 
to each other ; or a parallel relationship 

by connecting the first voltage input electrical contact 
and the third voltage input electrical contact to a first 
output of a power supply , and 

and the second voltage input electrical contact and the 
fourth voltage input electrical contact to a second 
output of a power supply . 

7 . The LED lighting device of claim 1 wherein the LED 
lighting device is an LED package . 

8 . The LED lighting device of claim 7 wherein the at least 
two LED circuits are connected in series or parallel utilizing 
the at least four voltage electrical input contacts within the 
LED package . 

9 . The LED lighting device of claim 1 wherein the at least 
two LEDs forming each of the at least two LED circuits are 
discrete die integrated on a substrate . 

10 . The LED lighting device of claim 1 wherein the LED 
lighting device is an LED assembly of discretely packaged 
LEDs . 

11 . A multi - brightness LED lighting device comprising : 
at least two LED circuits , each comprising at least two 
LEDs , the at least two LEDs in each circuit being 
connected in a either a series , parallel or opposing 
parallel relationship to each other , the at least two LED 
circuits being independently controllable so that more 
than one level of brightness can be provided by the at 
least two LED circuits . 

12 . The multi - brightness lighting device of claim 11 being 
connected to a switch . 

13 . The multi - brightness lighting device of claim 12 
wherein the switch is connected to each of the at least two 
LED circuits such that each of the at least two LED circuits 
are independently controlled by the switch . 

14 . The multi - brightness lighting device of claim 12 
wherein the switch is connected to each of the at least two 
LED circuits such that the switch can electrically connect 
each of the at least two LED circuits in either a series or 
parallel connection . 

15 . The multi - brightness LED lighting device of claim 11 , 
wherein the at least two LED circuits are integrated into a 
lamp . 

* * * * * 
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