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SMALL FORM FACTOR FIBER OPTIC
CONNECTOR WITH MULTI-PURPOSE
BOOT ASSEMBLY

RELATED APPLICATIONS

[0001] This application claims priority to U.S. Patent
Application 62/649,539 titled “Micro Connector with Multi-
Purpose Boot”, filed on Mar. 28, 2018; and further claims
priority to U.S. patent with Ser. No. 16/103,555 filed on Aug.
14, 2018 entitled “Ultra-Small Form Factor Optical Con-
nectors Using A Push-Pull Boot Receptacle Release”, which
is a continuation in-part of U.S. patent application Ser. No.
16/035,691 filed Jul. 15, 2018, entitled “Ultra-Small Factor
Optical Connectors”, which claims priority from U.S. Pro-
visional Application Ser. No. 62/588,276 filed Nov. 17,
2017; U.S. Provisional Application Ser. No. 62/549,655 filed
Aug. 24, 2017; and U.S. Provisional Application Ser. No.
62/532,710 filed Jul. 14, 2017 all of the above applications
are incorporated by reference in this non-provisional patent
application.

FIELD OF THE INVENTION

[0002] The present disclosure relates generally to ultra-
small form factor optical connectors, termed “micro optical
connectors,” and related connections within adapters and
optical transceivers.

BACKGROUND

[0003] The prevalence of the Internet has led to unprec-
edented growth in communication networks. Consumer
demand for service and increased competition has caused
network providers to continuously find ways to improve
quality of service while reducing cost.

[0004] Certain solutions have included deployment of
high-density interconnect panels. High-density interconnect
panels may be designed to consolidate the increasing vol-
ume of interconnections necessary to support the fast-
growing networks into a compacted form factor, thereby
increasing quality of service and decreasing costs such as
floor space and support overhead. However, room for
improvement in the area of data centers, specifically as it
relates to fiber optic connects, still exists. For example,
manufacturers of connectors and adapters are always look-
ing to reduce the size of the devices, while increasing ease
of deployment, robustness, and modifiability after deploy-
ment. In particular, more optical connectors may need to be
accommodated in the same footprint previously used for a
smaller number of connectors in order to provide backward
compatibility with existing data center equipment. For
example, one current footprint is known as the small form-
factor pluggable transceiver footprint (SFP). This footprint
currently accommodates two LC-type ferrule optical con-
nections. However, it may be desirable to accommodate four
optical connections (two duplex connections of transmit/
receive) within the same footprint. Another current footprint
is the quad small form-factor pluggable (QSFP) transceiver
footprint. This footprint currently accommodates four LC-
type ferrule optical connections. However, it may be desir-
able to accommodate eight optical connections of LC-type
ferrules (four duplex connections of transmit/receive) within
the same footprint.

[0005] In communication networks, such as data centers
and switching networks, numerous interconnections
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between mating connectors may be compacted into high-
density panels. Panel and connector producers may optimize
for such high densities by shrinking the connector size
and/or the spacing between adjacent connectors on the
panel. While both approaches may be effective to increase
the panel connector density, shrinking the connector size
and/or spacing may also increase the support cost and
diminish the quality of service.

[0006] In a high-density panel configuration, adjacent
connectors and cable assemblies may obstruct access to the
individual release mechanisms. Such physical obstructions
may impede the ability of an operator to minimize the
stresses applied to the cables and the connectors. For
example, these stresses may be applied when the user
reaches into a dense group of connectors and pushes aside
surrounding optical fibers and connectors to access an
individual connector release mechanism with his/her thumb
and forefinger. Overstressing the cables and connectors may
produce latent defects, compromise the integrity and/or
reliability of the terminations, and potentially cause serious
disruptions to network performance.

[0007] While an operator may attempt to use a tool, such
as a screwdriver, to reach into a dense group of connectors
and activate a release mechanism, adjacent cables and
connectors may obstruct the operator’s line of sight, making
it difficult to guide the tool to the release mechanism without
pushing aside the adjacent cables. Moreover, even when the
operator has a clear line of sight, guiding the tool to the
release mechanism may be a time-consuming process. Thus,
using a tool may not be effective at reducing support time
and increasing the quality of service.

BRIEF DESCRIPTION OF THE DRAWINGS

[0008] FIG. 1 is an exploded view of a micro optical
connector improved according to disclosed embodiments of
push/pull and polarity change in present invention.

[0009] FIGS. 2-4 depict a technique polarity changing of
the micro connector of FIG. 1

[0010] FIGS. 5-8 depict polarity changing according to an
another embodiment of the present invention of a micro-
connector.

[0011] FIG. 9-11 depict inserting the micro-connector of
FIG. 1 into an adapter.

[0012] FIG. 12 is a perspective view of a front body
according to an embodiment of the present invention.
[0013] FIG. 13 is a perspective view of another embodi-
ment of an adapter hook and alignment assembly.

[0014] FIG. 14 is a perspective view of micro connectors
of FIG. 1 inserted into an adapter.

[0015] FIG. 15 is a perspective rear view of a group of
micro connectors of FIG. 14.

[0016] FIG. 16 is a perspective view of a micro connector
with multi-purpose push/pull—rotatable boot (FIG. 17) for
insert/removal of connector from adapter and for polarity
change.

[0017] FIG. 17 is a perspective view of multi-purpose
rotatable boot assembly with an alignment and offset key
releasable attached to the boot assembly.

[0018] FIG. 18 is a perspective view of an outer housing
of the micro connector of FIG. 16.

[0019] FIG. 19 is a perspective view of front body and
boot removed from FIG. 18 outer housing.

[0020] FIG. 20 is a perspective view of the micro connec-
tor in a first polarity position.
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[0021] FIG. 21 is a perspective view of the connector of
FIG. 20 being rotated in direction “R” to a second polarity.
[0022] FIG. 22 depicts micro connector of FIG. 20 being
rotated further to the second polarity.

[0023] FIG. 23 depicts micro connector of FIG. 20 in the
second polarity.

[0024] FIG. 24 is side view of micro connector of FIG. 16
with a cross section cut “A-A”.

[0025] FIG. 25 is a view along cross section cut “A-A” of
the micro connector of FIG. 16 in a first polarity position.
[0026] FIG. 26 is an end view of the boot assembly
illustrating an opening for fiber optic cabling.

[0027] FIG. 27 is a perspective view of end of a back body,
with fiber optic cabling.

[0028] FIG. 28 is perspective view along cross section
“A-A” at a start of boot rotation to change a micro connector
from a first polarity to a second polarity.

[0029] FIG. 29 is perspective view along cross section
“A-A” in furtherance of boot rotation to change the micro
connector from a first polarity to a second polarity.

[0030] FIG. 30 is a perspective view of the micro connec-
tor in furtherance of boot rotation.

[0031] FIG. 31 is a perspective view along cross section
“A-A” just prior to completion to a second polarity of the
micro connector.

[0032] FIG. 32 is a perspective view of the micro connec-
tor just prior to completion to a second polarity.

[0033] FIG. 33 is a perspective view along cross section
“A-A” of micro connector FIG. 16 in a second polarity
position.

[0034] FIG. 34 is a perspective view along a longitudinal
cross section of a micro connector of FIG. 16, latched into
an adapter receptacle with multi-purpose rotatable boot
assembly biased forward or pushed in.

[0035] FIG. 35 is a perspective view of FIG. 34 as
multi-purpose rotatable boot assembly is partially pulled in
direction “P”.

[0036] FIG. 36 is a perspective view of FIG. 34 as
multi-purpose rotatable boot assembly (FIG. 17) is release
from adapter hook but still under influence of pulling force
“p~.

[0037] FIG. 37 is perspective view of a micro connector
with another push/pull release embodiment incorporated
therein.

[0038] FIG. 38 is an exploded view of FIG. 37 connector.
[0039] FIG. 39 is a side perspective inner view of a micro
connector of FIG. 37 without an outer housing.

[0040] FIG. 40 is a cross-section view of connector of
FIG. 37 latched into a receptacle.

[0041] FIG. 41 is a cross-section view of connector of
FIG. 37 partial removed using push/pull release boot accord-
ing to the present invention.

[0042] FIG. 42 is a cross-section view of connector of
FIG. 37 released from an adapter receptacle.

[0043] FIG. 43 is an exploded view of another embodi-
ment of a micro connector with a releasably attached clip
defining a first and a second polarity.

[0044] FIG. 44 is an assembly view of the micro connector
of FIG. 43 in a first polarity.

[0045] FIG. 45 is an assembled view of the micro con-
nector of FIG. 43 in a second polarity.
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DETAILED DESCRIPTION

[0046] The following terms shall have, for the purposes of
this application, the respective meanings set forth below.
[0047] A connector, as used herein, refers to a device
and/or components thereof that connects a first module or
cable to a second module or cable. The connector maybe
configured for fiber optic transmission or electrical signal
transmission. The connector may be any suitable type now
known or later developed, such as, for example, a ferrule
connector (FC), a fiber distributed data interface (FDDI)
connector, an L.C connector, a mechanical transfer (MT)
connector, a square connector (SC) connector, an SC duplex
connector, or a straight tip (ST) connector. The connector
maybe generally defined by a connector housing body. In
some embodiments, the housing body may incorporate any
or all of the components described herein.

[0048] A “fiber optic cable” or an “optical cable” refers to
a cable containing one or more optical fibers for conducting
optical signals in beams of light. The optical fibers can be
constructed from any suikeyle transparent material, includ-
ing glass, fiberglass, and plastic. The cable can include a
jacket or sheathing material surrounding the optical fibers.
In addition, the cable can be connected to a connector on one
end or on both ends of the cable.

[0049] Various embodiments described herein generally
provide a remote release mechanism such that a user can
remove cable assembly connectors that are closely spaced
together on a high density panel without damaging sur-
rounding connectors, accidentally disconnecting surround-
ing connectors, disrupting transmissions through surround-
ing connectors, and/or the like. Various embodiments also
provide narrow pitch L.C duplex connectors and narrow
width multi-fiber connectors, for use, for example, with
future narrow pitch LC SFPs and future narrow width SFPs.
The remote release mechanisms allow use of the narrow
pitch LC duplex connectors and narrow width multi-fiber
connectors in dense arrays of narrow pitch LC SFPs and
narrow width multi-fiber SFPs.

[0050] FIG. 1 depicts an embodiment of micro optical
connector 2100, shown in exploded view. Micro optical
connector 2100 may include outer housing 2101, front body
2102, one or more ferrules 2103, one or more ferrule flanges
2104, one or more springs 2133, back body 2106, the latter
has a wing 2106.1 on the top and bottom of the body, the
wing 2106.1 is secured within an opening 2119 at a distal
end of front body 2102, back post 2107, crimp ring 2108,
and boot 2109. Front body 2102 side walls are open not
closed, a channel 2194 for aligning ferrule flanges 2104, and
an alignment sleeve opening 2113 to accept ferrule 2103.
Outer housing 2101 may include a longitudinal bore for
accommodating front body 2102 and ferrule 2103, springs
2133 and back body 2106, connector alignment key 2105
used during interconnection, connector flap 2101.1 and an
optional pull key 2110 to facilitate removal of connector
2100 when connected in a dense array of optical connectors.
Optionally, the ferrules may be LC-type ferrules having an
outer diameter of 1.25 mm. Connector flap 2101.1 secures
front body 2102 within outer housing 2101. Alignment key
2105 is also used as blocking structure to indicated connec-
tor polarity orientation as disclosed herein. Polarity is deter-
mined by the ferrules 9203 (Refer to FIG. 19), where a first
ferrule is for Tx or transmit and a second ferrule is for Rx
or receive. As known in the art, a mismatch of ferrules 9203
with opposing ferrules secured in an opposing adapter port,
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the signal would be lost. Alignment key performs a dual
function, when the boot assembly is rotated, the alignment
key is repositioned, so upon insertion into an adapter, the
connector can be blocked by the key. This in effect disallows
the user to insert the connector within the adapter receptacle,
thus, preventing a mismatch of signal between opposing
connectors across an adapter interface. As disclosed below,
starting at FIG. 18 an additional aid may be markings
located on the connector housing, indicating “A” or “B”
polarity of the connector ferrules after rotating the boot.
[0051] As depicted FIGS. 2-4, FIG. 2 micro connector
3700 includes an assembled front body 3702 that may be
removed from outer housing 3701, rotated 180° as indicated
by the arrow (FIG. 3), and re-inserted into the outer housing
(FIG. 4). This allows for a change in the polarity of the
connector by removing and rotating front body 3702, and
therefore the ferrules can be switched quickly and easily
without unnecessarily risking the delicate fiber cables and
ferrules. Referring to FIG. 2, micro connector 3700 is fully
assembled. To remove front body 3702 to change connector
polarity, as shown in FIG. 3, one or more flex key 3703 are
lifted outward to release front body 3702 for removal in
rearward in the direction of the arrow “R”. Referring to FIG.
4, to complete the polarity change, after rotating front body
3702 by 180 degrees as shown in FIG. 3, front body 3702 is
inserted into the outer housing in the direction of arrow “F”.
[0052] FIG. 5 depicts the operation of the polarity change
mechanism using outer housing 5301 (refer to FIG. 6),
where pull key 5310 is integrated with the outer housing. In
FIG. 5, micro connector 5300 is fully assembled. The user
inserts a tool in access slot 5329 and lifts off outer housing
5301, instead of flexible keys 3703 (refer to FIG. 3). Front
body 5302 is removed with the boot and cable attached as
shown in FIG. 6. Turning to FIG. 7, the outer housing 5301
is rotated 180 degrees, as shown by the arrow “R”, and
placed back over front body 5302 in the direction of the
second arrow as shown. The reversed polarity micro con-
nector 5300 is shown fully assembled in FIG. 8.

[0053] Referring to FIG. 9, micro connector 5300 is
shown just prior to insertion into adapter 5600. Connector
5300 is partially inserted in FIG. 10, wherein connector
hook (or adapter hook) 5525 has not yet been seated in the
connector recess 5511, and FIG. 11 depicts hook 5525 seated
in recess 5511, in direction of arrow “A”.

[0054] Referring to FIG. 12, front body 6102 has two
cutouts 6119 and 6121 and an extended middle wall 6110.
Cutout 6121 engages the outer housing hooks (not shown)
that replaces flex key 3703 to secure the outer housing to the
front body. Cutout 6121 secures the polarity change key
5310. Cutout 6119 secures back post 2106 to front body
6102 via back post front body hook 2106.1 (refer to FIG. 2).
The material is saved at back post 2106 overmolding, by not
using the flex key, and this saved material to reinforce the
middle wall to better help support the ferrule springs from
bending and thus help prevent distorting the ferrules. This
reduced material also allowed a reduction in the connector
size contribution to a 3.1 mm ferrule to ferrule pitch as
shown in FIG. 12. This distortion can increase insertion loss.
Connector recess 6111 is located at the proximal end of front
body 6102, and the recess engages and locks with connector
hook 5525. Referring to FIG. 13, adapter hook 6246 added
chamfers (6242, 6226) to adapter (connector) hook surfaces
to improve installation of the connector into the adapter
when connector ramps 5512 engage adapter (connector
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hook) 5525 Refer to FIG. 5). Adapter hook assembly has an
alignment sleeve holder 6227 that accepts one or more
ferrules from the micro connector, and aligns the ferrules
9203 with opposing ferrules of a second micro connector
(not shown).

[0055] FIG. 14 illustrates a group of micro connectors
7500A inserted into an adapter 5700. Adapter 5700 has
plural of slots 5700a configured to accept an alignment key
7500A.1 proximal on the alignment and offset key (7500A,
9105.1)

[0056] Alignment key, and alignment and offset key is
defined as a protrusion adjacent to a side of the connector
housing.

[0057] FIG. 15 depicts alignment and offset key 7500B
with the group of micro connectors 7500A of FIG. 14.
Alignment/offset key 7500B adds stability and reduces
misalignment during insertion when key 7500B acts as a
support between connectors as shown. Key 7500B also
helps determine polarity of the micro connector, as
described herein.

[0058] Referring to FIGS. 16-17, FIG. 16 depicts micro
connector 9100 with an alignment and offset key 9105.1
having an offset portion 9123. Offset portion 9123 engages
a top surface of a side bar ledge 9124 for aligning connector
9100 into a multi-receptacle adapter next to another micro
connector. Side bar ledge 9124 is located further back or
nearer a distal end of a connector (e.g. closer to the cable)
where side bar ledge 9124 is part of a multi-purpose rotat-
able boot 9109.1. Micro connector 9100 outer housing 9101
is secured to boot 9100.1 via boot hooks 9109.5 (FIG. 17)
that engages second slot 9201.4a and 9201.45 in connector
housing 9201 (as shown in FIG. 18), when in polarity status
“B” or status “A”, as depicted on outside of micro connector
housing. Multi-purpose boot is rotatable in the direction of
arrow “R”.

[0059] Referring to FIG. 17, multi-purpose rotatable boot
9109.1 comprises releasably attached alignment and offset
key 9105.1, releasable at release point 9109.6, also refer to
FIG. 43. Alignment and offset key 2105 may be fixed on
connector outer housing, as shown in FIG. 1 or at alignment
key 5305 disclosed in FIG. 37. The alignment key may have
not offset portion as disclosed in FIG. 1 and FIG. 37, without
departing from the scope of the invention, that the boot
assembly is rotatable as disclosed in FIGS. 26-27 and FIGS.
25-33 and FIGS. 43-45. It is the key protruding from the
connector housing that is determines polarity upon rotation
of the boot assembly as disclosed herein. Alignment key
(2105, 9405.1, 5305, 9600) or similar structure protruding
from the outer connector housing repositioned by the rotat-
ing boot assembly and the key interaction with adapter
structure that determines polarity as described herein. Refer-
ring to FIG. 17, key 9105.1 has a securing protrusion 9105.2
at a proximal end that engages first slot 9201.35 in connector
housing 9201 (refer to FIG. 18) to further secure multi-
purpose rotatable boot assembly 9109.1 to front body 9202
or outer housing 9201. Multi-purpose rotatable boot assem-
bly 9109.1 comprises a body 9109.1a with a passageway
along line P-P for passing a fiber optic cable (refer to FIG.
26 and FIG. 27) to the ferrules to complete the signal path.
[0060] Referring to FIG. 18, outer housing 9201 is shown
in a Second Polarity orientation “B” comprising correspond-
ing first slot 9201.35 and second slot 9201.45. Multi-
purpose rotatable boot assembly 9209.1 (FIG. 19) is inserted
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at a distal end of connector housing 9201 shown in the
direction of arrow “I”. Second slot 9201.4a corresponds to
polarity position “A”.

[0061] Referring to FIG. 19, multi-purpose rotatable boot
assembly 9209.1 comprises alignment and offset key 9205.
1, as described herein boot hook 9209.5, side bar ledge 9024
that is configured (as described herein) to engage back body
9206, front body 9202 and plural of ferrules 9203. Side bar
ledge 9024 accepts offset key 9023 of a second connector
when two connectors are inserted into an adapter. This
allows connectors to be inserted side by side into an adapter
more easily, without jamming. The proximal end (or ferrules
9203 end) of assembly 9209.1 is inserted into a distal end of
the outer housing 9201 (FIG. 18) in the direction of arrow
“I”. Upon insertion, the outer housing 9201 engages with
multi-purpose rotatable boot assembly 9209.1 as shown by
the dotted lines between first slot 9201.35 and second slot
9201.45, engaging securing protrusion 9205.2 on alignment
and offset key 9205.1 and boot wing 9209.5. The wing and
securing protrusion are received second slot and first slot
described in FIG. 18 outer housing.

[0062] Referring to FIG. 20, front body 9302 and boot
assembly 9309.1 are assembled in micro connector housing
9301 with alignment and offset key 9305.1 in a first polarity
position.

[0063] Referring to FIG. 21, multi-purpose rotatable boot
assembly 9309.1 is rotated in direction “R” to convert from
a first polarity “A” (refer to FIG. 20) to Second Polarity “B”
(refer to FIG. 23), with alignment and offset key 9305.1 180
degrees or opposite the first polarity position as depicted in
FIG. 20, to Second Polarity position “B”. Boot rotation key
9305.1 may be sized as disclosed in FIG. 1. Boot hook
9209.5 further comprises chamfer 9309.2. Chamfer 9309.2
engages wall 9301.5 of connector outer housing and cham-
fer 9309.2 lifts boot hook 9209.5 out of a distal end of
connector housing 9301 and is freed from second slot
9201.45, and securing protrusion 9105.2 (refer to FIG. 17
and shown in FIG. 20) lifts out of first slot 9201.35 thereby
allowing the boot assembly to rotate as shown in the
direction “R”, FIG. 21. Chamfer 9309.2 may engage wall
9301.5 using an angle or chamfer cut opposite current
chamfer 9309.2 to allow for rotation in the opposite direc-
tion of FIG. 21. Rotation of boot assembly 9309.1 changes
connector 9100 from a first polarity “A”, as depicted in FIG.
20, to Second Polarity “B”, as depicted in FIG. 19 (without
connector housing) and FIG. 32. Boot assembly may be
rotated in a clockwise direction, without departing from the
scope of the invention.

[0064] Referring to FIG. 22, further rotation of boot
assembly 9309.1 results in a change to a second polarity as
shown in FIG. 23, with alignment and offset key secured
within polarity “B” first slot 9201.34.

[0065] Referring to FIG. 23, side bar ledge 9023 (as well
as alignment key 9305.1) is in Second Polarity position or
“B” polarity, and when the micro connector is inserted into
an adapter (not shown), the micro connector is oriented with
key 9305.1 in an opposite position to FIG. 20, so key may
be blocked by corresponding adapter structure (not shown).
If micro connector 9100 is blocked by adapter structure this
means the micro connector is not in the correct polarity
orientation to make a fiber to fiber connection via an adapter
to an opposing fiber optic connector or transceiver as is
known in the art. After rotation, the ferrules are reversed the
top ferrule is now the bottom ferrule, and this results in a
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second polarity configuration. The second polarity being
different from the first polarity, that is, Rx receive signal is
now Tx transmit signal path and vice versa. Alignment and
offset key 9405.1 has been switch from a First Polarity “A”
to Second Polarity “B”.

[0066] FIG. 24 is the micro connector 9100 with a cross
section along “A-A” line as shown in FIGS. 25 through 33
further illustrating polarity change using multi-purpose
rotatable boot assembly 9209.1. Longitudinal cross section
is provided along line “B-B” in various drawings of this
application. “L.-L.” is the longitudinal axis of the connectors
in the present invention.

[0067] Referring to FIG. 25, a front view of the cross-
section cut “A-A” of the micro connector of FIG. 24 (also
FIG. 16) further comprises an opening through which fiber
cabling (not shown) travels, and crimp ring surface 9407.1
that is further surrounded by inner round 9409.4. Referring
to FIG. 26, inner round 9409.4 engages a back post surface
9406.7 formed as an outer round shown at FIG. 27, as the
assembly 9209.1 is rotated. Inner round and outer round
form mating surfaces that can freely rotate thereby allowing
multi-purpose boot assembly to be rotated about fiber optic
connector housing. Referring back to FIG. 25, boot hook
9109.5 further comprises first chamfer 9409.2a and first
stopping wall 9409.3a, and second chamfer 9409.256 and
second stopping wall 9409.35, in a first polarity position.
Boot hooks 9109.5 rotate between second slot 9201.4a and
second slot 9201.45 during polarity change. Second slot
9201.4a corresponds to the connector being in a “A” polarity
position. Likewise, second slot 9201.45 corresponds to the
connector being in “B” polarity configuration. Securing
protrusion 9405.1 resides in first slot 9201.3a¢ for “A”
polarity, and then resides in first slot 9201.356 for “B”
polarity after boot release 9309.1 rotation.

[0068] Referring to FIG. 28, rotating of the boot assembly
is started and chamfer 9409.2a engages connector housing
wall 9301.5 and begins to lift first boot wing 9109.5a out of
second slot 9201 .4q. Likewise, a second boot wing 9109.56
is rotating out of second slot 9201.45.

[0069] Referring to FIG. 29 upon further rotation in direc-
tion “R”, securing protrusion 9105.2 (refer to FIG. 20) on
alignment and offset key 9405.1 is lifted out of first slot
9201.3a (refer to FIG. 20 and FIG. 21), and boot wing
9109.5q is lifted out of second slot 9201.44a at a top surface
and upon 180 degree rotation, securing protrusion 9105.2
(refer to FIG. 20) is accepted into first slot 9201.45 at a
bottom surface of the outer housing 9401. Boot wing 9109.
5b moves out of second slot 9201.45.

[0070] Referring to FIG. 30, the rotation of boot assembly
9409.1 is shown as it exits the outer housing 9401 of
connector 9100. Chamfer 9409.25 exits first from this view.
Alignment and offset key 9405.1 is moving around the outer
housing body in a counter-clockwise direction, in this view
to a Second Polarity position “B”.

[0071] Referring to FIG. 31, alignment and offset key
9405.1 is almost in a second polarity position as shown, with
chamfer 9409.25 in an opposite orientation to itself in FIG.
25. Referring to FIG. 32, connector 9100 shows chamfer
9409.25 in the opposite position to that of FIG. 30, indicat-
ing the connector is close to its second polarity configuration
with alignment and offset key 9405.1 at bottom surface of
outer housing 9401. FIG. 33 depicts connector 9100 along
cross section “A-A” in its second polarity position, with
chamfer 9409.25 in second slot 9401.4a at the top surface of
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outer housing 9401. Polarity key 9405.1 is at the bottom
surface of outer housing 9401 indicating the connector is in
a second polarity configuration.

[0072] Referring to FIG. 34 a micro connector 9100 is
shown along cross section “B-B” (refer to FIG. 24) in a
latched position within a receptacle of adapter 2400. During
rotation of the multi-purpose rotatable boot assembly 9209.
1, boot wing 9209.5 operates as described above in FIGS.
25-33. This is accomplished by gap 9209.6 between boot
assembly 9209.1 that allows “free-wheeling” about crimp
ring 9207 as inner round 9409.4 engages back post face
surface 9406.7 as described in FIGS. 26-27. Rotating boot
assembly while connector is in a latched position within
adapter, boot assembly wing 9209.5 facing surface is in
contact with facing surface 9206.2 of back post 2106, as
shown at interface 9100.8. Still referring to FIG. 34, boot
wing 9209.5 face engages and releasably locks with corre-
sponding surface 9301.4a of second slot 9201.4 of outer
housing 9201, FIG. 18 and FIG. 21. Micro connector 9100
is latched and unlatched in an adapter 2400 receptacle using
push/pull boot assembly or push/pull key as described in
FIGS. 9-11, or FIGS. 34-36, or FIGS. 37-42. Adapter hook
2425 is seated in connector recess 9211 located in front body
9202. In this position, boot assembly 9209.1 is up against
back body 2106 as shown at interface 9100.8, as shown by
direction of arrow “Pushed In”.

[0073] Referring to FIG. 35, boot assembly 9209.1 is
being pulled rearward in the direction of “P”. Boot assembly
9209.1 is pulled a release distance “d” to interface 9100.8,
9100.9 to unlatch connector from adapter interface. At the
same time, adapter hook 2425 is being lifted out connector
recess 9211 as micro connector 9100 is removed from
adapter 2400 receptacle. Boot assembly 9209.1 moves a
distance “d” because boot wing 9209.5 engages outer hous-
ing face 9301.4a, and pulls outer housing 9201 rearward.
Outer housing 9201 is pulled rearward connector 9100 is
released from this the amount of separation between the
distal end of the back body and proximal end of boot
assembly 9209.1. This distance matches channel distance,
FIG. 36, 9100.9a, 9100.8a in which boot hooks slide upon
pulling connector from adapter using rotatable boot assem-
bly. Hooks 2425 lift out of recess 9211 located at a proximal
end of front body 2102, when boot assembly 9209.1 is
pulled rearward at least this distance.

[0074] Referring to FIG. 36, once boot assembly 9209.1 is
fully pulled in direction of “P”, connector 9100 is released
from within adapter 2400. Adapter hook 2425 is completely
out of connector recess 9211, and maximum pulling dis-
tance. Once the pull force, “P”, is release from boot 9209.1,
interface distance 9100.8 returns to that of FIG. 34, upon
release of pull force “P”, on boot assembly 9209.1.

[0075] FIG. 37 depicts connector 5300 with push/pull boot
assembly 53454 at its distal end receiving a fiber cable with
a plural of fiber strands therein, and a proximal end config-
ured to connect and secure to back body assembly 5330a
secured with outer housing 5301. Outer housing 5301 has
alignment key 5305, further has opening 5301a with stop
face 53015 that boot wings (54455, 5445¢) (refer to FIG. 38)
engage when boot assembly 5345a is pulled in a distal
direction fully to release connector 5300 from a receptacle
as shown in FIG. 41, when hook 5425 is removed from
recess 5711. Ferrules 5303 provide the Tx, Rx information
light signals.
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[0076] FIG. 38 depicts an exploded view of connector
5300 of FIG. 37. Boot assembly 5445a accepts crimp ring
assembly 5440q having protective tube 5440c¢ covering fiber
strands and crimp ring 54405 secured to back post 5430¢ of
back body assembly 5430qa including back body 54305. A
pair of springs 5425 are placed over a corresponding ferrule
assembly 5420 comprising a ferrule and ferrule flange. The
ferrule assembly and springs are held within front body 5402
by back body assembly 5430aq, as described for connector
2100. Front body 5402 is inserted into distal opening 5401.1
of outer housing 5401 with boot assembly wing 5430a
secured within a distal opening 54155 of front body and
wing is secured through opening 5401.4 of outer housing
securing outer housing, front body and back body together
when assembled with push/pull boot, as depicted in FI1G. 37.
[0077] FIG. 39 depicts connector of FIG. 37 without its
outer housing 5301, in an assembled configuration. Boot
assembly 5445a is secured on back post 5430¢ of back body
5430a via crimp ring 5440aq, as described in FIG. 38. Wings
(5445b, 5445¢) secure FIG. 39 assembly within outer hous-
ing 5301, and during release of connector 5300 from a
receptacle, wings (544556, 5445¢) pull back outer housing a
specific distance “d”, which releases adapter/receptacle
hook or latch 5625 that is seated in recess 5611 (refer to FI1G.
40), while connector 5300 is secured within receptacle 2400.
Front body 5402 is secured to connector housing 5401 with
back body 5430a secured to a distal end of front body 5402,
as described in FIG. 1 and elsewhere in this disclosure.
[0078] FIG. 40 depicts connector 5300 secured within
receptacle 2400 of FIG. 24. Receptacle hook or latch 5625
rests in connector recess 5611 formed within front body
5601, at its proximal end. A gap of distance “d” 5629 limits
travel of front body 5601 as boot release wing 5645b
engages stop face 53015 of outer housing 5601. This “d”
travel removes hook 5625 from connector recess 5611
thereby unlatching or releasing connector from adapter
2400. Crimp ring 544056 is shown secured to back post
5630c. Back body 5630q is secured within front body 5402
at distal openings 54015 (FIG. 38).

[0079] FIG. 41 depicts connector 5300 being removed or
pulled out of receptacle 2400 in direction “9”. Hook or latch
2425 within receptacle housing lifts out of recess 5711 along
front body ramp 5401d (FIG. 38), as boot assembly 57454
is being pulled rearward or in a distal direction. Gap 5529 is
closed as shown in FIG. 41. Inner face of connector housing
5715c¢ is flush with front face of front body 5701e, which
stops travel of boot assembly and is configured to ensure
adapter latch or hook 2425 is displaced from recess 5711 to
release connector from receptacle, as shown in FIG. 42.
Boot wing 5745¢ is secured at a distal end within second slot
or opening 5401.4 within connector housing 5401.

[0080] FIG. 42 depicts connector 5300 removed from
receptacle 2400 using boot assembly 58454. In this embodi-
ment, wings (584556, 5845¢) are flush with outer housing
wall 58015. Wings (58455, 5845¢) move within gap or
opening 5801¢ within connector housing outer wall, as boot
5845a is pulled rearward to release connector from adapter
2400 as shown. Spring 5825 biases forward front body face
5815¢ to be flush with front body face 5801e, when pull
force is released from boot assembly. Hook or latch 2425 is
displaced from recess 5811, and hook resides in adapter
housing gap 24004a within outer housing of receptacle 2400.
This reduces the overall dimensions of the adapter to accept
more connectors.
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[0081] Referring to FIG. 43, another embodiment of a
polarity change is disclosed using alignment and offset key
9600. Alignment and offset key 9600 is releasably attached
to boot clip surface 9975 as shown by the dotted line.
Attaching key 9600 to a first side of the boot 9209.1,
connector 9100 is in first polarity configuration, and attach-
ing key 9600 to a second side, connector 9100 is in a second
polarity configuration. Referring to FIG. 44, a first polarity
configuration is assembled key 9600 is attached to boot
9209.1 of connector 9100. Referring to FIG. 45, a second
polarity configuration is assembled with key 9600 is
attached to the opposite side of boot 9209.1.

[0082] Inthe above detailed description, reference is made
to the accompanying drawings, which form a part hereof. In
the drawings, similar symbols typically identify similar
components, unless context dictates otherwise. Other
embodiments may be used, and other changes may be made,
without departing from the spirit or scope of the subject
matter presented herein.

[0083] It will be understood by those within the art that, in
general, terms used herein, and especially in the appended
claims (for example, bodies of the appended claims) are
generally intended as “open” terms (for example, the term
“including” should be interpreted as “including but not
limited to,” the term “having” should be interpreted as
“having at least,” the term “includes” should be interpreted
as “includes but is not limited to,” et cetera). For example,
as an aid to understanding, the following appended claims
may contain usage of the introductory phrases “at least one”
and “one or more” to introduce claim recitations. However,
the use of such phrases should not be construed to imply that
the introduction of a claim recitation by the indefinite
articles “a” or “an” limits any particular claim containing
such introduced claim recitation to embodiments containing
only one such recitation, even when the same claim includes
the introductory phrases “one or more” or “at least one” and
indefinite articles such as “a” or “an” (for example, “a”
and/or “an” should be interpreted to mean “at least one” or
“one or more”).

1. A fiber optic connector which can change polarity
comprising:

a connector housing with at least one ferrule at a first end;

a multi-purpose rotatable boot assembly at a second end

of the connector housing,

the multi-purpose rotatable boot assembly further com-

prising a protrusion; and

wherein the multi-purpose rotatable boot assembly is

rotated about the longitudinal axis of the connector
which converts the fiber optic connector from a first
polarity with the protrusion adjacent to a first side of the
connector housing, to a second polarity with the pro-
trusion adjacent to a second side of the connector
housing, the first polarity is not the same as the second
polarity.

2. The fiber optic connector according to claim 1, wherein
the protrusion is an alignment and offset key and alignment
key.

3. The fiber optic connector according to claim 2, wherein
the alignment and offset key further comprises a securing
protrusion accepted in a first slot within the connector
housing, the securing protrusion further secures the align-
ment and offset key to an outer surface of the connector
housing after polarity change to prevent unintended polarity
change.
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4. The fiber optic connector according to claim 2, wherein
the alignment and offset key is releasably attached to the
rotatable boot assembly.

5. The fiber optic connector according to claim 1, wherein
the protrusion is configured to be accepted into an adapter
slot to align the fiber optic connector ferrules into corre-
sponding openings within an alignment sleeve holder for
ensuring opposing fiber optic connectors abut to form a
signal path with minimal light signal loss.

6. The fiber optic connector according to claim 2, wherein
the offset key portion of the alignment and offset key of a
first optic connector mates with a ledge portion of a con-
nector housing, the ledge portion is formed by the offset key
of a second fiber optic connector, the mating of the ledge
portion and offset portion aids in the orientation and stability
of the first optic connector and second fiber optic connector
secured side by side within an adapter.

7. The fiber optic connector according to claim 2, wherein
removing the alignment and offset key from the first side of
the connector housing and attaching the alignment and offset
key to the second side of the connector housing, the fiber
optic connector is changed from the first polarity to the
second polarity without rotating the multi-purpose rotatable
boot assembly.

8. The fiber optic connector according to claim 1, wherein
the multi-purpose rotatable boot assembly is configured to
release from the adapter when a pulling force is exerted at
distal end of the multi-purpose rotatable boot assembly.

9. The fiber optic connector according to claim 8, wherein
the multi-purpose rotatable boot assembly further comprises
one or more opposing boot wings, the boot wings are
secured within a second slot formed as part of the connector
housing, and pulling the multi-purpose rotatable boot assem-
bly in a distal direction away from the ferrules within the
fiber optic connector, the fiber optic connector is released
from adapter.

10. The fiber optic connector according to claim 2,
wherein the alignment and offset key is releasably attached
to the multi-purpose rotatable boot assembly.

11. A fiber optic connector resulting in the configuration
of claim 1.

12. A method of polarity change of a fiber optic connector
comprising:
providing the fiber optic connector of claim 11;

rotating the multi-purpose rotatable boot assembly from a
first position to a second position about the longitudinal
axis of the fiber optic connector; and

resulting in a change of fiber optic connector polarity
from a first polarity to a second polarity wherein the
first polarity is not the same as the second polarity.

13. The method of polarity change of a fiber optic
connector according to claim 12, wherein

releasing the fiber optic connector from an adapter further
includes

pulling on the multi-purpose rotatable boot in a distal
direction away from the ferrules, thereby releasing the
fiber optic connector from adapter, and

rotating the multi-purpose rotatable boot assembly chang-
ing the fiber optic connector from the first polarity to
the second polarity, wherein the first polarity is not the
second polarity.
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14. A multi-purpose rotatable boot assembly comprising:

a main body with a passageway for passing a fiber optic
cable to complete a signal path to one or more ferrules
within a fiber optic connector housing;

at least one boot wing at a proximal end of the main body
for securing the multi-purpose rotatable boot to the
fiber optic connector housing; and

a protrusion for setting a connector to a first polarity or a
second polarity.

15. The multi-purpose rotatable boot assembly according
to claim 14, wherein the passageway further comprises an
inner round at a proximal end of the main body, the proximal
end defined as closer to the ferrules.

16. The multi-purpose rotatable boot assembly according
to claim 15, wherein a back body further comprises an outer
round at a distal end of the back body, and further wherein
securing the at least one boot wing to a second opening
located on an outer surface of the connector housing, the
multi-purpose rotatable boot assembly can rotate along the
longitudinal axis of the fiber optic connector to change the
fiber optic connector from a first polarity to a second
polarity.

17. The multi-purpose rotatable boot assembly according
to claim 14, wherein the protrusion is an alignment key and
an alignment and offset key.
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18. The multi-purpose rotatable boot assembly according
to claim 17, wherein the alignment key or alignment and
offset keys aligns the proximal end of the fiber optic con-
nector into the adapter.

19. The multi-purpose rotatable boot assembly according
to claim 17, wherein the alignment key further comprises an
offset key, the offset key stabilizes the distal ends of the fiber
optic connector and the second fiber optic connector.

20. An alignment and offset key comprising:

a main body with a proximal end closer to a ferrule within

fiber optic connectors,

and a distal end closer to an incoming fiber optic cable;

the proximal end further comprises a protrusion, the

protrusion is configured to be accepted into a slot made
in an adapter housing for aligning the fiber optic
connector upon inserting the fiber optic connector into
the adapter;

the distal end further comprising an offset key, the offset

key has protrusion on one side and forms a gap on the
opposing side, and wherein the offset key attached to a
fiber optic connector, the protrusion mates with a gap
formed by a second offset key attached to a second fiber
optic connector, whereby the mating stabilizes the
distal end of the fiber optic connector with the second
fiber optic when the connectors are secured within the
adapter.





