UNITED STATES PATENT AND TRADEMARK OFFICE

UNTTED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

PO. Box 1450

Alexandria, Virginia 22313-1450

WWW.uspto.gov

| APPLICATION NUMBER | FILING OR 371(C) DATE | FIRST NAMED APPLICANT | ATTY. DOCKET NO./TITLE |
62/463,901 02/2712017 Jeffrey Gniadek 133077.04700
CONFIRMATION NO. 7014
152878 POA ACCEPTANCE LETTER
Senko Advanced Components, Inc.
450 Donald Lynch Bivd DT R ey
Unit D 0000000968797/

Marlborough, MA 01752
Date Mailed: 01/24/2018

NOTICE OF ACCEPTANCE OF POWER OF ATTORNEY

This is in response to the Power of Attorney filed 01/22/2018.

The Power of Attorney in this application is accepted. Correspondence in this application will be mailed to the
above address as provided by 37 CFR 1.33.

Questions about the contents of this notice and the
requirements it sets forth should be directed to the Office
of Data Management, Application Assistance Unit, at
(571) 272-4000 or (571) 272-4200 or 1-888-786-0101.

/sleutchit/
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UNITED STATES PATENT AND TRADEMARK OFFICE

UNTTED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

PO. Box 1450

Alexandria, Virginia 22313-1450

WWW.uspto.gov

APPLICATION NUMBER I FILING OR 371(C) DATE I FIRST NAMED APPLICANT I ATTY. DOCKET NO./TITLE |
62/463,901 02/27/2017 Jeffrey Gniadek 133077.04700
CONFIRMATION NO. 7014

136404 POWER OF ATTORNEY NOTICE
Pepper Hamilton LLP/Boston
Attn: Boston IP Docketing Department IR0
125 High Street 0000005es7
19th Floor

Boston, MA 02110-2736
Date Mailed: 01/24/2018

NOTICE REGARDING CHANGE OF POWER OF ATTORNEY

This is in response to the Power of Attorney filed 01/22/2018.

* The Power of Attorney to you in this application has been revoked by the applicant. Future correspondence
will be mailed to the new address of record(37 CFR 1.33).

Questions about the contents of this notice and the
requirements it sets forth should be directed to the Office
of Data Management, Application Assistance Unit, at
(571) 272-4000 or (571) 272-4200 or 1-888-786-0101.

/sleutchit/
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FTOAIABE (G712

Approved for use $rough 11302014, OME 08510035

U.S. Patent and Yradermark Offics; 1.S DERARTMENT OF SOMMERCE

Under the Paperwork Reduction Aot of 1885, no persnns are required s respond 1o a collection of information unless it dispisys a vatid OME sontrof number,

POWER OF ATTORNEY TO PROSECUTE APPLICATIONS BEFORE THE USPTO

Fheraby revoke alf pravious powers of atlormey given in the appiication identified in the atiachad statement

 Linder 37 CFR 3,730,

;;;ﬁtioners associated with Customar Number: | @ Q @ ,g g Q g ? g

D Practitionier(s) named below f mare ihan fen paten! practifioners are 1o be namad, then s cusiomer number must be usedy;

' Pegistation { : Name Registration
Number ] Muryibsy

Name

- As attomey(s) or agentis; o represent the undersigned befere the Unitad States Patent snd Trademark Cffice (USPTD) in connsction with
any and all patent applications assigned gniy to ihe undersigned according fo the USETO assignmend records or assigrments documents
attached to this form in accordance with 37 OFR 373z

Flease change the 65rrespondence address for the application identified in the attachad sta‘{émeni undar 37 SFR 3.73{c) o

The address associated with Custorner Number { QQQ mg 528 ?‘8 7

Firmior
individual Name

groivisis

Adddraess :
{State i

City

- Couniry

i Emait

Talephone

 Assignes Name snd Address: Senko Advanced Components, inc
450 Donaid Lynch Bivd, Unit D
Marlborough, Ba 01752

der 37 CFR 3.'?353) {Form PTOMMEAISE o equivalent] is requimﬁ'fn e

he statement uader 37 OFR 3.73(c} may be sompleted by one of
néify the application in whish s Power of Aftornay is to be filed.

& copy of this form, together with 2 statemens un
 Flled in cach application in which this form is used, T
- The practiionsrs appointed in this form, and must ide

SEGNM’&ERE e:sf Assignee of Recm’d
The individual whose signature and iitle is supplied below is authorized to aot on hehalf of the assignes

. : Ry Se— - ' :
Si an alure H PR B ey Date .‘; ig 2 ig G ‘3 8
o S - Ay ‘
- Kame Kazuyosho Takano - Telephone 5084840657
Title Executive Vice President
3. The information IS requira to obigin of refain a beneht by the public which is o file {and
This coffection is estimated 1o taie 3 minnes

This coflection of inlormalion is required by 37 GFR 1,31, 3 32 ang 1

wy the USPTO to proesss) an application. Confidentiail y is governed by 838 US.C. 122 and 37 OFR 111 and 1,14,
to complote, indluding gatheding. preparing, and submitting the compleled application form o the LSPTO. Time wil vary depending upon the individuat case, Any
comments on the amount of tims vou requirs to commplete this form andfor suggestions for reducing this burden, sheuld be sent fo the Chisf Iformation Qfftowy,
U8, Patend and Trademark Office, US. Departmnnk of Commerce, P.O. Box 1450, Alexandria, VA 223131450, DO NOT SEND FEES OR COMPLETED
FORMS TO THIS ADDRESS, SEND TO: Commissioner for Patents, PO, Box 1450, Mexandria, YA 223131480,

i vou need assistance in compleling the form, ca¥f 1-800-PT0-9199 and sefent aption 2.
3



PTOAIARS (08-18)

Approved for use through S1/31/20713. OMB 0851-0031

U8, Patent and Trademark Office; U8, DERPARTMENT QF COMMERCE

Under the Paserwark Reduction Act of 1995, no 5arsons are reguwired fo rosgond 1o a collection of information unless 1 disxansy s valid ONR control nurnber.

STATEMENT UNDER 37 CFR 3.73(c)

A R A AN RN AR

ApplicantPatent Ownar: Senke Advanced Gemponents, Inc.

Apglication No./Patent No., 52/483,801  Filedfissue Date; Fobruary 27, 2017
' Tireg:  Optical Connector with Changeabls Latehing System

Senko Advanced Components, ing. , a Corporation

{Name of Assignee) {Fype of Assignes, 2.4, corporation, partnarship, university, govammant agenay, glc)
states that, for the patent application/patent dentifisd above, it is (choose guns of options 1,2, 3 ord Balow):

; The assignee of the entire right, title, and Interest

2, E:] An assignee of iess than the entire rignt, title, and Interest {check applicabls by

U The axtent {by percentage) of s ownership Interestis % Additfional Statement(s} by the owners
holding the balance of the interest must be submitted to account for 100% of the ownarship interest.

D There are unspecified percentages of ownership. The other parties, including inventors, who fogethar own the entire
right, tile and interast are:

Adkfitional Statermeni(s} by the ownar{s) holding the balance of the intersst mugt be subunited i account for the entire
right, title, and interest,

- 3. {j The assignes of an undivided interest In the entirely (& complete assignment fromt ons of the joint inventors was mada).
The other parties, inciuding inventors, who togetber own the entire Hight, ttle, and interest are:

Adgitional Statement{s) by the owner(s) holding the balange of the interast 33;352 be submitied 1o account for the antire
right, title, and intarest.

4. Ej The recipient, via a court proceeding of the ke {e.g., barkrupity, probate), of an undivided interest in the entiraly {a
complete transfer of ownership interest was made). The certified document(s) showing the ransfer Iz attached.

The Intersat identified In option 1, 2 or 3 above (not option 4} Is avidenced by alther choose ans of options A or B below):

A An assignment from the Inventor(s) of the patent apphcation/patent identified above. The assignment was recorded In
1 the United States Patent and Trademark Office at Reel 88188 «Framg 8811 , OF for which a copy
thereof is altached.

B m A chaln of title from the Inventor(s}, of the patent application/patent identified shove, 1o the current assignee as follows:

1. From: Tor .

2. From: . CTo .
The document was recorded in the United States Patent and Trademark Office al
or for which a copy thereof is attached.

{Page 1 of 2]

This collection of information is required by 37 CFR 8.73(b). The Information is required 1o obiain or retain & benafit by the public which is o file {and by the USPTO o
pracess) an application. Confidentiality is governed by 35 U.8.C. 122 and 37 CFR 1.11 and 1.14. This coliection is sstimated 10 taks 12 minutes jo compiate, including
gathering, preparing, and submiting the completed application torm 1o the USPTO. Time wilt vary depending upon the individual case. Any commernts on the amount
of time you raguire to compiete this form andior suggestions for rmducing this burden, should e sent fo the Chief information Officer, U.S. Patent and Trademark
Office, U8 Department of Commerce, R.Q. Box 1450, Alexandria, VA 22313-1450. DQ NQT SEND FEES OR COMPLETED EQRMS TO THIS ADDRESS, SEND
TQ: Commissioner for Palents, B.O. Box 1450, Mlovandris, VA 203131450

¥ you need assistance in completing the form, call 1-800-FTO-3199 and select option 2.

4




PTOIRIAGS [B8-18)

Anproved for usg through $1/31/8013. OMB 0851-0031

U.B. Patert and Trademark Office; U.8. DERSRTMENT OF COMMERCE

Hndsr the Papsosork Redudiion At of 18885, ne persons are aquired to ressond 1o & coliection of intormation unisss  disdavs a valid OME control numbee,

STATEMENT UNDER 37 CFR AT

N 2N PR R A AR ot I R o

2. From: T sttt et e

4. From: LoFon temmerrersee e oo
The document was recorded in the United Statas Palent and Trademark Offics at

Reel oo Fame s o forwhich a copy thereot is allached
BoFTOME e CTor
‘ The document was recorded in the United States Patent and Trademark Office at
Resi CFrame . or for which a copy thereof is attached.
BUFTOME | oo To: e
: The document was recorded i the United States Patent and Trademark Offios at
Real , Frama e O for which a copy thereof is aftached,

[j Additional dosuments in the chain of tile are fisled on a supplemental sheat(s).

i.q As required by 37 OFR 3781, the documentary svidence of the chain of tide from the original owner i the
assignes was, o coneurrently is being, submittad for recordation pussuarnt to 37 OFR 2,11,

{NOTE: A separate copy {Le., a true copy of the origingl assignment document{s}} must be submitied o Assignment
Division in accordance with 37 GFR Part 8. 1o record the assignment in the recards of the USPTG. See MPEP 302.08}

supnlied below) is authorized o act on behalf of the assignee.

R o

s,

- The undgsigred (whose title is

R W T N— Vadi2ote
Sigrature TR Date
] $ .
Edward 5. Jarholowicz 47,238
Primted or Typed Name Titte or Registration Number

Page 2 of 2}




Electronic Acknowledgement Receipt

EFS ID: 31564335
Application Number: 62463901
International Application Number:
Confirmation Number: 7014

Title of Invention:

Optical Connector with Changeable Latching System

First Named Inventor/Applicant Name:

Jeffrey Gniadek

Customer Number:

136404

Filer:

Edward Jarmolowicz

Filer Authorized By:

Attorney Docket Number: 133077.04700
Receipt Date: 22-JAN-2018
Filing Date: 27-FEB-2017
Time Stamp: 13:15:45
Application Type: Provisional
Payment information:
Submitted with Payment no
File Listing:
Document .. . File Size(Bytes)/ Multi Pages
Number Document Description File Name Message Digest | Part/.zip| (ifappl.)
238415
1 62463901c7014.pdf yes 3
3a0779b99daad 169d451fc5f2895ff849e73
e8%e




Multipart Description/PDF files in .zip description
Document Description Start End
Power of Attorney 1 1
Assignee showing of ownership per 37 CFR 3.73 2 3
Warnings:
Information:
Total Files Size (in bytes): 238415

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents,
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a
Post Card, as described in MPEP 503.

New Applications Under 35 U.S.C. 111

If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this
Acknowledgement Receipt will establish the filing date of the application.

National Stage of an International Application under 35 U.S.C. 371

If a timely submission to enter the national stage of an international application is compliant with the conditions of 35
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course.

New International Application Filed with the USPTO as a Receiving Office

If a new international application is being filed and the international application includes the necessary components for
an international filing date (see PCT Article 11 and MPEP 1810}, a Notification of the International Application Number
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of
the application.




UNITED STATES PATENT AND TRADEMARK OFFICE

UNITED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

P.0O. Box 1450

Alexandria, Virginia 22313-1450

WWW.uspto.gov

| APPLICATION NUMBER PATENT NUMBER GROUP ART UNIT REQUEST ID

62/463,901 37672

PAIR Correspondence Address/Fee Address Change

The following fields have been changed to Customer Number 136404 on 04/10/2017 via Private PAIR in view
of the certification copied below that authorized the change.

* Correspondence Address

The address for Customer Number 136404 is:
136404

Pepper Hamilton LLLP/Boston

Attn: Boston IP Docketing Department

125 High Street

19th Floor

Boston, MA 02110-2736

I certify, in accordance with 37 CFR 1.4(d)(4) that I am:

An attorney or Agent of Record registered to practice before the Patent and Trademark Office who has been given
power of attorney in this application

Signature: Alison L. McCarthy/
Name: Alison L. McCarthy
Registration Number: 51998




UNITED STATES PATENT AND TRADEMARK OFFICE

UNTTED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office

Address: COMMISSIONER FOR PATENTS
PO. Box 1450

Alexandria, Virginia 22313-1450

WWW.USPto oV
| APPLICATION NUMBER | FILING OR 371(C) DATE | FIRST NAMED APPLICANT | ATTY. DOCKET NO./TITLE |
62/463,901 02/27/2017 Jeffrey Gniadek 133077.04700
CONFIRMATION NO. 7014
21269 POA ACCEPTANCE LETTER
PEPPER HAMILTON LLP
500 GRANT STREET

LT R
SUITE 5000 000000090232057

PITTSBURGH, PA 15219-2507

Date Mailed: 03/28/2017

NOTICE OF ACCEPTANCE OF POWER OF ATTORNEY
This is in response to the Power of Attorney filed 03/22/2017.

The Power of Attorney in this application is accepted. Correspondence in this application will be mailed to the
above address as provided by 37 CFR 1.33.

Questions about the contents of this notice and the
requirements it sets forth should be directed to the Office
of Data Management, Application Assistance Unit, at
(571) 272-4000 or (571) 272-4200 or 1-888-786-0101.

/nbekele/

page 1 of 1



PTOEBRB {1108

Agproved for use rough 1RG0 OME 0851 BDAES

.5 Patent ana Traderssth Office] U 8. DESARTMENT 45 SOMMERDE

Under the Paperwork Reduction Act of 1935, no persens sre requdted o respond to's colfection of information untess ¥ disptays & valid OMB sondrol number,

POWER OF ATTORNEY TO PROSECUTE APPLICATIONS BEFORE THE USPTOQ

{ hareby revoke alt previous povers of aliomay given in the application identified in the sfiached statement untier
37 CFR X 3by

{ hareby appoint:

E ¥ f Prasifioness sssouiaiss with the Custarier Nureber 21268
_____ R
Practitiones(s) nermed below i mors than ten patent practitioness are 1o be nsmed, then a customer nuraber must be uysed)
‘Name ) Registration Mame Registration
Nusmibser Number

as attomey(s) or agent{s i torepresent the undessigned balorzthe United States Patent and Tradamark Office (UBFTG) n connestion with
sy andhall palent spplications assigned oniv o ths undersigned sccording fothe USPTO assignment records or sesignment docements
attachied fo this forn in acoordance with 37 CFR.3.73{0}. »

Please change the corespondence address for the application identifiad in the atteched statement undey 37 TFR 3.73{b) o

£ 3
i'{‘ The addeess assosiated with Cusgtomes Munber, 21288
{8

{ Firn af

} fndheidust Name
Address

City Stata L

Country

Tetephone Ereait

Assignee Name and Address:

Senke Advanoad Components, ing.
450 Donald Lyvch Bivd, Usit D
Mardboro, MA 01752

A copy of this form, together with a slatoment uoder 37 CFR 3.73{b) {Foren PTOISHMBE or equivaiend] is required to be
filed in each spplicstion in which tis Tform i used. The sistement under 37 OFR 3.73{(b) may be compioted by one of
the practitfoners appointed in this form i the appointed practifioner is authorized o act on behall of the assignes,
s st ideniy the application in which this Power of Allormey ia fo ba filad,

SIGRNATURE of Assigner of Record
The tndividua! whose stgnature and fitle Is svpplied delow is authorized {0 act on bebalf of the assipnee

) S
L en F ooy F i
Sigaaure , Date < .f‘/ P T
Name / Mr, Lenny Analetio Telaphone
Tite s Quality Asswrance Manager
This collection of information is required by 37 CFR 121, 1.32 and 133, The infonviation is required to obiair o retain & baneht by the public which is to fite {and

by the USETS 0 process) 50 apylicaiion, Confidantiality fs govemed by 35 U800 122 and 3F CFR 1.1 andd 114, This colisation i astimialed sk 3 minutes
1o compiste, including gathering: preparing, 3nud subrilting the compleled apglication form o the USPTRL Tine will vaty depending uport the mdividual case, Any
sermments on the amount of me you require o complets ¥is form sadfor suggestions for reducing this burden, shoult be et W the Thiet infermation Officer,
U8 Fatend ang Trademark Cfiice, LS, Depariment of Commaerce, PO, Box 1450, Alsxandda. WA 223313:1450. DO NOT SEND FEES OR COMPLETED
FORMS TO THIS ATDRESS. SEND TO: Commissioner for Patends, PO, Box 1458, Alexandia, YA 22331314580,

i vou need asaizsiance in compleling the form, call 1-BOO-PYOF150 and select opticn 2.
-« & ta
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Electronic Acknowledgement Receipt

EFS ID: 28702373
Application Number: 62463901
International Application Number:
Confirmation Number: 7014

Title of Invention:

Optical Connector with Changeable Latching System

First Named Inventor/Applicant Name:

Jeffrey Gniadek

Customer Number:

136404

Filer:

Alison L. McCarthy/Sharon Calhoun

Filer Authorized By:

Alison L. McCarthy

Attorney Docket Number: 133077.04700
Receipt Date: 22-MAR-2017
Filing Date: 27-FEB-2017
Time Stamp: 15:38:54
Application Type: Provisional
Payment information:
Submitted with Payment no
File Listing:
Document .. . File Size(Bytes)/ Multi Pages
Number Document Description File Name Message Digest | Part/.zip| (ifappl.)
118138
1 Assignee showing of ownership per 37 4700-Assignee-statement- o 3

CFR3.73

aia0096.pdf

9ec8224dfécSbc6eeec3f28193f7fc364c289
25b

Warnings:

1"




Information:

463922
2 Power of Attorney Senko-POA.PDF no 1
8255a0967a48465b4305b3f995977e4b69)
1619
Warnings:
Information:
Total Files Size (in bytes): 582060

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents,
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a
Post Card, as described in MPEP 503.

New Applications Under 35 U.S.C. 111

If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this
Acknowledgement Receipt will establish the filing date of the application.

National Stage of an International Application under 35 U.S.C. 371

If a timely submission to enter the national stage of an international application is compliant with the conditions of 35
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course.

New International Application Filed with the USPTO as a Receiving Office

If a new international application is being filed and the international application includes the necessary components for
an international filing date (see PCT Article 11 and MPEP 1810}, a Notification of the International Application Number
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of
the application.
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PTO/AIA/96 (08-12)

Approved for use through 01/31/2013. OMB 0651-0031

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number.

STATEMENT UNDER 37 CFR 3.73(c)
Senko Advanced Components, Inc.

Application No./Patent No.: 62/463,901
Titled:  Optical Connector with Changeable Latching System

Applicant/Patent Owner:

Filed/Issue Date: " ebruary 27, 2017

Senko Advanced Components, Inc. . a Corporation

(Name of Assignee) (Type of Assignee, e.g., corporation, partnership, university, government agency, etc.)
states that, for the patent application/patent identified above, it is (choose one of options 1, 2, 3 or 4 below):
1. The assignee of the entire right, title, and interest.

2. |:| An assignee of less than the entire right, title, and interest (check applicable box):

|_| The extent (by percentage) of its ownership interest is %. Additional Statement(s) by the owners
holding the balance of the interest must be submitted to account for 100% of the ownership interest.

|:] There are unspecified percentages of ownership. The other parties, including inventors, who together own the entire
right, title and interest are:

Additional Statement(s) by the owner(s) holding the balance of the interest must be submitted to account for the entire
right, title, and interest.

3. |:| The assignee of an undivided interest in the entirety (a complete assignment from one of the joint inventors was made).
The other parties, including inventors, who together own the entire right, title, and interest are:

Additional Statement(s) by the owner(s) holding the balance of the interest must be submitted to account for the entire
right, title, and interest.

4. |:| The recipient, via a court proceeding or the like (e.g., bankruptcy, probate), of an undivided interest in the entirety (a
complete transfer of ownership interest was made). The certified document(s) showing the transfer is attached.

The interest identified in option 1, 2 or 3 above (not option 4) is evidenced by either (choose one of options A or B below):

A. An assignment from the inventor(s) of the patent application/patent identified above. The assignment was recorded in
the United States Patent and Trademark Office at Reel 041541 , Frame 0611 , or for which a copy
thereof is attached.

B. D A chain of title from the inventor(s), of the patent application/patent identified above, to the current assignee as follows:

1. From: To:

The document was recorded in the United States Patent and Trademark Office at
Reel , Frame , or for which a copy thereof is attached.
2. From: To:

The document was recorded in the United States Patent and Trademark Office at

Reel , Frame , or for which a copy thereof is attached.

[Page 1 of 2]
This collection of information is required by 37 CFR 3.73(b). The information is required to obtain or retain a benefit by the public which is to file (and by the USPTO to
process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimated to take 12 minutes to complete, including
gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount
of time you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark
Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND
TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.

If you need assistance in completing thefogn, call 1-800-PTO-9199 and select option 2.



PTO/AIA/96 (08-12)

Approved for use through 01/31/2013. OMB 0651-0031

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number.

STATEMENT UNDER 37 CFR 3.73(c)

3. From: To:
The document was recorded in the United States Patent and Trademark Office at
Reel _ ~~ ,Frame__ , orforwhich a copy thereof is attached.
4. From: To:
The document was recorded in the United States Patent and Trademark Office at
Reel _ ~~ ,Frame__ , orforwhich a copy thereof is attached.
5. From: To:
The document was recorded in the United States Patent and Trademark Office at
Reel , Frame , or for which a copy thereof is attached.
6. From: To:

The document was recorded in the United States Patent and Trademark Office at

Reel , Frame , or for which a copy thereof is attached.

|:| Additional documents in the chain of title are listed on a supplemental sheet(s).

|:| As required by 37 CFR 3.73(c)(1)(i), the documentary evidence of the chain of title from the original owner to the
assignee was, or concurrently is being, submitted for recordation pursuant to 37 CFR 3.11.

[NOTE: A separate copy (i.e., a true copy of the original assignment document(s)) must be submitted to Assignment
Division in accordance with 37 CFR Part 3, to record the assignment in the records of the USPTO. See MPEP 302.08]

The undersigned (whose title is supplied below) is authorized to act on behalf of the assignee.

/Alison L. McCarthy/ March 22, 2017
Signature Date

Alison L. McCarthy 51998

Printed or Typed Name Title or Registration Number

[Page 2 of 2]
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Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your
submission of the attached form related to a patent application or patent. Accordingly, pursuant to the
requirements of the Act, please be advised that: (1) the general authority for the collection of this information is 35
U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which the
information is used by the U.S. Patent and Trademark Office is to process and/or examine your submission related
to a patent application or patent. If you do not furnish the requested information, the U.S. Patent and Trademark
Office may not be able to process and/or examine your submission, which may result in termination of proceedings
or abandonment of the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1.

The information on this form will be treated confidentially to the extent allowed under the Freedom of
Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of records
may be disclosed to the Department of Justice to determine whether disclosure of these records is
required by the Freedom of Information Act.

A record from this system of records may be disclosed, as a routine use, in the course of presenting
evidence to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the
course of settlement negotiations.

A record in this system of records may be disclosed, as a routine use, to a Member of Congress
submitting a request involving an individual, to whom the record pertains, when the individual has
requested assistance from the Member with respect to the subject matter of the record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency
having need for the information in order to perform a contract. Recipients of information shall be required
to comply with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m).
A record related to an International Application filed under the Patent Cooperation Treaty in this system of
records may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property
Organization, pursuant to the Patent Cooperation Treaty.

A record in this system of records may be disclosed, as a routine use, to another federal agency for
purposes of National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act
(42 U.S.C. 218(c)).

A record from this system of records may be disclosed, as a routine use, to the Administrator, General
Services, or his/her designee, during an inspection of records conducted by GSA as part of that agency’s
responsibility to recommend improvements in records management practices and programs, under
authority of 44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the GSA
regulations governing inspection of records for this purpose, and any other relevant (i.e., GSA or
Commerce) directive. Such disclosure shall not be used to make determinations about individuals.

A record from this system of records may be disclosed, as a routine use, to the public after either
publication of the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C.
151. Further, a record may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the
public if the record was filed in an application which became abandoned or in which the proceedings were
terminated and which application is referenced by either a published application, an application open to
public inspection or an issued patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.
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UNITED STATES PATENT AND TRADEMARK OFFICE

UNTTED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

PO. Box 1450

Alexandria, Virginia 22313-1450

WWW.uspto.gov

APPLICATION FILING or GRP ART
NUMBER 371(c) DATE UNIT FIL FEE REC'D ATTY.DOCKET.NO TOT CLAIMSJIND CLAIMS
62/463,901 02/27/2017 130 133077.04700
CONFIRMATION NO. 7014
136404 FILING RECEIPT
Pepper Hamilton LLP/Boston
At Bostor IP Docketing Department AT LR AR A v
125 High Street
19th Floor

Boston, MA 02110-2736
Date Mailed: 03/08/2017

Receipt is acknowledged of this provisional patent application. It will not be examined for patentability and will
become abandoned not later than twelve months after its filing date. Any correspondence concerning the application
must include the following identification information: the U.S. APPLICATION NUMBER, FILING DATE, NAME OF
APPLICANT, and TITLE OF INVENTION. Fees transmitted by check or draft are subject to collection. Please verify
the accuracy of the data presented on this receipt. If an error is noted on this Filing Receipt, please submit
a written request for a Filing Receipt Correction. Please provide a copy of this Filing Receipt with the
changes noted thereon. If you received a "Notice to File Missing Parts" for this application, please submit
any corrections to this Filing Receipt with your reply to the Notice. When the USPTO processes the reply
to the Notice, the USPTO will generate another Filing Receipt incorporating the requested corrections

Inventor(s)
Jeffrey Gniadek, Northbridge, MA;
Applicant(s)
Senko Advanced Components, Inc., Marlborough, MA
Power of Attorney:
Alison McCarthy--51998

Permission to Access Application via Priority Document Exchange: Yes
Permission to Access Search Results: Yes

Applicant may provide or rescind an authorization for access using Form PTO/SB/39 or Form PTO/SB/69 as
appropriate.

If Required, Foreign Filing License Granted: 03/07/2017

The country code and number of your priority application, to be used for filing abroad under the Paris Convention,
is US 62/463,901

Projected Publication Date: None, application is not eligible for pre-grant publication

Non-Publication Request: No

Early Publication Request: No

** SMALL ENTITY **

Title

Optical Connector with Changeable Latching System

Statement under 37 CFR 1.55 or 1.78 for AlA (First Inventor to File) Transition Applications: No
page 1 of 3
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PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent
in a specific country or in regional patent offices. Applicants may wish to consider the filing of an international
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same
effect as a regular national patent application in each PCT-member country. The PCT process simplifies the filing
of patent applications on the same invention in member countries, but does not result in a grant of "an international
patent” and does not eliminate the need of applicants to file additional documents and fees in countries where patent
protection is desired.

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ
in various respects from the patent law of the United States, applicants are advised to seek guidance from specific
foreign countries to ensure that patent rights are not lost prematurely.

Applicants also are advised that in the case of inventions made in the United States, the Director of the USPTO must
issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent application
serves as a request for a foreign filing license. The application's filing receipt contains further information and
guidance as to the status of applicant's license for foreign filing.

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents” (specifically, the
section entitled "Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign
patent applications. The guide is available either by contacting the USPTO Contact Center at 800-786-9199, or it
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.html.

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may wish
to consult the U.S. Government website, http://www.stopfakes.gov. Part of a Department of Commerce initiative,
this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual property in specific
countries such as China, Korea and Mexico. For questions regarding patent enforcement issues, applicants may
call the U.S. Government hotline at 1-866-999-HALT (1-866-999-4258).

LICENSE FOR FOREIGN FILING UNDER
Title 35, United States Code, Section 184
Title 37, Code of Federal Regulations, 5.11 & 5.15

GRANTED

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued in all applications where
the conditions for issuance of a license have been met, regardless of whether or not a license may be required as
set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier
license has been issued under 37 CFR 5.15(b). The license is subject to revocation upon written notification. The
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted under
37 CFR 5.13 or 5.14.

page 2 of 3
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This license is to be retained by the licensee and may be used at any time on or after the effective date thereof unless
it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 1.53(d). This
license is not retroactive.

The grant of a license does not in any way lessen the responsibility of a licensee for the security of the subject matter
as imposed by any Government contract or the provisions of existing laws relating to espionage and the national
security or the export of technical data. Licensees should apprise themselves of current regulations especially with
respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, Department of
State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of Industry and
Security, Department of Commerce (15 CFR parts 730-774); the Office of Foreign AssetsControl, Department of
Treasury (31 CFR Parts 500+) and the Department of Energy.

NOT GRANTED

No license under 35 U.S.C. 184 has been granted at this time, if the phrase "IF REQUIRED, FOREIGN FILING
LICENSE GRANTED" DOES NOT appear on this form. Applicant may still petition for a license under 37 CFR 5.12,
if a license is desired before the expiration of 6 months from the filing date of the application. If 6 months has lapsed
from the filing date of this application and the licensee has not received any indication of a secrecy order under 35
U.S.C. 181, the licensee may foreign file the application pursuant to 37 CFR 5.15(b).

SelectUSA

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location for
business investment, innovation, and commercialization of new technologies. The U.S. offers tremendous resources
and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation works to
promote and facilitate business investment. SelectUSA provides information assistance to the international investor
community; serves as an ombudsman for existing and potential investors; advocates on behalf of U.S. cities, states,
and regions competing for global investment; and counsels U.S. economic development organizations on investment
attraction best practices. To learn more about why the United States is the best country in the world to develop
technology, manufacture products, deliver services, and grow your business, visit http://www.SelectUSA.gov or call
+1-202-482-6800.

page 3 of 3
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PTO/AIA/4 (11-15)
Approved for use through 04/30/2017. OMB 0651-0032
U.S. Patent and Trademark Cffice; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid CMB control number.

Attorney Docket Number | 133077.04700

Application Data Sheet 37 CFR 1.76

Application Number

Title of Invention | Optical Connector with Changeable Latching System

The application data sheet is part of the provisional or nonprovisional application for which it is being submitted. The following form contains the
bibliographic data arranged in a format specified by the United States Patent and Trademark Office as outlined in 37 CFR 1.76.

This document may be completed electronically and submitted to the Office in electronic format using the Electronic Filing System (EFS) or the
document may be printed and included in a paper filed application.

Secrecy Order 37 CFR 5.2:

[ Portions or all of the application associated with this Application Data Sheet may fall under a Secrecy Order pursuant to
37 CFR 5.2 (Paper filers only. Applications that fall under Secrecy Order may not be filed electronically.)

Inventor Information:

Remove
Inventor [1

Legal Name

Prefix| Given Name Middle Name Family Name Suffix
[+ effrey [Sniadek [+

Residence Information (Select One) e US Residency Non US Residency Active US Military Service

City | Northbridge State/Province | MA | Country of Residencé | s

Mailing Address of Inventor:

Address 1 19 Kelly Road

Address 2

City | Northbridge State/Province | FVIA
Postal Code 01535 Countryi | us

All Inventors Must Be Listed - Additional Inventor Information blocks may be

generated within this form by selecting the Add button. Add

Correspondence Information:

Enter either Customer Number or complete the Correspondence Information section below.
For further information see 37 CFR 1.33(a).

[ ] An Address is being provided for the correspondence Information of this application.

Customer Number 36404

Email Address docketingBN@pepperlaw.com | AddEmail | |Remove Email

Application Information:

Title of the Invention [Optical Connector with Changeable Latching System
Attorney Docket Number| [133077.04700 Small Entity Status Claimed [X]
Application Type Provisional v
Subject Matter ility v
Total Number of Drawing Sheets (if any) 94 Suggested Figure for Publication (if any)

19

EFS Web 2.2.12



PTO/AIA/4 (11-15)

Approved for use through 04/30/2017. OMB 0651-0032

U.S. Patent and Trademark Cffice; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number.

Attorney Docket Number | 133077.04700

Application Data Sheet 37 CFR 1.76

Application Number

Title of Invention | Optical Connector with Changeable Latching System

Filing By Reference:

Only complete this section when filing an application by reference under 35 US.C. 111(c} and 37 CFR 1.57{a). Do not complete this section if
application papers including a specification and any drawings are being filed. Any domestic benefit or foreign priority information must be
provided in the appropriate section(s) below (i.e., “Domestic Benefit/National Stage Information” and “Foreign Priority Information”).

For the purposes of a filing date under 37 CFR 1.53(b), the description and any drawings of the present application are replaced by this
reference to the previously filed application, subject to conditions and requirements of 37 CFR 1.57(a).

Application number of the previcusly Filing date {YYYY-MM-DD) Intellectual Property Authority or Country |
filed application

Publication Information:
[ ] Request Early Publication (Fee required at time of Request 37 CFR 1.219)

Request Not to Publish. | hereby request that the attached application not be published under

35 U.S.C. 122(b) and certify that the invention disclosed in the attached application has not and will not be the
subject of an application filed in another country, or under a multilateral international agreement, that requires
publication at eighteen months after filing.

Representative Information:

Representative information should be provided for all practitioners having a power of attorney in the application. Providing
this information in the Application Data Sheet does not constitute a power of attorney in the application (see 37 CFR 1.32).

Either enter Customer Number or complete the Representative Name section below. If both sections are completed the customer
Number will be used for the Representative Information during processing.

Please Select One: ¢ Customer Number US Patent Practitioner () Limited Recognition (37 CFR 11.9)
Customer Number 136404

Domestic Benefit/National Stage Information:

This section allows for the applicant to either claim benefit under 35 U.S.C. 119(e), 120, 121, 365(c), or 386(c) or indicate
National Stage entry from a PCT application. Providing benefit claim information in the Application Data Sheet constitutes
the specific reference required by 35 U.5.C. 119(e) or 120, and 37 CFR 1.78.

When referring to the current application, please leave the “Application Number” field blank.

Prior Application Status v Remove
Filing or 371(c) Date
Application Number Continuity Type Prior Application Number (YYYY-MM-DD)

-

Additional Domestic Benefit/National Stage Data may be generated within this form

by selecting the Add button. Add
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PTO/AIA/4 (11-15)
Approved for use through 04/30/2017. OMB 0651-0032

U.S. Patent and Trademark Cffice; U.S. DEPARTMENT OF COMMERCE
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number.

. Attorney Docket Number | 133077.04700
Application Data Sheet 37 CFR 1.76

Application Number

Title of Invention | Optical Connector with Changeable Latching System

Foreign Priority Information:

This section allows for the applicant to claim priority to a foreign application. Providing this information in the application data sheet
constitutes the claim for priority as required by 35 U.8.C. 119(b) and 37 CFR 1.55. When priority is claimed to a foreign application
that is eligible for retrieval under the priority document exchange program (PDX)I the information will be used by the Office to
automatically attempt retrieval pursuant to 37 CFR 1.55(1){(1) and (2). Under the PDX program, applicant bears the ultimate
responsibility for ensuring that a copy of the foreign application is received by the Office from the participating foreign intellectual
property office, or a certified copy of the foreign priority application is filed, within the time period specified in 37 CFR 1.55(g)(1).

Remove

Application Number Countryi Filing Date (YYYY-MM-DD) Access Codei (if applicable)

Additional Foreign Priority Data may be generated within this form by selecting the
Add button. Add

Statement under 37 CFR 1.55 or 1.78 for AIA (First Inventor to File) Transition
Applications

This application (1) claims priority to or the benefit of an application filed before March 16, 2013 and (2) also

contains, or contained at any time, a claim to a claimed invention that has an effective filing date on or after March
[] 16, 2013.

NOTE: By providing this statement under 37 CFR 1.55 or 1.78, this application, with a filing date on or after March

16, 2013, will be examined under the first inventor to file provisions of the AlA.
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PTO/AIA/4 (11-15)

Approved for use through 04/30/2017. OMB 0651-0032

U.S. Patent and Trademark Cffice; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number.

. Attorney Docket Number | 133077.04700
Application Data Sheet 37 CFR 1.76

Application Number

Title of Invention | Optical Connector with Changeable Latching System

Authorization or Opt-Out of Authorization to Permit Access:

When this Application Data Sheet is properly signed and filed with the application, applicant has provided written
authority to permit a participating foreign intellectual property {IP) office access to the instant application-as-filed (see
paragraph A in subsection 1 below) and the European Patent Office {(EPO) access to any search results from the instant
application (see paragraph B in subsection 1 below).

Should applicant choose not to provide an authorization identified in subsection 1 below, applicant must opt-out of the
authorization by checking the corresponding box A or B or both in subsection 2 below.

NOTE: This section of the Application Data Sheet is ONLY reviewed and processed with the INITIAL filing of an
application. After the initial filing of an application, an Application Data Sheet cannot be used to provide or rescind
authorization for access by a foreign IP office(s). Instead, Form PTO/SB/39 or PTO/SB/69 must be used as appropriate.

1. Authorization to Permit Access by a Foreign Intellectual Property Office(s)

A. Priority Document Exchange (PDX) - Unless box A in subsection 2 (opt-out of authorization) is checked, the
undersigned hereby grants the USPTO authority to provide the European Patent Office (EPQ), the Japan Patent Office
{(JPO), the Korean Intellectual Property Office (KIPQ), the State Intellectual Property Office of the People’s Republic of
China (SIPQO)}, the World Intellectual Property Organization (WIPO), and any other foreign intellectual property office
participating with the USPTO in a bilateral or multilateral priority document exchange agreement in which a foreign
application claiming priority to the instant patent application is filed, access to: (1) the instant patent application-as-filed
and its related bibliographic data, (2) any foreign or domestic application to which priority or benefit is claimed by the
instant application and its related bibliographic data, and (3) the date of filing of this Authorization. See 37 CFR 1.14(h)

(1).

B. Search Results from U.S. Application to EPO - Unless box B in subsection 2 {opt-out of authorization) is checked,
the undersigned hereby grants the USPTO authority to provide the EPO access to the bibliographic data and search
results from the instant patent application when a European patent application claiming priority to the instant patent
application is filed. See 37 CFR 1.14(h)(2).

The applicant is reminded that the EPO’s Rule 141(1) EPC (European Patent Convention) requires applicants to submit a
copy of search results from the instant application without delay in a European patent application that claims priority to
the instant application.

2. Opt-Out of Authorizations to Permit Access by a Foreign Intellectual Property Office(s)

A. Applicant DOES NOT authorize the USPTO to permit a participating foreign IP office access to the instant
[ ] application-as-filed. If this box is checked, the USPTO will not be providing a participating foreign IP office with
any documents and information identified in subsection 1A above.

B. Applicant DOES NOT authorize the USPTO to transmit to the EPO any search results from the instant patent
[ ] application. If this box is checked, the USPTO will not be providing the EPO with search results from the instant
application.
NOTE: Once the application has published or is otherwise publicly available, the USPTO may provide access to the
application in accordance with 37 CFR 1.14.
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PTO/AIA/4 (11-15)

Approved for use through 04/30/2017. OMB 0651-0032

U.S. Patent and Trademark Cffice; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number.

Attorney Docket Number | 133077.04700

Application Data Sheet 37 CFR 1.76

Application Number

Title of Invention | Optical Connector with Changeable Latching System

Applicant Information:

Providing assignment information in this section does not substitute for compliance with any requirement of part 3 of Title 37 of CFR
to have an assignment recorded by the Office.

Applicant {1

If the applicant is the inventor (or the remaining joint inventor or inventors under 37 CFR 1.45), this section should not be completed.
The information to be provided in this section is the name and address of the legal representative who is the applicant under 37 CFR
1.43; or the name and address of the assignee, person to whom the inventor is under an obligation to assign the invention, or person
who otherwise shows sufficient proprietary interest in the matter who is the applicant under 37 CFR 1.46. If the applicant is an
applicant under 37 CFR 1.46 {(assignee, person to whom the inventor is obligated to assign, or person who otherwise shows sufficient
proprietary interest) together with one or more joint inventors, then the joint inventor or inventors who are also the applicant should be

identified in this section.

Assignee Legal Representative under 35 U.5.C. 117 Joint Inventor

@ Person to whom the inventor is obligated to assign. Person who shows sufficient proprietary interest

If applicant is the legal representative, indicate the authority to file the patent application, the inventor is:

vI

Name of the Deceased or Legally Incapacitated Inventor:

If the Applicant is an Organization check here. X

Organization Name Senko Advanced Components, Inc.

Mailing Address Information For Applicant:

Address 1 50 Donald Lynch Blvd., Unit D

Address 2

City arlborough State/Province MA
Country | s Postal Code 01752
Phone Number Fax Number

Email Address

Additional Applicant Data may be generated within this form by selecting the Add button. Add

Assignee Information including Non-Applicant Assignee Information:

Providing assignment information in this section does not substitute for compliance with any requirement of part 3 of Title
37 of CFR to have an assighment recorded by the Office.
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PTO/AIA/4 (11-15)

Approved for use through 04/30/2017. OMB 0651-0032

U.S. Patent and Trademark Cffice; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number.

Attorney Docket Number | 133077.04700

Application Data Sheet 37 CFR 1.76

Application Number

Title of Invention | Optical Connector with Changeable Latching System

Assignee 1

Complete this section if assighee information, including non-applicant assignee information, is desired to be included on the patent
application publication. An assignee-applicant identified in the "Applicant Information™ section will appear on the patent application
publication as an applicant. For an assighee-applicant, complete this section only if identification as an assignee is also desired on the
patent application publication.

If the Assignee or Non-Applicant Assignee is an Organization check here. []

Prefix Given Name Middle Name Family Name Suffix
Mailing Address Information For Assignee including Non-Applicant Assignee:

Address 1

Address 2

City State/Province

Countryi Postal Code

Phone Number Fax Number

Email Address

Additional Assignee or Non-Applicant Assignee Data may be generated within this form by 2

selecting the Add button.

Signature:

NOTE: This Application Data Sheet must be signed in accordance with 37 CFR 1.33(b). However, if this Application
Data Sheet is submitted with the INITIAL filing of the application and either box A or B is not checked in
subsection 2 of the “Authorization or Opt-Out of Authorization to Permit Access” section, then this form must
also be signed in accordance with 37 CFR 1.14(c).

This Application Data Sheet must be signed by a patent practitioner if one or more of the applicants is a juristic
entity (e.g., corporation or association). If the applicant is two or more joint inventors, this form must be signed by a
patent practitioner, all joint inventors who are the applicant, or one or mare joint inventor-applicants who have been given
power of attorney (e.g., see USPTO Form PTO/AIA/81) on behalf of all joint inventor-applicants.

See 37 CFR 1.4(d) for the manner of making signatures and certifications.

Signature |fAlison L. McCarthy/ Date (YYYY-MM-DD)| [2017-02-27
First Name | Alison Last Name | McCarthy Registration Number | 51998
Additional Signature may be generated within this form by selecting the Add button. Add
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PTO/AIA/4 (11-15)

Approved for use through 04/30/2017. OMB 0651-0032

U.S. Patent and Trademark Cffice; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number.

Attorney Docket Number | 133077.04700

Application Data Sheet 37 CFR 1.76

Application Number

Title of Invention | Optical Connector with Changeable Latching System

This collection of information is required by 37 CFR 1.76. The information is required to obtain or retain a benefit by the public which
is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.14. This
collection is estimated to take 23 minutes to complete, including gathering, preparing, and submitting the completed application data
sheet form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you require to
complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and
Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandna, VA 22313-1450. DO NOT SEND FEES OR
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.
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Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your submission of the attached form related tc a patent
application or patent. Accordingly, pursuant to the requirements of the Act, please be advised that: (1) the general authority for the collection of this information
is 35 U.5.C. 2(b}(2); {2) furnishing of the informaticn solicited is voluntary; and (3) the principal purpose for which the information is used by the U.S. Patent and
Trademark Office is to process and/or examine your submission related to a patent application or patent. If you do not furnish the requested information, the U.S.
Patent and Trademark Office may not be able to process and/or examine your submission, which may result in termination of proceedings or abandonment of
the application or expiration of the patent.

The information provided by you in this form will be subject tc the following routine uses:

1 Theinformation on this form will be treated confidentially to the extent allowed under the Freedom of Information Act (5 U.5.C. 552) and the Privacy
Act (5 US.C. 552a). Records from this system of records may be disclosed to the Department of Justice to determine whether the Freedom of
Information Act requires disclosure of these records.

2. Arecord from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a court, magistrate, or administrative
tribunal, including disclosures to opposing counsel in the course of settlement negotiations.

3 Arecord in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a request involving an individual, to whom
the record pertains, when the individual has requested assistance from the Member with respect tc the subject matter of the record.

4,  Arecord in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for the information in order to perform
a contract. Recipients of information shall be required to comply with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C.
552a(m).

5. Arecord related to an International Application filed under the Patent Cooperation Treaty in this system of records may be disclosed, as a routine use,
to the Internaticnal Bureau of the World Intellectual Property Organization, pursuant to the Patent CooperationTreaty.

6.  Arecord in this system of records may be disclosed, as a routine use, to another federal agency for purposes of National Security review (35 U.S.C. 181)
and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)).

7. Arecord from this system of records may be disclosed, as a routine use, to the Administrator, General Services, or his/her designee, during an
inspection of records conducted by GSA as part of that agency's responsibility to recommend improvements in records management practices and
programs, under authority of 44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the GSA regulations geverning inspection of
records for this purpose, and any other relevant (i.e,, GSA or Commerce) directive. Such disclosure shall not be used to make determinations about
individuals.

8.  Arecord from this system of records may be disclosed, as a routine use, to the public after either publication of the application pursuant to 35 U.5.C.
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OPTICAL CONNECTOR WITH CHANGEABLE LATCHING SYSTEM

BACKGROUND

[0001] The present disclosure relates generally to connectors having remote release,
and more specifically to narrow width adapters and connectors, such as narrow pitch distance
Lucent Connector (LC) duplex adapters and narrow width multi-fiber connectors.

[0002] The prevalence of the Internet has led to unprecedented growth in
communication networks. Consumer demand for service and increased competition has caused
network providers to continuously find ways to improve quality of service while reducing cost.

[0003] Certain solutions have included deployment of high-density interconnect panels.
High-density interconnect panels may be designed to consolidate the increasing volume of
interconnections necessary to support the fast-growing networks into a compacted form factor,
thereby increasing quality of service and decreasing costs such as floor space and support
overhead. However, the deployment of high-density interconnect panels have not been fully
realized.

[0004] In communication networks, such as data centers and switching networks,
numerous interconnections between mating connectors may be compacted into high-density
panels. Panel and connector producers may optimize for such high densities by shrinking the
connector size and/or the spacing between adjacent connectors on the panel. While both
approaches may be effective to increase the panel connector density, shrinking the connector size
and/or spacing may also increase the support cost and diminish the quality of service.

[0005] In a high-density panel configuration, adjacent connectors and cable assemblies
may obstruct access to the individual release mechanisms. Such physical obstructions may
impede the ability of an operator to minimize the stresses applied to the cables and the
connectors. For example, these stresses may be applied when the user reaches into a dense group
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of connectors and pushes aside surrounding optical fibers and connectors to access an individual
connector release mechanism with his/her thumb and forefinger. Overstressing the cables and
connectors may produce latent defects, compromise the integrity and/or reliability of the
terminations, and potentially cause serious disruptions to network performance.

[0006] While an operator may attempt to use a tool, such as a screwdriver, to reach into
a dense group of connectors and activate a release mechanism, adjacent cables and connectors
may obstruct the operator’s line of sight, making it difficult to guide the tool to the release
mechanism without pushing aside the adjacent cables. Moreover, even when the operator has a
clear line of sight, guiding the tool to the release mechanism may be a time-consuming process.
Thus, using a tool may not be effective at reducing support time and increasing the quality of
service.

[0007] Small Form Factor Pluggable Transceivers (SFP) are used presently in
telecommunication infrastructures within rack mounted copper-to-fiber media converters, and
are also known as Ethernet switches and/or patching hubs. These infrastructure Ethernet and
fiber optic connections are evolving quickly to increase connection density due to limited space
for such equipment. Although fiber optic connectors have become smaller over the years, they
have not been designed to be any smaller than necessary to plug into commonly sized and readily
available SFPs. However, as transceiver technologies develop, smaller SFPs will be used to
create higher density switches and/or patching hub equipment. Accordingly, there is a need for
fiber optic connectors that will meet the needs of future developments in smaller SFPs.
SUMMARY

[0008] In summary, one aspect provides a narrow pitch fiber optic connector including

at least one lucent ferrule housed within a plug frame. The plug frame has a top and a bottom.
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The plug frame is mechanically coupled to a rear body, having a top and bottom. The rear body
secures the at least one lucent ferrule within the plug frame. The narrow pitch fiber optic
connector may also have a pull tab located adjacent to the top of the plug frame rear body. The
pull tab may include at least one recess.

[0009] Another aspect provides a system including a transceiver and at least one flexing
latch. The transceiver includes at least one receptacle comprising a top wall, a bottom wall, a
first side wall, and a second side wall. The first side wall comprises a first track with a first
recess. The second side wall comprises a second track with a second recess. The at least one
flexing latch may include: a front comprising a lip, a back, a first side having a first tension
member, and a second side having a second tension member. The first tension member interlocks
with the first recess and the second tension member interlocks with the second recess when the at
least one flexing latch is inserted into the transceiver.

[0010] A further aspect provides a system including a narrow pitch fiber optic
connector and a corresponding transceiver. The narrow pitch fiber optic connecter has at least
one lucent ferrule housed within a plug frame. The plug frame is connected to a rear body, which
secures the at least one lucent ferrule within the plug frame. The narrow pitch fiber optic
connector further includes a pull tab with at least one recess. The transceiver includes at least one
receptacle and at least one flexing latch within the at least one receptacle. The flexing latch has a
front edge with a lip and a first and second tension member. The first tension member interlocks
with a first recess of the transceiver, and the second tension member interlocks with the second

recess of the transceiver.

BRIEF DESCRIPTION OF THE DRAWINGS
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[0011] FIG. 1A is a perspective view of a prior art standard 6.25mm pitch LC connector

SFP;
[0012] FIG. 1B is a perspective view of a prior art standard 6.25mm pitch LC adapter;
[0013] FIG. 1C is a top view of the prior art adapter of FIG. 1B,;
[0014] FIG. 1D is a front view of the prior art adapter of FIG. 1B, showing the 6.25mm
pitch;

[0015] FIG. 2A is a perspective view of a prior art LC duplex connector;

[0016] FIG. 2B is a perspective view of a prior art LC duplex connector with a remote
release pull tab;

[0017] FIG. 2C is a top view of a prior art LC connector used in the embodiments
shown in FIGS. 2A and 2B;

[0018] FIG. 2D is a side view of the prior art LC connector of FIG. 2C;

[0019] FIG. 3 is a perspective view of a future narrow pitch LC SFP for receiving
connectors disclosed herein according to aspects of the present disclosure;

[0020] FIG. 4A is a perspective view of one embodiment of a narrow pitch LC adapter
according to aspects of the present disclosure;

[0021] FIG. 4B is a top view of the narrow pitch LC adapter of FIG. 4A,

[0022] FIG. 4C is a front view of the narrow pitch LC adapter of FIG. 4A, showing a
4.8mm pitch;

[0023] FIG. 5 is a perspective view of one embodiment of a narrow pitch LC duplex
connector with remote release according to aspects of the present disclosure;

[0024] FIG. 6A is a top view of an LC connector used in the embodiment of FIG. 5

according to aspects of the present disclosure;
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[0025] FIG. 6B is a side view of the LC connector of FIG. 6A according to aspects of
the present disclosure;

[0026] FIG. 7 is a perspective view of narrow pitch LC duplex connector of FIG. 5,
with the release mechanism being removed according to aspects of the present disclosure;

[0027] FIG. 8 is a perspective disassembled view of the narrow pitch LC duplex
connector of FIG. 5 according to aspects of the present disclosure;

[0028] FIG. 9 is a perspective view of a prior art standard multiple-fiber push-on/pull-
off (MPO) SFP;

[0029] FIG. 10A is a perspective view of a prior art standard MPO connector;

[0030] FIG. 10B is a top view of the prior art MPO connector of FIG. 10A, having a
width of 12.4mm;

[0031] FIG. 10C is a front view of the prior art MPO connector of FIG.10A;

[0032] FIG. 11 is a perspective view of a future narrow width multi-fiber SFP for
receiving connectors disclosed herein according to aspects of the present disclosure;

[0033] FIG. 12A is a perspective view of one embodiment of a narrow width multi-
fiber connector with remote release according to aspects of the present disclosure;

[0034] FIG. 12B is a top view of the narrow width multi-fiber connector of FIG. 12A,
having a width of 9.6mm according to aspects of the present disclosure;

[0035] FIG. 12C is a front view of the narrow width multi-fiber connector of FIG. 12A
according to aspects of the present disclosure;

[0036] FIG. 13A is a perspective view of a narrow width multi-fiber connector inserted

into a narrow width SFP having an SFP latch according to aspects of the present disclosure;
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[0037] FIG. 13B is a perspective view of a narrow width multi-fiber connector inserted
into a narrow width adapter having an adapter latch according to aspects of the present
disclosure;

[0038] FIG. 14 is a side view of a narrow width multi-fiber connector of FIG. 13A
having a recess engaged with an SFP latch in a normal pull tab position according to aspects of
the present disclosure; and

[0039] FIG. 15 is a side view of the narrow width multi-fiber connector of FIG. 13A,
being disengaged from the SFP latch by retracting the pull tab according to aspects of the present
disclosure.

[0040] FIG. 16A is a perspective view of a narrow width multi-fiber connector having
an adapter latch according to aspects of the present disclosure;

[0041] FIG. 16B is a perspective disassembled view of a narrow width multi-fiber
connector having an adapter latch according to aspects of the present disclosure;

[0042] FIG. 17A is a front view of the narrow pitch adapter of FIG. 16A, showing a
3.80mm pitch;

[0043] FIG. 17B is a side view of the narrow width connector of FIG. 16A;

[0044] FIG. 17C is a side view of a plug frame fitting inside a SFP according to aspects
of the present disclosure;

[0045] FIG. 17D is a perspective view of the narrow width connector of FIG. 16A with
the push/pull tab in a normal position in the SFP latching recess according to aspects of the

present disclosure;
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[0046] FIG. 17E is a perspective view of the narrow width connector of FIG. 16A with
the push/pull tab in a pulled back position with respect to the SFP latching recess according to
aspects of the present disclosure;

[0047] FIG. 18A is a perspective view of a small form factor transceiver according to
aspects of the present disclosure;

[0048] FIG. 18B and FIG. 18C are respective side views of the transceiver of FIG. 18A
according to aspects of the present disclosure;

[0049] FIG. 19 is a perspective view of a SFP having one connector inserted,

[0050] FIG 20A and FIG. 20B are side views of a SFP holding a connector according to
aspects of the present disclosure;

[0051] FIG. 21 is a perspective view of the SFP having one connector inserted and with
the push/pull tab retracted according to aspects of the present disclosure;

[0052] FIG. 22A and FIG. 22B are side views of the SFP latch in a lifted position to
unlatch the connector according to aspects of the disclosure;

[0053] FIG. 23 represents a latch to be used in a SFP according to aspects of the present
disclosure;

[0054] FIG. 24 is a perspective view of a connector inserted into an adapter according
to aspect of the present disclosure;

[0055] FIG. 25A and FIG. 25B are side views of the connector and the adapter of FIG.
24 with the latch in the normal position;

[0056] FIG. 26 is a perspective view of a connector inserted into an adapter with the

push/pull tab retracted according to aspects of the present disclosure;
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[0057] FIG. 27A and FIG. 27B are side views of the connector and adapter of FIG. 26
having the adapter latch in an unlatching position according to aspects of the present disclosure;

[0058] FIGS. 28A-D are various embodiments of the adapter and snap hooks used to
engage a connector according to various aspects of the present disclosure;

[0059] FIG. 29 is a perspective view of one embodiment of a narrow pitch LC duplex
connector with latching arm according to aspects of the present disclosure;

[0060] FIG. 30 is a perspective view of one embodiment of a narrow pitch LC duplex
connector with modular latching arm according to aspects of the present disclosure;

[0061] FIG. 31 is a perspective view of one embodiment of a narrow pitch LC duplex
connector with modular latching arm according to aspects of the present disclosure, wherein the
modular latching arm is detached; and

[0062] FIG. 32 is a perspective view of one embodiment of a narrow pitch LC duplex
connector with latching arm and corresponding transceiver according to aspects of the present
disclosure.

[0063] FIG. 33 is a perspective view of one embodiment of a narrow pitch LC duplex
connector with latching arm and corresponding pull tab according to aspects of the present
disclosure;

[0064] FIGS. 34A-D are various embodiments of a connector and a rear member.

[0065] FIGS. 35A-D are various embodiments of a connector and rear member with
attached boot according to various aspects of the present disclosure;

[0066] FIGS.36A-C are various dimensioned embodiments of a connector and rear

member with attached boot according to various aspects of the present disclosure;
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[0067] FIGS. 37A-C are various embodiments of an LC type latch adapter assembly
according to various aspects of the present disclosure;

[0068] FIGS. 38A-B are various dimensioned embodiments of an LC type latch adapter
assembly according to various aspects of the present disclosure;

[0069] FIGS. 39A-B are various embodiments of the LC type connector and the LC
type adapter connected according to various aspects of the present disclosure;

[0070] FIGS. 40A-D are various embodiments of an LC type latch assembly with a bent
latch pull/push tab according to various aspects of the present disclosure;

[0071] FIGS. 41A-C are various dimensioned embodiments of an LC type latch
assembly with a bent latch pull/push tab according to various aspects of the present disclosure

[0072] FIGS. 42A-B are various embodiments of the LC type connector with the bent
latch and the LC type adapter connected according to various aspects of the present disclosure;

[0073] FIGS. 43A-D are various embodiments of a CS duplex ferrules;

[0074] FIGS. 44A-C are various embodiments of the adapter and snap hooks used to
engage a connector according to various aspects of the present disclosure;

[0075] FIGS. 45A-D are various embodiments of a connector with removable latch
mechanism according to various aspects of the present disclosure;

[0076] FIGS. 46A-D are various detailed embodiments of a connector according to
various aspects of the present disclosure;

[0077] FIGS. 47A-D are various detailed embodiments of another connector according
to various aspects of the present disclosure.

[0078] FIGS. 48A-B are various embodiments of a duplex connector port.
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[0079] FIG. 49 is an embodiment of an optical connector with a flexing latch
mechanism.

[0080] FIG. 50A-B are various embodiments of an optical connector with a flexing
latch interlocking with a connector port.

[0081] FIGS. 51A-B are various embodiments of a duplex connector port with a
flexible latching mechanism.

[0082] FIGS. 52A-B are various embodiments of an optical connector with a push-pull
tab interlocking with a connector port with a flexible latching mechanism.

[0083] FIGS. 53A-C are various embodiments of a universal optical connector and the
connection of a flexible latching mechanism.

[0084] FIGS. 54A-C are various embodiments of a universal optical connector and the
connection push-pull tab.
DETAILED DESCRIPTION

[0085] This disclosure is not limited to the particular systems, devices and methods
described, as these may vary. The terminology used in the description is for the purpose of
describing the particular versions or embodiments only, and is not intended to limit the scope.

[0086] As used in this document, the singular forms “a,” “an,” and “the” include plural
references unless the context clearly dictates otherwise. Unless defined otherwise, all technical
and scientific terms used herein have the same meanings as commonly understood by one of
ordinary skill in the art. Nothing in this disclosure is to be construed as an admission that the
embodiments described in this disclosure are not entitled to antedate such disclosure by virtue of
prior invention. As used in this document, the term “comprising” means “including, but not

limited to.”
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[0087] The following terms shall have, for the purposes of this application, the
respective meanings set forth below.

[0088] A connector, as used herein, refers to a device and/or components thereof that
connects a first module or cable to a second module or cable. The connector may be configured
for fiber optic transmission or electrical signal transmission. The connector may be any suitable
type now known or later developed, such as, for example, a ferrule connector (FC), a fiber
distributed data interface (FDDI) connector, an LC connector, a mechanical transfer (MT)
connector, a square connector (SC) connector, an SC duplex connector, or a straight tip (ST)
connector. The connector may generally be defined by a connector housing body. In some
embodiments, the housing body may incorporate any or all of the components described herein.

[0089] A “fiber optic cable” or an “optical cable” refers to a cable containing one or
more optical fibers for conducting optical signals in beams of light. The optical fibers can be
constructed from any suitable transparent material, including glass, fiberglass, and plastic. The
cable can include a jacket or sheathing material surrounding the optical fibers. In addition, the
cable can be connected to a connector on one end or on both ends of the cable.

[0090] Various embodiments described herein generally provide a remote release
mechanism such that a user can remove cable assembly connectors that are closely spaced
together on a high density panel without damaging surrounding connectors, accidentally
disconnecting surrounding connectors, disrupting transmissions through surrounding connectors,
and/or the like. Various embodiments also provide narrow pitch LC duplex connectors and
narrow width multi-fiber connectors, for use, for example, with future narrow pitch LC SFPs and

future narrow width SFPs. The remote release mechanisms allow use of the narrow pitch LC
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duplex connectors and narrow width multi-fiber connectors in dense arrays of narrow pitch LC
SFPs and narrow width multi-fiber SFPs.

[0091] FIG. 1A shows a perspective view of a prior art standard 6.25mm pitch LC
connector SFP 100. The SFP 100 is configured to receive a duplex connector and provides two
receptacles 102, each for receiving a respective LC connector. The pitch 104 is defined as the
axis-to-axis distance between the central longitudinal axes of each of the two receptacles 102.
FIG. 1B shows a perspective view of a prior art standard 6.25 mm pitch LC adapter 106. The
adapter 106 is also configured to receive a duplex connector, and provides two receptacles 108,
each for receiving a respective LC connector. FIG. 1C is a top view of the adapter 106 of FIG.
IB. The pitch of the adapter 106 is defined similarly to that of the SFP 100, as the axis-to-axis
distance between the central longitudinal axes of each of the two receptacles 108, as illustrated in
FIG. 1D, which shows a front view of the adapter 106.

[0092] FIG. 2A shows a prior art LC duplex connector 200 that may be used with the
conventional SFP 100 and the conventional adapter 106. The LC duplex connector 200 includes
two conventional LC connectors 202. FIG. 2B shows another prior art LC duplex connector 204
having a remote release pull tab 206, and including two conventional LC connectors 208. As
shown, the remote release pull tab includes two prongs 210, each configured to couple to the
extending member 212 of a respective LC connector 208. FIGS. 2C and 2D show top and side
views, respectively, of the conventional LC connector 208, having a width of 5.6 mm, and
further showing the extending member 212.

[0093] Various embodiments disclosed herein are configured for use with a future SFP,
such as the narrow pitch LC SFP 300 shown in FIG. 3, having a pitch less than that of

conventional 6.25 mm and 5.25 mm pitches. Various embodiments utilize LC type fiber optic

-12-

38



ATTORNEY DOCKET NO. 133077.4700 PROVISIONAL PATENT

connectors in duplex arrangements (having transmitting and receiving fibers) but with a
connector axis-to-axis distance that is less than the conventional 6.25 mm and 5.25 mm pitches,
as described further below.

[0094] According to another aspect, embodiments of narrow pitch duplex LC adapters
are disclosed. FIGS. 4A to 4C show one embodiment of a narrow pitch adapter 400. The narrow
pitch adapter 400 has receptacles 402 on opposite ends thereof, configured for mating two
narrow pitch LC duplex connectors according to aspects disclosed herein. FIG. 4B shows a top
view of the adapter 400. FIG. 4C shows a front view, further illustrating that the adapter 400 has
a pitch of 4.8 mm. The adapter 400 is configured to receive a duplex LC connector, with a pitch
of the adapter corresponding to the axis-to-axis distance between the LC connectors of the LC
duplex connector. Although the adapter 400 has a pitch of 4. 8mm, various embodiments of
narrow pitch adapters disclosed herein may have a different pitch that is less than that of the
pitch of conventional adapters, for example less than 6.25 mm and less than about 5.25 mm. In
some embodiments, the pitch may be about 4.8 mm or less.

[0095] In addition to the need for narrow connectors, there is a need for remote
unlatching of the narrow connectors used in dense narrow SFP arrays. This is because finger
access to connectors is nearly impossible without disruption to the service of adjacent optical
fibers. Although there are current designs of remotely unlatching fiber optic connectors, as
shown for example in FIG. 2B, they have proven to be difficult to function as desired when
plugged into the die cast construction that is typical of all SFP's. The die cast SFP is not one that
is ever free of sharp edges and internal flashing (burrs) that can interfere with the normal flexing
motion of the plastic latches of the fiber optic connectors. The interference between metal edges

and burrs may prevent the fiber optic connector's plastic latch from either becoming fully
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engaged or easily disengaged, especially with latches that are remotely triggered by pull tabs that
project a distance behind the connector so as to keep fingers from disturbing adjacent optical
fibers.

[0096] To make the latching/unlatching of the connectors from the SFP more reliable,
various embodiments disclosed herein add a spring force to the remote latching component (pull
tab), for example as shown and described in relation to FIGS. 5, 7, 8 and 12 below, to ensure that
the connector latches are allowed to return to the undisplaced position and thereby become fully
engaged inside the SFP's recess.

[0097] FIG. 5 shows one embodiment of a narrow pitch connector 500 according to
aspects disclosed herein. The narrow pitch connector 500 is a duplex LC connector including
two LC connectors 502. Each of the LC connectors 502 includes a respective ferrule 503 and a
respective extending member or latching arm 504. The connector 500 has a pitch of 4.8 mm,
defined as the axis-to-axis distance between the central axes of the LC connectors 502. In other
embodiments, the connector pitch may be less than that of the pitch of conventional connectors,
for example less than 6.25 mm and less than about 5.25 mm. In some embodiments, the pitch
may be about 4.8 mm or less.

[0098] The connector 500 further includes a housing 506 having a bottom housing 508
and a top housing 510. The bottom housing 508 includes side walls 512. In various
embodiments, the housing of the connector may be a switchable housing. The side walls may be
configured to open so as to facilitate opening of the housing, for example to change polarity of
the connector. The side walls 512 may be raised towards the rear of the connector, as shown in
FIG. 5. One advantage of raising the side walls towards the rear of the connector is easier

access. In other embodiments, the side walls may be raised at another location.
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[0099] The connector 500 further includes a pull tab 514 having a distal end 516 and a
proximal end 518. The pull tab 514 further includes a spring 520 configured to provide a force
such that the connector latching arms 504 return to the undisplaced position and thereby become
fully engaged inside the SFP's recess. The distal end 516 of the pull tab 514 may be pulled to
remotely release the connector 500 from an SFP or adapter. The proximal end 518 of the pull
tab 514 is uniquely shaped so as to engage with the unique profile of the latching arms 504 of the
narrow pitch LC connector 500. The proximal end 518 engages both latching arms 504 of the
duplex LC connector 500. That is, the proximal end 518 includes a single prong configured to
engage the latching arms of both connectors 502. At the proximal end 518 of the pull tab 514
there are outwardly pointing pins 522 configured to rest directly above and slide along the semi-
circular surface of latching arms 504 of the duplex LC connectors 502. The horizontal and
rearward path direction of the pins 522 causes the semi-circular profile of the connector latching
arms 504 to flex downward. Because the pins 522 are not contained inside ramped grooves of
the connector latching arms 504, the pull tab 514 can also be pushed down at a location directly
behind the LC connectors 502 rather than pulling the tab in a rearward motion from a remote
distance behind the connectors, such as from the distal end 516. The action of pushing down the
connectors’ integral levers or latching arms 504 unlatches the connector 500. In some cases, the
horizontal motion of the pull tab 514 may not be desirable. Thus, the connector latching arms
504 may be pushed down without resulting in a horizontal motion of the pull tab 514.

[0100] FIGS. 6A and 6B show top and side views, respectively, of the LC connector
502 of the narrow pitch connector 500. FIG. 6A further shows that the LC connector 502 has a

width of 4.6mm. FIG. 6B shows the semi-circular profile of the latching arm 504.
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[0101] FIG. 7 shows a partially disassembled view of the narrow pitch connector 500 of
FIG. 5. The top housing 510 is separated from the bottom housing 508. The pull tab 514 is
coupled to the top housing 510 and configured to slide longitudinally along the length of the
connector. The top housing 510 also includes a restraint 524 configured to receive the pull tab
514,

[0102] FIG. 8 shows a further disassembled view of the narrow pitch connector 500.
Specifically, the pull tab 514 is shown to be separated from the top housing 510, and the spring
520 is removed from the pull tab. The pull tab 514 includes a longitudinal recess 526 configured
to receive the spring 520, and at least one restraint 528 configured to retain the spring. The top
housing 510 also includes a recess 530 configured to accommodate at least a portion of the pull
tab 514, such as the spring 520 and the proximal end 518. In various embodiments, the pull tab
may be removably coupled to the connector via the top housing,

[0103] FIG. 9 shows a perspective view of a prior art standard MPO SFP 900. The
SFP 900 is configured to receive a standard MPO connector and provides a receptacle 902 for
receiving an MPO connector having a conventional width, as shown for example in FIGS. 10A
to 10C.

[0104] FIG. 10A shows a perspective view of a conventional MPO connector 1000. As
shown in FIG. 10B, the conventional MPO connector 1000 has a width of 12.4mm. FIG. 10C
shows a front view of the MPO connector 1000.

[0105] FIG. 11 shows an embodiment of a future narrow width multi-fiber SFP 1100
according to aspects of the present disclosure. Various embodiments disclosed herein are
configured for use with the narrow width multi-fiber SFP 1100, having a width less than that of

conventional MPO connectors, that is less than about 12.4 mm. The narrow width multi-fiber
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SFP has a receptacle 1102 configured to receive a narrow width multi-fiber connector, such as a
narrow width connector having an MT ferrule.

[0106] FIG. 12A shows one embodiment of a narrow width connector 1200 according
to aspects disclosed herein. The narrow width connector 1200 is a multi-fiber connector
including a multi-fiber MT/MPO ferrule 1202. The connector 1200 includes two extending
members or latching arms 1204. In other embodiments, the connector may include at least one
latching arm. The connector 1200 has a width of 9.6 mm, as shown in the top view of the
connector 1200 in FIG. 12B. In other embodiments, the connector width may be less than that of
the width of conventional multi-fiber connectors, for example less than the 12.4 mm of the
conventional MPO connector shown in FOG. 10B. In some embodiments, the width may be
about 9.6 mm or less.

[0107] The connector 1200 further includes a housing 1206 having a bottom housing
1208 and a top housing 1210. The bottom housing 1208 includes side walls 1212. In various
embodiments, the housing of the connector may be a switchable housing. The side walls may be
configured to open so as to facilitate opening of the housing, for example to change polarity of
the connector. The side walls 1212 may be raised towards the rear of the connector. One
advantage of raising the side walls towards the rear of the connector is easier access. The side
walls may also be raised at another location.

[0108] The connector 1200 further includes a pull tab 1214 having a distal end 1216
and a proximal end 1218. The pull tab 1214 further includes a spring 1220 configured to provide
a force such that the connector latching arms 1204 return to the undisplaced position and thereby
become fully engaged inside the SFP's recess. The distal end 1216 of the pull tab 1214 may be

pulled to remotely release the connector 1200 from an SFP or adapter. The proximal end 1218
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of the pull tab 1214 is uniquely shaped so as to engage with the unique profile of the latching
arms 1204 of the narrow width multi-fiber connector 1200. The proximal end 1218 engages both
latching arms 1204 of the multi-fiber connector 1200. That is, the proximal end 1218 includes a
single prong configured to engage the latching arms 1204. At the proximal end 1218 of the pull
tab 1214 there are outwardly pointing pins 1222 configured to rest directly above and slide along
the semi-circular surface of latching arms 1204. The horizontal and rearward path direction of
the pins 1222 causes the semi-circular profile of the connector latching arms 1204 to flex
downward. Because the pins 1222 are not contained inside ramped grooves of the connector
latching arms 1204, the pull tab 1214 can also be pushed down at a location directly behind the
latching arms 1204 rather than pulling the tab in a rearward motion from a remote distance
behind the connector, such as from the distal end 1216. The action of pushing down the
connector’s integral levers or latching arms 1204 unlatches the connector 1200. In some cases,
the horizontal motion of the pull tab 1214 may not be desirable. Thus, the connector latching
arms 1204 may be pushed down without resulting in a horizontal motion of the pull tab 1214.

[0109] FIGS. 12B and 12C show top and front views, respectively, of the narrow width
multi-fiber connector 1200. FIG. 12B further shows that the connector 1200 has a width of 9.6
mm.

[0110] In various embodiments described above, the narrow width connectors have
latching arms configured to engage with a fixed or immovable recess within a narrow width SFP
or a narrow width adapter. In these embodiments, the pull tab of the connector displaces the
flexible latching arm of the connector so as to disengage the latching arm from the recess of the
SFP or the adapter. For example, the latching arms bend down as the pull tab is pulled back, so

as to disengage the connector from the SFP or the adapter.
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[0111] In other embodiments, as further described for example in relation with FIGS.
13A, 13B, 14, and 15 below, the remote latch release pull tab may be configured to couple with a
latch or a hook within the adapter or the SFP. In these embodiments, the flexible latching arm of
the connector is moved into the main cavity of the SFP or the adapter, and the latch of the SFP or
the adapter engages a recess of the connector when the pull tab is in a normal location that is
pushed forward by a spring. The pull tab may be configured to have a ramp area such that when
the pull tab is pulled back, the latch of the SFP or the adapter is lifted by the retracted pull tab,
thereby disengaging the latch of the SFP or the adapter from the connector.

[0112] FIG. 13A shows a narrow pitch multi-fiber connector 1300 inserted into a
narrow pitch SFP 1302 such that a recess of the connector engages an SFP latch. FIG. 13B
shows the narrow pitch connector 1300 inserted into a narrow pitch adapter 1304 such that a
recess of the connector engages a latch of the adapter.

[0113] FIG. 14 shows a side view of the narrow width connector 1300 of FIG. 13A
coupled to the narrow width SFP 1302. Details of the coupling are shown within the circle 1400.
Specifically, the SFP 1302 includes an SFP latch 1402. The connector 1300 includes a recess
1404. For example, the connector housing may comprise a recess 1404. The pull tab 1406 may
be spring loaded as described in relation to various embodiments. This allows the pull tab 1406
to return to a position that will allow the SFP latch 1402 to engage with the connector recess
1404. When the pull tab 1406 is in the normal pull tab location, that is pushed forward by a
spring, as shown in FIG. 14, the SFP latch 1402 is engaged with the connector recess 1404 as
illustrated within the circle 1400.

[0114] FIG. 15 shows a side view of the narrow width connector 1300 of FIG. 13A as it

is disengaged from the narrow width SFP 1302. Details of the decoupling are shown within the
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circle 1500. The pull tab 1406 includes a taper or a ramp area 1502. As the pull tab 1406 is
pulled back in the direction of the arrow 1504 as shown, the SFP latch 1402 is lifted by the ramp
area of the retracted pull tab, thereby disengaging the SFP latch 1402 from the connector as
illustrated within the circle 1500. The same effect described herein in conjunction with FIG. 15
also occurs in other embodiments of connectors coupled to a narrow width adapter as shown for
example in FIG. 13A.

[0115] Although FIGS. 14 and 15 illustrate coupling of the connector to a narrow width
SFP, in other embodiments of the connector may be coupled to a narrow width adapter having an
adapter latch, similar to that of the SFP latch. Further, although the embodiments shown in
FIGS. 13A, 13B, 14, and 15 include a narrow width multi-fiber connector, embodiments also
work with narrow pitch LC connectors.

[0116] FIGS. 16A — 23 are various views and details that show a narrow pitch multi-
fiber connector, a SFP and the latching mechanisms associated therewith according to various
aspects of the invention.

[0117] FIGS. 24 — 28D illustrate various views and details that show a narrow pitch
multi-fiber connector both engaged and disengaged with an adapter. The connector and the
adapter include latching mechanisms designed and arranged to be latched and unlatched, for
example, with the use of a push/pull tab that is positioned on the connector body.

[0118] FIG. 29 shows another example embodiment of a narrow pitch connector 2900
according to aspects disclosed herein. The narrow pitch connector 2900 is a duplex LC
connector including two LC connections 2902. In some embodiments, such as that shown, the
two LC connectors 2902 may comprise a single combined unit. In alternative embodiments, the

LC connectors 2902 may be separate members, wherein an air gap exists between the two
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members, or wherein the two separate members are located adjacent and flush to each other (i.e.,
no air gap exists). In some embodiments, each of the LC connectors 2902 includes a respective
ferrule 2903 and a respective extending member or latching arm 2904. The connector 2900 may
have a pitch of 4.8 mm, defined as the axis-to-axis distance between the central axes of the LC
connectors 2902. In other embodiments, the connector pitch may be less than that of the pitch of
conventional connectors, for example less than 6.25 mm and less than about 5.25 mm. In some
embodiments, the pitch may be about 4.8 mm or less.

[0119] The connector 2900 further includes a housing 2906 having a bottom housing
2908 and a top housing 2910. The bottom housing 2908 includes side walls 2912. In various
embodiments, the housing of the connector may be a disassembled into the various parts
disclosed herein. In one non-limiting example, a fastening mechanism 2913 may be depressed
allowing the housing 2906 to detach from the rear member 2909. The low profile of the latching
arm 2904 and compact design of the housing 2906 allows for the LC duplex adapter/connector
2900 to be used in a compact array of small form factor pluggable transceivers (SFPs).

[0120] In other embodiments, such as that shown in FIG. 30, an LC connector 3000
(e.g., duplex connector) may have a modular latching arm 3004. The modular latching arm 3004
may interlock with the LC connector 3000 to ensure the security of the LC adaptor when inserted
into a SFP. In one non-limiting example, and as shown in FIG. 30, the modular latching arm
3004 may have a base member 3005, wherein the base member has two edges 3007 that are
slanted upward at an angle toward the center of the latching arm. The LC adaptor 3000 may also
have a recess for receiving the modular latching arm. In some embodiments, the recesses may
have angled walls that correspond to the angles 3007 of the base of the modular latching arm

3005.
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[0121] Referring now to FIG. 31, an illustrated embodiment is shown wherein the
latching arm 3104 has been removed from the LC connector 3100. As discussed herein, the
latching arm 3104 is modular, and thus, the latching arm base 3105 may be removed from the
recess 3107 of the LC connector 3100. In some embodiments, as shown, the LC connector 3100
may have multiple recesses 3107. This allows the latching arm 3104 to be moved from the top of
the LC connector to the bottom of the LC connector as indicted by the additional recess 3109 on
the bottom of the LC connector.

[0122] Tt should be understood by those skilled in the art, that the interlocking of the
modular latching arm as shown in FIG. 31, is a non-limiting example of interconnection.
Additional embodiments may also be utilized, for example, an embodiment may involve an
interlock system wherein the modular latching are is inserted into a recess in the LC connector
and twisted (e.g., 90°, 108° etc.) to interlock secure the base with the recess. Additional
embodiments, may comprise a more complex shape than that shown in FIG. 31. For example, a
u-shaped recess wherein the modular connector based is cooperatively shaped and is inserted and
fed through the u-shape until secure. It should thus be understood, that any system or method of
interlocking may be used to attach the latching arm to the LC connector, includling various
locations (e.g., sliding from the front, sides, back, bottom, top, etc.).

[0123] In current designs, if an LC connector, particularly a duplex LC adaptor, needs
to have the ferrules rotated or swapped, it can be a time consuming and difficult process.
Generally, if a duplex connector needs to be rotated, current systems require twisting the
individual LC connector tips 180 degrees. However, this process also twists the fibers that enter
the connector tip. Twisting the fiber at any stage of the connection can cause wear and/or

damage to the delicate fibers. Thus, most systems involve an alternative solution, wherein the LC
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adaptor is partially or completely disassembled in order to access the ferrules or fibers and
manually relocate them within the LC connector. However, swapping connectors side to side is a
delicate operation. In order to prevent damage to the internal fibers, great care must be taken.
Thus, this operation usually requires specialized tools and preparation time to perform safely and
accurately.

[0124] Therefore, embodiments as described herein, allow for easy, quick, and safe
swapping of the left and right side connectors in a LC duplex connector. Thus, some
embodiments discussed herein, may allow for a change in polarity of the LC duplex connector
without twisting the fibers or performing any complex disassembly of the LC duplex connector.
For example, removing a modular latching arm and relocating the modular latching arm to the
bottom of the LC connector may enable for easy transposition of two or more ferrules housed
within the LC connector.

[0125] In further embodiments, other advantages may be realized. For example, in
typical embodiments, the modular latching arm 3104 is required to be flexible in order to
properly interact with transceiver housing (e.g., those discussed herein). This is because the
interlocking mechanism relies on the latching arm moving slightly up and down to traverse the
interlocking mechanism on the transceiver (e.g., groove, recess, hole, etc.). Thus, when a
latching mechanism and an LC connector (e.g., duplex connector) are built as one unified
member (as is currently done), the LC connector is built of a similar flexible or less ridge
material.

[0126] Building the LC connector housing out of a plastic or polymeric material, limits
the amount of rigidity that it can have. As discussed herein, LC connectors are getting smaller

and smaller in size in order to accommodate larger arrays of LC connectors in a smaller space
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allowing for increased bandwidth. Thus, as LC connectors continue to reduce in size, the
strength of the housing has been reduced. Therefore, it would be advantageous to build the LC
connectors out of a more robust material while still allowing the latching arm to remain flexible.
In order to accomplish this, in some embodiments, the LC connector 3100 may be manufactured
out of a very rigid or strong material (e.g., steel, grapheme, carbon, metal alloys, or any material
of suitable properties). Because the LC connector 3100 and the latching arm 3104 need only
interlock with each other, the modular latching arm may still be made out of a more flexible
material. Thus, the modular nature of the embodiments disclosed herein allow for a more robust
and secure overall design when dealing with the shrinking footprint of LC connectors.

[0127] Referring now to FIG. 32, an example embodiment involving a LC duplex
connector 3200A and a duplex transceiver 3200B (e.g., small form factor pluggable transceiver
(SFP)) is shown. As discussed herein, the LC connector 3200A may comprise a latching arm
3204A. The latching arm 3204A is configured to interlock with a corresponding latching
mechanism 3204B on the transceiver 3200B. Although the latching mechanism 3204B is shown
as a cutout, it should be understood that this is a non-limiting example, and that the latching
mechanism may comprise a groove, recess, cutout, cavity, bump, or the like. Moreover, as
discussed herein, the latching arm 3204A may be fixed or modular depending on the design
and/or needs of the system.

[0128] In further embodiments, as illustrated in FIG. 33, a pull tab 3310 may be
connected to a LC connector 3300. In some embodiments, the pull tab 3310 may be configured
to couple to the latching arm 3304 as shown. When the pull tab 3310 is pulled (e.g., by a user) in
a direction away from the front of the LC connector 3300, as illustrated by dashed arrow 3311,

the incline ramps 3313 may be impacted by a portion of the LC connector 3312. This impact
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may cause a raised portion 3315 of the pull tab 3310 to be lowered. As the raised portion 3315
lowers, it impacts the latching arm 3304 causing the latching arm to also be lowered. As
discussed herein, as and shown in FIG. 32, the latching arm 3304 interlocks with a latching
mechanism (e.g., 3204B of FIG. 32). However, when the latching arm 3304 is lowered (e.g., due
to impacting the raised portion 3315 of the pull tab 3310), the latching arm disengages the
connection with the interlocking mechanism, thereby releasing the LC connector 3300 from any
transceiver it was previously connected to. This allows for easier access and removal of LC
connectors that utilize the designs discussed herein.

[0129] FIGs. 34-47 disclose various embodiments of various types of connectors,
adapters, wherein the connectors and adapters have various connection mechanisms. Any
dimensioned or detailed figures within FIGs. 34-47 are dimensioned in millimeters as the unit of
length (e.g., 36A-C, 38A-B, 41A-C, 46A-D, and 47A-D).

[0130] As discussed herein, various fiber optic connectors exist in various sizes and
shapes. Generally, there are several types of standardized fiber optic connectors which include
one or more ferrules of various diameters (e.g., 1.25 diameter., 2.50 diameter), and/or one or
more multiple fiber mechanical transfer (MT) ferrules.

[0131] Referring to FIGs. 48A, 48B, and 49, as discussed herein an optical connector
4800 may be configured with two types of latching styles. Generally, the housing of a specific
connector 4900 defines the system and/or method in which a connector has the capability to
mechanically latch or operatively couple with a communications port (e.g., adapter) or coupler
4800. Similarly, the construction of the housing of a communications port or adaptor 4800

defines the system and/or method of receiving a connector 4900.

-25.-

51



ATTORNEY DOCKET NO. 133077.4700 PROVISIONAL PATENT

[0132] Accordingly, in a first embodiment, an communications port (i.e., adapter)
housing 4800 may comprise one or more a slots or recesses 4810, which allows a flexible latch
4910 of the optical connector 4900 to engage with it. As shown in FIG. 49, the connector 4900
comprises a flexible latch 4910 that may have one or more upper features 4920 that can flex
(e.g., up and down) to latch into the one or more recesses 4810 of the communications port 4800.

[0133] In one embodiment, as shown in FIGs. S0A and 50B, a communications port
(e.g., duplex optical port) 5010 may receive an optical connector 5020 as discussed herein. In
some embodiments, the optical connector 5020 may comprise a groove or channel system 5030
that runs the length of the optical connector. The communications port 5010 may also comprise a
groove or channel system 5040 which may be complementary (i.e., matched) to the grove or
channel system 5030 of the connector 5020. In additional embodiments, as discussed herein, the
optical connector 5020 may comprise a flexible latch that has one or more upper features 5050.
As shown in FIG. 50B, the one or more upper features 5050 interlock with one or more recesses
or cutouts 5060 of the communications port 5010. In other embodiments, when the optical
connector 5020 is inserted into the communications port 5010 such that the upper features 5050
are interlocked with the recesses 5060, the flexible latch must be depressed in order to disengage
the upper features from the recesses, thereby allowing removal of the optical connector form the
communications port.

[0134] Tt is of interest within the optical connectivity industry to have multiple styles of
optical connectors for multiple purposes and/or multiple implementation styles. In the above
embodiments, the a communications port (e.g., duplex optical port) 4800/5010 is able to
maintain a rigid structure as it does not contain any moving parts or flexible connectors itself, as

the latching mechanism is located on the optical connector.
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[0135] Alternatively, other embodiments exist where the communications port may
contain latching mechanisms (e.g., a flexible latching mechanism within the connector).
Referring now to FIGs. 51A and 51B, in some embodiments, a communications port 5100 may
comprise an upper channel system (e.g., a groove) 5110. The upper channel system 5110 allows
for the insertion of a flexible connector latch 5120. In some embodiments, the flexible connector
latch 5120 may comprise one or more tabs 5130 to interlock with the one or more recesses 5140
of the communications port 5100. Once the one or more flexible connector latches 5210 are
inserted into the communications port, the one or more tabs 5130 snap into the one or more
recesses 5140 and lock the tabs into place as shown in FIG. 51B.

[0136] These different methods of joining an optical connector and a connector port
allow for user preferences with regard to the adaptor and connector characteristics. For example,
some installations may benefit from having one or more latching mechanisms in the, a
communications port (e.g., duplex optical port) to securely connect with a simple push-pull type
connector (e.g., a SC or MPO style connector), while other uses might benefit from a very rigid
port or coupler. Thus, in some embodiments, a flexable latch feature may be part of the optical
connector itself (e.g., the LC or MU style connectors).

[0137] Thus, in order to more easily provide flexibility, a solution is needed that allows
for on the fly in the field or in manufacturing modification of the connector and adapter. The
embodiments already discussed herein allow for the communications port to be modified via the
insertion of a flexible connector latch. In addition to the modification to the communications
port, an embodiment may also comprise a universal type optical connector which can be
configured to suit either embodiment disclosed. This type of "convertible" optical connector has

a unique housing design that allows for different latching features to be installed on it, thus
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allowing the connector to be altered from one type of latching style to the other (e.g., in the
factory or in the field).

[0138] In one embodiment, as shown in FIGs. 52A and 52B, a communications port
(e.g., duplex optical port) 5210 may receive an optical connector 5220 as discussed herein. In
some embodiments, the optical connector 5020 may comprise a groove or channel 5230 that runs
horizontally across the connector. In some embodiments, the horizontal channel 5230 is
configured to interconnect with a lower portion of the flexible latch connector of FIG. 51A 5120.
As shown in FIG. 52B, the channel 5230 interlocks with the lower portion of the flexible
connector. Once the interlock between the optical connector 5220 and the communications port
5210 is established, force may be applied to the elongated pull tab 5240 along the length of the
connector to disengage the interlock.

[0139] Referring now to FIGs. 53A, 53B, and 53C, an embodiment may comprise a
connector without any latching feature installed FIG. 53A. At this stage the connector comprises
the groove and/or channel system, but does not have a latching mechanism, and thus cannot latch
into a communication port or coupler. However, specific housing features allow the connector to
accept various latch mechanisms as described herein. In a further embodiment, and as shown in
FIG. 53A, the connector housing may be configured to allow for the attachment of a connection
mechanism on both the top and bottom of the connector. As discussed further herein, this allows
for the easy rotation of fiber ferrules should a polarity change be necessary in a dual ferrule type
connector.

[0140] In further embodiments, such as those shown in FIGs. 53B and 53C, a universal
connector 5310 can have a flexible latching arm 5320 added. The flexible latching arm 5320 may

comprise a front portion with a with one or more arched cutouts to interlock with the front of the
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universal connector 5310. Additional connection mechanisms may also exist (e.g., on the bottom
side of the flexible latching arm 5320). In this configuration the connector 5310 will insert into
a port or coupler, as discussed herein, and the latch will self-engage into a rigid recess or slot of
the port or coupler housing (FIGs. SOA and 50B). Once the interlock is established, the connector
latch must be pressed down to un-latch the connector from the port or coupler.

[0141] In additional embodiments, such as those shown in FIGs. 54A, 54B, and 54C, a
universal connector 5410 the connector can have a push-pull tab 5420 added. The push-pull tab
5420, as discussed herein, may comprise a front member configured to be inserted into a
lengthwise groove 5430 in the universal connector 5420. In this configuration the connector
5410 will insert into a port or coupler, as discussed herein, and the flexible latch within the port
or coupler will self-engage into a slot or recess 5440 of the connector housing. When in this
configuration, the "pull tab" of the connector may be pulled back or pressed forward which in
turn lifts the port's or coupler's flexible latch to release the connector.

[0142] In the above detailed description, reference is made to the accompanying
drawings, which form a part hereof. In the drawings, similar symbols typically identify similar
components, unless context dictates otherwise. The illustrative embodiments described in the
detailed description, drawings, and claims are not meant to be limiting. Other embodiments may
be used, and other changes may be made, without departing from the spirit or scope of the
subject matter presented herein. It will be readily understood that the aspects of the present
disclosure, as generally described herein, and illustrated in the Figures, can be arranged,
substituted, combined, separated, and designed in a wide variety of different configurations, all

of which are explicitly contemplated herein.
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[0143] The present disclosure is not to be limited in terms of the particular
embodiments described in this application, which are intended as illustrations of various aspects.
Many modifications and variations can be made without departing from its spirit and scope, as
will be apparent to those skilled in the art. Functionally equivalent methods and apparatuses
within the scope of the disclosure, in addition to those enumerated herein, will be apparent to
those skilled in the art from the foregoing descriptions. Such modifications and variations are
intended to fall within the scope of the appended claims. The present disclosure is to be limited
only by the terms of the appended claims, along with the full scope of equivalents to which such
claims are entitled. It is to be understood that this disclosure is not limited to particular methods,
reagents, compounds, compositions or biological systems, which can, of course, vary. It is also
to be understood that the terminology used herein is for the purpose of describing particular
embodiments only, and is not intended to be limiting.

[0144] With respect to the use of substantially any plural and/or singular terms herein,
those having skill in the art can translate from the plural to the singular and/or from the singular
to the plural as is appropriate to the context and/or application. The various singular/plural
permutations may be expressly set forth herein for sake of clarity.

[0145] Tt will be understood by those within the art that, in general, terms used herein,
and especially in the appended claims (for example, bodies of the appended claims) are generally
intended as “open” terms (for example, the term “including” should be interpreted as “including
but not limited to,” the term “having” should be interpreted as “having at least,” the term
“includes” should be interpreted as “includes but is not limited to,” et cetera). While various
compositions, methods, and devices are described in terms of “comprising” various components

or steps (interpreted as meaning “including, but not limited to”), the compositions, methods, and

-30-

56



ATTORNEY DOCKET NO. 133077.4700 PROVISIONAL PATENT

devices can also “consist essentially of” or “consist of” the various components and steps, and
such terminology should be interpreted as defining essentially closed-member groups. It will be
further understood by those within the art that if a specific number of an introduced claim
recitation is intended, such an intent will be explicitly recited in the claim, and in the absence of
such recitation no such intent is present. For example, as an aid to understanding, the following
appended claims may contain usage of the introductory phrases "at least one" and "one or more"
to introduce claim recitations. However, the use of such phrases should not be construed to
imply that the introduction of a claim recitation by the indefinite articles "a" or "an" limits any
particular claim containing such introduced claim recitation to embodiments containing only one
such recitation, even when the same claim includes the introductory phrases "one or more" or "at
least one" and indefinite articles such as "a" or "an" (for example, “a” and/or “an” should be
interpreted to mean “at least one” or “one or more”); the same holds true for the use of definite
articles used to introduce claim recitations. In addition, even if a specific number of an
introduced claim recitation is explicitly recited, those skilled in the art will recognize that such
recitation should be interpreted to mean at least the recited number (for example, the bare
recitation of "two recitations," without other modifiers, means at least two recitations, or two or
more recitations). Furthermore, in those instances where a convention analogous to “at least one
of A, B, and C, et cetera” is used, in general such a construction is intended in the sense one
having skill in the art would understand the convention (for example, “ a system having at least
one of A, B, and C” would include but not be limited to systems that have A alone, B alone, C
alone, A and B together, A and C together, B and C together, and/or A, B, and C together, et

cetera). In those instances where a convention analogous to “at least one of A, B, or C, et cetera”

is used, in general such a construction is intended in the sense one having skill in the art would
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understand the convention (for example, “ a system having at least one of A, B, or C” would
include but not be limited to systems that have A alone, B alone, C alone, A and B together, A
and C together, B and C together, and/or A, B, and C together, et cetera). It will be further
understood by those within the art that virtually any disjunctive word and/or phrase presenting
two or more alternative terms, whether in the description, claims, or drawings, should be
understood to contemplate the possibilities of including one of the terms, either of the terms, or
both terms. For example, the phrase “A or B” will be understood to include the possibilities of
“A” or “B” or “A and B.”

[0146] In addition, where features or aspects of the disclosure are described in terms of
Markush groups, those skilled in the art will recognize that the disclosure is also thereby
described in terms of any individual member or subgroup of members of the Markush group.

[0147] As will be understood by one skilled in the art, for any and all purposes, such as
in terms of providing a written description, all ranges disclosed herein also encompass any and
all possible subranges and combinations of subranges thereof. Any listed range can be easily
recognized as sufficiently describing and enabling the same range being broken down into at
least equal halves, thirds, quarters, fifths, tenths, et cetera As a non-limiting example, each range
discussed herein can be readily broken down into a lower third, middle third and upper third, et
cetera As will also be understood by one skilled in the art all language such as “up to,” “at
least,” and the like include the number recited and refer to ranges which can be subsequently
broken down into subranges as discussed above. Finally, as will be understood by one skilled in
the art, a range includes each individual member. Thus, for example, a group having 1-3 cells
refers to groups having 1, 2, or 3 cells. Similarly, a group having 1-5 cells refers to groups

having 1, 2, 3, 4, or 5 cells, and so forth.
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[0148] Various of the above-disclosed and other features and functions, or alternatives
thereof, may be combined into many other different systems or applications. Various presently
unforeseen or unanticipated alternatives, modifications, variations or improvements therein may
be subsequently made by those skilled in the art, each of which is also intended to be

encompassed by the disclosed embodiments.
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