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DECLARATION OF NATHANIEL E FRANK-WHITE

I am a Records Request Processor at the Internet Archive. | make this declaration
of my own personal knowledge.

The Internet Archive is a website that provides access to a digital library of Internet
sites and other cultural artifacts in digital form. Like a paper library, we provide
free access to researchers, historians, scholars, and the general public. The Internet
Archive has partnered with and receives support from various institutions,
including the Library of Congress.

The Internet Archive has created a service known as the Wayback Machine. The
Wayback Machine makes it possible to browse more than 450 billion pages stored
in the Internet Archive's web archive. Visitors to the Wayback Machine can search
archives by URL (i.e., a website address). If archived records for a URL are
available, the visitor will be presented with a display of available dates. The visitor
may select one of those dates, and begin browsing an archived version of the Web.
Links on archived files in the Wayback Machine point to other archived files
(whether HTML pages or other file types), if any are found for the URL indicated
by a given link. For instance, the Wayback Machine is designed such that when a
visitor clicks on a hyperlink on an archived page that points to another URL, the
visitor will be served the archived file found for the hyperlink’s URL with the
closest available date to the initial file containing the hyperlink.

The archived data made viewable and browseable by the Wayback Machine is
obtained by use of web archiving software that automatically stores copies of files
available via the Internet, each file preserved as it existed at a particular point in
time.

The Internet Archive assigns a URL on its site to the archived files in the format
http://web.archive.org/web/[Year in yyyy][Month in mm][Day in dd][Time code in
hh:mm:ss]/[Archived URL] aka an “extended URL”. Thus, the extended URL
http://web.archive.org/web/19970126045828/http://www.archive.org/ would be the
URL for the record of the Internet Archive home page HTML file
(http://www.archive.org/) archived on January 26, 1997 at 4:58 a.m. and 28
seconds (1997/01/26 at 04:58:28). The date indicated by an extended URL applies
to a preserved instance of a file for a given URL, but not necessarily to any other
files linked therein. Thus, in the case of a page constituted by a primary HTML file
and other separate files (e.g., files with images, audio, multimedia, design
elements, or other embedded content) linked within that primary HTML file, the
primary HTML file and the other files will each have their own respective extended
URLSs and may not have been archived on the same dates.

Attached hereto as Exhibit A are true and accurate copies of browser screenshots of

the Internet Archive's records of the archived files for the URLs and the dates
specified in the attached coversheet of each printout.
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7. | declare under penalty of perjury under the laws of the United States of America
that the foregoing is true and correct.
DATE: September 26, 2024 Nathanidd ~ Franf-Uhiz

Nathaniel E Frank-White
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Search Products or Applications Search By v
BUY AMERICAN
PRODUCTS APPLICATIONS MATERIALS SERVICES ABOUTUS

Home / Products / Woven Mesh

Products Woven Mesh

Expanded PTFE

Extruded Diamond & Square Mesh Nylon, Polyester or Polypropylene Plastic Mesh

Fabricated & Overwrapped Tubes
& View Products

Flexible Sleeves

Oriented Netting Monofilament synthetic fibers can be woven very precisely to create industrial textiles with narrow
Rigid Tubes pore distribution. This precision weaving process creates fine mesh woven fabrics with apertures
« Woven Mesh (hole sizes) as small as 50 micron, with a strand and thickness tolerance of +/-10%.
Nylon Woven Mesh The construction of plastic cloth is determined by the yarn type, yarn size and thread count.
Polyester Woven Mesh Monofilament yarns are a single continuous filament which produces a relatively smooth surface. In

plain weave constructions the straight-through pores of monofilament fabrics offer minimal flow re-
striction and surface loading of particles.

Polypropylene Woven Mesh
Electroformed
Chemically Etched These versatile precision woven fabrics meet stringent technical requirements in automotive, biomedical, chemical pro-

Etched Pin Holes cessing, and water treatment applications. Common applications include insert-molded filters for air and fuel filter car-

i ) tridges, fuel injector nozzles, and liguid filter bags. As you can see, Woven Mesh is commonly used for Eiltration
icro-Mesh Sieves

applications.
Available to Purchase Online PP
Aoplications Wolt mesh count Thread Count of a fabric refers to the number of threads per inch. Warp threads run
o e lengthwise in a fabric. Weft or filling threads run across the width of a fabric at right an-
Materials n E3) gles to the warp. Since monofilament fabrics are produced with equal yarn diameters
li bl and equal thread counts in both the warp and weft directions, the mesh opening is
Thewsd
Clearance ltems f' I square.
| . ii N . _ .
Netting & Mesh Services [ Choose from a wide range of plastic mesh sizes made from Nylon, Polyester or
o BN Polypropylene.

Note: Woven Plastic Mesh is typically shipped in roll form wound on cores to prevent creases. Occasional flaws that can
affect the continuous roll length are inherent in the weaving process. Excessive handling can increase static that entraps
random particles. The yarns used in the manufacture of these products are not officially FDA approved but they are vir-
gin, raw materials that are suitable for food contact.
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Home | Products | Applications | Materials | Services | AboutUs | Standard Terms 800-328-8456 (in USA and Canada)
Phone: 763-496-6355
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10300 Fountains Drive Maple Grove,
MN 55369
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©2021 Industrial Netting. All Rights Reserved.
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Search Products or Applications Search By v m
BUY AMERICAN
PRODUCTS APPLICATIONS MATERIALS SERVICES ABOUTUS

Home / Materials / Nylon Netting / WNO0400 - 400 Micron Nylon Mesh 45% Open Area

Applications WN0400 - 400
Materials Micron NYIO"

Polypropylene

Mesh 45% Open
Area

SKU: WN0400

CONTACT US FOR CUSTOM SIZES OR
MINIMUM ORDER REQUIREMENTS

Polyethylene

= Nylon Netting
Polyester Netting
PTFE Netting

Temperature Guidelines

Clearance ltems

Netting & Mesh Services

Product Description Nominal Specifications

Monofilament Nylon 6 fiber 42 threads per inch

400 micron hole opening with 456% open area

Excellent resistance to wear

Good resistance to alkalis

Softening point of 190? C

Weighs 3.7 ounces per square yard

Maximum roll width 72" or custom converted using hot knives

Sold by the lineal foot
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