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EXCLUSIVE DELIVERY OF CONTENT platform , establishing multiple perimeters defining respec 
WITHIN GEOGRAPHIC AREAS tive geographic areas , and maintaining records associating 

sponsors with particular geographic areas . The content 
CROSS REFERENCE TO RELATED delivery platform can receive a request from a registered 

APPLICATIONS application program for content to be displayed on a mobile 
device , and the request can be used to determine a target 

This continuation patent application claims priority from location . In some embodiments , a sponsor is selected based 
co - pending United States Non - provisional patent applica- on a relationship between the target location and one or more 
tion having Ser . No. 15 / 694,786 , filed 2 Sep. 2017 , entitled reserved geographic areas . Content is then provided to the 
“ EXCLUSIVE DELIVERY OF CONTENT WITHIN GEO- 10 application program . 
GRAPHIC AREAS ” , which claims priority from co - pending In some embodiments , the content delivery platform can United States Non - provisional patent application having Ser . record a request identifier associated with a received request , 
No. 15 / 009,961 , filed 29 Jan. 2016 , entitled “ EXCLUSIVE and provide the request identifier to the mobile device to DELIVERY OF CONTENT WITHIN GEOGRAPHIC assist in tracking future actions relating to the request for AREAS ” , now U.S. Pat . No. 9,779,418 issued on 3 Oct. content . The content delivery platform can also receive 2017 , which claims priority from co - pending United States information related to user interaction with the provided Non - provisional patent application having Ser . No. 14/608 , 
285 , filed 29 Jan. 2015 , entitled “ EXCLUSIVE DELIVERY content , including the request identifier , and provide addi 
OF CONTENT WITHIN GEOGRAPHIC AREAS ” , now tional content in response to the received information . 
U.S. Pat . No. 9,286,625 issued on 15 Mar. 2016 , which 20 Content can be delivered to a mobile device running a 
claims priority from co - pending United States Non - provi registered application if a target location is at least partially 
sional patent application having Ser . No. 13 / 856,392 , filed 3 within a predetermined radial distance of a geographical 
Apr. 2013 , entitled “ EXCLUSIVE DELIVERY OF CON- area associated with a sponsor ; if the mobile device is not 
TENT WITHIN GEOGRAPHIC AREAS ” , now U.S. Pat . located within the predetermined radial distance , the radial 
No. 8,977,247 issued on 10 Mar. 2015 , which claims priority 25 distance can be increased . In some embodiments , content is 
from co - pending United States Non - provisional patent delivered if the target location , e.g. the location of the mobile 
application having Ser . No. 12 / 434,094 , filed 1 May 2009 , device or another location of interest , is located entirely 
entitled “ EXCLUSIVE DELIVERY OF CONTENT within a geographic area exclusively reserved by a particular 
WITHIN GEOGRAPHIC AREAS ” , now U.S. Pat . No. sponsor . In some embodiments , the content delivery plat 
8,433,296 issued on 30 Apr. 2013 , all having a common 30 form can select from among several sponsors in deciding 
applicant herewith and being incorporated herein in their which content to deliver to a mobile device . 
entirety by reference . In at least one embodiment , the content delivery system 

reserves exclusive interests in geographic areas for particu 
FIELD lar sponsors based on the sponsors ' requests , and store a 

35 record of that interest . In some embodiments , the content 
This disclosure relates generally to delivery of content , delivery system receives , from a sponsor , content to be 

and more particularly to delivery of content within reserved delivered to mobile devices based on a target location being 
geographic areas . positioned within particular geographic areas . The content 

delivery system can also reserve an interest in geographic 
BACKGROUND 40 areas that remain unreserved by other sponsors . Further 

more , some embodiments include time based restrictions . 
Advertisements can be delivered to various devices , Various embodiments can be implemented as a system 

including mobile devices , within communications range of that includes memory , a communications interface , and a 
areas transmitters or other information providers . For processor that cooperate to store and execute a program of 
example , advertisements can be delivered to cellular phones 45 instructions implementing various methods and techniques 
within range of a particular cellular phone provider's net- described herein . Furthermore , some embodiments can be 
work area . Furthermore , advertisements can be delivered implemented as a computer readable medium tangibly 
using digital billboards , or via the Internet , based on user embodying a program of instructions . 
interactions and preferences . 
When delivering advertisements and other content to 50 BRIEF DESCRIPTION OF THE DRAWINGS 

some mobile devices , currently available technologies can 
broadcast the content to all devices equipped to receive FIG . 1 is an abstract representation of exclusive content 
them . In some cases , advertisements are broadcast to any delivery to particular reserved areas according to various 
mobile device within a city , or a similar area . When deliv- embodiments of the present disclosure ; 
ering non - broadcast content , for example via the Internet , it 55 FIG . 2 is a diagram illustrating a target location other than 
is common to deliver the content in response to a request , the location of the mobile device executing a registered 
received from the receiving device . In some cases , push application , according to embodiments of the present dis 
technology can be used to deliver content to multiple users closure ; 
concurrently . FIG . 3 is a graph representing expanded search areas to 

In each of these cases , a mobile device can usually receive 60 determine which content is delivered according to various 
content from multiple different content providers . Current embodiments of the present disclosure ; 
technologies are , therefore , less than perfect . FIG . 4 is a flowchart illustrating a method of reserving a 

geographic area according to embodiments of the present 
SUMMARY disclosure ; 

FIG . 5 is a flowchart illustrating registration of an appli 
Various embodiments disclosed herein include registering cation for content delivery according to embodiments of the 

an application program for use with a content delivery present disclosure ; 

65 
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FIG . 6 is a flowchart illustrating delivery of content to or dedicated purpose computers that can be carried or 
particular applications in a reserved area according to transported ; wireless device 177 , which can include personal 
embodiments of the present disclosure ; digital assistants ( PDAs ) , cellular telephones , personal com 
FIG . 7 is a diagram illustrating a processing system munication system ( PCS ) devices , music players , video 

according to embodiments of the present disclosure . 5 players , gaming consoles , or portable televisions , or any of 
various devices that may be included in , or carried by , motor 

DETAILED DESCRIPTION vehicles 171 , 173 , or 175 , including navigation systems , 
satellite radios , or the like . It should be noted that the term 

Various embodiments of the present disclosure provide " mobile device ” can include all computing devices as listed 
for delivering content , such as advertising , to registered 10 above that can communicate with content delivery platform 
applications being run on any of various mobile electronic 112 , that the above listing of devices is not exhaustive , and 
devices configured to be readily moved , carried , or other- that a device that qualifies as one type of device may also be 
wise transported between different various geographic areas considered to be of another type . For example , a mobile 
defined by perimeters . Sponsors can reserve an exclusive phone may also be a general purpose computing device , a 
interest , or in some embodiments a semi - exclusive interest , 15 radio , a television , and a navigation system . 
in a geographic area , so that other sponsors ' advertisements Still referring to FIG . 1 , consider first motor vehicle 171 , 
are excluded from being broadcast or otherwise provided to which is located within sponsor A's reserved geographic 
a registered program being executed on a mobile device area 143. A driver of first motor vehicle 171 can receive 
located within a reserved geographic area . advertisements or other content from Sponsor A via a 

Referring first to FIG . 1 , system 100 , is illustrated . System 20 registered application running on a radio , a PDA , a cellular 
100 can provide for exclusive delivery of advertising or telephone , a laptop , or a global positioning navigation 
other content to registered applications running on mobile device ( none of which are specifically illustrated ) . In this 
devices located within a particular proximity to a reserved example , because first motor vehicle 171 is located within 
geographic area . System 100 , as illustrated , includes content sponsor A's reserved geographic area 143 , content delivery 
delivery platform 112 , which is in communication with 25 platform 121 provides content exclusively related to sponsor 
developer platform 108 , and systems or individuals operat- A 121 ; advertisements or other content from sponsor C 123 
ing under control of sponsor A 121 , sponsor C 123 , and and sponsor B 125 can be excluded . 
sponsor B 125. Content delivery platform 112 receives a Portable computer 179 can be connected to Internet 131 
request from developer platform 108 to register a program or via a hardwired network connection , a Wi - Fi connection or 
other application for use on mobile devices . Content deliv- 30 other suitable communication connection . In some embodi 
ery platform 112 can use the registered application program ments , if portable computer 179 is running a registered 
to provide selected content to mobile devices . program application , the user of portable computer 179 will 

In some embodiments , a registered application program is receive content related exclusively to sponsor A as long as 
provided to mobile devices by developer platform 108 , he is within sponsor A's reserved geographic area 143. In 
content delivery platform 112 , one of sponsor A 121 , spon- 35 some embodiments , the driver of first motor vehicle 171 and 
sor C 123 , or sponsor B 125 , or by another desired delivery the user of laptop 179 will still be able to receive advertise 
mechanism . In some embodiments , registering the applica- ments from other sponsors through devices not running a 
tion program with content delivery platform 112 allows program that has been registered on content delivery plat 
developer 108 to receive revenue from sponsor A 121 , form 112 , or through non - registered programs running on 
sponsor C 123 , or sponsor B 125 for content displayed on a 40 the same device . 
mobile device located within , or in proximity to , a geo- In some embodiments , the location of mobile devices , or 
graphical area reserved by one or more of the sponsors . another target location , can be determined using various 

Sponsor A 121 , sponsor C 123 , or sponsor B 125 can suitable methods . For example , a mobile device running a 
reserve an exclusive interest in a particular geographic area registered application can provide location information to 
by sending a request to content delivery platform 112. In 45 content delivery platform 112 in the form of latitude or 
some embodiments , the request can be for exclusive deliv- longitude coordinates , raw or processed GPS data , or other 
ery of content to mobile devices running any registered location information received and recorded by either the 
application within given geographic areas , or for content to device itself or another device . In some embodiments , a 
be delivered to particular registered applications based on a target location , e.g. the location of a mobile device , can be 
target location . The request can also include time limitations , 50 determined based on signals received from cellular trans 
limitations based on the length of time a mobile device mission towers , satellites , or methods such as triangulation 
remains within a given geographic area , or other desired or dead reckoning , or by IP address . Content delivery 
limitations . Furthermore , the reserved interest can be either platform 112 can receive the location of mobile devices from 
completely exclusive , or semi - exclusive . a third source , for example a location provider , a cellular 

System 100 can include a network , for example Internet 55 telephone network provider , or a third party tracking source , 
131 , through which content delivery platform 112 , can rather than from the mobile device itself . Thus , the location 
communicate to other networked devices , and communica- of a mobile device can be received from the mobile device , 
tion towers 144 , which can include AM or FM broadcast determined by content delivery platform 112 , received from 
towers , mobile telephone stations , or other suitable commu- a third - party source , or determined based on a combination 
nication infrastructure , including satellites ( not illustrated ) 60 of these or other methods . 
that might be useful in providing content based on a target Sponsor A's reserved geographic area 143 illustrates an 
location . Content delivery platform 112 can use this com- embodiment in which a perimeter can be defined by streets , 
munication infrastructure to communicate with various county boundaries , city boundaries , landmarks , or other 
computing devices , including portable computer 179 , which features commonly found on maps . In contrast , sponsor B’s 
may include laptop computers , desktop computers , palmtop 65 reserved geographic area 145 can be an ellipse , circle , oval , 
computers , tablet computers , digital video recorders or other geometric shape that can be determined , at least in 
( DVRs ) , television set - top boxes , or any of various general part , based on a radius . 
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In this example , both second motor vehicle 173 and be a geocoded twitter message . In another example , object 
wireless device 177 are located within sponsor B’s reserved of interest 233 could be an end destination on a map , and the 
geographic area 145. The driver of second motor vehicle 173 location information 216 of this end destination can be sent 
and the user of wireless device 177 can receive advertise- to registered application 231 . 
ments or other content via towers 144. For example , if the 5 In response to receiving the target location information 
driver of second motor vehicle 173 is operating a navigation 216 from object of interest 233 , registered application 231 
device executing an application program registered by can send a request 213 to content delivery platform 212. The 
developer 108 , advertisements and other content received on request can include , but is not limited to , information 
the navigation device can be determined based on the indicating the location of object of interest 233 , a request for 
location within sponsor B’s reserved geographic area 145. 10 content , information indicating the location of registered 
Likewise , the user of wireless device 177 will receive application 231 , information indicating the identity of the 
advertisements related to sponsor B from within a registered registered application 231 , and a previously received request 
application . In some embodiments , content delivery plat- identifier . 
form 112 can prevent content from sponsor A 121 and Content delivery platform 212 can receive and process 
sponsor C 123 from being delivered to a mobile device 15 request 213 to identify the location of registered application 
carried by second motor vehicle 173 and wireless device 231 and the location of object of interest 233. In some 
177 , because both motor vehicle 173 and wireless device embodiments , both locations need not be identified . Further 
177 are located in sponsor B’s reserved geographic area 145 . more , in some embodiments the specific location need not be 

Turning next to sponsor A and sponsor C's reserved identified , as long as a determination that object of interest 
geographic area 147 , note that the perimeter is a square , 20 233 is located within a given proximity of second sponsor's 
rectangle or similarly shaped . In some embodiments , the reserved area 205 , or that registered application 231 is 
perimeter may be defined entirely by longitude and latitude located within first sponsor's reserved area 207 . 
lines and / or coordinates that constitute an area . In other Content delivery platform 212 can provide registered 
embodiments , sponsor A and sponsor C’s reserved geo- application information 217 to second sponsor 225 to allow 
graphic area 147 can be partially bounded by a longitude or 25 second sponsor 225 to deliver second sponsor's content 214 
latitude line , a road , river , railway , county , state , parish , city , to registered application 231. The registered application 
locality , or other desired boundary . In some embodiments , information 217 can be an application identifier , a request 
the perimeter of a sponsor A and sponsor C's reserved identifier , a target location , a communications address , or 
geographic area 147 can be defined by a combination of other information that can be utilized by second sponsor 
longitude or latitude lines , with one or more remaining 30 225. In some embodiments , application information 217 
boundaries defined based on radius or diameter . need not be provided to second sponsor 225 , but instead can 

Because third motor vehicle 175 is within sponsor A and be processed internally by content delivery platform 212 , 
sponsor C's reserved geographic area 147 , a mobile device and a determination can be made for second sponsor's 
carried by third motor vehicle 175 can receive advertising content 214 to be delivered directly to application 231 from 
content from either or both sponsor A and sponsor C. In 35 content delivery platform 212 , or a third party ( not illus 
some embodiments , the interest in sponsor A and sponsor trated ) 
C's reserved geographic area 147 can be equally divided Note that in the illustrated embodiment , despite the fact 
between sponsor A 121 and sponsor C 123 , while in other that registered application 231 is located within first spon 
embodiments one of sponsor A 121 and sponsor C 123 can sor's reserved area 207 , the information delivered to regis 
have an interest superior to that of the other . In some 40 tered application 231 can be content related exclusively to 
embodiments , content delivery platform 112 can deliver second sponsor's reserved area 205 , in which object of 
advertisements or other content related to Sponsor A at interest 233 is located . This is because , in the illustrated 
selected times , while content related to Sponsor C is deliv- embodiment , the target location is the location of object of 
ered at other times . Additionally , content related to sponsor interest 233 , rather than the location of a mobile device 
A may be delivered via a first registered application , while 45 executing registered application 231 . 
content related to sponsor C can be delivered via a second In some embodiments , information from the first sponsor 
registered application . Thus , sponsors can advertise or pro- can also be delivered to registered application 231 , because 
vide other content to members of particular demographics the locations of the device running registered application 
based on a type of application a particular demographic is 231 and object of interest 233 are both considered target 
more likely to use . 50 locations . Furthermore , in some embodiments content need 

Referring next to FIG . 2 , a target location other than a not be delivered directly from second sponsor 225 , but 
mobile device in a system 200 is illustrated according to instead can be provided by content delivery platform 212 , or 
embodiments of the present disclosure . As shown in FIG . 2 , a third party ( not illustrated ) . 
a user of registered application 231 is located within the Referring next to FIG . 3 , a graph showing various geo 
perimeter defining first sponsor's reserved area 207. Object 55 graphic areas with reference to longitude and latitude is 
of interest 233 is located in second sponsor's reserved area illustrated according to some embodiments of the present 
205. In some embodiments , object of interest 233 can be any disclosure . The geographic areas in FIG . 3 are for illustration 
type of object of interest to the user of registered application only and carry no particular significance with respect to their 
231. For example , object of interest 233 could be a friend of geometric shapes . Graph 300 includes a triangular area 320 , 
the user of registered application 231 , and this friend may be 60 reserved for sponsor A ; pentagonal area 371 , reserved for 
employing a mobile phone , a laptop , a kiosk computer , a sponsor G ; and octagonal area 330 , also reserved for sponsor 
PDA , or any other device capable of sending location G. In the illustrated example , sponsor G has two physical 
information 216 directly or indirectly to registered applica- addresses : G1 327 , which lies within sponsor G's reserved 
tion 231. In some embodiments , target location information octagonal area 330 , and G2 328 which , lies within sponsor 
216 can be any type of information that can be used to 65 A's reserved triangular area 320. Furthermore , in the illus 
determine the location of the object of interest 233. In at trated embodiment , sponsor A does not have a physical 
least one embodiment , target location information 216 may location within sponsor A's reserved triangular area 320 . 
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These examples help illustrate that there is not necessarily a given proximity of a sponsor - reserved area such as triangu 
correlation between a sponsor's physical address and a lar area 320 or octagonal area 330. So , for example , a check 
reserved geographic area , although in some embodiments can be made to determine whether any reserved areas lie 
there may be such a correlation . within a given radius of target location D 340 , defining a 
As illustrated by FIG . 3 , a single target location F 333 is 5 search area 341 , or within a given radius of target location 

located within sponsor G's reserved octagonal area 330 , and E 356 , defining a search area 351. In some embodiments , if 
target location F 333 can be a mobile device running a no sponsor reserved area intersects an area within an initially 
registered application , or target location F 333 can represent small radius , further checks can be performed by incremen 
a target location other than the location of a mobile device , tally increasing the radius . So , for example , after first 
as illustrated in FIG . 2. In some embodiments , the mobile 10 check finds no advertiser reserved areas within search areas 
device with target location F 333 receives advertising exclu- 341 or 351 , the search areas can be increased to encompass 
sively from advertiser G. areas 343 and 353 , respectively . 
As further illustrated by FIG . 3 , there are four target In the illustrated example , there is no reserved area 

locations : target location A 321 , target location B 323 , target intersecting search area 353 , but sponsor H 357 has a 
location C 325 , and target location G 392 within advertiser 15 physical address within area 353. In some embodiments , 
A's reserved triangular area 320. Note also , however , that once it is determined that a registered sponsor has a physical 
target location G 392 also lies within one of sponsor G's address location within a search radius , but there are no 
reserved geographic areas , pentagonal area 371. Consider sponsor reserved geographic areas in proximity to or encom 
the following example in which target location A 321 and passing a target location , an advertisement or other content 
target location B 323 each are mobile devices executing a 20 can be delivered to a mobile device , such as the device with 
first application registered with a content delivery platform , target location 356 . 
such as content delivery platform 112 , of FIG . 1. Further Another situation arises when there are no sponsor 
assume , for purposes of this example , that target location C reserved geographic areas intersecting a search area , but 
325 is a mobile device executing a second , different appli- there are multiple sponsor physical locations within a given 
cation , which is also registered with the content delivery 25 radius . Consider area 343 , which contains sponsor E’s 
platform . Because both the first and second applications are location 349 , and sponsor F's location 347. Because neither 
registered with the content delivery platform , each of the sponsor E nor sponsor F has established a reserved area that 
three devices , with target location A 321 target location B intersects with search area 343 , a random choice can be 
323 and target location C 325 can receive advertisements or made between these two sponsors to determine which spon 
other content from within their respective applications . In 30 sor's content to provide to the registered application on the 
this example , the content delivered to all three devices can device with target location D 340. In other embodiments , 
be related exclusively to sponsor A , regardless of which preference may be given to one of sponsor E’s location 349 
registered application is being executed , because sponsor A and sponsor F's location 347 based on each physical loca 
has the only reserved interest in the portions of triangular tions ' proximity to target location D 340 , based on a travel 
area 320 occupied by mobile devices having target locations 35 time between the device with target location D 340 and the 
A 321 B 323 and C 325 . sponsors ’ locations , or based on some other desired param 

In some embodiments , target location G 392 can be a eter . In further embodiments , if no sponsor's reserved geo 
mobile device running two or more registered applications , graphic area intersects any portion of area 343 , no content is 
and can receive content related to sponsor A , because the sent to mobile device D with target location 340 , despite the 
mobile device lies within triangular area 320. But , target 40 fact that location sponsor E's location 359 , and sponsor F's 
location G 392 also lies within pentagonal area 371 , and the location 347 are both within the perimeter defining search 
mobile device can therefore receive content associated with area 343 . 
sponsor G. In some embodiments , content related to sponsor In some embodiments , the search radius can continue to 
A can be delivered via one of the registered applications , be expanded until a search area 345 intersects with a sponsor 
while another registered application receives and displays 45 reserved geographic area . In the illustrated embodiment , 
content related to sponsor G. In other embodiments , one of search area 345 intersects sponsor A's reserved triangular 
sponsor A or sponsor G can have a superior interest to the area 320. Note that sponsor G2's physical location 328 is 
other , and a preference can be given to that sponsor's content also located within search area 345. In some embodiments , 
for delivery . For example , sponsor G may have a superior content from either sponsor A or sponsor G can be selected 
interest in pentagonal area 371 , which also forms part of 50 using any of various processes , because target location D 
triangular area 320. In such a case , if content related to 340 is not located entirely within triangular area 320. In 
sponsor G is available for delivery to the application on the some embodiments , however , because the expanded search 
mobile device with target location G 392 , that content will area 345 encompasses even a portion of sponsor A's 
be delivered in preference to content related to sponsor A. reserved triangular area 320 , content related to sponsor G 
However , if there is no high priority content related to 55 will be excluded , and content related to sponsor A will be 
sponsor G to be delivered , content related to sponsor A may exclusively provided to mobile device with target location D 
be provided in its stead . Various other priority and time 340. In some embodiments , because target location D 340 is 
sharing mechanisms and methods can be implemented not located within sponsor A's reserved triangular area 320 , 
according to the teachings set forth herein . Note that in some content related to sponsor A will be excluded , and content 
embodiments , multiple registered applications are not 60 related to sponsor G will be exclusively provided to mobile 
required to implement priority and time sharing mecha- device with target location D 340 . 
nisms . Additional techniques accounting for the proximity of 

In some instances , a mobile device can have target exclusively reserved advertising areas and sponsor's physi 
locations , such as target location D 324 or target location E cal locations with respect to mobile device locations can be 
356 , located outside of areas reserved by sponsors . In such 65 implemented according to the teaching set forth herein . For 
a case , a check can be made to determine if either target example , in some embodiments , sponsors may obtain an 
location D 340 or target location E 356 are located within a interest in all otherwise unreserved geographic areas . For 
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example , a content delivery system can deliver content from in response to a notification that the mobile device or target 
a " default ” sponsor , if it is determined that no other content location has entered or is contained within the sponsor's 
is to be delivered to a mobile device . reserved area . Method 400 ends , as illustrated at block 419 . 

Referring next to FIG . 4 , a method 400 for allowing Referring next to FIG . 5 , a method 500 of registering an 
sponsors to reserve particular geographic areas will be 5 application program for use in conjunction with a content 
discussed according to embodiments of the present disclo- delivery platform is illustrated according to various embodi 
sure . Method 400 begins , as illustrated by block 401. As ments of the present disclosure . Method 500 begins as 
illustrated by block 403 , a content delivery platform , for illustrated by block 501. As illustrated by block 503 , an 
example content delivery platform 112 as illustrated in FIG . application can be registered on a content delivery platform 
1 , can receive a request for sponsor registration , which can 10 in response to a request by a developer , for example devel 
also include receiving physical address location from the oper 108 as illustrated in FIG . 1. As illustrated by block 505 , 
sponsor . As illustrated by block 405 , the sponsor can estab- a request for content can be received from a device running 
lish perimeters defining geographic areas of exclusive or a registered application . In some embodiments , the same 
semi - exclusive control . These geographic areas are areas the registered application may be executed on any of various 
sponsor wishes to reserve for delivery of his own advertise- 15 mobile devices , including mobile telephones , personal digi 
ments or other content controlled by the sponsor . tal assistants , laptops , and the like . Furthermore , multiple 

The perimeters established can be based on map features , devices may execute copies of the same registered applica 
such as streets , rivers , landmarks , or any of the other various tion , multiple different registered applications may be 
map features . The perimeters can also be defined by latitude executed on a single mobile device , and multiple different 
and longitude , or various geometric constructs having a 20 registered applications may be executed on multiple devices . 
given relative position to either a point location , a map As illustrated by block 507 a determination is made as to 
location , a physical address , or otherwise . Some embodi- whether the application sending the request for content has 
ments allow for establishing perimeters defining areas based a target location that is located within a sponsor's reserved 
on a combination of the various types of constructs . So , for geographic area . In some embodiments , the target location 
example , latitude , longitude and map features may be used 25 may be the location of the device . In some embodiments , the 
to establish the reserved area , or a combination of coordi- target location may be a location other than the location of 
nates and geometric constructs can be used in conjunction the device , as illustrated in FIG . 2. As illustrated by block 
with other suitable boundary identifiers to establish an area 509 , if the target location is located within a sponsor's 
that may be reserved specifically for content related to a reserved area , content from the corresponding sponsor can 
particular advertiser or sponsor . 30 be chosen for delivery to the mobile device . The content can 

In some embodiments , the perimeters may be generated be chosen based on a number of different parameters or 
interactively , using sponsor established perimeter defini- combinations of parameters . In some embodiments , differ 
tions , or other unique sponsor requests . Some embodiments ent sponsors may designate particular content be provided 
employ pre - defined areas , or allow selection of areas based on different days of the week or at different times of day . 
on predetermined factors , and present sponsors a choice 35 Some such embodiments allow a single geographic area to 
from among previously established options . be shared by different advertisers or sponsors . For example , 
As illustrated by block 407 , a sponsor's request for a content associated with a first sponsor may be selected for 

selected area is received . As illustrated by block 409 , a check delivery in a particular geographic area during the lunch 
is made to determine if the selected area , or a portion of the hour , while content related to a second sponsor is selected 
selected area , has already been reserved by another sponsor . 40 for delivery in that same geographic area between the hours 
If the area selected by the sponsor is already owned or is of midnight and 2 am . 
otherwise unavailable , method 400 may return to block 407 , In some embodiments , content from one sponsor can be 
and the sponsor can choose another area . In some embodi- selected for delivery in a particular geographic area in 
ments , overlap of various sponsor areas may be allowed specific situations , even though a different sponsor has 
based on type of business , type of application used to deliver 45 generally reserved that same geographic area . For example , 
the content , or otherwise . content from a first sponsor can be delivered during a 
As illustrated by block 411 , if an area selected for football game to mobile devices located in a geographic area 

exclusive or semi - exclusive content delivery is available , the normally reserved by a second sponsor , effectively trumping 
selected geographic area can be reserved for the sponsor . content related to the second sponsor that would otherwise 
And as illustrated by block 413 , the sponsor can be notified 50 be delivered . In some embodiments , additional criteria can 
that an interest in the geographic area has been reserved for be applied to determine which sponsors ' content will be 
him . provided to mobile devices in a particular geographic area . 
A sponsor can provide content for delivery to mobile As illustrated by block 511 , selected content can be 

devices having target locations contained within its reserved provided to an application for display on a mobile device . In 
area , as illustrated by block 415. This content can include 55 at least one embodiment , different content from the same 
advertisements , still image content , animated content , video sponsor can be provided to the same device for display 
content , audio content , alphanumeric identifiers , or other within different applications , or the same content from the 
content suitable for delivery to mobile devices via registered same sponsor can be displayed for all mobile devices 
applications . As illustrated by block 417 , the content running all registered applications that have target locations 
received from the sponsor can be stored for later delivery to 60 within the delivery area for the content . For example , a first 
registered applications running on mobile devices having program run on a mobile device may display a first adver 
target locations that exist within the sponsor's reserved area , tisement within that program while a second program run 
which such target locations may include , but are not limited ning on the same device may display a second advertise 
to , when the mobile device or target location physically ment , which is different from the first advertisement . In 
enters or remains within the sponsor's reserved area for a 65 some embodiments in which an interest in a particular 
desired length of time . In some embodiments , content can be geographic area is shared between multiple sponsors , a 
delivered to a mobile device by the sponsor or another party primary sponsor's content can be exclusively displayed via 
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a first registered application running on a particular mobile As illustrated by block 609 , if the key is validated a 
device , while content from other sponsors can be displayed session can be initiated between the application on the 
via a second and subsequent applications running on the mobile device , and the content delivery platform . As illus 
same mobile device . trated by block 611 in at least one embodiment , the appli 
As illustrated by block 513 , if the target location is not 5 cation running on the mobile device sends the mobile 

within a sponsor's reserved area , a determination can be device's location , or another target location , to the content 
made regarding whether at least one sponsor's presence is delivery platform . However , in some embodiments the 
within a first predetermined radius of the target location . In actual location is not sent by the device , but may be provided 
some embodiments , a determination is made regarding to the content delivery platform from another source . Fur 
whether a sponsor's physical location is within a predeter 10 thermore , the content delivery platform , or a subsystem of a 
mined radius of the target location . In some embodiments , a communications system employed by the content delivery 
determination is made regarding whether a sponsor's geo platform , can determine the location of the mobile device 
graphic area , or a portion of a sponsor's geographic area , is based on raw , partially , or completely processed information 

received from the mobile device or from another source . For 
contained within a predetermined radius of the target loca- 15 example , the mobile device can forward information asso tion . If at least one sponsor's presence is within a predeter ciated with a target location to the content delivery platform , 
mined radius of the target location , a sponsor is chosen from or the content delivery server can obtain location informa 
a random or pseudo - random process , as illustrated by block tion from a third party application or device , from a home 
519. Content is then selected for delivery , as illustrated by location register ( HLR ) , from a visiting location register 
block 509. As illustrated by block 515 , if a sponsor's 20 ( VLR ) , from raw , differential , processed or semi - processed 
presence is not within a predetermined radius of the target GPS data , from power signals used in code - division multiple 
location , the search radius can be increased . As illustrated by access ( CDMA ) or other wireless communications systems , 
block 517 , a check can be made to determine whether any or otherwise . 
more increases should be made . In some embodiments , the As illustrated by block 613 , the content delivery platform 
search radius can continue to be increased incrementally , in 25 records the request from the registered application in a 
a logarithmic manner , or otherwise , until at least a portion of request identifier in the platform database , or some other 
a sponsor's reserved area intersects the search area defined suitable storage location . The request identifier can be used 
by the search radius . In some embodiments , the search in some embodiments to track further interaction with the 
radius can be increased a predetermined number of times , or registered application , or to deliver additional content to a 
can be limited based on system resources , time constraints , 30 requesting mobile device . Thus , in some embodiments , a 
or other desired parameters . The processes illustrated by mobile device or other target location that is only tempo 
blocks 513 , 515 , and 517 can be repeated until a positive rarily located within a particular sponsor's reserved geo 
indication is produced by the process at block 517 . graphic area may continue to receive information from that 
As illustrated by block 519 , content from a randomly or sponsor after the mobile device , or the target location , exits 

pseudo - randomly selected sponsor can be delivered to a 35 the sponsor's reserved area . In other embodiments , content 
mobile device if the target location is not within a desired related to a sponsor is discontinued in response to a mobile 
proximity to a sponsor's reserved area . In some embodi- device exiting , or the target location losing focus within , the 
ments , rather than delivering content randomly , content sponsor's reserved area . 
selections can be made based on desired criteria . Content As illustrated by block 615 , the content delivery platform 
related to a sponsor that reserved all otherwise unallocated 40 can deliver the request identifier to the requesting applica 
space can be delivered to a mobile device executing a tion along with the requested content . As illustrated by block 
registered application . In some such embodiments , if any 617 , a user of the mobile device can interact with the 
particular geographic areas have not yet been reserved , or if provided content using any of various methods such as 
any device requesting content does not have a target location pressing a button , selecting a user selectable object on a 
contained within a reserved geographic area , the default 45 graphical user interface , or otherwise . The application on the 
sponsor's content can be delivered to the mobile device . mobile device can send an indication of the interaction to the 
Method 500 ends as illustrated by block 521 . content delivery platform via the same communication chan 

Preferring next to FIG . 6 , a method of interaction between nel used to send the request , or via a different communica 
a mobile device and a content providing platform is illus- tions channel . 
trated according to various embodiments of the present 50 As illustrated by block 619 , a registered application 
disclosure . Method 600 begins as illustrated by block 601 . running on a mobile device can send an additional informa 
As illustrated by block 603 an application platform key can tion request to the platform using the previously assigned 
be provided to a developer in response to the developer request identifier . In some embodiments , using the previ 
registering an application for use on the application plat- ously assigned platform request identifier permits tracking 
form . The developer can , in turn , provide the key to mobile 55 of a series of interactions between a particular application 
devices on which the registered application is installed . As and the content delivery platform . Furthermore , using the 
illustrated by block 605 , when a mobile device requests request identifier can allow individualized content to be 
content from the content providing platform , the mobile delivered to different registered applications which may or 
device can send the key along with its request . As illustrated may not be running on the same mobile device . 
by block 607 , the content providing platform can verify that 60 As illustrated by block 621 , a determination is made 
the key matches a valid key stored in its database , or regarding whether a request identifier sent in conjunction 
elsewhere , before providing content to the application . with a request for further information is maintained in the 

In some embodiments , key verification can be performed platform database or other suitable storage . As illustrated by 
by an entity other than the content providing platform . As block 623 , if the request identifier is contained in the 
illustrated by block 627 , if a verification check on the key 65 database or other storage area , the content delivery platform 
fails , no content is provided to the requesting application , can update a request identifier record as being complete . And 
and the method 600 ends . as illustrated by block 625 , the content delivery platform can 
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deliver more content to the requesting application . As illus- technology , CD - ROM , digital versatile disks ( DVD ) or other 
trated by block 627 , method 600 can proceed to end after optical storage , magnetic cassettes , magnetic tape , magnetic 
delivering the additional content . disk storage or other magnetic storage devices , or any other 

The methods and processes discussed previously , as well medium which can be used to store the desired information 
as other embodiments , may be implemented in a processing 5 and which can be accessed by a computer . Data structures 
system executing a set of instructions stored in memory , or and transmission of data ( including wireless transmission ) 
on a removable computer readable medium . An example of particular to aspects of the disclosure are also encompassed 
a system according to some embodiments is illustrated in within the scope of the disclosure . 
FIG . 7. Referring now to FIG . 7 , a high - level block diagram Various embodiments have been described for delivering 
of a processing system is illustrated and discussed . Process- 10 content related to a commercial media program . Other 
ing system 700 includes one or more central processing variations and modifications of the embodiments disclosed 
units , such as CPU A 705 and CPU B 707 , which may be may be made based on the description provided , without 
conventional microprocessors interconnected with various departing from the scope of the invention as set forth in the 
other units via at least one system bus 710. CPU A 705 and following claims . 
CPU B 707 may be separate cores of an individual , multi- 15 What is claimed is : 
core processor , or individual processors connected via a 1. A mobile device comprising : 
specialized bus 711. In some embodiments , CPU A 705 or memory ; 
CPU B 707 may be a specialized processor , such as a at least one processor operably coupled to the memory ; 
graphics processor , other co - processor , or the like . a location - determination component ; and 

Processing system 700 includes random access memory 20 at least one module configured for execution by the at 
( RAM ) 720 ; read - only memory ( ROM ) 715 , wherein the least one processor , wherein the at least one module 
ROM 715 could also be erasable programmable read - only comprises at least one instruction for : 
memory ( EPROM ) or electrically erasable programmable in ponse to receiving , from an application program 
read - only memory ( EEPROM ) ; and input / output ( 1/0 ) during its execution in the mobile device , a request 
adapter 725 , for connecting peripheral devices such as disk 25 for having at least a first identifier being associated 
units 730 , optical drive 736 , or tape drive 737 to system bus with a first designated geographic area of interest 
710 ; a user interface adapter 740 for connecting keyboard provided to the application program after it has been 
745 , mouse 750 , speaker 755 , microphone 760 , or other user determined , by at least use of the at least one 
interface devices to system bus 710 ; communications processor and of location information representing at 
adapter 765 for connecting processing system 700 to an 30 least one physical geographic location of the mobile 
information network such as the Internet or any of various device as determined by the location - determination 
local area networks , wide area networks , telephone net component , that the mobile device has at least 
works , or the lik and display adapter 770 for connecting entered the first designated geographic area of inter 
system bus 710 to a display device such as monitor 775 . est and has remained therein for at least a predeter 
Mouse 750 has a series of buttons 780 , 785 and may be used 35 mined length of time , after receiving , from the 
to control a cursor shown on monitor 775 . application program , both a first data string compris 

It will be understood that processing system 700 may ing the first identifier to be associated with the first 
include other suitable data processing systems without designated geographic area of interest and first geo 
departing from the scope of the present disclosure . For graphic data to be used for defining the first desig 
example , processing system 700 may include bulk storage 40 nated geographic area of interest and to be used with 
and cache memories , which provide temporary storage of at the first identifier to establish , in the memory , the 
least some program code in order to reduce the number of first designated geographic area of interest as a first 
times code must be retrieved from bulk storage during area specifically reserved for delivery of the first 
execution . identifier related to the application program , after 

Various disclosed embodiments can be implemented in 45 establishing , in the memory , the first designated 
hardware , software , or a combination containing both hard geographic area of interest as the first area specifi 
ware and software elements . In one or more embodiments , cally reserved for delivery of the first identifier 
the invention is implemented in software , which includes related to the application program , after storing , in 
but is not limited to firmware , resident software , microcode , the memory , a first record comprising the first iden 
etc. Some embodiments may be realized as a computer 50 tifier , and after determining , by at least use of the at 
program product , and may be implemented as a computer least one processor and of the location information , 
usable or computer - readable medium embodying program that the mobile device has at least entered the first 
code for use by , or in connection with , a computer , a area specifically reserved for delivery of the first 
processor , or other suitable instruction execution system . identifier related to the application program and has 

For the purposes of this description , a computer - usable or 55 remained therein for at least the predetermined 
computer readable medium can be any apparatus that can length of time , delivering , from the first record stored 
contain , store , communicate , propagate , or transport the in the memory and to the application program , at 
program for use by or in connection with the instruction least first datum comprising at least the first identi 
execution system , apparatus , or device . By way of example , fier . 
and not limitation , computer readable media may comprise 60 2. The mobile device of claim 1 wherein the at least one 
any of various types of computer storage media , including module further comprises at least one instruction for : 
volatile and non - volatile , removable and non - removable receiving , from the application program during its execu 
media implemented in any suitable method or technology tion in the mobile device , the request for having at least 
for storage of information such as computer readable the first identifier being associated with the first des 
instructions , data structures , program modules , or other data . 65 ignated geographic area of interest provided to the 
Computer storage media include , but are not limited to , application program after it has been determined , by at 
RAM , ROM , EEPROM , flash memory or other memory least use of the at least one processor and of the location 
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information , that the mobile device has at least entered first identifier related to the application program and 
the first designated geographic area of interest and has has remained therein for at least the predetermined 
remained therein for at least the predetermined length length of time . 
of time . 9. The mobile device of claim 7 wherein the at least one 

3. The mobile device of claim 2 wherein : 5 module further comprises at least one instruction for : 
the first geographic data from the application program in response to receiving , from the application program 

comprises at least one geometric construct that estab- during its execution in the mobile device , a request for 
lishes at least one perimeter for defining the first having at least a second identifier being associated with 
designated geographic area of interest ; and a second designated geographic area of interest pro 

the at least one module further comprises at least one vided to the application program after it has been 
instruction for : determined , by at least use of the at least one processor 
receiving , from the application program during its and of the location information , that the mobile device 

execution in the mobile device , both the first data has at least entered the second designated geographic 
string comprising the first identifier to be associated area of interest and has remained therein for at least a 
with the first designated geographic area of interest second predetermined length of time , after receiving , 
and the first geographic data to be used for defining from the application program , both a second data string 
the first designated geographic area of interest and to comprising the second identifier to be associated with 
be used with the first identifier to establish , in the the second designated geographic area of interest and 
memory , the first designated geographic area of 20 second geographic data to be used for defining the 
interest as the first area specifically reserved for second designated geographic area of interest and to be 
delivery of the first identifier related to the applica- used with the second identifier to establish , in the 
tion program . memory , the second des ed geographic area of 

4. The mobile device of claim 3 wherein the at least one interest as a second area specifically reserved for deliv 
geometric construct from the application program that estab- 25 ery of the second identifier related to the application 
lishes the at least one perimeter for defining the first desig program , after establishing , in the memory , the second 
nated geographic area of interest comprises at least one designated geographic area of interest as the second 
radius value . area specifically reserved for delivery of the second 

5. The mobile device of claim 3 wherein the at least one identifier related to the application program , after stor geometric construct from the application program that estab- 30 ing , in the memory , a second record comprising the lishes the at least one perimeter for defining the first desig second identifier , and after determining , by at least use nated geographic area of interest comprises a combination of 
at least two latitudinal values and at least two longitudinal of the at least one processor and of the location infor 

mation , that the mobile device has at least entered the values . 
6. The mobile device of claim 4 wherein the first geo- 35 second area specifically reserved for delivery of the 

graphic data from the application program further comprises second identifier related to the application program and 
at least one latitude value and at least one longitude value for has remained therein for at least the second predeter 
defining the first designated geographic area of interest . mined length of time , delivering , from the second 

7. The mobile device of claim 6 wherein : record stored in the memory and to the application 
the at least one instruction for delivering , from the first 40 program , at least second datum comprising at least the 

record stored in the memory and to the application second identifier . 
program , at least first datum comprising at least the first 10. The mobile device of claim 7 wherein : 
identifier includes being at least one instruction for the at least one instruction for delivering , from the first 
delivering the at least first datum after obtaining the record stored in the memory and to the application 
location information representing at least one physical 45 program , at least first datum comprising at least the first 
geographic location of the mobile device as determined identifier includes being at least one instruction for 
by the location - determination component ; and delivering the at least first datum after availability for 

the at least one module further comprises at least one the first designated geographic area of interest to be 
instruction for : reserved for the application program has been posi 
obtaining the location information representing at least 50 tively determined ; and 

one physical geographic location of the mobile the at least one module further comprises at least one 
device as determined by the location - determination instruction for : 
component ; and determining availability for the first designated geo 

determining , by at least use of the at least one processor graphic area of interest to be reserved for the appli 
and of the location information , that the mobile 55 
device has at least entered the first area specifically 11. The mobile device of claim 7 wherein the at least one 
reserved for delivery of the first identifier related to module further comprises at least one instruction for : 
the application program and has remained therein for sending , via the application program , to the at least one 
at least the predetermined length of time . instruction for receiving the request for having at least 

8. The mobile device of claim 7 wherein the at least one 60 the first identifier being associated with the first des 
module further comprises at least one instruction for : ignated geographic area of interest provided to the 

registering , in the memory , the application program for application program , the request for having at least the 
having at least the first identifier provided to the first identifier being associated with the first designated 
application program after it has been determined , by at geographic area of interest provided to the application 
least use of the at least one processor and of the location 65 program after it has been determined , by at least use of 
information , that the mobile device has at least entered the at least one processor and of the location informa 
the first area specifically reserved for delivery of the tion , that the mobile device has at least entered the first 

cation program . 
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designated geographic area of interest and has 17. The mobile device of claim 9 wherein : 
remained therein for at least the predetermined length the second geographic data from the application program 
of time ; and comprises at least one second geometric construct that 

sending , via the application program , to the at least one establishes at least one second perimeter for defining 
instruction for receiving both the first data string com the second designated geographic area of interest ; 
prising the first identifier and the first geographic data , the at least one second geometric construct from the 
the first data string comprising the first identifier and application program that establishes the at least one 
the first geographic data . second perimeter for defining the second designated 

12. The mobile device of claim 11 wherein the at least one geographic area of interest comprises at least one 
module further comprises at least one instruction for : second radius value ; 

after receiving the first identifier in the at least first datum the second geographic data from the application program 
delivered from the first record stored in the memory , further comprises at least one second latitude value and 
displaying , on the mobile device via a graphical user at least one second longitude value for defining the 
interface tangibly embodied by the mobile device and second designated geographic area of interest ; 
via the application program , content associated with the the at least one instruction for delivering , from the second 
first designated geographic area of interest . record stored in the memory and to the application 

13. The mobile device of claim 7 wherein the at least one program , at least second datum comprising at least the 
module further comprises at least one instruction for : second identifier includes being at least one instruction 

creating a notification indicating that the mobile device for delivering the at least second datum after obtaining 
has at least entered the first area specifically reserved the location information representing at least one physi 
for delivery of the first identifier related to the appli- cal geographic location of the mobile device as deter 
cation program and has remained therein for at least the mined by the location - determination component ; 
predetermined length of time . the first identifier , in its being associated with the first 

14. The mobile device of claim 7 wherein the first 25 designated geographic area of interest , provides at least 
identifier , in its being associated with the first designated identification of a boundary for the first designated 
geographic area of interest , provides at least identification of geographic area of interest ; 
a boundary for the first designated geographic area of the second identifier , in its being associated with the 
interest . second designated geographic area of interest , provides 

15. The mobile device of claim 7 wherein the at least one 30 at least identification of a boundary for the second 
instruction for receiving , from the application program dur- designated geographic area of interest ; and 
ing its execution in the mobile device , the request for having the at least one module further comprises at least one 
at least the first identifier being associated with the first instruction for : 
designated geographic area of interest provided to the appli- receiving , from the application program during its 
cation program includes being at least one instruction for 35 execution in the mobile device , the request for hav 
receiving , from at least one other application program dur ing at least the second identifier being associated 
ing its execution in the mobile device , one or more other with the second designated geographic area of inter 
requests for having at least one or more identifiers each est provided to the application program after it has 
being respectfully associated with one or more designated been determined , by at least use of the at least one 
geographic areas of interest provided to the at least one other 40 processor and of the location information , that the 
application program after it has been determined , by at least mobile device has at least entered the second desig 
use of the at least one processor and of the location infor nated geographic area of interest and has remained 
mation , that the mobile device has at least entered the one or therein for at least the second predetermined length 
more designated geographic areas of interest and has of time ; 
remained therein for at least a predetermined length of time . 45 receiving , from the application program during its 

16. The mobile device of claim 7 wherein : execution in the mobile device , both the second data 
the at least one instruction for delivering , from the first string comprising the second identifier to be associ 

record stored in the memory and to the application ated with the second designated geographic area of 
program , at least first datum comprising at least the first interest and the second geographic data to be used 
identifier includes being at least one instruction for 50 for defining the second designated geographic area 
delivering the at least first datum after receiving , from of interest and to be used with the second identifier 
the application program during its execution in the to establish , in the memory , the second designated 
mobile device , a data value representing the predeter geographic area of interest as the second area spe 
mined length of time and after determining , by at least cifically reserved for delivery of the second identifier 
use of the at least one processor and of the location 55 related to the application program ; and 
information , that the mobile device , following a des- determining , by at least use of the at least one processor 
ignated start time and during a designated duration of and of the location information , that the mobile 
time , has at least entered the first area specifically device has at least entered the second area specifi 
reserved for delivery of the first identifier related to the cally reserved for delivery of the second identifier 
application program and has remained therein for at 60 related to the application program and has remained 
least the predetermined length of time ; and therein for at least the second predetermined length 

the at least one module further comprises at least one of time . 
instruction for : 18. A non - transitory computer readable medium tangibly 
receiving , from the application program during its embodying at least one program of computer executable 

execution in the mobile device , the data value rep- 65 instructions , wherein the at least one program of computer 
resenting the predetermined length of time and a data executable instructions comprises at least one instruction 
value representing the designated duration of time . for : 
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in response to receiving , in a mobile device , from an one particular perimeter for defining the particular 
application program during its execution in the mobile designated geographic area of interest ; and 
device , a request for having at least a first identifier the at least one program of computer executable 
being associated with a first designated geographic area instructions comprises at least one instruction for : 
of interest provided to the application program after it 5 in response to receiving , in the mobile device , 
has been determined , by at least use of at least one from an application program during its execu 
processor tangibly embodied by the mobile device and tion in the mobile device , a request for having 
of location information representing at least one physi at least a first identifier being associated with a 
cal geographic location of the mobile device as deter first designated geographic area of interest pro 
mined by a location - determination component tangibly vided to the application program after it has 

been determined , by at least use of the at least embodied by the mobile device , that the mobile device 
has at least entered the first designated geographic area one processor and of the location information , 

that the mobile device has at least entered the of interest and has remained therein for at least a first designated geographic area of interest and predetermined length of time , after receiving , from the has remained therein for at least a predeter application program , both a first data string comprising mined length of time , after receiving , from the 
the first identifier to be associated with the first desig application program , both a first data string nated geographic area of interest and first geographic comprising the first identifier to be associated 
data to be used for defining the first designated geo with the first designated geographic area of 
graphic area of interest and to be used with the first 20 interest and first geographic data to be used for 
identifier to establish , in a memory tangibly embodied defining the first designated geographic area of 
by the mobile device , the first designated geographic interest and to be used with the first identifier to 
area of interest as a first area specifically reserved for establish , in the memory tangibly embodied by 
delivery of the first identifier related to the application the mobile device , the first designated geo 
program , after establishing , in the memory , the first 25 graphic area of interest as a first area specifi 
designated geographic area of interest as the first area cally reserved for delivery of the first identifier 
specifically reserved for delivery of the first identifier related to the application program , after estab 
related to the application program , after storing , in the lishing , in the memory , the first designated 
memory , a first record comprising the first identifier , geographic area of interest as the first area 
and after determining , by at least use of the at least one 30 specifically reserved for delivery of the first 
processor and of the location information , that the identifier related to the application program , 
mobile device has at least entered the first area spe after storing , in the memory , a first record 
cifically reserved for delivery of the first identifier comprising the first ifier , and after deter 
related to the application program and has remained mining , by at least use of the at least one 
therein for at least the predetermined length of time , 35 processor and of the location information , that 
delivering , from the first record stored in the memory the mobile device has at least entered the first 
and to the application program , at least first datum area specifically reserved for delivery of the 
comprising at least the first identifier . first identifier related to the application program 

19. A method comprising : and has remained therein for at least the prede 
sending , via a particular application program executing in 40 termined length of time , delivering , from the 

a mobile device , to at least one program of computer first record stored in the memory and to the 
executable instructions operating in the mobile device : application program , at least first datum com 
a request for having at least a particular identifier being prising at least the first identifier . 

associated with a particular designated geographic 20. The method of claim 19 , further comprising : 
area of interest provided to the particular application 45 after receiving , via the particular application program , the 
program after it has been determined , by at least use particular identifier delivered by the at least one pro 
of at least one processor tangibly embodied by the gram of computer executable instructions in response 
mobile device and of location information represent- to the at least one program of computer executable 
ing at least one physical geographic location of the instructions receiving the particular data string , the 
mobile device as determined by a location - determi- 50 particular geographic data , and the request for having at 
nation component tangibly embodied by the mobile least the particular identifier being associated with the 
device , that the mobile device has at least entered the particular designated geographic area of interest pro 
particular designated geographic area of interest ; vided to the particular application program , and after 
particular data string comprising the particular iden- the at least one program of computer executable 
tifier to be associated with the particular designated 55 instructions has determined , by at least use of the at 
geographic area of interest ; and least one processor and of the location information , that 

particular geographic data to be used for defining the the mobile device has at least entered the particular 
particular designated geographic area of interest and designated geographic area of interest , displaying , on 
to be used with the particular identifier to establish , the mobile device via a graphical user interface tangi 
in a memory tangibly embodied by the mobile 60 bly embodied by the mobile device and via the par 
device , the particular designated geographic area of ticular application program , content associated with the 
interest as an area specifically reserved for delivery particular designated geographic area of interest . 
of the particular identifier related to the particular 21. The computer readable medium of claim 18 wherein 
application program , wherein : the at least one program of computer executable instructions 
the particular geographic data from the particular 65 further comprises at least one instruction for : 

application program comprises at least one par- receiving , from the application program during its execu 
ticular geometric construct that establishes at least tion in the mobile device , the request for having at least 
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the first identifier being associated with the first des- registering , in the memory , the application program for 
ignated geographic area of interest provided to the having at least the first identifier provided to the 
application program after it has been determined , by at application program after it has been determined , by at 
least use of the at least one processor and of the location least use of the at least one processor and of the location 
information , that the mobile device has at least entered 5 information , that the mobile device has at least entered 
the first designated geographic area of interest and has the first area specifically reserved for delivery of the 
remained therein for at least the predetermined length first identifier related to the application program and 
of time . has remained therein for at least the predetermined 

22. The computer readable medium of claim 21 wherein : length of time . 
the first geographic data from the application program 28. The computer readable medium of claim 26 wherein 

comprises at least one geometric construct that estab the at least one program of computer executable instructions 
further comprises at least one instruction for : lishes at least one perimeter for defining the first in response to receiving , from the application program designated geographic area of interest ; and during its execution in the mobile device , a request for the at least one program of computer executable instruc having at least a second identifier being associated with tions further comprises at least one instruction for : a second designated geographic area of interest pro 

receiving , from the application program during its vided to the application program after it has been 
execution in the mobile device , both the first data determined , by at least use of the at least one processor 
string comprising the first identifier to be associated and of the location information , that the mobile device 
with the first designated geographic area of interest 20 has at least entered the second designated geographic 
and the first geographic data to be used for defining area of interest and has remained therein for at least a 
the first designated geographic area of interest and to second predetermined length of time , after receiving , 
be used with the first identifier to establish , in the from the application program , both a second data string 
memory , the first designated geographic area of comprising the second identifier to be associated with 
interest as the first area specifically reserved for 25 the second designated geographic area of interest and 
delivery of the first identifier related to the applica second geographic data to be used for defining the 

second designated geographic area of interest and to be 
23. The computer readable medium of claim 22 wherein used with the second identifier to establish , in the 

the at least one geometric construct from the application memory , the second designated geographic area of 
program that establishes the at least one perimeter for 30 interest as a second area specifically reserved for deliv 
defining the first designated geographic area of interest ery of the second identifier related to the application 
comprises at least one radius value . program , after establishing , in the memory , the second 

24. The computer readable medium of claim 22 wherein designated geographic area of interest as the second 
the at least one geometric construct from the application area specifically reserved for delivery of the second 
program that establishes the at least one perimeter for 35 identifier related to the application program , after stor 
defining the first designated geographic area of interest ing , in the memory , a second record comprising the 
comprises a combination of at least two latitudinal values second identifier , and after determining , by at least use 
and at least two longitudinal values . of the at least one processor and of the location infor 

25. The computer readable medium of claim 23 wherein mation , that the mobile device has at least entered the 
the first geographic data from the application program 40 second area specifically reserved for delivery of the 
further comprises at least one latitude value and at least one second identifier related to the application program and 
longitude value for defining the first designated geographic has remained therein for at least the second predeter 
area of interest . mined length of time , delivering , from the second 

26. The computer readable medium of claim 25 wherein : record stored in the memory and to the application 
the at least one instruction for delivering , from the first 45 program , at least second datum comprising at least the 

record stored in the memory and to the application second identifier . 
program , at least first datum comprising at least the first 29. The computer readable medium of claim 26 wherein : 
identifier includes being at least one instruction for the at least one instruction for delivering , from the first 
delivering the at least first datum after obtaining the record stored in the memory and to the application 
location information representing at least one physical 50 program , at least first datum comprising at least the first 
geographic location of the mobile device as determined identifier includes being at least one instruction for 
by the location- determination component ; and delivering the at least first datum after availability for 

the at least one program of computer executable instruc- the first designated geographic area of interest to be 
tions further comprises at least one instruction for : reserved for the application program has been posi 
obtaining the location information representing at least 55 tively determined ; and 

one physical geographic location of the mobile the at least one program of computer executable instruc 
device as determined by the location - determination tions further comprises at least one instruction for : 
component ; and determining availability for the first designated geo 

determining , by at least use of the at least one processor graphic area of interest to be reserved for the appli 
and of the location information , that the mobile 60 
device has at least entered the first area specifically 30. The computer readable medium of claim 26 wherein 
reserved for delivery of the first identifier related to the at least one program of computer executable instructions 
the application program and has remained therein for further comprises at least one instruction for : 
at least the predetermined length of time . sending , via the application program , to the at least one 

27. The computer readable medium of claim 26 wherein 65 instruction for receiving the request for having at least 
the at least one program of computer executable instructions the first identifier being associated with the first des 
further comprises at least one instruction for : ignated geographic area of interest provided to the 

cation program . 
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application program , the request for having at least the application program and has remained therein for at 
first identifier being associated with the first designated least the predetermined length of time ; and 
geographic area of interest provided to the application the at least one program of computer executable instruc 
program after it has been determined , by at least use of tions further comprises at least one instruction for : 
the at least one processor and of the location informa- 5 receiving , from the application program during its 
tion , that the mobile device has at least entered the first execution in the mobile device , the data value rep designated geographic area of interest and has resenting the predetermined length of time and a data 
remained therein for at least the predetermined length value representing the designated duration of time . of time ; and 36. The computer readable medium of claim 28 wherein : sending , via the application program , to the at least one 10 the second geographic data from the application program instruction for receiving both the first data string com 
prising the first identifier and the first geographic data , comprises at least one second geometric construct that 

establishes at least one second perimeter for defining the first data string comprising the first identifier and 
the first geographic data . the second designated geographic area of interest ; 

31. The computer readable medium of claim 30 wherein 15 the at least one second geometric construct from the 
the at least one program of computer executable instructions application program that establishes the at least one 
further comprises at least one instruction for : second perimeter for defining the second designated 

after receiving the first identifier in the at least first datum geographic area of interest comprises at least one 
delivered from the first record stored in the memory , second radius value ; 
displaying , on the mobile device via a graphical user 20 the second geographic data from the application program 
interface tangibly embodied by the mobile device and further comprises at least one second latitude value and 
via the application program , content associated with the at least one second longitude value for defining the 
first designated geographic area of interest . second designated geographic area of interest ; 

32. The computer readable medium of claim 26 wherein the at least one instruction for delivering , from the second 
the at least one program of computer executable instructions 25 record stored in the memory and to the application 
further comprises at least one instruction for : program , at least second datum comprising at least the 

creating a notification indicating that the mobile device second identifier includes being at least one instruction 
has at least entered the first area specifically reserved for delivering the at least second datum after obtaining 
for delivery of the first identifier related to the appli- the location information representing at least one physi 
cation program and has remained therein for at least the 30 cal geographic location of the mobile device as deter 
predetermined length of time . mined by the location - determination component ; 

33. The computer readable medium of claim 26 wherein the first identifier , in its being associated with the first 
the first identifier , in its being associated with the first designated geographic area of rest , provides at least 
designated geographic area of interest , provides at least identification of a boundary for the first designated 
identification of a boundary for the first designated geo- 35 geographic area of interest ; 
graphic area of interest . the second identifier , in its being associated with the 

34. The computer readable medium of claim 26 wherein second designated geographic area of interest , provides 
the at least one instruction for receiving , from the applica at least identification of a boundary for the second 
tion program during its execution in the mobile device , the designated geographic area of interest ; and 
request for having at least the first identifier being associated 40 the at least one program of computer executable instruc 
with the first designated geographic area of interest provided tions further comprises at least one instruction for : 
to the application program includes being at least one receiving , from the application program during its 
instruction for receiving , from at least one other application execution in the mobile device , the request for hav 
program during its execution in the mobile device , one or ing at least the second identifier being associated 
more other requests for having at least one or more identi- 45 with the second designated geographic area of inter 
fiers each being respectfully associated with one or more est provided to the application program after it has 
designated geographic areas of interest provided to the at been determined , by at least use of the at least one 
least one other application program after it has been deter processor and of the location information , that the 
mined , by at least use of the at least one processor and of the mobile device has at least entered the second desig 
location information , that the mobile device has at least 50 nated geographic area of interest and has remained 
entered the one or more designated geographic areas of therein for at least the second predetermined length 
interest and has remained therein for at least a predetermined of time ; 
length of time . receiving , from the application program during its 

35. The computer readable medium of claim 26 wherein : execution in the mobile device , both the second data 
the at least one instruction for delivering , from the first 55 string comprising the second identifier to be associ 

record stored in the memory and to the application ated with the second designated geographic area of 
program , at least first datum comprising at least the first interest and the second geographic data to be used 
identifier includes being at least one instruction for for defining the second designated geographic area 
delivering the at least first datum after receiving , from of interest and to be used with the second identifier 
the application program during its execution in the 60 to establish , in the memory , the second designated 
mobile device , a data value representing the predeter geographic area of interest as the second area spe 
mined length of time and after determining , by at least cifically reserved for delivery of the second identifier 
use of the at least one processor and of the location related to the application program ; and 
information , that the mobile device , following a des- determining , by at least use of the at least one processor 
ignated start time and during a designated duration of 65 and of the location information , that the mobile 
time , has at least entered the first area specifically device has at least entered the second area specifi 
reserved for delivery of the first identifier related to the cally reserved for delivery of the second identifier 
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related to the application program and has remained 42. The method of claim 41 wherein : 
therein for at least the second predetermined length the at least one instruction for delivering , from the first 
of time . record stored in the memory and to the application 

37. The method of claim 20 wherein the at least one program , at least first datum comprising at least the first 
program of computer executable instructions further com identifier includes being at least one instruction for 
prises at least one instruction for : delivering the at least first datum after obtaining the 

receiving , from the application program during its execu- location information representing at least one physical 
tion in the mobile device , the request for having at least geographic location of the mobile device as determined 
the first identifier being associated with the first des- by the location - determination component ; and 
ignated geographic area of interest provided to the 10 the at least one program of computer executable instruc 
application program after it has been determined , by at tions further comprises at least one instruction for : 
least use of the at least one processor and of the location obtaining the location information representing at least 
information , that the mobile device has at least entered one physical geographic location of the mobile 
the first designated geographic area of interest and has device as determined by the location - determination 
remained therein for at least the predetermined length 15 component ; and 
of time . determining , by at least use of the at least one processor 

38. The method of claim 37 wherein : and of the location information , that the mobile 
the first geographic data from the application program device has at least entered the first area specifically 

comprises at least one geometric construct that estab reserved for delivery of the first identifier related to 
lishes at least one perimeter for defining the first 20 the application program and has remained therein for 
designated geographic area of interest ; and at least the predetermined length of time . 

the at least one program of computer executable instruc- 43. The method of claim 42 wherein the at least one 
tions further comprises at least one instruction for : program of computer executable instructions further com 
receiving , from the application program during its prises at least one instruction for : 

execution in the mobile device , both the first data 25 registering , in the memory , the application program for 
string comprising the first identifier to be associated having at least the first identifier provided to the 
with the first designated geographic area of interest application program after it has been determined , by at 
and the first geographic data to be used for defining least use of the at least one processor and of the location 
the first designated geographic area of interest and to information , that the mobile device has at least entered 
be used with the first identifier to establish , in the 30 the first area specifically reserved for delivery of the 
memory , the first designated geographic area of first identifier related to the application program and 
interest as the first area specifically reserved for has remained therein for at least the predetermined 
delivery of the first identifier related to the applica- length of time . 
tion program . 44. The method of claim 42 wherein the at least one 

39. The method of claim 38 wherein : 35 program of computer executable instructions further com 
the at least one geometric construct from the application prises at least one instruction for : 

program that establishes the at least one perimeter for in response to receiving , from the application program 
defining the first designated geographic area of interest during its execution in the mobile device , a request for 
comprises at least one radius value ; and having at least a second identifier being associated with 

the at least one particular geometric construct from the 40 a second designated geographic area of interest pro 
particular application program that establishes at the vided to the application program after it has been 
least one particular perimeter for defining the particular determined , by at least use of the at least one processor 
designated geographic area of interest comprises at and of the location information , that the mobile device 
least one particular radius value . has at least entered the second designated geographic 

40. The method of claim 38 wherein : area of interest and has remained therein for at least a 
the at least one geometric construct from the application second predetermined length of time , after receiving , 

program that establishes the at least one perimeter for from the application program , both a second data string 
defining the first designated geographic area of interest comprising the second identifier to be associated with 
comprises a combination of at least two latitudinal the second designated geographic area of interest and 
values and at least two longitudinal values ; and second geographic data to be used for defining the 

the at least one particular geometric construct from the second designated geographic area of interest and to be 
particular application program that establishes the at used with the second identifier to establish , in the 
least one particular perimeter for defining the particular memory , the second designated geographic area of 
designated geographic area of interest comprises a interest as a second area specifically reserved for deliv 
particular combination of at least two particular latitu- 55 ery of the second identifier related to the application 
dinal values and at least two particular longitudinal program , after establishing , in the memory , the second 
values . designated geographic area of interest as the second 

41. The method of claim 39 wherein : area specifically reserved for delivery of the second 
the first geographic data from the application program identifier related to the application program , after stor 

further comprises at least one latitude value and at least 60 ing , in the memory , a second record comprising the 
one longitude value for defining the first designated second identifier , and after determining , by at least use 
geographic area of interest ; and of the at least one processor and of the location infor 

the particular geographic data from the particular appli mation , that the mobile device has at least entered the 
cation program further comprises at least one particular second area specifically reserved for delivery of the 
latitude value and at least one particular longitude value 65 second identifier related to the application program and 
for defining the particular designated geographic area has remained therein for at least the second predeter 
of interest . mined length of time , delivering , from the second 

45 

50 
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record stored in the memory and to the application 50. The method of claim 44 wherein : 
program , at least second datum comprising at least the the second geographic data from the application program 
second identifier . comprises at least one second geometric construct that 

45. The method of claim 42 wherein : establishes at least one second perimeter for defining 
the at least one instruction for delivering , from the first 5 the second designated geographic area of interest ; 

record stored in the memory and to the application the at least one second geometric construct from the program , at least first datum comprising at least the first application program that establishes the at least one 
identifier includes being at least one instruction for second perimeter for defining the second designated delivering the at least first datum after availability for geographic area of interest comprises at least one the first designated geographic area of interest to be 10 second radius value ; reserved for the application program has been posi the second geographic data from the application program tively determined ; and further comprises at least one second latitude value and the at least one program of computer executable instruc 
tions further comprises at least one instruction for : at least one second longitude value for defining the 
determining availability for the first designated geo- 15 second designated geographic area of interest ; 

graphic area of interest to be reserved for the appli the at least one instruction for delivering , from the second 
cation program . record stored in the memory and to the application 

46. The method of claim 42 wherein the at least one program , at least second datum comprising at least the 
program of computer executable instructions further com second identifier includes being at least one instruction 
prises at least one instruction for : for delivering the at least second datum after obtaining 

creating a notification indicating that the mobile device the location information representing at least one physi 
has at least entered the first area specifically reserved cal geographic location of the mobile device as deter 
for delivery of the first identifier related to the appli- mined by the location - determination component ; 
cation program and has remained therein for at least the the first identifier , in its being associated with the first 
predetermined length of time . designated geographic area of interest , provides at least 

47. The method of claim 42 wherein the first identifier , in identification of a boundary for the first designated 
its being associated with the first designated geographic area geographic area of interest ; 
of interest , provides at least identification of a boundary for the second identifier , in its being associated with the 
the first designated geographic area of interest . second designated geographic area of interest , provides 

48. The method of claim 42 wherein the at least one 30 at least identification of a boundary for the second 
instruction for receiving , from the application program dur- designated geographic area of interest ; and 
ing its execution in the mobile device , the request for having the at least one program of computer executable instruc 
at least the first identifier being associated with the first tions further comprises at least one instruction for : 
designated geographic area of interest provided to the appli- receiving , from the application program during its 
cation program includes being at least one instruction for 35 execution in the mobile device , the request for hav 
receiving , from at least one other application program dur ing at least the second identifier being associated 
ing its execution in the mobile device , one or more other with the second designated geographic area of inter 
requests for having at least one or more identifiers each est provided to the application program after it has 
being respectfully associated with one or more designated been determined , by at least use of the at least one 
geographic areas of interest provided to the at least one other 40 processor and of the location information , that the 
application program after it has been determined , by at least mobile device has at least entered the second desig 
use of the at least one processor and of the location infor nated geographic area of interest and has remained 
mation , that the mobile device has at least entered the one or therein for at least the second predetermined length 
more designated geographic areas of interest and has of time ; 
remained therein for at least a predetermined length of time . 45 receiving , from the application program during its 

49. The method of claim 42 wherein : execution in the mobile device , both the second data 
the at least one instruction for delivering , from the first string comprising the second identifier to be associ 

record stored in the memory and to the application ated with the second designated geographic area of 
program , at least first datum comprising at least the first interest and the second geographic data to be used 
identifier includes being at least one instruction for 50 for defining the second designated geographic area 
delivering the at least first datum after receiving , from of interest and to be used with the second identifier 
the application program during its execution in the to establish , in the memory , the second designated 
mobile device , a data value representing the predeter geographic area of interest as the second area spe 
mined length of time and after determining , by at least cifically reserved for delivery of the second identifier 
use of the at least one processor and of the location 55 related to the application program ; and 
information , that the mobile device , following a des- determining , by at least use of the at least one processor 
ignated start time and during a designated duration of and of the location information , that the mobile 
time , has at least entered the first area specifically device has at least entered the second area specifi 
reserved for delivery of the first identifier related to the cally reserved for delivery of the second identifier 
application program and has remained therein for at 60 related to the application program and has remained 
least the predetermined length of time ; and therein for at least the second predetermined length 

the at least one program of computer executable instruc of time . 
tions further comprises at least one instruction for : 51. The method of claim 50 , further comprising : 
receiving , from the application program during its sending , via the particular application program executing 

execution in the mobile device , the data value rep- 65 in the mobile device , to the at least one program of 
resenting the predetermined length of time and a data computer executable instructions operating in the 
value representing the designated duration of time . mobile device : 
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a request for having at least a second particular iden lishes at least one second particular perimeter for 
tifier being associated with a second particular des defining the second particular designated geo 
ignated geographic area of interest provided to the graphic area of interest . 
particular application program after it has been deter 52. The method of claim 51 , further comprising : 
mined , by at least use of the at least one processor after receiving , via the particular application program , the 
and of the location information , that the mobile second particular identifier delivered by the at least one 
device has at least entered the second particular program of computer executable instructions in 

response to the at least one program of computer designated geographic area of interest ; executable instructions receiving the second particular 
a second particular data string comprising the second data string , the second particular geographic data , and 

particular identifier to be associated with the second the request for having at least the second particular 
particular designated geographic area of interest ; and identifier being associated with the second particular 

designated geographic area of interest provided to the second particular geographic data to be used for defin particular application program , and after the at least one ing the second particular designated geographic area program of computer executable instructions has deter 
of interest and to be used with the second particular 15 mined , by at least use of the at least one processor and 
identifier to establish , in the memory , the second of the location information , that the mobile device has 
particular designated geographic area of interest as at least entered the second particular designated geo 
an area specifically reserved for delivery of the graphic area of interest , displaying , on the mobile 
second particular identifier related to the particular device via the graphical user interface and via the 
application program , wherein : particular application program , second content associ 
the second particular geographic data from the par ated with the second particular designated geographic 

ticular application program comprises at least one area of interest . 
second particular geometric construct that estab 
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