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I, David Schaafsma, declare as follows: 

I. INTRODUCTION AND BACKGROUND 

1. My name is David Schaafsma. I am the President of California Optical 

Engineering, Inc. 

2. I have been retained by counsel for Plaintiff Beckman Coulter, Inc. 

(“Patent Owner” or “Beckman Coulter”) as an expert in Cytek Biosciences, Inc. v. 

Beckman Coulter, Inc., No. PGR2025-00088, challenging claims 1-3, 5-14, 16-18, 

20-22, and 26-30 of U.S. Patent No. 12,174,107 (the “’107 patent”).  

A. Qualifications And Professional Experience 

3. My qualifications are stated more fully in my curriculum vitae, which 

is attached as Appendix A. Below is a summary of my education, work experience, 

and other qualifications. 

4. I have over thirty years of industry experience in optics. I am currently 

President and Principal at California Optical Engineering, Inc. which provides 

technology and product development consulting services primarily in the medical 

and industrial fields. The company specializes in software and hardware 

development for medical devices, communications systems, and sensing. Over the 

last 35 years, I have built a wide range of optical systems for research and product 

development, including free-space, fiber optic, and integrated optic systems for 

sensing and diagnostics. In the early 1990s, I built a confocal fluorescence 
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microscope with very low noise and high spatial resolution which I used to study 

quantum effects in semiconductor structures. In the mid-1990s, I built the optical 

train for a near-field scanning optical microscope, used in conjunction with a free-

electron laser to study the surface morphology of diamond films. I have designed, 

built, and tested numerous microscope and endoscope systems, as well as many 

fluorescence measurement systems including very low light level systems, for a wide 

array of applications. 

5. I was an adjunct professor of applied physics at California State 

University, San Marcos from 2006 to 2022. I taught physics, electronics and optics 

courses, which I developed as new curriculum. I also mentored several 

undergraduate projects in the areas of lasers and optics.  I taught courses and 

mentored projects in the area of embedded systems, including courses dealing with 

programming microcontrollers at a low level (e.g. in C or Assembly) and logic 

design in VHDL and schematic mode for field-programmable gate arrays (FPGAs). 

I have also used these embedded systems skills in numerous product development 

efforts.  

6. I have a bachelor of arts in physics from Whitman College, a master of 

science in physics from Brown University, and a doctorate in physics from the 

University of Colorado, Boulder. 
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7. I am a named inventor on two patents and have been a listed author on 

over thirty papers. I was for many years also an Executive Editor of Fiber & 

Integrated Optics, a peer-reviewed bi-monthly technical journal. 

B. Compensation 

8. I am being compensated for my time at my ordinary hourly rate of $675, 

which includes a fee paid to WIT Legal LLC for administrative services provided in 

connection with my retention in this matter. My compensation is not dependent on 

the outcome of these proceedings or the content of my opinions. To the best of my 

knowledge, I have no financial interest in either party or in the outcome of this 

proceeding. 

C. Bases of Opinions 

9. In forming my opinions set forth in this Declaration, I have considered 

and relied on my education and experience in the fields of optics, engineering, 

medical devices, communications, and instrument development. I have also relied 

on the materials cited in this Declaration, the materials cited in the Petition for Post-

Grant Review, and the material cited in the Patent Owner’s Request for 

Discretionary Denial, and listed in Appendix B.  

II. LEGAL PRINCIPLES 

10. The opinions I express in this Declaration involve the application of my 

technical knowledge and professional experience to the evaluation of certain art with 
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respect to the ’107 patent. Since I am not an attorney, I have applied the following 

legal principles explained to me by Patent Owners’ legal counsel (“counsel”).  

A. Claim Construction 

11. For the purposes of this Declaration, I understand that certain principles 

of law are relevant to my analysis and opinions. For example, I understand that 

before a validity determination can be made, the claims must be construed by the 

Board. 

12. I understand that in a Post-Grant Review, the Board construes claim 

terms in light of the specification of the patent in which they appear. I further 

understand that a claim construction analysis begins with the ordinary meaning of 

the disputed claim term, and there is a presumption that claim terms carry their 

accustomed meaning among a person of ordinary skill in the art (“POSA”). I have 

also been informed that the ordinary and customary meaning of a claim term may be 

determined by reviewing a variety of sources, including the claims themselves, the 

specification (or “written description”) of a patent, its prosecution history, and 

dictionaries and treatises. 

13. I understand that the patent specification is the single best guide to the 

meaning of a disputed term. I understand that the intrinsic evidence, namely the 

patent specification and the prosecution history, may clarify whether the patentee 

intended a claim term to have a meaning that is different than its ordinary and 
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customary meaning, or clearly disavowed the ordinary meaning in favor of some 

special meaning. The specification may include a special definition given to a claim 

term by the patentee that differs from its ordinary meaning. In such cases, the 

inventor’s lexicography governs. 

14. I further understand that a patent is a fully integrated written instrument, 

and a skilled artisan is deemed to read the claim term not only in the context of the 

particular claim in which the disputed term appears, but in the context of the entire 

patent, including the specification. Accordingly, it is my understanding that the 

specification is always highly relevant to the claim construction analysis and is the 

single best guide to the meaning of a disputed term. 

15. I understand that extrinsic evidence, which includes expert and inventor 

testimony, dictionaries, and learned treatises, may also be considered during the 

claim construction process. However, extrinsic evidence is given less weight than 

the intrinsic record in determining the meaning of disputed claim terms. I understand 

that dictionary definitions may reflect or establish the plain and ordinary meaning of 

claim terms; however, when construing claim terms, reference should also be made 

to the intrinsic record to determine which dictionary definition(s) are most 

appropriate in light of the use of the claim terms by the inventor. 
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B. Claim Differentiation 

16. I understand that the doctrine of claim differentiation is a principle that 

can be used in claim interpretation. It suggests that each claim in a patent is presumed 

to have a different scope, so dependent claims should not be interpreted to make 

independent claims redundant.  

C. Priority 

17. I have been informed and understand that patent applicants can claim 

the benefit of priority to the filing date of an earlier application if (a) the earlier 

application names one or more inventors in common with the later filed application, 

and (b) the earlier application discloses the invention claimed in the later application 

in a manner that satisfies the enablement and written description requirements. 

D. Obviousness 

18. I have been informed that a patent claim is unpatentable under 35 

U.S.C. § 103 as obvious if the subject matter as a whole would have been obvious 

to one of ordinary skill in the art at the time the invention was made. I understand 

that the obviousness analysis involves several factual inquiries: (1) the scope and 

content of the prior art; (2) the differences between the prior art and the claimed 

invention; (3) the level of ordinary skill in the art at the time of the invention; and 

(4) the existence of objective indicia of non-obviousness (“objective indicia”), such 

as a long-felt but unresolved need, the failure of others, unexpected results and 
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commercial success. I understand that for objective indicia to be given weight, there 

must be a nexus between the evidence and the merits of the claimed invention. 

19. I understand that a petitioner in Post-Grant Review bears the burden for 

showing the obviousness of the claimed invention. My understanding is that 

obviousness is not proven by mere conclusory statements or conclusory expert 

testimony. Instead, I understand there must be some articulated reasoning with 

rational underpinning to satisfy the legal standard of obviousness. I understand that, 

for a claim to have been obvious, there must have been some reason or motivation 

for a POSA to modify or combine the teachings of the prior art references to achieve 

the claimed invention, and the POSA must have had a reasonable expectation of 

success in doing so in view of the prior art. I have also been informed that it is 

improper to rely on hindsight reasoning or ex post reasoning in the obviousness 

analysis. 

20. I understand that prior art references must qualify as “analogous art” to 

be considered in an obviousness analysis. I understand that, to be analogous art, the 

reference must (1) be from the same field of endeavor as the challenged claims; or 

(2) be reasonably pertinent to the particular problem with which the inventor is 

involved. I understand that a reference is reasonably pertinent if it, as a result of its 

subject matter, logically would have commended itself to an inventor’s attention in 

considering his problem.  
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E. Written Description 

21. I have been informed that a patent is presumed to be sufficiently 

described under 35 U.S.C. § 112 unless a challenger proves that a person of ordinary 

skill in the art, after reading the specification and claims, would not be able to make 

and use the full scope of the invention without undue experimentation. I understand 

that the written description requirement may be satisfied by any combination of the 

words, structures, figures, diagrams, formulas, etc., contained in the patent 

application.  I understand that the full scope of a claim or any particular requirement 

in a claim need not be expressly disclosed in the patent application if it is well-known 

by a person of ordinary skill in the art at the time of the invention. 

F. Enablement 

22. I understand that a patent specification must enable a person of ordinary 

skill in the art to make and use the claimed invention. I understand that the 

enablement requirement is satisfied when a person of ordinary skill in the art, after 

reading the specification in view of the knowledge in the art at the time the 

application was filed, could practice the full scope of the claimed invention without 

undue experimentation. I understand that factors to be considered in determining 

whether undue experimentation would be required include (1) the quantity of 

experimentation necessary, (2) the amount of direction or guidance presented, (3) 

the presence or absence of working examples, (4) the nature of the invention, (5) the 
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state of the prior art, (6) the relative skill of those in the art, (7) the predictability or 

unpredictability of the art, and (8) the breadth of the claims.   

III. LEVEL OF ORDINARY SKILL IN THE ART 

23. The analysis I provide in this Declaration is from the perspective of a 

person of ordinary skill in the art of the ’107 patent at the time of invention. I have 

been asked to assume a priority date for the claimed inventions of the ’107 patent of 

May 30, 2012, the date of the earliest provisional applications to which the ’107 

patent claims priority. EX1001 at (60).  

24. Petitioner’s expert, Dr. Fedor Ilkov, opines that a person of ordinary 

skill in the art (“POSA”) would have had, as of December 2011, “at least a B.S. in 

physics, mechanical engineering, electrical engineering, or optical engineering (or 

equivalent degree) and at least two years of experience in designing optical and 

electro-optical systems, including for flow cytometer applications. A person could 

also have qualified as a POSA with a combination of (1) more formal education 

(such as a doctoral degree) and less technical experience, or (2) less formal 

educational and more technical or professional experience.” Pet. at 14; EX1002, ¶14. 

I qualify (and have qualified since before the priority dates of the patents) as a person 

having at least ordinary skill in the art under this definition by virtue of my education 

and experience in life sciences applications for optics. See Section I. 
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25. For purposes of this Declaration, I do not currently dispute Petitioner’s 

proposed definition of a POSA.  

IV. OVERVIEW OF THE RELEVANT TECHNOLOGY 

A. Basics of Flow Cytometers  

26. In a flow cytometer, cells move in a line through a flow channel where 

they are illuminated by light, typically from a laser from a direction essentially 

perpendicular to the direction of flow.  EX1004 at 10, 17. Laser light incident on the 

cell scatters in multiple directions.  Id. at 19-20; EX2023 at 100-01. Flow cytometers 

collect and analyze this light to measure multiple parameters of the cells, including 

“physical and/or chemical characteristics,” and they can perform this analysis on 

thousands of cells per second. EX1001 at 1:49-55. Flow cytometry has a number of 

use-cases in research and medicine, including cell counting, cell sorting, rare cell 

detection, diagnostics, cancer therapy, and genetics. Id.; EX1004 at 10.   

1. Scattered Light Detection 

27. After the laser light incident on the cell scatters, flow cytometers 

typically measure this light scattered from two directions: forward (along the 

direction of the laser beam) and around 90 degrees to the side of the laser beam’s 

direction (side scatter), shown below.  
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EX2023 at 100. Forward-scattered light provides information on the size of a cell: 

generally, larger cells produce wider scattering (often a longer interruption of the 

beam). The change in forward scattered intensity as a cell passes through the beam 

and scatters can also be used to count cells. This forward scattered light is also 

typically stronger in signal than side scattered light, and the component that detects 

this forward scattered light is called a forward scatter detector, or FSC. Id.

28. Side scattered light is used to measure and identify cells by their shape 

and internal structure, and is both weaker and physically more spread out in all 

directions than forward scattered light. See id. To capture as much of this scattered 

light as possible, flow cytometers typically use optical components having large 

openings (termed “apertures”) to collect light. EX1004 at 19-20. The amount of light 

an optical components collects can be quantified by its étendue, which is defined as 

the product of source size and angle (to the source) subtended by the collection optic. 

Thus, a large diameter source whose light is captured over a smaller angle can have 
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the same étendue as a small diameter source captured over a larger angle. Étendue 

can also be thought of as the throughput (amount of light passed) of an optical 

component in a given configuration, and the overall optical system is limited by the 

throughput of its smallest component. Thus, to collect scattered light produced by 

cells in a flow cytometer, it is highly desirable for a flow cytometer’s optical systems 

to have a large étendue to collect scattered light. EX1001 at 44:63-45:9.  

29. Side scatter signals are typically orders of magnitude lower than 

forward scatter signals, see EX1004 at 23-24, and fluorescent signals, discussed 

more below, are orders of magnitude below side scatter.   

2. Fluorescence Detection 

30. In addition to detecting and assessing forward and side scattered light, 

some flow cytometers also detect fluorescent light to assess additional properties of 

the cells. EX1004 at 10; EX1007 at 33.  

31. When measuring fluorescence in flow cytometry, the most common 

strategy is to label cells with molecules called fluorophores, id., though some cells 

fluoresce on their own. Fluorophores are typically attached to antibodies specific for 

certain cell surface proteins that a researcher wants to detect. Id. Atoms or molecules 

in these fluorophores absorb light at specific wavelengths, at which point they 

become “excited” and momentarily move to a higher energy level. When these 

atoms or molecules fall back to their original state, they can emit light of a lower 
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energy (i.e., longer wavelength) than the light they initially absorbed, as I depict 

below (adapted from EX1007 at 103): 

This emitted light, which varies in wavelength1 depending on the fluorophore, and 

thus is indicative of a certain type of cell, is then analyzed by the flow cytometer 

using detectors. 

32. Fluorescent light from tagged cells is often collected in the same 

direction as the side scattered light, but it is much weaker than either forward or side 

scatter. See EX1004 at 23-24.   

1 Fluorophores used in flow cytometry emit various wavelengths across the visible 

spectrum. EX1007 at 68; EX1001 at 57:37-39. 
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33. As noted previously, the side scatter and fluorescent signals are very 

weak, so the first job of the optical system is to collect as much of the light as 

possible, typically using objective lenses or similar optics with high numerical 

aperture (meaning in this case, high étendue).  

34. Flow cytometers such as those described in EX1005 (Oostman) used 

optical fibers (typically with large core diameters and correspondingly high 

numerical apertures), to transmit light toward a detection system that could separate 

wavelengths into different bands. See, e.g., EX1007 at 148-49 (discussing how 

“[l]ight collection is limited by the N.A. of the fiber or waveguide” and discussing 

numerical apertures above 0.4).  

35. Even with large étendue, the side scattered light is still very weak and 

the fluorescence even weaker. It is insufficient just to collect the emitted light over 

a very large angle, so detectors designed to amplify these weak signals with minimal 

degradation of signal-to-noise ratio—historically photomultiplier tubes (PMTs)—

have been used in flow cytometers. EX1004, 23-24. 

B. Basics of Optical Communications Detection 

36. Optical communications refers to the transmission of information—

such as with internet traffic and voice or video communication—via optical fibers 

using light as the carrier signal. EX2036 at 1073. Certain telecommunications 

systems increase data transmission capacity by encoding different signals in 
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different wavelengths of light, e.g., with wavelength division multiplexing (WDM). 

EX2036 at 1104-05; EX2039 at 50-51. This involves combining (or multiplexing) 

light from multiple lasers at various wavelengths into one narrow light beam at the 

signal source and transmitting the combined/multiplexed light signals through an 

optical fiber. EX2036 at 1104-05. Then at each destination, a device separates out 

(or demultiplexes) the light signals from those lasers according to wavelength. Id. 

This technique is typically designed to operate at infrared wavelengths ranging from 

around 1300 to 1600 nm. As of the ’107 patent’s priority date, the International 

Telecommunication Union (ITU) had two standard forms for WDM applications: 

Coarse WDM (CWDM), which separate wavelengths 20 nm apart, and Dense WDM 

(DWDM), which separates wavelengths at spacings less than 1 nm apart. EX2032 at 

3; EX2033 at 4-5.  

C. Flow Cytometry Fluorescence Detection and Optical 
Communications Signal Detection Have Multiple Key Differences 

37. The light transmitted and received in an optical communications system 

is notably different than that in flow cytometry: the former involves light in a small 

range of wavelengths that is typically transmitted directly from a laser into a fiber, 

often with some configuration of coupling optics. See EX2035 at 850, 861. The latter 

involves light scattered off cells and collected, resulting in a wide cone (i.e., high 

étendue) of weak light, as I discussed above in Section IV.A and incorporate here. 
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Particularly, the fluorescent light comes from molecules attached to cells, being 

emitted in all directions relative to the cell and will vary based on different sets of 

fluorescent tags used. A collection optic can only gather a fraction of this, typically 

over a wide cone of weak light (i.e., high étendue). By contrast, in wavelength-

multiplexed optical communications, each wavelength band is typically narrow, 

predefined, and has “blank wavelength space” between it and the next wavelength 

band. These fundamental differences are reflected in various design differences 

between optical communications systems and flow cytometry fluorescence detection 

systems. 

1. Different Optical Fibers  

38. Flow cytometers most commonly use optical fibers with significantly 

greater core diameters than those used in optical communications systems. See, e.g., 

EX1007 at 148-49; EX2036 at 1076. For example, optical communications systems 

typically use fibers with core diameters ranging from less than 10 microns to around 

50 or 62.5 microns. EX2035 at 851-53; EX2036 at 1076. In contrast, flow 

cytometers, as I discuss above, collect a wide cone of light scattered from cells, and 

as a result typically use optical fibers with large numerical apertures and 

correspondingly having core diameters at least ten times larger than those in optical 

communications. See EX1007 at 148-49 (discussing how “[l]ight collection is 
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limited by the N.A. of the fiber or waveguide” and discussing numerical apertures 

above 0.4). I illustrate this difference below:

39. As the above figure indicates, fibers from optical communications 

typically cannot be switched at will with flow cytometry fluorescent detection 

optical fibers and vice versa. Since optical fibers will only guide light that enters the 

fiber at angles below the “acceptance angle” (the numerical aperture of the fiber), 

light that is focused at high angles will result in losses due to rejection from the fiber. 

Thus, light must be focused within the acceptance angle of the fiber, as I illustrate 

in the following figure (adapted from EX2036 at 16):
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See also EX2037 at 282-83; EX2038 at 135-36. 

40. The larger size of the fiber thus means that collected light (over a large 

angle) does not need to be focused to a very small spot, (historically a technical 

difficulty). Likewise, the large NA of the fiber means that light can be focused into 

it over a large angle without being rejected. Thus, the large core fiber more closely 

matches the designed étendue of the cytometry system and does not impose a smaller 

throughput limitation on it (as a communications fiber would). As I note above in 

paragraph 34, larger core fibers are very commonly used in most fluorescence and 

low-light applications, and were available from commercial vendors.



Expert Declaration of David Schaafsma  

22 
 

2. Different Detectors 

41. Semiconductor detectors are photodetectors that detect light using 

semiconductor materials to convert the light into an electrical signal.  See EX2039 

at 157-60.  Light hits the semiconductor material, and photons are absorbed and the 

semiconductor material creates a current or voltage that is proportional to the light 

intensity.  Id.  The output signal is then measured.  Id.    

42. Optical communication devices “almost exclusively” use diodes, either 

photodiodes or avalanche photodiodes (APDs) depending on the application. 

EX2039 at 173. Both photodiodes and APDs are types of semiconductor detectors 

that “provide very good responsivity in the wavelengths used in fiber optics,” 

meaning the communications wavelengths from 1.3-1.6 m. EX2039 at 173. The 

primary difference between these two detectors is that APDs have internal current 

gain. This feature is captured in what is termed the “responsivity” of the device, 

measured in Amps/Watt. This is effectively a measure of how many electrons result 

from the device when a photon hits it; a PIN diode might have a responsivity between 

0.5 and 1 A/W, whereas APDs often have responsivities of 10,000 A/W or more. 

However, any solid-state device can only source a finite amount of current. So, while 

the APD generates more current per photon, it also has a lower upper bound on the 

number of photons it can detect (before it saturates). See, e.g., EX2039 at 164; see 

also EX1001 at 43:62-44:19; EX1007 at 155.   
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43. In contrast to optical communications systems, before the ’107 patent, 

flow cytometers historically used PMTs for fluorescence detection along with side 

scatter, and photodiodes for measuring the comparatively stronger forward scattered 

light. PMTs are not semiconductor detectors. PMTs use the “photoelectric effect,” 

where photons strike a photocathode releasing electrons, which are then multiplied 

inside a vacuum tube to create a larger electron current (per incident photon).

EX1007 at 154 (showing relative sizes of PMTs (Figure 4-36 A-C) and photodiodes 

(Figure 4-36 E). 
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44. Compared to signal in optical communications, the fluorescence 

intensity in applications like flow cytometry can be over 1,000,000 times weaker. 

To demonstrate, optical communications network signals are measured on a 

logarithmic scale proportional to milliwatts, with 1 mW as a reference level (0 dBm). 

EX2039 at 23-24. Milliwatts or microwatts at a given wavelength (e.g., 1300-1600 

nm wavelengths in optical communications) can be straightforwardly correlated to 

photons per second (essentially, the power in watts divided by the energy of a single 

photon at a certain wavelength). Here, only a microwatt of power (1/1000 mW) at 

1300 nm wavelength correlates to trillions of photons per second. In contrast, in flow 

cytometry fluorescent light detection, only “hundreds of photons are likely to be 

emitted from each fluorescent molecule in or on a cell during the cell’s traverse of 

an illuminating beam at a wavelength at or near the molecule’s excitation 

maximum.” EX2029 at 283. Even this is an overstatement, as “even the most 

efficient fluorescence collection optics collect no more than about 20% of the total 

emission from cells,” meaning many such photons would not even reach the 

detector. Id.  

45. Cytometry often uses fluorescence to identify or characterize cells, with 

the fluorescence to be detected usually coming from a single cell at a time. EX2029 

at 283. This means that typically only a few molecules (often just one) are emitting 

light, resulting in just hundreds of photons to be detected for any given cell (id.), 
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which means the power to be measured is on a completely different scale than higher 

signal applications like telecommunications.   

46. Photomultiplier tubes (PMTs) have high internal current gain due to the 

mechanism described above. PMTs have long been the industry standard for 

detection of fluorescence and other low-level signals. See, e.g., EX1001 at 43:59-

44:19.  

47. Though they are bulky, fragile (they are very much like glass radio 

tubes), expensive, and typically require high voltage power supplies (often up to 

several hundred volts), PMTs can have large active areas (typically 10-20 mm or 

more diameter, and can be made with a range of very responsive materials across 

the visible and near infrared spectrum. See EX1004 at 24 (“Photomultipliers are 

photosensitive electron tubes with a more restricted spectral response [than diodes], 

but with high gain and good signal-to-noise characteristics suitable for the detection 

of weak fluorescence.”); EX1007 at 152-153. A consideration in low light 

fluorescence applications like flow cytometry is the collection of the emitted 

fluorescence, which is emitted in all directions from the fluorophore (attached to the 

cell). It is not feasible to capture all of this light, since some is emitted in directions 

occupied by other parts of the machine, EX2029 at 283, but it is highly desirable to 

collect as much as possible. As I’ve discussed, this generally mandates a high 
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numerical aperture (NA) optical component, which can collect light over a large 

solid angle, and in turn this mandates a high throughput (étendue) for the system.  

48. An APD with active area equivalent to the area of a PMT would 

produce a very high amount of background noise, so the active area must be kept 

small (typically 1 mm or less) to make the device practical. See EX1001 at 43:67-

44:6. In a high étendue system, the small spot required to “fit” the light into the small 

active area of an APD places significant constraints on preserving the overall 

étendue of the system.    

49. The large active area of a PMT, however, lends itself well to high 

throughput (étendue). Additionally, the noise figure for PMTs scales only weakly 

with increasing area, particularly when the detector is cooled below room 

temperature. Thus, PMTs have been the detector of choice for fluorescence detection 

in flow cytometry for decades. See EX1001 at 44:6-33.  

50. These etendue considerations alone prevented the use of APDs in most 

flow cytometry systems before the inventions of the ’107 patent. See EX1001 at 

44:33-39, 44:63-45:9. 

V. CLAIM CONSTRUCTION 

51. I understand that the district court has held two claim construction 

hearings. EX2012; EX2013. I understand that the judge has put forth the following 

constructions: 



Expert Declaration of David Schaafsma  

27 
 

 

Term ’107 Patent Claim Construction 
Focusing lenses … con-
figured to focus light 

Claims 13, 17 Plain and ordinary meaning, that is 
“lenses that capture and converge 
light.”  EX1105, 34:17-20 

“Portion of” Claims 1, 16 “subset of the spectrum of the 
wavelengths of.”  EX1105, 92:21-
24. 

 

I also understand that the judge did not construe any other claim limitations, and no 

further claim limitations in the ’107 patent are before the court at this time.  

52. I have applied the constructions provided by the district court judge in 

my analysis and throughout this declaration. 

VI. OVERVIEW OF THE ASSERTED REFERENCES 

A. Goodman 

53. One of the patents Petitioner relies on is U.S. Patent No. 6,542,306, 

which I refer to as “Goodman” because that is the only named inventor. EX1016 

Goodman is a patent that granted from an application filed March 16, 2001. Based 

on my review, Goodman only describes optical communications systems and the 

components used in such systems. EX1016 at 2:7-14, 3:47-50. Goodman describes 

a multiplexing/demultiplexing system for optical communications, and it proposes 

that this system would be primarily used in “wide wavelength division multiplexing 

(WWDM) systems.” EX1016 at 5:41-47. The phrase “wide wavelength division 
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multiplexing (WWDM)” was not an industry-defined term by the time Goodman 

issued in 2004; however, from the description in Goodman (wavelengths centered at 

1310 nm and spaced 25 nm apart), it appears that the primary use case was for what 

is now standardized as coarse wavelength division multiplexing (CWDM). EX1016 

at 2:21-29, EX2032 at 3.   

54. Goodman describes demultiplexing devices designed for “low cost 

injection molding fabrication techniques, facilitating high volume production at lost 

cost.” EX1016 at 6:62-64. Goodman also states that certain objectives of its 

disclosure included describing a “multiplexer/demultiplexer device that is easy to 

mold and fabricate accurately,” “that is easily scalable or modified,” and “that is 

easy to incorporate into other optical systems.” EX1016 at 3:47-67. Goodman 

describes applications of its technology as ranging from “spacecraft and aircraft 

applications to closed circuit and cable television systems.” EX1016 at 2:10-13.  

55. In one figure, Goodman discloses a zig-zag configuration for the path 

of the light beam travelling through its demultiplexing device (which it notes can 

also be used as a multiplexer if the optical path is reversed): 
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EX1016 at FIG. 1 (annotated). Light coming into Goodman’s demultiplexing device 

from optical fiber 15 contacts two mirrors 18 and 20 before it is directed into a series 

of filters and reflectors (22a-n and 24a-n). EX1016 at 7:17-8:27. After light passes 

through the filters 22a-n, it goes to a beam-directing member 14, which includes 

components that reflect the light at a 90-degree angle. EX1016 at 11:8-16. The light 

then passes through focusing lenses toward detectors outside the demultiplexing 

device. EX1016 at 11:31-50, cl. 17. For the wavelength signal ranges preferred in 

Goodman (wavelengths centered at 1310 nm and spaced 25 nm apart, EX1016 at 

2:21-29, 5:41-47), detector modules made from infrared-responsive semiconductor 



Expert Declaration of David Schaafsma  

30 
 

materials (e.g., indium gallium arsenide (InGaAs)) were commonly used. EX2036 

at 1082, 1086.  

56. Goodman states that its optical block and beam-directing member are 

both preferably “formed of a moldable thermoplastic material” so as to “facilitat[e] 

high volume production at low cost.” EX1016 at 6:60-64. As Goodman’s device is 

not designed to be customized or adjusted after its manufacture, Goodman states that 

its filters are “affixed therein such as by an optical adhesive.” EX1016 at 8:44-47. 

Optical blocks and molded parts were very common in the telecommunications 

industry at the time; industry standards (then set by Bellcore/Telcordia, now 

iconectiv) defined mechanical tolerances and testing for optical devices used in 

communications as of the mid-1990s.  

B. Chandler 

57. The Petition also relies on U.S. Patent No. 6,139,800, which I refer to 

as “Chandler” because that is the first named inventor. EX1051. Chandler is a patent 

granted from an application filed by Luminex Corporation on June 22, 1998, and it 

describes a particle analyzer used to measure multiple fluorescence wavelengths. See 

EX1051 at 3:38-65. Chandler’s system detects fluorescent microspheres or particles 

coated with tags that bind to molecules of interest to be detected in a sample fluid, 

such as antigens, antibodies, cell receptors. EX1051 at 2:1-10. 
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58. Chandler addresses specific limitations to fluorescence detection in 

conventional flow cytometers. I note that Chandler’s system (using, e.g., 

microspheres) operates at higher levels of fluorescence than a continuous flow 

cytometer (such as Oostman), and thus the detector can be very different.  EX1051 

at 2:1-10, 3:38-65, 9:5-10, 10:1-5; EX1001 at 47:22-26. 

59. The number of fluorescent labels that could be simultaneously 

measured with one laser was restricted to two to three dyes because of dye properties 

and wavelength overlap. EX1051 at 2:1-10, 2:37-42, 2:30-32. The amount of 

analysis that could be performed on a single sample was thus limited because it 

required multiple runs of a large quantity of sample for meaningful analysis. EX1051 

at 2:42-51. Chandler explains that the prior art solution to this problem was to use 

two lasers of different wavelengths that each focused on a different spot along the 

flow stream, but with that method, it was often hard to know if measurements are 

made on the same particle. EX1051 at 2:61-3:17. Even the slightest amount of flow 

turbulence could cause particle mixing and lead to errors in measurements. EX1051 

at 3:8-17. 

60. In an effort to resolve those issues, Chandler proposes using a system 

that would allow for excitation and detection of multiple fluorescence emissions at 

substantially the same time. EX1051 at 3:38-41. Specifically, multiple lasers (10, 

12, 14, 16) of different excitation wavelengths are angled in different directions.  
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EX1051 at 7:1-34. This way, the focal regions of the lasers are substantially 

overlapping and ensure that the same particle is excited by all lasers. EX1051 at 7:1-

34. Each laser is positionally paired with a standard optical detector that detects 

emissions from excitation by its respective laser. EX1051 at 7:1-34. Figure 4 from 

Chandler is annotated below to show a positional relationship described by Chandler 

between the lasers (blue) and optical detectors (yellow) and their respective lights 

from the laser onto a particle and emissions into its paired optical detector (e.g. green

and purple, respectively)

EX1051 at FIG. 4 (annotated).
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61. When the laser is on, Chandler’s optical detector gathers emissions 

from the particles in the flow cell and transmits them into a multi-mode fiber optic 

cable that splits and directs each beam through multiple different band-pass filters 

in a filtering, amplification, and digital conversion (FADC) unit. EX1051 at FIG. 4. 

Once the fluorescence from a given laser has been collected, the next laser is turned 

on and its fluorescence collected, until all laser sources have been used to illuminate 

the particle in the viewing chamber.    

62. The optical path of light discussed by Chandler is annotated in green 

below: 
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EX1051, FIG. 4 (annotated).
63. Chandler’s band-pass filters allow the emission wavelength of a 

fluorescent dye to be seen or measured.  The scattered laser light can also be filtered 

out to improve the sensitivity of the device. The signals corresponding to specific 

wavelengths for each dye are then detected, amplified, digitized, and processed. 

EX1051 at 8:6-8. Each optical detector can thus be associated with a nearby laser to 

detect multiple wavelengths in each FADC unit. EX1051 at 7:24-34.
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64. Chandler prefers using multi-mode optical fiber cables to split the beam 

of light over a beam-splitter approach, which generally increases the size and 

manufacturing complexity. EX1051 at 11:38-50. In contrast, the multi-mode optical 

fiber cable approach is simpler and/or more compact and/or less expensive, but both 

approaches suffer from losses due to dividing the signal for each channel 

(wavelength band) in the FADC. EX1051 at 11:38-50.  

C. Oostman 

65. The Petition also relies on U.S. Patent No. 6,683,314, which I refer to 

as “Oostman” because that is the first named inventor. EX1005. Oostman is a patent 

granted from an application filed August 28, 2001, and it describes fluorescence 

detection instruments used in a flow cytometer, and its stated improvement is being 

able to separate more fluorescent colors in a smaller overall size compared to prior 

art flow cytometers. See EX1005 at 4:10-13, 4:65-5:2.  

66. Oostman discloses two primary improvements over prior art flow 

cytometers. EX1005 at 3:44-57, 4:14-16, 6:40-7:36, 8:18-9:3. Oostman first 

discusses changing the path of the fluorescent light: in Oostman’s cited prior art, 

light from a flow cytometer would travel in a straight (rectilinear) optical path, and 

planar dichroic beam splitters in that path would reflect certain wavelengths of light 

to detectors. EX1005 at 1:54-2:16. The optical path of light in the prior art discussed 

by Oostman is annotated in green below: 
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EX1005 at FIG. 1 (annotated). Oostman discusses how this strategy means that light 

passing through dichroic beam splitters suffers loss (due to absorption) compared to 

light reflected, thus causing the signal to attenuate as it passed through each beam 

splitter. See EX1005 at 3:29-34, 4:16-24. Oostman describes an alternate strategy, 

so that light transmitted through each filter would go straight to a detector, whereas 

light reflected by the beam splitter would be passed along to other planar dichroic 

beam splitters in a zig-zag pattern:



Expert Declaration of David Schaafsma 

37

EX1005 at FIG. 5 (annotated); id. at 3:44-57, 6:40-7:34. 

67. Oostman’s second stated improvement is in developing an alternative 

optical path and PMT detector arrangement. Although FIG. 5 of Oostman describes 

the shortest optical path available for a zig-zag pattern (e.g., with every beam splitter 

being used to transmit at least one wavelength of light to a detector), the use of PMTs 

means the overall detector cluster size is relatively large. See EX1005 at 7:34-36. In 

view of these considerations, Oostman also discloses an alternative “star-shaped 

pattern yielding a more compact polygonal arrangement of detectors.” EX1005 at 

7:34-36. 
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EX1005 at FIG. 6 (annotated). Oostman also emphasizes its customizability, such 

as allowing for the addition of more detector clusters in a modular fashion, removing 

and replacing filters depending on the application, and adjusting the clusters to 

improve light detection for specific applications. EX1005 at 4:14-16, 8:18-9:3.

D. Frazier

68. The Petition also relies on U.S. Patent No. 8,284,402, which I refer to 

as “Frazier” because that is the first named inventor. EX1009. Frazier is a patent 

granted from an application filed February 26, 2010, and it describes fluorescence 
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detection assemblies in flow cytometry using an optical alignment assembly to 

introduce an output beam into an array of filters. EX1009 at Abstract. 

69. Frazier’s seeks to improve prior art detector assemblies by providing 

assemblies that can be customizable, such that the number of dichroic filters and 

detectors associated with each light beam can be varied. EX1009 at 2:50-59. 

70. Frazier’s detector assembly (100) introduces light beams through a 

beam reflecting element (108), such as a prism, to a dichroic filter (102), which splits 

the beam so that a portion of the passes through the filter and then passes through a 

bandpass filter (104) in order to isolate a desired band to each detector (125, 126) 

for detection in its respective detector port (112), whereas another portion is 

reflected to the next dichroic filter which captures a band of different wavelengths, 

and the remaining bands are reflected onward.  EX1009 at 4:55-5:11. The optical 

path of light in Frazier’s central boulevard (122) to its final detector is annotated in 

green below: 



Expert Declaration of David Schaafsma 

40

FIG. 1 (annotated).
71. In its background section, Frazier discusses a prior art reference from 

the optical communications field U.S. Patent No. 4,244,045.  Frazier states that using 

such assemblies would not be beneficial for Frazier’s customization goals because 

those assemblies contained prefabricated blocks that were not customizable to 

accommodate multiple light beams, and could each require separation of a different 

amount of wavelengths. EX1009 at 2:9-46.  Frazier does not describe any beam 

controlling (e.g. focusing or re-collimating) optics along the zig-zag “boulevard.”

E. Hamamatsu

72. Hamamatsu refers to two separate references, EX1055 and EX1056.  

Each reference shows an archived webpage from Hamamatsu Japan in June 2010 

describing certain APDs for “NIR High Sensitivity (EX1055) or “Short Wavelength 
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Type” (EX1056).  These two webpages describe APDs with active areas ranging 

from 0.2 mm diameter to 5 mm diameter.  EX1055, EX1056. 

VII. OVERVIEW OF U.S. PATENT NO. 12,174,107 

73. I have also reviewed the challenged ’107 patent, which is titled “Flow 

Cytometer,” and was filed on September 3, 2024. EX1001.  

74. The ’107 patent states that its disclosure would enhance the 

performance of flow cytometers while making them more compact and easier to use. 

E.g., EX1001 at 1:42-45. The ’107 patent describes a reconfigurable, compact 

wavelength division multiplexer (WDM) that permits the use of low noise, 

millimeter-sized detectors not previously used in flow cytometry, resulting in a 

smaller instrument footprint. Id. at 2:40-45, 45:35-46:6.  

75. As I discuss in the Technology Background and throughout this 

declaration, the needs for optical signal detection in fluorescence detection systems, 

and particularly in flow cytometry are very different from other fluorescence 

applications, and even more different from optical communications.  See supra 

Section IV. A stated innovation of the ’107 patent was to allow the use of passive, 

parallel wavelength separation, via a WDM, while maintaining the high signal-to-

noise and temporal response needed for flow cytometry.  See, e.g., 2:40-45. 

76. Furthermore, the light entering a flow cytometer’s fluorescence 

detection system enters via a large optical fiber—typically at least ten times larger—
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than in optical communications, producing a larger and more spread out light beam. 

EX1001, 44:56-45:9. This fact, necessitated by the nature of light collected by the 

flow cytometer’s collecting optical element, (e.g., scattered light), presents 

challenges in controlling the light beam over an extended distance so as to focus the 

beam onto the detectors, and the ’107 patent identified its inventions as solving that 

problem. Id. at 44:33-53.  

VIII. RELEVANT PROSECUTION HISTORY 

77. I understand that U.S. Patent Application No. 18/823,596 issued as the 

’107 patent on December 24, 2024. I also understand that the ’107 patent is a 

continuation in a family of patents. I have reviewed the prosecution history of the 

’107 patent as well as the file histories of certain earlier-filed patents sharing the 

priority claim and specification with the ’107 patent. These earlier patents overcame 

similar challenges during prosecution as the obviousness Grounds Petitioner puts 

forth here. 

78. One such application I reviewed was U.S. Patent Application No. 

14/555,102, which was filed November 26, 2014 and eventually issued as U.S. 

Patent No. 9,746,412 (the “’412 patent”). EX2015. During prosecution of this 

application, the Examiner initially rejected the pending claims—which, similar to 

the ’107 patent, recited a “flow cytometer having a wavelength division 

multiplexer”, as obvious over the published application for Oostman combined with 



Expert Declaration of David Schaafsma  

43 
 

U.S. Patent Pub. No. 2004/0165828 (“Capewell”) (EX2014), a reference from the 

optical communications field. EX2015 at 1070-71. In support of this combination, 

the Examiner argued that the references were “[i]n a similar field of endeavor.” Id. 

Applicant did not amend the claims but instead explained to the examiner that “the 

fluorescence detection instrument, as taught by Oostman, and the optical 

communication system, as taught by Capewell, are actually different kinds of optical 

systems with different sizes of light sources,” and therefore obviousness had not 

been established. Id. at 1107-09. Following this response, the Examiner issued a 

notice of allowance, stating that they “fully considered” Applicant’s arguments and 

found them “persuasive.” Id. at 1132.  

79. Another application I reviewed was U.S. Patent Application No. 

15/638,461 which was filed June 30, 2017 and eventually issued as U.S. Patent No. 

10,330,582 (the “’582 patent”). I understand that the ’582 patent is not part of the 

same chain of applications as the ’107 patent; however, the ’582 claims priority to 

the same provisional applications as the ’107 patent as well as the ’412 patent. Here 

as well, Examiner also rejected the claims based on Oostman in an office action 

dated July 30, 2017. EX2016 at 537-542. Applicant again overcame this rejection 

and received a notice of allowance. Id. at 599. 

80. Another application I reviewed was U.S. Patent Application No. 

17/645,727 issued as the ’106 patent on December 24, 2024.  Based on my review 
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of the file history it is clear that the Examiner issued several rejections over Oostman 

throughout prosecution and in response Applicant explained how Oostman differs 

from the claimed invention.   

81. After thorough examination and consideration of the issues, the 

Examiner issued a Notice of Allowance on September 11, 2024. EX2053 at 527. In 

the Notice of Allowance, the Examiner stated: 

The closest prior art reference of Oostman, JR. et al. (2003/0048539 

A 1) discloses a flow cytometer.   

However, Oostman, JR. fail to disclose, teach or suggest a 

collimating optical element that is separate from the collecting 

optical element and is arranged to receive the fluorescent light 

collected by the collecting optical element, the collimating optical 

element configured to collimate the fluorescent light, as claimed and 

as specified in the present application specification.  This argument 

is persuasive.  Therefore, the rejections are withdrawn. 

Id. at 527. Thus, the innovation was upheld in the face of obviousness arguments 

over Oostman. 

82. I have also reviewed the prosecution history for the ’107 patent itself. 

The ’107 patent was filed on September 3, 2024 as U.S. Patent Application No. 

18/823,596. EX1003 at 1. To start, I note that on October 18, 2024, the Examiner 
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signed an Information Disclosure Statement filed September 3, 2024, stating that 

they “considered” Oostman, Goodman, and Frazier—three of Petitioner’s four 

references in its obviousness Grounds in this Petition:

EX1003 at 254, 257 (annotated).  

83. The Examiner also noted that it considered U.S. Patent No. 7,505,131 

(EX1045), a patent that I understand was assigned to Luminex Corporation, just like 

Chandler, Petitioner’s fourth reference.  EX1003 at 256.

84. In the Examiner’s notice of allowance, the Examiner noted Oostman 

and why the claims were allowable over Oostman:

The closest prior art reference of Oostman, JR. et al. (2003/0048539 A 1) and 

Kanda (2007/0195310 A 1) discloses a flow cytometer.

However, Oostman, JR. and Kanda fail to disclose, teach or suggest wherein 

each of the mirrors in the array of mirrors is configured to: receive light 
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reflected by a filter in the array of filters; and reflect light to another filter in 

the array of filters, as claimed and as specified in the present application 

specification. 

Id. at 244. 
85. The ’107 patent issued on December 24, 2024.  EX1003 at 269. 

IX. IT IS MY OPINION THAT THE PETITION AND DR. ILKOV’S 
OPINIONS DO NOT DEMONSTRATE THAT THE CHALLENGED 
CLAIMS LACK WRITTEN DESCRIPTION FOR A “CURVED 
MIRROR” AND “SEMICONDUCTOR DETECTOR” 

86. I have reviewed the written description for U.S. Patent No. U.S. Patent 

No. 9,746,412 (the “’412 patent”) (EX1070), and PCT/US2013/043463 (the “PCT 

Application”) (EX1071). I have also reviewed the written description for provisional 

application 61/715,819 filed on October 18, 2012 (the “’5819 Provisional”) 

(EX2043).  

87. Petitioner challenges priority before September 3, 2024 because of the 

recited limitations of a “the diameter of the spot is less than 1 mm,” and claims 



Expert Declaration of David Schaafsma  

47 
 

reciting “laser [that] is configured to emit blue light, yellow-green light, violet light, 

or ultraviolet light.”  See Pet. at 17 and 18.2  .  

88. Having reviewed these patents and applications, it is my opinion that 

the written description supports each recited limitation.  In my understanding of the 

standard for written support, the recited claim elements meet this standard and thus 

the objection to the priority date of the ‘107 Patent on this basis is unfounded. 

A. It is My Opinion That Claims 14 and 18 Have Written 
Description Support in the Priority Application 61/715,819 Filed 
October 18, 2012 

89. Petitioner relies on Dr. Ilkov to state that “the earliest written 

description support for the limitation ‘the diameter of the spot is less than 1 mm’” in 

claims 14 and 18 of the ’107 patent “originates from new matter added to the ’412 

patent, a CIP of the post-AIA PCT App.”  Pet. at 17; EX1002, ¶¶78-79.  Dr. Ilkov 

opines that statements in the ’412 patent reciting, e.g., “the beam of light in said 

 

2 I note that Petitioner also asserts that the claims lack written description support 

in both its provisional and non-provisional applications as part of its Grounds 1, 3, 

5, and 7.  Pet. at 15 n. 1, 16-17.  I discuss in the following sections why their 

arguments regarding lack of written description in the ’107 Patent’s specification 

fail, see infra Section X.A.   
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branch being focused to a spot having a diameter of less than 1.0 mm” is new matter 

first added in the ’412 patent.  Id. (citing to EX1070 at 9:46-60).  

90. I disagree.  Numerous passages in the ’5819 Provisional’s specification 

describe that the spot “can be readily focused down to a spot smaller than that of the 

said light source” (p. 8) which is “suitable for small area semiconductor detectors” 

(p. 10) and that the aim of the patent is to enable a system where “the active area of 

the detector is reduced to below 1 mm2” (p. 11).  Given that a POSA would also 

understand such fluorescence measurement systems to use fibers with a core 

diameter up to 1 mm, this would in my view clearly indicate a spot less than 1 mm 

to a POSA. 

91. The ’5819 Provisional also provides additional information 

demonstrating possession of a WDM capable of focusing light to a small spot size.  

See, e.g., EX2043, FIG. 1; [0007], [0016], [0018]; Abstract (“Individual colored 

bands [] can be focused down to small spots compatible with low noise optical 

detectors.”). 

92. Further, in reviewing the ’5819 Provisional, I note that near-identical 

statements are recited in the claims, as I identify below: 

 EX2043 Cl. 3: “A wavelength division multiplexing device of claim 2, 
wherein another focusing optical element means is placed in one of the said 
branches and focuses the light beam of the branch into a spot of less than 1 
mm diameter.” 
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 EX2043 Cl. 4: “A wavelength division multiplexing device of claim 3, 
wherein the architecture of image relay optical element means, dichroic filter 
means and focusing optical element means is cascaded to produce additional 
focused spots of less than l mm diameter for multiple color bands of the 
said light source.” 

 EX2043 Cl. 9: “A method of claim 8, wherein another focusing optical ele-
ment means is placed in one of the said branches and focuses the light beam 
of the branch into a spot of less than 1 mm diameter.” 

 EX2043 Cl. 10: “A method of claim 9, wherein the architecture of image re-
lay optical element means, dichroic filter means and focusing optical ele-
ment means is cascaded to produce additional focused spots of less than 1 
mm diameter for multiple color bands of the said light source.” 

93. Thus, in my opinion, the ‘5819 Provisional has both claim language 

that matches the contested language of the ‘412 Patent and written support for that 

claim element in the specification, demonstrating to me that the inventor was in 

possession of the claimed subject matter as of the ’5819 Provisional’s filing date.  

Additionally, Thus, in my opinion, claims 14 and 18 have written description support 

at least as of October 18, 2012.   

B. It is My Opinion That Claims 6 and 22 Have Written Description 
Support in the Priority Application 61/715,819 Filed October 18, 
2012 

94. Petitioner also relies on Dr. Ilkov to argue that claims 6 and 22 of the 

’107 patent, which “recite a ‘laser [that] is configured to emit blue light, yellow-

green light, violet light, or ultraviolet light,” first find written description support in 

the PCT Application (EX1071).  Pet. at 18; EX1002, ¶80.  I disagree that the ’5819 

Provisional does not evidence possession of these laser configurations. 
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95. The designation of “blue light, yellow-green light, violet light, or

ultraviolet light” simply refers to a set of laser emission wavelength bands that are 

common in life science fluorescence measurement.  A POSA would understand the 

basic spectroscopy of a flow cytometer, where a shorter wavelength source 

(commonly a laser) is used to excite atomic or molecular transitions that then decay 

and radiate longer wavelength (lower energy) emissions to be detected by the 

system. 

96. In support of this notion, the ‘5189 Provisional cites Shapiro (EX1007),

as a general reference on flow cytometry.  Shapiro describes many lasers known to 

be used in flow cytometers, including wavelengths corresponding with blue, yellow-

green, violet, and ultraviolet light as claimed: 
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EX1007 at 130.   

97. It is a further object of the ’5819 Provisional to provide a system for 

“use in multicolor fluorescence spectroscopy applications such as in flow 

cytometry.” EX2043 at [0002] (emphasis added).  In order to use a wide range of 

fluorophores in a flow cytometer, multiple laser sources are often required to excite 

different molecular tags that emit different fluorescence wavelengths.  In any event, 

the laser light sources used in fluorescence detection systems, including multicolor 

flow cytometry, very commonly come from the wavelength bands corresponding to 

the color identifications provided in the claims.  Indeed, fluorophores that must be 

excited at each of the colors in claims 6 and 22 were well-known in 2012, as were 

lasers emitting corresponding wavelengths to excite those probes.  See EX1007 at 

67-68, 85, 129-137. 

98. Thus, it is my opinion that a POSA reading the ’5819 Prov. would have 

recognized that the inventor had possession of a flow cytometer capable of use with 

a laser of any color for use in multicolor fluorescence flow cytometry.  The ’5819 

Provisional’s description of multicolor fluorescence flow cytometry is sufficient to 

describe the different color lasers claimed in view of this well-known use of different 

color lasers used in flow cytometers. 
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X. IT IS MY OPINION THAT THE PETITION AND DR. ILKOV’S 
OPINIONS DO NOT DEMONSTRATE A REASONABLE 
LIKELIHOOD THAT THE CHALLENGED CLAIMS ARE INVALID 

99. As I discuss in more detail below, it is my opinion that the Petition and 

the accompanying opinions from Dr. Ilkov fail to demonstrate that the challenged 

claims invalid for the reasons I discuss below. First, it is my opinion that Petitioner 

and the accompanying opinions from Dr. Ilkov fail to demonstrate a lack of written 

description support or enablement of the challenged claims.  Second, it is my opinion 

that the Petition and accompanying opinions from Dr. Ilkov fails to demonstrate 

disclosure or obviousness of a wavelength division multiplexer for a flow cytometer. 

Third, it is my opinion that the Petition and the accompanying opinions from Dr. 

Ilkov fail to demonstrate that Goodman was analogous art to the inventions in the 

’107 patent or that a POSA would have any reason to combine Goodman with 

Chandler or Oostman. Fourth, it is my opinion that Petitioner and the accompanying 

opinions from Dr. Ilkov fail to demonstrate that a POSA would have had a 

reasonable expectation of success in combining Oostman or Chandler and Goodman. 

Fifth, it is my opinion that Petitioner and the accompanying opinions from Dr. Ilkov 

fail to remedy any of these deficiencies by adding the Hamamatsu references for 

certain dependent claims. 
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A. It Is My Opinion that the Petition and Dr. Ilkov’s Opinions Do 
Not Demonstrate a Reasonable Likelihood That The Challenged 
Claims Are Invalid as Lacking Written Description Support or 
Enablement 

1. It Is My Opinion that The Challenged Claims Have Written 
Description Support for the Claimed “WDM” (Ground 1) 

100. Dr. Ilkov and Petitioner state that the Challenged Claims lack written 

description support for the recited “wavelength division multiplexer” because the 

unclaimed “‘collimating optical element’ to project a collimated beam throughout 

the WDM’s relay architecture is an essential feature of the disclosed inventions 

reciting a WDM in the ’107 patent.”  EX1002, ¶82; Pet. at 19-20.  I disagree with 

this conclusion.   

101. In my opinion, the specification clearly supports both a collimated 

beam path (re-collimated by mirrors) and an image relay beam path (refocused by 

mirrors) in the WDM.  The ’107 patent’s specification also states that in “an 

exemplary embodiment, a wavelength division multiplexer (‘WDM’) may include 

at least two optical elements” (a collimating optical element and a relay element)  

and that “it is apparent to those skilled in the art that other types of refractive and/or 

reflective optical components may also be used to achieve the same design goal.”  

EX1001, 4:46-48, 5:8-10.  I note that collimating optical elements, including 

collimating optical elements positioned in front of fiber couplings, were already 

well-known in the art, including in, e.g., Oostman.  EX1005 at 7:37-42.  The 
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inventions described in the ’107 Patent relate to the WDM and the relay architecture 

within, which is what the ’107 Patent claims in the context of a flow cytometer, but 

it is not necessary to claim every component of the flow cytometer itself.  The WDM 

is described in one embodiment as using a “concave lens” in a “cascaded unit-

magnification image relay architecture,” (EX1001 at 4:62-63) which clearly 

identifies to a POSA that the light in the WDM can be focused.  The specification 

further notes that an embodiment of the WDM “comprises an imaging optical 

arrangement” (8:28-29).  An “image relay” would be understood by a POSA as the 

type of optical system used in endoscopes; this terminology and similar discussion 

surrounding relaying images is commonly found in optics texts on the subject.  See, 

e.g., EX2037 at 256-57.  Additionally, multiple challenged claims require concave 

mirrors which, by virtue of their positive optical power, can take a diverging light 

beam and collimate it, or focus the beam.  See, e.g., EX1001, cls. 5, 16.  The 

specification identifies this embodiment: 

In some embodiments, the concave mirrors 907, 910, 911, 912, and 913 

may be structurally formed on a relaying assembly 939. It should be 

understood by those having skill in the art that the concave mirror can 

be replaced with a convex lens, which is also able to converge and relay 

the beam of light. 

EX1001 at 46:49-54 (emphasis added). 
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102. The specification also describes a way of coupling output light from the 

fiber to the WDM using a collimating element, but this aspect is not recited in the 

claims of the ‘107 patent.  However, the specification acknowledges that the stated 

design goal of “extend[ing] the collimated optical path length without large beam 

expansion,” (4:64-65) can be met by a number of variants. As I note in the following 

section, a collimating optical element between the optical fiber and filter is not 

essential for the WDM to work.  See supra Section X.A.2.   

103. Petitioner and Dr. Ilkov also identify a statement in the specification 

that “efficient color separation can only be accomplished economically with [a] 

collimated light beam,” EX1002, ¶¶96, 107; Pet. at 25 (citing EX1001, 44:33-53).  I 

note that this statement is made in the context of discussing the prior art and the 

problem the ‘107 patent’s invention proposes to solve, not a constraint for the system 

that is described therein.  The remainder of the paragraph describes the problem 

further: “the larger the beam diameter, the greater the technical challenge to focus it 

down to a small spot.” (44:42-43).  A POSA would understand from this and the rest 

of the specification that a goal of the ‘107 patent is to maintain a consistent maximum 

size of the beam “without large beam expansion” in order to produce “tightly focused 

[] small spots compatible with low noise semiconductor photodetectors.”  (5:3-4).  

For these reasons,  in my opinion, the ‘107 Patent describes the claimed WDM in 

sufficient detail for a POSA to understand its function and implementation, and 
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Petitioner and Dr. Ilkov fail to demonstrate that the claims lack written description 

support for the claimed “WDM.” 

2. It Is My Opinion that The Challenged Claims Enable the 
Claimed “WDM” (Ground 2) 

104. I also disagree with Dr. Ilkov’s and Petitioner’s arguments that the 

claimed “WDM” is not fully enabled.  See EX1002, ¶¶109-114; Pet. at 26-29.  First, 

I note that Dr. Ilkov’s POSA definition includes those with optics expertise, and 

particularly those with experience in designing optical systems such as flow 

cytometers.  See supra Section III. In my opinion, a POSA is therefore more than 

capable of making and using the WDM for use in a flow cytometer as described in 

the ‘107 patent, without undue experimentation. 

105. I note that the ’107 patent provides exemplary working examples 

utilizing a collimating optical element such as a collimating lens, as discussed in the 

prior Section.  The ’107 patent also describes exemplary embodiments where an 

optical element between the optical fiber and filter does not necessarily produce a 

collimated beam.  See EX1001, 57:10-59:2 (discussing an “imaging optical 

arrangement 902” and only discussing in one section a “hypothetical case” where 

the “optical element produces a collimated beam”).   In my opinion, a POSA would 

have been able to take these working examples and other guidance to predictably 

identify and make other operational embodiments in order to practice the claims. 
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106. In my opinion, a POSA would also be able to adapt other configurations 

described in the specification, such as the “finite focal length image, or [] afocal 

system” (EX1001 at 36:2) described in the context of the collection lens.  I identified 

no discussion from Dr. Ilkov or Petitioner suggesting that a POSA would be unable 

to so implement any of these alternatives.  Dr. Ilkov also opines that a POSA would 

have faces challenges without a collimating optical element with “demultiplexing 

and processing of sufficient signal strength to overcome known technical signal-to-

noise issues with APDs,” EX1002, ¶114; Pet. at 28, but Dr. Ilkov’s statements appear 

to apply to cases where there is substantial losses of light in transit to the WDM 

device which a POSA would, in my view, reject as being inconsistent with the goals 

and embodiments of the ‘107 patent.   

107. It is thus my opinion that Petitioner fails to show the claims lack 

enablement for the claimed “WDM.” 

3. It Is My Opinion That Claims 1-3 and 5-14 Have Written 
Description Support and Enablement for an “Optical 
Fiber” (Grounds 3 and 4) 

108. In Grounds 3 and 4, Dr. Ilkov opines that “a POSA would have 

understood” claim 1’s recitation of “an optical fiber” in a flow cytometer “to include 

both single-mode and multi-mode optical fibers.”  EX1002, ¶115; Pet. at 29.  I 

disagree with this conclusion. 
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109. In my opinion, a POSA would have understood that the claimed 

“optical fiber” is a multi-mode fiber.  As I discuss in Section IV, and as the 

specification further confirms, flow cytometers use large core optical fibers that are 

necessarily multi-mode optical fibers.  For example, the ’107 Patent explains, just as 

I do in Section IV, that a key difference between flow cytometers or other 

fluorescence detection instruments and optical communications systems is that “the 

practical size of the pinhole or the core diameter of the multimode optical fiber is 

measured in millimeters, in contrast to the diameter of single mode optical fibers 

that are measured in micrometers.”  EX1001 at 44:63-66; see also id. at 44:33-39.   

110. Petitioner and Dr. Ilkov similarly demonstrate their understanding that 

flow cytometers were known by POSAs to utilize exclusively multimode optical 

fibers in their fluorescence detection systems.  See Pet. at 31; EX1002, ¶124; see 

also supra Section IV.  Dr. Ilkov even admits that “[a] POSA would therefore have 

understood all references to ‘optical fibers’ in the specification to comprise a 

multimode optical fiber and as teaching away from using a single-mode optical fiber 

with the claimed WDM.”  EX1002, ¶117 (“A POSA would have recognized that all 

references to ‘optical fiber 852’ in the disclosed embodiments refer to a multimode 

optical fiber, as the ’107 written description refers to optical fiber 582 as an example 

of a multimode optical fiber that is also an extended light source.”); Pet. at 30. 
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111. Dr. Ilkov nevertheless opines that claim 1’s “optical fiber” must mean 

something different from what he understood it to mean in the specification solely 

because claim 16 recites a “multimode optical fiber configured to receive light from 

the flow cell.”  EX1002, ¶115.  I disagree: as discussed above, a POSA would 

understand that only multimode optical fibers were used in flow cytometers in 2012, 

and Dr. Ilkov even acknowledges that a POSA reading the specification would 

recognize that the inventor used “optical fiber” and “multimode optical fiber” 

interchangeably to mean the same thing.  See EX1002, ¶117 (citing various 

statements in the ’107 patent).3   

 

3 I also note that the ’5819 Provisional similarly indicates the multimode optical 

fibers are the only optical fiber to be used in a flow cytometer of these inventions.  

See, e.g., EX2043 at [0016] (“Note that the practical size of the said pinhole or the 

core diameter of the said multimode optical fiber is measured in millimeter, in 

contrast to the diameter of single mode optical fiber measured in micrometer.  

Consequently, the etendue of the fluorescence light source, difined [sic] as the 

product of beam size and its divergence angle, is hundreds of times greater than its 

counterpart in optical communication.”). 
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112. Thus, in my opinion, a POSA would understand claims 1-3 and 5-14 to 

encompass only multimode optical fibers.  Claims 1 and 16 differ in other ways, 

such as claim 16’s requirement that the WDM have “a plurality” of mirrors, filters, 

and APDs, whereas claim 1 requires “an array” of each of these components. and 

the specification clearly supports WDMs using them as Dr. Ilkov acknowledges.  

EX1002, ¶115 (“[T]he use of a multimode optical fiber with a WDM is supported 

by the written description.”).   

 

4. It Is My Opinion That Claims 9 and 29 Have Written 
Description Support for “Wherein the WDM is Capable of 
Detecting a Substantially Full Spectrum of Visible Light” 
(Ground 5) 

113. Petitioner relies on Dr. Ilkov to argue that claims 9 and 29, which recite 

a “WDM … capable of detecting a substantially full spectrum of visible light,” lacks 

written description support because the specification does not explicitly discuss 

spectral flow cytometry or data processing algorithms used in spectral flow 

cytometry.  Pet. at 34-38; EX1002, ¶142.  I disagree, and in my opinion the 

specification clearly conveys that the inventor was in possession of what is claimed: 

a WDM “capable of detecting a substantially full spectrum of visible light. 

114. First, Dr. Ilkov appears to put forth an argument that because certain 

spectral flow cytometry systems used prisms and gratings to detect a “full spectrum 
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of visible light,” that this configuration must be a limiting case for flow cytometers 

as described by the ‘107 claims.  EX1002, ¶¶138, 140-141; Pet. at 36.  This is clearly 

erroneous reasoning.  Even Cytek’s own product literature identifies that their 

system detects “a full spectrum of visible light” using a means that this not a prism-

or grating-based system:

EX2054.  This webpage further states that this configuration “captures the full 

emission signature of every fluorochrome, unlocking its complete expression across 

the entire light spectrum.”  Id.  

115. The ’107 patent describes a wavelength division multiplexer configured 

to 1) control beam diameter over a longer optical path by use of its mirror:filter relay, 

which allows for more detector channels, and 2) effectively utilize APDs, which 
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have better detection than PMTs in the red and near-infrared wavelengths.  EX1001, 

2:36-39, 43:62-67, 45:45-48, 46:7-12, 58:30-40.4  These key features disclosed in 

the specification allow the WDM to have the necessary number of detectors with 

sufficient sensitivity to detect a substantially full spectrum of visible light. 

116. Thus, in my opinion, Petitioner has thus failed to show that claims 9 

and 29 lack written description support for a “WDM [that] is capable of detecting a 

substantially full spectrum of visible light.” 

 

4 I also note that the ’5819 Provisional similarly indicates to a POSA that the 

inventor had possession of the invention as of the ’5819 Provisional’s filing date.  

See, e.g., EX2043 at [0004] (Noting that PMTs have “poorer quantum efficiency 

and less reproducible spectral response than silicon based semiconductor detectors 

[e.g., APDs], particularly in the biologically important red to near infrared spectral 

region.”); [0007] (“The cascaded unit-magnification image relay architecture of the 

present invention provides a means to greatly extend the collimated optical path 

length without large beam expansion.”]; [0016] (“As shown in [FIG. 1], due to the 

1:1 imaging architecture of the present invention, the focal spots produced by 

focusing lenses 6, 8, 18, 19, 20 and 21 are all smaller than the source, therefore can 

be easily captured by small area APDs.”). 
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5. It Is My Opinion That Claims 9 and 29 Are Enabled 
(Ground 6) 

117. Petitioner also relies on Dr. Ilkov to argue that claims 9 and 29’s 

recitation of a WDM “capable of detecting a substantially full spectrum of visible 

light” lacks enablement.  Pet. at 38-40; EX1002, ¶143.  I disagree with this 

conclusion.   

118. As I discussed in the previous section, the ’107 patent’s mirror:filter 

relay architecture controls beam diameter over a longer distance from prior art 

fluorescence detection systems, which allows light to be relayed through multiple 

filters to detect light across many channels.  See, e.g., EX1001, 2:36-39, 45:45-48, 

46:7-12, 58:30-40.  And as I also discussed in the prior section, the ’107 patent’s 

WDM describes how to efficiently utilize low-noise APDs, which Petitioner and Dr. 

Ilkov recognize has stronger sensitivity to light (quantum efficiency) in the red and 

near-infrared region compared to PMTs.  EX1001, 43:62-67; Pet. at 11; EX1002, 

¶¶55-57.  These features all provide sufficient guidance to a POSA seeking to detect 

a substantially full spectrum of visible light, and doing so from the specification’s 

teaching would be straightforward and predictable.  Indeed, Dr. Ilkov and Petitioner 

make this same point when arguing that a combination of Chandler and Goodman 

discloses this claim, stating that “[t]he combined Chandler-Goodman system 

includes sufficient scalability to accommodate an array of demultiplexing channels 
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and corresponding APDs that can demultiplex light across substantially the full 

visible light spectrum.”  EX1002, ¶206; Pet. at 70. 

119. Thus, it is my opinion that Petitioner and Dr. Ilkov fail to show the 

claims lack enablement for a “WDM [that] is capable of detecting a substantially 

full spectrum of visible light.” 

6. It Is My Opinion That Claim 30 Has Written Description 
Support (Ground 7) 

120. Petitioner’s relies on Dr. Ilkov to argue that claim 30 lacks written 

description support because “it recites ‘the plurality of mirrors comprise five or more 

mirrors; and the plurality of filters comprise six or more filters.’”  Pet. at 40 

(emphasis in original); EX1002, ¶144.  Dr. Ilkov states that “[a]s written, claim 30 

could conceivably cover a WDM with hundreds of mirrors or filters when a POSA 

would not have understood the inventor to have been in possession of an operable 

version of such a hypothetical device.”  EX1002, ¶144.  Petitioner further states that 

“a POSA at the time of the invention would not have recognized the inventor to 

possess an operable version of the claimed WDM with hundreds or thousands of 

mirrors and filters.”  Pet. at 40.     

121. I disagree that a POSA would have understood this claim to encompass 

a WDM with hundreds or thousands or mirrors of filters, and the specification does 

provide written description support for claim 30 as a POSA would understand it. 
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122. In my opinion, and as Dr. Ilkov implicitly recognizes, a POSA would 

understand that there is an inherent limit on the number of channels (with 

corresponding mirrors and filters) that could practicably be used in a WDM.  

EX1002, ¶146; Pet. at 40-41.  For example, Dr. Ilkov notes that even in an optimized 

system, there would be “some photon loss that increases with optical distance along 

the optical path.”  Id. Additionally,  a flow cytometer has an practical maximum 

number of channels that have value in separating different wavelengths of light, 

which is limited by the emission range of fluorophores commonly used in flow 

cytometry.  As I have discussed previously, fluorophores used for flow cytometry 

do have a variety of emission ranges from ultraviolet to near-infrared; however, even 

if one were to separate light by 20-nanometer wavelength ranges results in at most 

tens of channels (as just one example, 25 channels if separating light ranging from 

360nm to 860nm), and certainly not “hundreds or thousands” of channels as Dr. 

Ilkov and Petitioner suggests.    In my opinion, the specification does enable a POSA 

to construct a WDM that approaches this inherent limit in the tens of channels.  For 

example, the specification describes a 1:1 image relay configuration utilizing, e.g., 

concave mirrors with positive optical power prevents the beam from diverging over 
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long distances such that light can be relayed through many channels.  See, e.g., 

EX1001, 2:36-39, 45:45-48, 46:7-12, 58:30-40.5 

123. Thus, it is my opinion that claim 30 has written description support. 

B. It Is My Opinion that Petitioner and Dr. Ilkov Fail to 
Demonstrate Obviousness in Grounds 8-11 

1. Petitioner and Dr. Ilkov fail to demonstrate disclosure of all 
of the challenged claim limitations 

i. Petitioner and Dr. Ilkov do not show disclosure in Chandler 
and Goodman of “a wavelength division multiplexer 
(WDM)” for “[a] flow cytometer” (Ground 1) 

124. All of the challenged claims require a “wavelength division 

multiplexer” for use in “a flow cytometer.” EX1001, cls. 1, 16. Independent claim 1 

recites “A flow cytometer comprising … a wavelength division multiplexer (WDM) 

 

5 I also note that the ’5819 Provisional similarly indicates to a POSA that the 

inventor had possession of the invention as of the ’5819 Provisional’s filing date.  

See, e.g., EX2043 at  [0007] (“The cascaded unit-magnification image relay 

architecture of the present invention provides a means to greatly extend the 

collimated optical path length without large beam expansion.”]; [0016] (“As shown 

in [FIG. 1], due to the 1:1 imaging architecture of the present invention, the focal 

spots produced by focusing lenses 6, 8, 18, 19, 20 and 21 are all smaller than the 

source, therefore can be easily captured by small area APDs.”). 
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configured to receive light from the optical fiber,” and independent claim 16 recites 

“A flow cytometer comprising … a wavelength division multiplexer (WDM) 

configured to receive light from the multimode optical fiber.”  EX1001, cls. 1, 16.  

It is my opinion that Petitioner and Dr. Ilkov do not show that a WDM as described 

by the claims is obvious in view of Chandler and Goodman. 

125. Petitioner and Dr. Ilkov rely on Chandler as disclosing a WDM by way 

of its FADC unit. Pet. at 52-53, 80; EX1002, ¶¶176-177, 229. Petitioner states 

elsewhere in its Petition, however, that “A POSA would have known that a 

‘wavelength division [de]multiplexer’ or ‘WDM’ refers to the optical components 

that demultiplex light into [] color bands.  [] WDMs accomplish spectral separation 

through the use of filters, mirrors, and lenses to separate light into color bands and 

focus those color bands into photodetectors.” Pet. at 8; EX1002, ¶¶42-43.  

126. In contrast to a WDM, Chandler’s system splits the collected 

fluorescence into multiple fibers and then directs the output of each fiber through a 

single band-pass filter. EX1051 at 11:38-50; FIG. 4.  Due to the dwell time and 

brighter fluorescence discussed above, a POSA would not have considered this 

approach inadequate for Chandler’s device, even with the optical division losses, 

particularly since Chandler describes it as an improvement over prior art. 

127. In fact, Chandler teaches against using a “beam splitter approach,” 

noting that this approach “generally increases the size and manufacturing 
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complexity,” while the optical detector/multi-mode fiber optic cable approach is 

“simpler and/or more compact and/or less expensive.” EX1051 at 11:38-50. Thus, a 

POSA would not understand Chandler’s device relied upon disclosures to teach a 

WDM. 

128. Further, a POSA would not look to combine Chandler and Goodman as 

Petitioner proposes for several reasons.   

129. Petitioner relies on Dr. Ilkov’s opinion that the claims are invalid by 

incorporating Goodman’s demultiplexing configuration (for example, as depicted in 

Figure 1 of Goodman) into Chandler’s particle analyzer by “replac[ing] Chandler’s 

branched FADC unit(s),” and summarily concluding that a POSA would have found 

the combination obvious.  Pet. at 52-53; EX1002, ¶¶176-177.  

130. I disagree. As I discuss in more detail below, fundamental differences 

in the optical constraints between flow cytometry and optical communications would 

prevent a POSA from considering an optical communications reference. Dr. Ilkov’s 

statements that such combinations would have been obvious are not supported by 

any contemporaneous evidence presented by Dr. Ilkov or Petitioner and are, in my 

opinion, hindsight-based reasoning. 
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ii. Petitioner and Dr. Ilkov do not show disclosure in Oostman, 
Goodman, and Frazier of “a wavelength division 
multiplexer (WDM)” for “[a] flow cytometer” (Grounds 10-
11) 

131. Petitioner relies on Dr. Ilkov’s opinion that the claims are invalid by 

incorporating Goodman’s demultiplexing configuration (for example, as depicted in 

Figure 1 of Goodman) into Oostman’s flow cytometer. Pet. at 86-87; EX1002, 

¶¶255-263. I disagree. As I discuss in more detail below, fundamental differences in 

the optical constraints between flow cytometry and optical communications would 

prevent a POSA from considering an optical communications reference. Dr. Ilkov’s 

statements that such combinations would have been obvious are not supported by 

any contemporaneous evidence presented by Dr. Ilkov or Petitioner and are, in my 

opinion, hindsight-based reasoning. 

2. A POSA Would Not Have Looked to a Reference From 
Optical Communications to Solve Problems in Flow 
Cytometry 

132. Dr. Ilkov opines that “A POSA seeking to reduce the footprint of 

Chandler’s FADC units, while also ensuring efficient, accurate, and (if possible) 

expanded color separation and detection, would naturally have consulted alternate 

WDM arrangements, including Goodman.” EX1002, ¶168; Pet.  at 47-48. Dr. Ilkov 

also opines that “[a] POSA seeking to improve color band separation, modularity, 

scalability, miniaturization, ease of alignment, and portability in Oostman’s flow 
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cytometer would naturally have consulted alternate WDM arrangements, including 

Goodman.” EX1002, ¶258; Pet. at 86.  

133. However, as I discuss in the Technology Background and below, the 

fields of optical communications and flow cytometry faced different problems at the 

time of the ’107 patent. Goodman’s demultiplexing device was designed to address 

problems and design considerations that are fundamentally different than Chandler’s 

and Oostman’s light detection systems. Dr. Ilkov does not acknowledge these 

differences, which I discuss above in the Overview of the Relevant Technology and 

incorporate here.  

134. Goodman discloses a demultiplexing device for use in optical 

communications, for relatively high signal levels, in infrared wavelengths, with 

relatively small etendue or NA, EX1016 at 5:42-47, 2:20-29; EX2036 at 1080 

(discussing how “narrow spectral widths” are “critical for the efficient operation of 

1.3 and 1.55 m wavelength-division-multiplexed (WDM) optical communications 

systems”).  

135. In an optical communications device for demultiplexing, laser light 

propagates through an optical fiber ranging from less than 10 microns to around 50 

or 62.5 microns as a series of encoded pulses at specified wavelengths (where each 

wavelength is a sequence of digital data). See supra Section IV.B-IV.C; see also 

EX2036 at 1084-85. The laser light enters the optical fiber at relatively high power 
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levels (see above – typically in the milliwatt range), and it has very low loss through 

the fiber (in certain circumstances, it is also amplified while in the fiber, see, e.g., 

EX2036 at 1080-81). And because optical communications WDM systems most 

commonly deal in light as encoded pulses (i.e., “digital”), noise considerations 

(though still present) are reduced because an “on” pulse has a defined intensity 

distinct from an “off” pulse (i.e., no light). See, e.g., EX2036 at 1084-85; EX2039 

at 21-22. This in turn means that the absolute intensity (signal level) of the “on” 

pulse is not as important as distinguishing it from the “off” state. The specific 

wavelength ranges are also typically narrow: wavelength ranges for each detector 

range from 20 nm (with a wavelength centered around 1310 nm for coarse WDMs) 

and even 1 nm (with a wavelength centered around 1500 nm for dense WDMs) and 

the lasers themselves have spectral widths typically much less than 1 nm. See 

EX2032 at 3; EX2033 at 4-5. Finally, by virtue of using a small optical fiber with 

low NA, the light leaving the fiber (i.e., entering the demultiplexing device) is a 

narrow beam with low étendue. See supra Section IV.B-IV.C.     

136. Fluorescence detection systems, such as those disclosed in Chandler 

and Oostman deal with an altogether different optical regimen. Although flow 

cytometers and particle analyzers often include laser light as a starting point, that 

light is scattered once it hits cells or particles, and the presence, absence, amount, or 

wavelength of fluorescent light is not a given. Flow cytometers and particle 
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analyzers must therefore be able to detect a wide range of visible wavelengths at 

extremely low levels with very high etendue. See EX1016 at 2:20-64; EX1007 at 67, 

151.  

137. In flow cytometry, signal strength is of paramount importance, since 

each cell will only emit a total of perhaps 100-1000 photons (many millions fewer 

than the “on” state of a digital optical signal) during its time in the flow channel 

active area. This signal level is then comparable with the “dark noise” of many 

detectors (as discussed above), which is not even a consideration in most 

communications links (where “shot noise” dominates).   Overall, this means that the 

detection of signals in flow cytometry lies in a completely different noise regime 

than communications with completely different detector and optical collection 

considerations.  

138. While the particle analyzer of Chandler has higher fluorescence 

intensity than a continuous flow cytometer (such as Oostman), the levels are still 

much lower than side scatter or forward scattered laser light or optical 

communications signals.   

139. And as I discuss in the Overview of the Relevant Technology and 

incorporate here, the necessity of collecting as much of the fluorescent light as 

possible means that the system, and in turn the light leaving the fiber has an etendue 

of up to hundreds of times greater than in optical communications. EX1001 at 44:33-
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39. This means that the optical design will be much different than a low-NA, small 

spot size communications system. 

140. Further, the wavelength ranges and constraints are very distinct. 

Fluorophores used in flow cytometry typically emit visible light at varying center 

wavelengths, with bandwidths 20-50 nm or greater, see, e.g., EX1007 at 68; EX1001 

at 57:37-39. Detectors for the 1300-1600 nm range are different than those which 

are optimal for visible wavelengths. Thus, even if a POSA were motivated to 

improve or modify Chandler or Oostman, they would not consider doing so by 

integrating Goodman’s demultiplexing device due to these significant differences in 

light propagation between the two systems. 

141. I have not identified any section of Dr. Ilkov’s declaration which 

addresses any of these differences in the light traveling through Chandler or 

Oostman’s and Goodman’s separate systems. In my opinion, these differences and 

natural results of these differences demonstrate how Petitioner’s combinations of 

Goodman and Chandler, or Goodman and Oostman are incompatible.  

142. As just one notable example, Goodman’s demultiplexing device’s 

imaging optical element 18 (e.g., an imaging mirror as stated in Goodman), EX1016 

at 7:17-30, would be configured to receive light from a typical optical 

communications optical fiber. As I discuss in the Overview of the Relevant 

Technology and incorporate here, optical communications optical fibers are 
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typically at least ten times smaller (and likely a hundred times smaller) in diameter 

than the large core optical fibers used in Chandler and Oostman. The angle of light 

emitted by the large-core fibers used in Chandler and Oostman would mean that 

Goodman’s imaging optical element 18, as designed for optical communications, 

would fail to reflect most of the light and thus would result in very large collection 

losses, severely limiting the ability to detect fluorescent light with this substitution. 

See supra Section IV.C.1. I illustrate the differences in the light path below:

EX1016 at FIG. 1 (annotated). One could attempt to reduce the distance from 

Goodman’s optical fiber 15 to its imaging optical element 18. However, in order for 

this to work, the fiber would have be extremely close to the imaging optical element 
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18. Although this might result in most of the light actually hitting the mirror, the 

majority of light reflected by the mirror would not clear the fiber coupling 30 to 

reach mirror 20. And doing the converse—using a typical optical communications 

fiber—would fail to transmit much of the fluorescent light initially collected because 

much of the light would have to be focused down beyond the acceptance angle of 

the fiber. See supra Section IV.C.1. 

143. Coming back to Dr. Ilkov’s statements that a POSA would have 

identified various deficiencies in Chandler and Oostman (which I dispute below) and 

“would naturally have consulted alternate WDM arrangements, including 

Goodman’s WDM,” EX1002, ¶¶168, 258; Pet. at 47-48, 86, I note that Dr. Ilkov 

identifies no references supporting this statement.  

144. In fact, Dr. Ilkov’s first evidence for combining these disclosures or 

suggesting to do so is in the disclosure within the ’107 patent from around ten years 

after Chandler, Oostman, and Goodman. Dr. Ilkov also notes that Frazier in a 

background section “refers in its specification to [a zig-zag] detector array 

configuration by pointing to U.S. Patent No. 4,244,045 to Nosu (EX1010, “Nosu”), 

a demultiplexer device used in the optical communications industry.” EX1002, ¶46 

(citing EX1010 at 2:9-24); Pet. at 9-10. However, Dr. Ilkov does not discuss the very 

next passage of Frazier, which discusses how it views the “prefabricated blocks” in 

that disclosure among others as not optimal compared to more “customizable” 
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options. EX1009 at 2:25-46. Customizability, as I discuss below, was also of 

importance to both Chandler and Oostman. 

145. Dr. Ilkov next states that Goodman “is in the same fields as the alleged 

invention related to optical fibers and, more particularly, modular optical 

instruments for color separation and detection.” EX1002, ¶¶168, 258; Pet. at 47-48, 

87. In my view, this characterization overgeneralizes and mischaracterizes the field 

and would sweep in numerous fields beyond even optical communications and flow 

cytometry.  

146. In reviewing Goodman, I identified no discussion or evidence 

suggesting relevance of its disclosure to flow cytometry or any life sciences 

application. Goodman states its devices “are particularly suited for use in wide 

wavelength division multiplexing (WWDM) systems,” which Goodman states 

utilizes wavelengths centered at 1310 nm with channel spacing 25 nm apart, rather 

than flow cytometry’s typical visible light wavelength ranges. EX1016 at 5:42-47, 

2:20-29, EX1001 at 57:64-66. Dr. Ilkov notes Goodman’s statement that its 

invention “is easy to incorporate into other optical systems,” EX1002, ¶¶169, 172, 

168; Pet. at 48, 49; see also EX1016 at 3:65-67. However, this is a generic statement 

that does not work to explain how or why it is easy to incorporate into other optical 

systems.  Regardless, a POSA would understand this statement to mean that 

Goodman’s demultiplexing device could be incorporated into other optical 
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communications systems or similar technologies, not flow cytometers or particle 

analyzers. In fact, Goodman elsewhere describes its envisioned scope: “The scope 

of applications for WDM devices ranges from spacecraft and aircraft applications to 

closed circuit and cable television systems.” EX1016 at 2:10-13. 

147. I similarly have not identified any statement in Chandler or Oostman 

that might direct a POSA to consider optical communications art as within the same 

field or particularly relevant to problems in flow cytometry, nor have I seen any 

statement from Dr. Ilkov suggesting as much.  

148. Of the life sciences references discussed by Dr. Ilkov, the only one Dr. 

Ilkov identifies as even mentioning art from optical communications is Frazier. 

EX1002, ¶46 (citing EX1010 at 2:9-24); Pet. at 9-10. As I previously noted, Frazier 

in turn cites to U.S. Patent No. 4,244,045 to Nosu, which was filed in 1979. Frazier’s 

discussion of Nosu is limited to one paragraph describing “[a] second type of 

detector array configuration.” EX1009 at 2:9-24. Frazier then states that this 

reference and another have detector assemblies that “are generally prefabricated 

blocks,” and goes on to discuss Frazier’s “problems” with these blocks including 

regarding customizability. EX1009 at 2:9-46. Thus, Frazier in fact discourages the 

direct adaptation of communications references for flow cytometry.  A single 

mention and subsequent dismissal of a 30-year old optical communications reference 

in a flow cytometry reference does not in my view constitute any kind of 
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encouragement for a POSA to look at optical communications art to solve a flow 

cytometry problem.  Quite the contrary, it is a discouragement. 

149. Aside from prior art references, Dr. Ilkov also states that he had, in his 

pre-2011 work experience, “extensively reviewed demultiplexing technologies from 

the field of optical communications in the design of a next-generation mini flow 

cytometer.” EX1002, ¶261. To the extent Dr. Ilkov had personally reviewed any 

such references, I do not see that reflected in any cited references or my 

understanding of the state of the art prior to the inventions in the ’107 patent.  Nor 

do I think this constitutes motivation for a POSA to do the same based on the cited 

references such as Chandler and Oostman. 

150. Dr. Ilkov also cites several phrases from the ’107 patent specification 

to discuss how the inventor would have considered communications devices. 

EX1002, ¶¶47, 168, 258; Pet. at 10, 48, 87-88. In my opinion, none of these 

statements indicate that Goodman, or any optical communications reference, would 

have been considered by a POSA for addressing problems the inventor was seeking 

to solve. 

151. First, Dr. Ilkov’s first excerpted quote ignores the context of the 

specification: “[As a result], WDM techniques well-established in the optical 

communication industry can be readily adapted for fluorescence light detection” 

does not say that telecom WDMs can simply be used for fluorescence applications, 
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but at most states that the inventor identified how they can be adapted to do so. The 

’107 specification in fact spells out the adaptations (innovations) that allowed their 

use. The notable omission of the adjunct clause “as a result” disconnects the sentence 

from the preceding description of how to adapt the WDM for these purposes (such 

as, e.g., “extend[ing] the collimated optical path length without large beam 

expansion). EX1001 at 4:62-5:5. The fact that techniques from a different field can 

be adapted “[a]s a result” of the claimed invention simply demonstrates that the 

adaptation of a WDM concept from a different field is in fact one of the claimed 

inventions.  

152. Second, Dr. Ilkov additionally refers to a quote from the ’107 patent 

that certain fluorescent detection systems “are almost identical in function and 

architecture to the wavelength division multiplexers (WDM) widely used in optical 

communication.” EX1002, ¶¶47, 168, 258, 263 (citing EX1001 at 44:25-33); Pet. at 

10, 50, 87-88. However, this omits the following discussion of why telecom 

demultiplexing devices could not previously be used for fluorescence detection, 

EX1001 at 44:56-45:9 (noting, e.g., how light in flow cytometry enters a detection 

system from a large optical fiber, producing a larger light beam compared to optical 

communications). See also supra Section IV.C. The ’107 patent discusses how these 

differences in flow cytometry fluorescence detection create challenges in controlling 

the light beam entering the detection system over an extended distance and focusing 
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the beam onto the detectors, as is needed for effective detection. Id. at 44:33-53. The 

’107 patent also explains that these fundamental differences “prevent[ed] the use of 

small area APD in fluorescence detection instrumentation,” despite APDs having 

“wide acceptance [] in optical communication.” EX1001 at 44:20-53. 

153. In sum, Dr. Ilkov’s statements that a POSA would combine a 

demultiplexing device from optical communications to improve a flow cytometer is, 

in my opinion, based on pure hindsight. The fields of optical communications and 

flow cytometry fluorescence detection were markedly different, and Dr. Ilkov does 

not provide support in the literature to demonstrate that a POSA would have turned 

to the optical communications field despite these differences. Dr. Ilkov also does not 

explain how Goodman’s demultiplexing device would work with light emitted from 

a flow cytometry fiber optic, nor how Goodman’s fiber optic would work in a flow 

cytometer, and he does not propose any modifications to Goodman that would allow 

it to function as a flow cytometry WDM as recited in the ’107 patent’s independent 

claims. Thus, in my opinion, Petitioner’s combination fails to render obvious a 

“wavelength division multiplexer (WDM)” for use in “a flow cytometer,” as 

required by all claims.  
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3. Petitioner Fails to Show that Goodman Is Analogous Art to 
the Claimed Inventions 

154. As I explained above in Section II.D, I understand and have been 

informed by counsel that prior art references must qualify as “analogous art” to be 

considered in an obviousness analysis. I understand that, to be analogous art, the 

reference must (1) be from the same field of endeavor as the challenged claims; or 

(2) be reasonably pertinent to the particular problem with which the inventor is 

involved. I understand that a reference is reasonably pertinent if it, as a result of its 

subject matter, logically would have commended itself to an inventor’s attention in 

considering his problem. 

155. For similar reasons as I discuss in the preceding section and incorporate 

here, it is my opinion that Goodman is not analogous art that can be afforded any 

weight in the obviousness analysis.  

156. First, it is my opinion that Goodman is not from the same field of 

endeavor as the challenged claims. As I discuss in the preceding section and 

incorporate here, Dr. Ilkov characterizes Goodman and the ’107 patent far too 

broadly to meaningfully group technologies into the same “field.” To best 

understand the field of the ’107 patent’s inventions, I would look to the ’107 patent 

itself.  
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157. Second, it is my opinion that Goodman is not reasonably pertinent to 

the particular problem with which the inventor is involved. Dr. Ilkov’s statement 

that Chandler, Oostman, and Goodman “are directed to the same problems faced by 

the inventor of efficiently demultiplexing and detecting light,” EX1002, ¶¶168, 258; 

Pet. at 48, 86, is misleading. As I have noted, the problem of “efficiently detecting” 

in optical communications would have been interpreted as having low insertion loss, 

measured at the level of tenths of milliwatt, whereas in a fluorescence system, 

efficiency would have been recognized as more a matter of millionths of milliwatts. 

See supra Section IV.C.2. The ’107 patent specifically describes the problems that 

its inventor was able to solve: to create “an improved flow cytometer” that is 

“reliable, compact and easy to manufacture,” and “provide[] a Wavelength Division 

Multiplexing (WDM) system to separate a light beam into multiple colored bands” 

that “may be compatible with low noise semiconductor detectors” and “may be 

reconfigurable.” EX1001 at 2:5-45.  

158. Thus, in my opinion, a POSA faced with the problems of trying to 

control and focus a large, diffuse beam diameter over an extended distance, would 

not have found optical communications references dealing with narrow, intense 

beam diameters reasonably pertinent to that particular problem. 
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4. Chandler and Oostman Would Not Be Improved By 
Goodman 

159. In my opinion, Petitioner also has not demonstrated that a POSA would 

have looked to Goodman to modify Chandler or Oostman. Petitioner relies on Dr. 

Ilkov to argue that a POSA reviewing Chandler or Oostman “would have 

recognized” various issues in its respective fluorescence detection design, and that a 

POSA would have found solutions in Goodman’s disclosure. EX1002, ¶¶165-171, 

255-262; Pet. at 47-50, 86-87. I disagree with these assertions, and in fact, 

Chandler’s and Oostman’s disclosure expressly contradicts these assertions, as I 

discuss below.  

i. The proposed combinations would remove Chandler and 
Oostman’s features that improve the prior art 

160. Petitioner relies on Dr. Ilkov to argue that a POSA would have to sought 

to “provide an improvement in harmony with Chandler’s design goals” and “to 

improve Oostman’s design” with Goodman. EX1002, ¶¶169, 256; Pet. at 48-49, 86. 

Dr. Ilkov does not cite any evidence to support this contention. Also, as I discuss 

below, Chandler and Oostman expressly described the very same features Petitioner 

and Dr. Ilkov would remove as a feature of the respective invention and an 

improvement over the prior art. Therefore, it is my opinion that a POSA would not 

seek to change Chandler or Oostman in the way proposed. 
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161. Dr. Ilkov states that a “POSA seeking to reduce the footprint of 

Chandler’s FADC units, while also ensuring efficient, accurate, and (if possible) 

expanded color separation and detection, would naturally have consulted alternate 

WDM arrangements, including Goodman.” EX1002, ¶168; Pet. at 47-48.  Dr. Ilkov 

also states that a “POSA would have recognized that the ability to perform color 

separation for additional spatially separate lasers in Oostman’s system comes at the 

cost of overall footprint and scalability.” EX1002, ¶256; Pet. at 86. However, Dr. 

Ilkov provides no reason why Goodman would reduce the size of Chandler or 

Oostman and cites no supporting evidence. 

162. Dr. Ilkov states that “Oostman’s polygonal WDM clusters … only 

permits ‘between five and ten light detectors in a common plane,’ a potential design 

constraint that limits how finely grained light fed into a detector cluster from an 

optical fiber can be separated.” EX1002, ¶256 (citing EX1005 at 3:53-55).  

163. In contrast to Dr. Ilkov’s statements, Oostman states that its number of 

detectors (as well as its “modular design that feeds a ‘greater number of fibers’ that 

can ‘feed a greater number of [detector] clusters’”, EX1002, ¶161 (citing EX1005 at 

4:14-16) as one of its key features improving upon the prior art, rather than a 

“potential design constraint” of its device. EX1005 at 3:42-55 (noting differences 

over the prior art and concluding that “[b]y using reflective transfer legs for most 

detectors, the detectors may be clustered in a polygonal arrangement of between five 
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and ten light detectors in a common plane”); 4:14-16 (“Moreover, the apparatus is 

modular because a greater number of fibers can feed a greater number of clusters.”).  

164. I have seen no evidence suggesting that “between five and ten detectors 

in a common plane” is “a potential design constraint that limits how finely grained 

light fed into a detector cluster from an optical fiber can be separated.” EX1002, 

¶256 (citing EX1005 at 3:53-55); Pet. at 86. In fact, Oostman itself states that its 

detector clusters are such that “the instrument of the present invention has a wide 

spectral response.” EX1005 at 6:36-39. I also note that, as Dr. Ilkov acknowledges, 

Oostman’s device was expressly designed to “provide an improved system for 

detecting fluorescent light having multiple colors emitted from a target using a 

greater number of detectors than has been achieved in the prior art.” EX1002, ¶256; 

(quoting EX1005 at 2:60-64); Pet. at 86; see also EX1002, ¶256 (quoting EX1005 

at 4:14-16). 

165. I have also not seen any evidence, other than the inclusion of high-level 

statements from Goodman that its design “is easily scalable” (EX1002, ¶169 (citing 

EX1016 at 3:48-68); Pet. at 48-49), that indicates that Goodman would even provide 

an improvement over Chandler or Oostman. For example, Goodman discloses that 

its demultiplexing device preferably has four “wavelength selective elements [e.g., 

filters] 22a-22n,” i.e., four channels for wavelength separation, and therefore four 

detectors that would receive light from those filters. EX1016 at 8:28-29.  
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166. Although Goodman contemplates that more channels may be added, it 

also states that the number of channels is limited by “the attenuation of the beam of 

light that will occur and the number of wavelength channels that can be 

multiplexed.” EX1016 at 8:27-35. In other words, Goodman describes functional 

limits in terms of how many channels its device can maintain a strong beam of light 

for demultiplexing different wavelengths of light. Indeed, CWDM was commonly 

used for between 2-4 channels, either as 1310/1550 nm or 4 channels in the 1310 nm 

or 1550 nm band. See, e.g., EX2031 at 4, 8-9. 

167. A POSA would understand that this practical challenge of maintaining 

signal strength across an optical path through multiple optical elements is similarly 

present in flow cytometry—indeed, this is even more of a concern in fluorescence 

detection systems where the starting signal is orders of magnitude lower than in 

optical communications—and a POSA would therefore not expect for Goodman to 

provide for an improvement over Chandler or Oostman. See, e.g., EX1005 at 3:42-

57, 4:16-24.  

168. Although Dr. Ilkov opines that that “the combination of Chandler and 

Goodman replaces the star configuration from Chandler’s FADC unit(s) with an 

alternative, known zig-zag demultiplexing configuration described in Goodman” 

(EX1002, ¶177; Pet. at 54, suggesting Petitioner seeks to only modify Chandler to a 

“zig-zag demultiplexing configuration”), Petitioner and Dr. Ilkov rely solely on 
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Goodman for disclosure of most components within the claimed WDM. See, e.g., 

Pet. at 54-57, 59-63, 65-67, 70-71, 80-84; EX1002, ¶¶178-182, 185-191, 194-200, 

208-209, 230-232, 234-235, 238-239, 241, 245 (relying only on Goodman’s 

disclosure for claims 1[c]-[d], 1[f]-[g], 3, 5, 10, 16[e]-[f], 16[h]-[i], 20, 21, 26, 30).6 

169. Petitioner also relies on Dr. Ilkov to state that a POSA would not view 

adding further detector clusters, as described in Oostman, as preferable compared to 

increasing the number of detectors per cluster because, according to Dr. Ilkov, 

adding additional clusters would “increase[] complexity in the geometry of the 

 

6 Petitioner and Dr. Ilkov have similar reliance on Goodman combined with 

Oostman, though Petitioner (and not Dr. Ilkov) notes that the combination would 

further “include[] Oostman’s collimating lens.  Pet. at 86.  If Oostman’s 

collimating lens is intended to be included in the combination, I note that 

Goodman’s optical block is monolithic and made from plastic or glass, EX1016 at 

6:56-67, as are lenses, e.g., EX1005 at 10:4-15.  A POSA would have understood 

that it would be extremely impractical to incorporate a lens inside of a monolithic 

plastic or glass optical block. Additionally, molding an optical block while also 

incorporating a lens in the middle of the glass would also completely negate any 

benefits of cost or ease of manufacture. 
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optical fibers” feeding to each separate detector cluster and “does not reduce but 

merely redistributes the flow cytometer’s overall footprint.” EX1002, ¶256. I 

disagree with these assertions for the reasons discussed below.  

170. First, as I discussed in the preceding paragraph, I have seen no literature 

or explanation cited by Dr. Ilkov or Petitioner demonstrating that Goodman’s 

demultiplexing device would allow an increased number of detectors than one of 

Oostman’s detector clusters. In my opinion, even if a POSA were to incorporate 

Goodman’s demultiplexing device into Oostman’s flow cytometer, they would need 

to use multiple copies of Goodman’s demultiplexing devices, thereby again 

mandating division of the fluorescence signal into multiple fibers (and a zero-sum 

proposition over Chandler).  

171. Second, Dr. Ilkov’s statement that Oostman’s use of multiple clusters 

“does not reduce but merely redistributes the flow cytometer’s overall footprint,” 

EX1002, ¶256, is strange. If Goodman did in fact allow for more filters and detectors 

in one device compared to Oostman’s clusters, Goodman would also simply 

“redistribute[]” the footprint, but this time in a vertical or horizontal direction 

depending on which way it is placed on a bench (i.e., one long row of filters and 
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detectors).7 I do not see any evidence how, for example, one long device with twenty 

channels necessarily has a reduced footprint compared to Oostman’s disclosed 

footprint (and even if it did, what effect that might have on Oostman’s functionality). 

Third, Oostman illustrates that more channels can be easily accommodated via a 

number of means including the multi-spot laser configuration of Fig. 4.  Fourth, the 

footprint of the cytometer of Oostman is limited by the size of the PMTs, which are 

required for the system to operate, and Dr. Ilkov has not shown any motivation for 

a POSA to adapt, nor any method by which a POSA would adapt, the WDM of 

Goodman to use PMTs, let alone that such an adaptation would have a reduced 

footprint over Oostman.  Given that Oostman already describes a zig-zag topology 

using PMTs, this “advantage” of the combination is unsupportable. 

172. Thus, it is my opinion that Petitioner’s rationale for combining 

Goodman and Oostman is not supported by Goodman and Oostman, but is instead 

based on hindsight. 

 

7 As I discuss in a later section, Oostman discloses that its specific configuration is 

actually more compact than Goodman’s when accounting for the size of PMTs. See 

infra Section X.B.5. 
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ii. Chandler’s FADC units and Oostman’s detector clusters are 
design choices that would be negated by Goodman’s optical 
block and Frazier teaches against using an optical block 

173. Petitioner and Dr. Ilkov fail to acknowledge that Chandler and Oostman 

were both designed for problems specific to fluorescent detection, and that 

incorporating Goodman’s design would not benefit either system. 

174. Chandler states that “[a]t any given excitation wavelength, I have 

determined that there are often only about two or three commercially available dyes 

that emit a spectrum of wavelengths narrow enough and sufficiently separated 

enough that they are individually measurable simultaneously.” EX1051 at 2:37-42, 

2:30-32 (“I have determined that the properties of the fluorescent dyes themselves 

limit this flow cytometric technique to about three different wavelengths.”). 

Chandler’s solution is to use multiple lasers of different emission wavelengths and 

angled in different directions, so that some light scattered from every laser will hit 

the different collecting elements, but each of the four FADC units has its own set of 

bandpass filters to filter the wavelengths emitted from each laser. EX1051 at 7:1-

8:8, FIG. 4 7:24-34 (“Each optical detector can be associated with an adjacent, near, 

or operationally responsive laser diode. Optical detector 20 detects emissions 

resulting from excitation by, for example, laser diode 10; optical detector 22 detects 

emissions resulting from excitation by, for example, laser diode 12, and the like.”).  

Incorporating Goodman’s configuration into each one of Chandler’s FADC units—
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even if Goodman’s configuration can detect more than three channels—would not 

provide any benefit to Chandler because of Chandler’s self-described limitations on 

the number of channels that would be useful in each branch. 

175. Another feature of Goodman that Petitioner, relying on Dr. Ilkov, cites 

heavily upon for motivation to combine is Goodman’s “optical block with integrated 

filters and reflectors.” Pet. at 87; EX1002, ¶260. According to Dr. Ilkov, Goodman’s 

optical block “reduces optical alignment challenges with thermoplastic molded 

integrated componentry, reducing the time, labor, and costs associated with optical 

component calibration that would have been more prevalent in the Oostman detector 

arrays.” EX1002, ¶260; Pet. at 87. I disagree with these assertions. 

176. First, Goodman’s prefabricated optical block configuration with 

integrated filters, see EX1016 at 8:37-50, 10:45-59, cl. 9, runs contrary to express 

teachings discussed in Oostman’s flow cytometer, which emphasizes providing an 

adjustable flow cytometer and thus rejects a prefabricated configuration for 

wavelength detection. EX1005 at 8:35-40 (“The dichroic mirror holders and the 

filter holders are mounted in vertically removable housings so that dichroic mirrors 

and associated filters may be interchanged or replaced.”); see also, e.g., EX1009 at 

2:27-38.  

177. Optical communications demultiplexing devices have industry-

standard channels that rarely, if ever, need to be changed due to predictable inputs 
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of wavelength and intensity entering the devices. See, e.g., EX2032; EX2033.  In 

contrast, Oostman recites interchangeability of its detector clusters as a feature of its 

invention. See, e.g., EX1005 at 8:19-20 (“Each lens 265 is movable for adjusting the 

focal spot during calibration of the instrument.”); id. at 8:35-40; see also id. at 5:62-

6:5; 8:48-9:3.  

178. Goodman’s injection-molded design, with optical elements adhesively 

bonded in place (which is common in telecom devices), runs contrary to Oostman’s 

teachings regarding ease of changing filters. Goodman’s optical block would not 

(and would not need to) allow changing filters to adapt to different wavelength bands 

as Oostman describes. EX1016 at 8:44-47. In fact, Frazier cited similar 

considerations in rejecting the applicability of an optical communications device to 

its life sciences fluorescence detection instruments. See EX1009 at 2:27-38. As one 

real-world example, the BD LSR Fortessa (which is marked with Oostman, EX2023 

at 2) provides various mirror and bandpass filter options depending on fluorophores 

are to be measured: 
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EX2023 at 140-141 (annotated).

179. Dr. Ilkov also cites alignment challenges as a reason a POSA might 

prefer Goodman’s “block with integrated filters and reflectors.” EX1002, ¶260; Pet. 

at 87. I disagree with this argument as well because Oostman emphasizes features 

for adjusting alignment. Oostman teaches that the option of adjusting alignment is 

an important feature for the  customization of wavelength bands. E.g., EX1005 at 

8:49-50 (“The beam splitter mirror 321 is held in a mirror holder frame at a desired 

angle.”), 8:61-65 (emphasizing ability to adjust focusing lenses to focus light at 

more sensitive spots on PMTs). 
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180. Further, Oostman describes in Figure 7 its detector clusters with 

mechanically-stabilized mounts which was often accomplished with small (e.g. set 

screw) adjustments for critical components, that allow for easy alignment 

adjustments. See EX2023 at 140-141; see also EX1005 at 5:63-6:23, cl. 32. In my 

opinion, a POSA would thus understand that adhesively bonding optics inside a 

molded thermoplastic was not the only, nor indeed the best, route to achieving ease 

of alignment and mechanical stability.   

iii. In my opinion, Petitioner fails to adequately explain why a 
POSA would select Goodman’s zig-zag pattern 

181. Petitioner relies on Dr. Ilkov to state that it would have been obvious to 

try Goodman’s WDM in Chandler or Oostman to reach the limitations of all 

challenged claims because Goodman’s zig-zag pattern “is an alternate, known option 

to the branched arrangements in Chandler’s detector arrays [or “polygonal 

arrangements in Oostman’s detector arrays”], and one of several options available 

to a POSA at the time of the invention.” EX1002, ¶¶ 171, 262; Pet. at 49, 87. Dr. 

Ilkov states that “[t]he Goodman demultiplexers are also smaller, more scalable, and 

more portable than Oostman’s configuration,” though Dr. Ilkov does not cite 

anything to support this statement. EX1002, ¶260; Pet. at 87. In my opinion, 

Petitioner and Dr. Ilkov have not provided sufficient evidence to establish that 

incorporating Goodman’s demultiplexer would result in a smaller system. Indeed, 
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Oostman’s star-shaped pattern is described as a more compact detector module. 

EX1005 at 7:32-36. 

182. The only evidence cited in the Petition or Dr. Ilkov’s declaration for the 

respective sizes of the devices is a single figure from Oostman that Dr. Ilkov cites 

with no means of comparing the size with Goodman’s device. EX1002, ¶256. I have 

not identified any discussion or evidence demonstrating that a POSA could adapt 

Goodman for Oostman’s flow cytometer, or whether, if Goodman was in fact 

adapted, Goodman’s device would actually be smaller than Oostman’s detector 

module. A POSA would understand that the limiting factor in Oostman’s footprint 

is the PMT cluster and that Goodman offers no solution to this problem.  

183. Oostman actually discloses that its star-shaped configuration is more 

compact than a zig-zag configuration: 

In FIG. 5, the transfer leg forwarded upstream from one beam Splitter 

to the next follows a zigzag pattern. In FIG. 6, the transfer legs 

intersect in a star-shaped pattern yielding a more compact polygonal 

arrangement of detectors. 

EX1005 at 7:23-36.8 I have annotated Figures 5 and 6 of Oostman below to illustrate 

the relative optical paths between Figure 5 (zig-zag) and Figure 6 (star): 

 

8 All emphasis added unless otherwise stated. 
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EX1005 at FIGS. 5 and 6 (annotated). 

184. As Oostman itself indicates, Oostman’s star-shaped cluster design was 

an intentional design consideration over other detector array patterns and optical 

paths (e.g., zig-zag and linear) and was designed to provide a narrow, compact 

optical path while accounting for its PMT detectors. EX1005 at 1:60-2:16, 7:32-36; 

EX1001 at 43:62-44:19. Note that although Dr. Ilkov describes Oostman FIG. 5 as 

a “polygonal WDM arrangement[],” EX1002, ¶163, this “polygonal” nature refers 

to the arrangement of the PMT detectors, not the light path. Oostman’s light path to 

its final detector is in—as I have annotated below—a zig-zag configuration in the 

same way as Goodman’s Figure 1:
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EX1005 at FIGS. 5 (annotated); EX1016 at FIG. 1 (annotated); EX1002, ¶262; Pet. 

at 49 (“Goodman provides a zig-zag pattern in an optical block that was widely 

accepted in optical communications and had long found adoption within flow 

cytometry applications.”). Dr. Ilkov’s analysis does not take into account why a 

POSA would replace Oostman’s preferred star-shaped configuration with 

Goodman’s zig-zag demultiplexing configuration when Oostman already discloses 

that a zig-zag configuration is less compact than its star-shaped configuration in FIG. 

6. 

185. Finally, if a POSA were to hypothetically consider replacing Oostman’s 

star-shaped configuration Goodman’s zig-zag demultiplexing device, Petitioner fails 

to establish that the combination would have a more “simple geometric design.” For 

example, Oostman’s FIG. 5 shows beam turning elements directing light into the 

PMT detectors, but a closer review of Goodman reveals these types of components 

would also be present upon combining Goodman and Oostman. Particularly, 
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Goodman states that its configuration includes a “beam folding mirror” that “bends 

the wavelength beams and redirects them toward the series of focusing lenses,” 

including bending light at angles of 90 degrees. EX1016 at 12:26-32.  

186. Thus, in my opinion, there is nothing in Goodman that a POSA would 

look to in order to reduce “complexity.”    

5. Petitioner and Dr. Ilkov Fail to Explain How Goodman 
Would Improve Chandler or Oostman Specifically 

187. Dr. Ilkov and Petitioner rely on a series of quotes taken from 

Goodman’s summary section in order to support the motivation themes discussed 

above. EX1002, ¶169; Pet. at 48-49. In my opinion, these quotes do not demonstrate 

how Goodman would improve Oostman or supply a motivation to combine the two 

references.  

188. The first four quotes cited by Dr. Ilkov, directed towards ease of 

fabrication, have no context for which to compare the simplicity or complexity of 

Goodman’s manufacturing method compared to Oostman’s holder (indeed, the 

holders disclosed in Oostman Figures 7 and 8 are eminently injection-moldable 
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pieces), nor is there any explanation of why any theoretical benefits would outweigh 

Oostman’s stated benefits of customizability and reduced size.9  

189. The fifth quote cited by Dr. Ilkov, that Goodman’s WDM is “easy to 

incorporate into other optical systems,” EX1002, ¶169; Pet. at 48-49, is a generic 

statement as I have previously discussed, and a POSA would not, in my opinion, 

take this quote as a suggestion to try to incorporate Goodman’s device into a flow 

cytometers. And further, Goodman never mentions any life sciences application, 

including flow cytometry, such instead describes relevant applications for its 

technology was “spacecraft and aircraft applications” and “closed circuit and cable 

television systems.”  EX1016 at 2:10-13.  Finally, Goodman’s statement that its 

 

9 Dr. Ilkov also argues that Goodman’s design is smaller and would allow for 

“reducing the bill of material (BOM) costs by using less materials.” EX1002, 

¶¶170, 260. But as I have discussed above, Goodman’s design is not necessarily 

smaller, and if a POSA were to implement Goodman’s design, they would likely 

end up with a topology similar to Oostman’s Figure 5. Nor is smaller necessarily 

cheaper.  I have not seen any evidence, whether in the form of exemplary BOM 

costs or otherwise, to assess costs of manufacturing between Oostman and 

Goodman. 
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demultiplexing device “is easily scalable or modified,” ignores that Chandler’s and 

Oostman’s systems are similarly, or more, easily scalable as I have discussed above. 

See Section X.B.4. 

190. I have addressed in detail why Goodman’s zig-zag pattern and optical 

block would not improve Oostman’s design based on Oostman’s express 

disclosures. But even if either feature did result in some improvement, I see no 

reason why (and Dr. Ilkov does not discuss why) a POSA would further change 

every other aspect of Oostman’s design (e.g., its dichroic filters, bandpass filters, 

etc.), in favor of Goodman, or even simply remove Oostman’s detector clusters 

completely and slot in Goodman’s demultiplexing device without further 

adjustments. This is particularly the case here, where Oostman already provides a 

zig-zag pattern utilizing Oostman’s optical elements.  

191. I disagree with Dr. Ilkov’s underlying assumption that a POSA would, 

without thought, change Oostman’s entire arrangement or view each additional 

difference between Oostman and Goodman as irrelevant.  

192. Thus, it is my opinion that Goodman would not offer a POSA any 

advantage in compactness, reduced complexity, stability, or scalability. There is not 

one single element in Dr. Ilkov’s or Petitioner’s arguments for motivation to 

combine that clears even the lowest bar to compel a POSA to seek Goodman for 

remedy. In my opinion, the Petition’s motivation to combine analysis is in fact 
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completely based on hindsight, devoid of substantive arguments in this respect, and 

should be rejected for these reasons.  

C. It Is My Opinion that Petitioner Fails to Demonstrate a 
Reasonable Expectation of Success 

193. I have reviewed Petitioner’s single paragraph in its Petition, and Dr. 

Ilkov’s similar paragraph in his declaration, stating that a POSA would have had a 

reasonable expectation of success in implementing Goodman’s WDM into Chandler 

or Oostman. Pet. at 49-50, 87-88; EX1002, ¶¶172, 263. Dr. Ilkov (and Petitioner) 

cites to the following evidence supporting this assertion: 1) two statements from 

Goodman stating its WDM could be incorporated into other generic optical systems; 

and 2) statements from the ’107 patent itself; and (cited only in the Petition).  I 

disagree that any of these pieces of evidence provide such support. Further, Dr. Ilkov 

does not discuss the practical considerations in how Chandler or Oostman and 

Goodman could be combined. 

194. First, as I discussed above, a POSA would not simply take Goodman’s 

generalized statement about ease of incorporating into “other optical systems” at 

face value, and Goodman does not explain how its optical communications 

demultiplexing device could be incorporated into a flow cytometer fluorescent 

detection system or any fluorescence measurement system. See supra Section X.B.2.  
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195. Further, as I have previously discussed, Goodman itself states that 

relevant applications for its technology range from “spacecraft and aircraft 

applications to closed circuit and cable television systems.” EX1016 at 2:10-14; see 

supra Section X.B.2.  These applications do not have any connection to life science 

fluorescent light detection systems, and I thus do not view Goodman’s statements as 

supporting a reasonable expectation of success. 

196. For point 2, as I have discussed above, the statements cited from the 

’107 specification, actually highlight the challenges in translating WDMs from 

optical communications to flow cytometry prior to the inventions disclosed in the 

’107 patent. EX1001 at 44:63-45:13. See supra Section X.B.2.  I have not seen any 

evidence provided from Cytek that a POSA would have, in view of any prior art, had 

a reasonable expectation of success in combining Goodman with Oostman.   

197. Finally, though Petitioner proposes incorporating Goodman’s entire 

WDM into Chandler’s or Oostman’s flow cytometer, Petitioner does not explain 

how Goodman’s entire system would work in a flow cytometer, nor how a POSA 

would reasonably expect it to work.  

198. Other issues are similarly left to the imagination by Petitioner’s and Dr. 

Ilkov’s lack of explanation. The imaging elements and general optical architecture 

in Goodman, for example, are designed to receive light from a small-core, low 

numerical aperture fiber (emitted over a small angle) such as those used in optical 
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communications. For example, and as I have discussed, Dr. Ilkov does not consider 

whether Goodman’s imaging elements 18 and 20 would function when receiving 

light from a large diameter flow cytometry fiber optic which produces light at an 

etendue hundreds of times greater than what they were designed for, nor does he 

consider whether Goodman’s optical communications fiber optic would receive 

sufficient fluorescent light to allow for meaningful detection, nor whether 

Goodman’s detectors designed for optical communications would be operable in a 

flow cytometer.  

199. A large fiber with a large numerical aperture, as used for fluorescence, 

would emit light over a much larger angle, necessitating at least larger and/or closer 

optics in Goodman’s design, which in turn introduces the potential for other 

problems such as mechanical interference (blocking collected light, such as elements 

18 and 30 in Fig. 1).  Larger diameter optics alone would necessitate a full 

reconsideration of Goodman’s design, and this again raises the question of why a 

POSA would go to such lengths when presented with the result of such a design 

exercise by Chandler or Oostman.  Finally, the adaptation of Goodman’s design to 

use PMTs, as required in the flow cytometer of Chandler or Oostman, (or vice versa) 

is not straightforward and no description of this design alteration is provided by 

Goodman, Oostman, Chandler, or Dr. Ilkov. 
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XI. RIGHT TO SUPPLEMENT 

200. I reserve the right to supplement my opinions in the future to respond 

to any arguments that Patentee raises and to take into account new information as it 

becomes available to me.  
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U.S. Patent No. 12,174,107 B2 to Yong Qin Chen (filed September 3, 
2024, issued December 24, 2024) (“’107 patent”) 

EX1002 Declaration of Fedor A. Ilkov, Ph.D. 

EX1003 Prosecution History of U.S. Patent No. 12,174,107 B2 
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Nigel P. Carter and Michael G. Ormerod, Chapter 1, Introduction to the 
Principles of flow cytometry, Flow Cytometry, pp. 1-22 (3rd ed. 2000) 

EX1005 
U.S. Patent No. 6,683,314 B2 to Clifford A. Oostman, Jr. et al. (filed 
August 28, 2001; published January 27, 2004) (“Oostman”) 

EX1006 
U.S. Patent No. 5,317,162 to Bertram G. Pinsky et al. (filed September 
9, 1992; published May 31, 1994) (“Pinsky”) 

EX1007 
Excerpts of Howard M. Shapiro, Practical Flow Cytometry (4th ed. 
2003) (“Shapiro”) 
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March 2, 2010; published September 10, 2010) (“Thomas”) 
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U.S. Patent No. 8,284,402 B2 to Erich Frazier et al. (filed February 26, 
2010; published October 9, 2012) (“Frazier”) 
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published September 17, 2013) (“Wang”) 
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November 24, 1998; published March 6, 2001) (“Lemoff”) 
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October 4, 1996; published November 10, 1998) (“Jayaraman”) 
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U.S. Patent No. 6,201,908 B1 to Eric B. Grann (filed July 2, 1999; 
published March 13, 2001) (“Grann”) 

EX1016 
U.S. Patent No. 6,542,306 B2 to Timothy D. Goodman (filed March 16, 
2001; published April 1, 2003) (“Goodman”) 

EX1017 Listing of Challenged Claims 

EX1018 
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89-1 

EX1019 
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[Redacted Version], served in Beckman Coulter, Inc. v. Cytek 
Biosciences, Inc., C.A. No. 24-945 (D. Del. Feb. 14, 2025) 

EX1023 
Steve Wasserman, Geometrical optics and ray tracing, Course Wiki 
(August 27, 2019) 

EX1025 
Complaint filed in Beckman Coulter, Inc. v. Cytek Biosciences, Inc., 
C.A. No. 1:24-cv-00945 (D. Del. Aug. 14, 2024), D.I. 1 

EX1026 

Summons in a Civil Action to Cytek Biosciences, Inc. c/o Cogency 
Global, Inc. served on August 15, 2024, filed in Beckman Coulter, Inc. 
v. Cytek Biosciences, Inc., C.A. No. 1:24-cv-00945 (D. Del. Aug. 16, 
2024), D.I. 5 

EX1027 

Stipulation and Order Amending Scheduling Order filed in Beckman 
Coulter, Inc. v. Cytek Biosciences, Inc., C.A. No. 1:24-cv-00945 (D. 
Del. March 4, 2025), D.I. 55 
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R.M.P. Doornbos et al., White Blood Cell Differentiation Using a Solid 
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EX1032 SensL SPMMini High Gain APD (Oct. 2007) 

EX1033 
Menlo Systems APD210/310 High Sensitivity Detector Unit (Apr. 
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EX1034 
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https://web.archive.org/web/20110831115024/http://www.thorlabs.com
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EX1035 
World Patent No. WO 94/29695 to Oddbjørn Gjelsnes (filed June 8, 
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EX1036 
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EX1038 

William G. Lawrence et al., A Comparison of Avalanche Photodiode 
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Manipulation, and Analysis of Biomolecules, Cells, and Tissues VI, 
Proc. of SPIE Vol. 6859, 68590M, (2008) (“Lawrence 2008”) 

EX1039 
Shutao Zhao et al., High gain avalanche photodiode (APD) arrays in 
flow cytometer opitical [sic] system, IEEE (2011) (“Zhao”) 

EX1040 
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EX1043 
World Patent No. 98/59233 to Van S. Chandler (filed June 22, 1998; 
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U.S. Patent Application Publication No. 2009/0237658 A1 to Edward 
Calvin et al. (filed Apr. 9, 2009; published Sept. 24, 2009) (“Calvin”) 
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EX1054 
BD Biosciences Immunocytometry Systems Technical Specifications 
BD FACSArray (Oct. 2003) 

EX1055 

Archived website page for Hamamatsu NIR High Sensitivity Type 
products, (June 20, 2010), 
https://web.archive.org/web/20100620045039/http://jp.hamamatsu.com/
products/sensor-ssd/pd078/pd079/pd083/index_en.html 

EX1056 

Archived website page for Hamamatsu Short Wavelength Type 
products, (June 20, 2010), 
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Hamamatsu Si APD S5343 to S5345, S9073 to S9075, Short 
wavelength type APD (Apr. 2004) 

EX1061 
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2010) 

EX1062 
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Hamamatsu Products by Division, (Aug. 7, 2011), 
https://web.archive.org/web/20110807025645/http://sales.hamamatsu.c
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EX1064 
First Sensor APD Data Sheet Part Description AD800-11 to Order # 
500970, Version 20-06-11 (June 2011) 

EX1065 

Thorlabs, Collimated Light's Non-Zero Beam Divergence, Does 
collimated light maintain a constant beam diameter out to infinity? 
(Apr. 20, 2021), 
https://www.thorlabs.com/newgrouppage9.cfm?objectgroup_id=14489 

EX1066 
Edmund Optics, Considerations in Collimation, 
https://www.edmundoptics.com/knowledge-
center/applicationnotes/optics/considerations-in-collimation/ 
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EX1070 
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published Aug. 29, 2017) (“’412”) 

EX1071 Prosecution History of PCT/US2013/043453 (the “PCT App.”) 

EX1078 
U.S. Patent No. 11,255,772 B2 to Yong Qin Chen (filed June 30, 2017; 
published Feb. 22, 2022) (“’772”) 

EX1081 
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(June 2001), 
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http://rpdata.caltech.edu/courses/aph162/2007/Protocols/Optics/e3878_
Optics-Glossary.pdf 

EX1090 Newport Catalog, Precision Laser & Optics Products, available at 
http://rpdata.caltech.edu/courses/aph162/2007/Protocols/Optics/Newpor



Schaafsma Declaration: Appendix B (Materials Considered) 
 

8 
 

t%20Catalog.pdf 

EX1091 
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Overview, 
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U.S. Patent No. 7,280,204 B2 to Joseph Paul Robinson et al. (filed 
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Howard M. Shapiro and Michael Hercher, Flow Cytometers Using 
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Markman Hearing Transcript from Beckman Coulter, Inc. v. Cytek 
Biosciences, Inc., C.A. No. 24-945 (D. Del. August 21, 2025) 
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Newport, Technical Note: Fiber Optic Coupling, (2017), 
https://web.archive.org/web/20171018084228/https:/www.newport.com
/n/fiber-optic-coupling 

EX1105 
Markman Hearing Transcript from Beckman Coulter, Inc. v. Cytek 
Biosciences, Inc., C.A. No. 24-945 (D. Del. September 17, 2025) 

EX2001 
About Beckman Coulter 
(https://www.beckmancoulter.com/about-beckman-coulter/history-and-
innovation) 

EX2002 
CytoFLEX Flow Cytometer 
(https://www.beckman.com/flow-cytometry/research-flow-
cytometers/cytoflex) 

EX2003 
Beckman Coulter Patents 
(https://www.beckman.com/patents) 

EX2004 Cytek Form S-1 Registration Statement (2021) 

EX2005 Information Disclosure Statement for Application No. 15/817,237 to 
U.S. Patent No. 10,436,697 (May 7, 2019) 
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EX2006 Information Disclosure Statement for Application No. 15/942,430 to 
U.S. Patent No. 11,333,597 (June 17, 2021) 

EX2008 Transcript of Scheduling Conference, Beckman Coulter, Inc. v. Cytek 
Biosciences, Inc., C.A. No. 24-945, D.I. 23 (D. Del. Nov. 12, 2024) 

EX2011 Order, Beckman Coulter, Inc. v. Cytek Biosciences, Inc., C.A. No. 24-
945, D.I. 124 (D. Del. July 30, 2025) 

EX2012 
Transcript of Markman Hearing of August 21, 2025, Beckman Coulter, 
Inc. v. Cytek Biosciences, Inc., C.A. No. 24-945, D.I. 151 (D. Del. Aug. 
21, 2025) 

EX2013 
Transcript of Markman Hearing of September 17, 2025, Beckman 
Coulter, Inc. v. Cytek Biosciences, Inc., C.A. No. 24-945, D.I. 173 (D. 
Del. Sept. 17, 2025) 

EX2013 
Transcript of Markman Hearing of September 17, 2025, Beckman 
Coulter, Inc. v. Cytek Biosciences, Inc., C.A. No. 24-945, D.I. 173 (D. 
Del. Sept. 17, 2025) 

EX2014 U.S. Patent Pub. No. 2004/0165828 (“Capewell”) 

EX2015 File History for U.S. Patent No. 9,746,412 

EX2016 File History for U.S. Patent No. 10,330,582 

EX2017 DocketNavigator, Time-to-Trial Statistics for District of Delaware 
(Sept. 2025) 

EX2021 Assignment for U.S. Patent No. 8,922,778 

EX2022 Assignment for U.S. Patent No. 8,605,283 

EX2023 BD LSRFortessa Cell Analyzer User’s Guide 
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EX2024 Request for Ex Parte Reexamination of U.S. Patent No. 10,330,582 B2 
Under 35 U.S.C. §§ 302-307 and 37 C.F.R. § 1.510 et seq. 

EX2029 Shapiro, Practical Flow Cytometry (2003), Chapter 7 

EX2030  U.S. Patent No. 10,330,582 

EX2031 Marcus Nebeling, CWDM: Lower Cost for More Capacity in the Short-
Haul, Fiber Network Engineering (July 3, 2002) 

EX2032 
Telecommunication Standardization Sector of ITU, Recommendation 
G.694.2, Spectral Grids for WDM Applications: CWDM Wavelength 
Grid (Dec. 2003) 

EX2033 
Telecommunication Standardization Sector of ITU, Recommendation 
G.694.1, Spectral Grids for WDM Applications: DWDM Frequency 
Grid (June 2002) 

EX2034 Order Denying Request for Ex Parte Reexamination, 
Application/Control Number: 90/015,441 (Oct. 6, 2025) 

EX2035 M. Arumugam, Optical Fiber Communication—An Overview, 57 
Pramana J. Physics 849 (2001) 

EX2036 B.E.A. Saleh and M.C. Teich, Fundamentals of Photonics, 2d. Ed. 
2007, Chapters 1, 24 (“Saleh”) 

EX2037 Warren J. Smith, Modern Optical Engineering (3d ed. 2000, Chapter 9 
(“Smith”) 

EX2038 W.T. Welford, Optics (3d ed. 1990), Chapter 8 (“Welford”) 

EX2039 Mohammad Azadeh, Fiber Optics Engineering (2009), Chapters 1, 2, 6 
(“Azadeh”) 
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EX2040 Cytek’s 35 U.S.C. § 112 Contentions – Exhibit A U.S. Patent No. 
10,330,582, Beckman Coulter, Inc. v. Cytek Biosciences, Inc., C.A. No. 
24-945, (D. Del. October 22, 2025) 

EX2042 Amended Scheduling Order, Beckman Coulter, Inc. v. Cytek 
Biosciences, Inc., C.A. No. 24-945, D.I. 198 (D. Del. Nov. 5, 2025) 

EX2043 U.S. Provisional Patent Application No. 61/715,819 (“’5819 Prov.”) 

EX2044 Cytek’s 35 U.S.C. § 112 Contentions – Exhibit C U.S. Patent No. 
12,174,107, Beckman Coulter, Inc. v. Cytek Biosciences, Inc., C.A. No. 
24-945, (D. Del. October 22, 2025) 

EX2045 Plaintiff Beckman Coulter, Inc.’s Second Election of Asserted Claims, 
Beckman Coulter, Inc. v. Cytek Biosciences, Inc., C.A. No. 24-945, (D. 
Del. October 1, 2025) 

EX2046 Cytek’s Election of Asserted Prior Art Grounds, C.A. No. 24-0945-
CFC-EGT (D. Del. Nov. 25, 2025) 

EX2048 December 4, 2025 Email from A. Cohen to D. Knight 

EX2049 December 8, 2025 Email from R. Chen to A. Cohen 

EX2050 December 12, 2025 Email from A. Cohen to R. Chen 

EX2051 December 16, 2025 Email from A. Cohen to R. Chen 

EX2052 December 18, 2025 Email from A. Cohen to Director Squires 

EX2053 J. Paul Robinson, Flow Cytometry: Past and Future, 72 Biotechniques 
159 (2022) 

EX2054 https://cytekbio.com/pages/aurora 
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EX2055 File History for U.S. Patent No. 12,174,106 

 
 

Paper Description 

2 Petition for Inter Partes Review of U.S. Patent No. 12,174,107 

10 Patent Owner’s Request for Discretionary Denial 

 




